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Preface 



The papers collected here are those selected for presentation at the Eighth IFIP 
Conference on Engineering for Human-Computer Interaction (EHCI 2001) held in 
Toronto, Canada in May 2001. 

The conference is organized by the International Federation of Information 
Processing (IFIP) Working Group 2.7 (13.4) for Interface User Engineering, Rick 
Kazman being the conference chair, Nicholas Graham and Philippe Palanque being 
the chairs of the program committee. The conference was co-located with ICSE 2001 
and co-sponsored by ACM. 

The aim of the IFIP working group is to investigate the nature, concepts, and 
construction of user interfaces for software systems. The group's scope is: 

• to develop user interfaces based on knowledge of system and user behavior; 

• to develop frameworks for reasoning about interactive systems; and 

• to develop engineering models for user interfaces. 

Every three years, the working group holds a working conference. The Seventh one 
was held September 14-18 1998 in Heraklion, Greece. This year, we innovated by 
organizing a regular conference held over three days. 

Over 50 submitted papers were received, and each of them was reviewed by three 
WG 2.7 (13.4) members and observers. Twenty-one long papers and four short papers 
were selected for presentation at the conference. Their authors come from 10 
countries, in North America and Europe, reflecting the truly international nature of 
the conference. The papers are organized into topic areas as follows: 

• Software Engineering Methods 

• Formal Methods 

• Toolkits 

• User Interface Evaluation 

• User Interface plasticity 

• 3D User Interfaces 

• Input and Output Devices 

• Mobile Interaction 

• Context Sensitive Interaction 

Following each presentation there was a discussion among the participants and the 
presenter. A transcript of the discussion is found at the end of each paper in these 
proceedings. Each session was assigned a discussion transcriber, whose responsibility 
was to collect/transcribe the questions and answers during the session. The original 
transcripts were distributed to the attendees during the conference, and modifications 
that clarified the discussion were accepted. 

The program committee invited three keynote speakers, David Garlan, Saul 
Greenberg, and Jeff Raskin. Summaries of their talks are included in these 
proceedings. 
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Aura: Distraction-Free Ubiquitous Computing 



David Garlan 



School of Computer Science 
Carnegie Mellon University 
5000 Forbes Avenue 
Pittsburgh, PA 15213 
garlanOcs . emu . edu 



Technological trends are leading to a world in which computing is all around us - in 
our cars, our kitchens, our offices, our phones, and even our clothes. In this world we 
can expect to see an explosion of computational devices, services, and information at 
our disposal. While this is an undeniable opportunity, currently we are ill-prepared to 
deal with its implications. 

To take a simple example: Today I can easily afford to have 10 PCs in my office. 
But what can I do with them? Simply keeping them synchronized would be a 
nightmare. There are few, if any, applications that can exploit them simultaneously. 
And even if I could harness them all at once, the effort of configuring all of that 
software, ensuring version compatibility, starting it up, and stopping it in a consistent 
fashion would be painful. Furthermore, that equipment would not be usable by me in 
all of the other settings away from my office. Put simply, there is a serious mismatch 
between the availability of computing resources and our ability to exploit them 
effectively. 

The root of the problem is that the most precious resource in a computer system is 
no longer its processor, memory, disk or network. Rather, it is a resource not subject 
to Moore’s law: user attention. Today’s systems distract a user in many explicit and 
implicit ways, thereby reducing his effectiveness. Unless we find ways to make 
technology more “invisible” we will see a widening gap between technological 
capability and usefulness. 

At CMU we are addressing this problem in a new research effort called Project 
Aura. Aura’s goal is to provide each user with an invisible halo of computing and 
information services that persists regardless of location, and that spans wearable, 
handheld, desktop, and infrastructure computers. As the user moves from one location 
to another, and as resources come and go, the system adapts, providing the user with 
continuous, self-configuring, optimal access to data and computation. 

To achieve this goal. Project Aura is attempting to rethink system design, focusing on 
integrating two broad concepts across all system levels. First, it uses proactivity, or 
the ability of a system layer to act in anticipation of requests by a higher layer. This is 
in contrast to today’s systems, where each layer is reactive to the layer above it. 
Second, Aura is self-tuning: layers adapt by observing the demands made on them 
and adjusting their performance and resource usage characteristics to match demand. 
This is in contrast to today’s systems, where the behavior of a system layer is 
relatively static. 
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Supporting Casual Interaction 
Between Intimate Collaborators 



Saul Greenberg 

Department of Computer Science, University of Calgary 
Calgary, Alberta, CANADA T2N 1N4 
saul@cpsc . ucalgary . ca 

Over last decade, we have seen mounting interest in how groupware technology can 
support electronic interaction between intimate collaborators who are separated by 
time and distance. By intimate collaborators I mean small communities of friends, 
family or colleagues who have a real need or desire to stay in touch with one another. 
While there are many ways to provide electronic interaction, perhaps the most 
promising approach relies on casual interaction. The general idea is that members of a 
distributed community track when others are available, and use that awareness to 
move into conversation, social interaction and work. On the popular front, we see 
support for casual interaction manifested through the explosion of instant messaging 
services: a person sees friends and their on-line status in a buddy list, and selectively 
enters into a chat dialog with one or more of them. On the research front, my group 
members and I are exploring the subtler nuances of casual interaction. We design, 
build and evaluate various groupware prototypes [1,2, 3, 4] and use them as case 
studies to investigate: 

• how we can enrich on-line opportunities for casual interaction by providing people 
with a rich sense of awareness of their intimate collaborators; 

• how we can supply awareness of people’s artifacts so that these can also become 
entry points into interaction; 

• how we can present awareness information at the periphery, where it becomes part 
of the background hum of activity that people can then selectively attend to; 

• how we can create fluid interfaces where people can seamlessly and quickly act on 
this awareness and move into conversation and actual work; 

• how we can have others overhear and join ongoing conversations and activities; 

• how we can make these same opportunities work for a mix of co-located and 
distributed collaborators; and 

• how we balance distraction and privacy concerns while still achieving the above. 
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Turning the Art of Interface Design into Engineering 



Jef Raskin 



8 Gypsy Hill Road 
Pacifica, CA 94044 
Jef RaskinOaol . com 



The name of this conference begins with the word "engineering," a skill that I've seen 
little of in the world of commercial interface design. Here's what I mean by 
"engineering": 

I don't know if my background is typical, but I've enjoyed designing aircraft for 
some years now. As a child, I built model airplanes, some of which flew. Of 
necessity, they had many adjustable parts. I could move the wing forward and aft in a 
slot or with rubber bands, add bits of clay to the nose to adjust the balance, and I'd 
glue small aluminum tabs to wings and tail surfaces and bend them to correct the 
flight path. 

Once I had gotten past calculus and some college physics, I began to study 
aerodynamic and mechanical engineering more seriously. I remember with 
considerable pleasure the first time I was able to design a model (radio-controlled by 
this time) based on knowledge sound and deep enough so that I knew that —barring 
accidents— the aircraft would fly, and even how it would fly. I opened the throttle, the 
plane chugged along the runway and rose into the air, exactly as predicted. It flew 
and maneuvered, and I brought it back to a gentle landing. 

That's engineering. The ability to design from rational foundations, numerically 
predict performance, and have the result work much as expected without all kinds of 
ad hoc adjustments. 

This is not what I see in interface design. Working in the practical world of the 
interface designers who produce the commercial products used by millions, even 
hundreds of millions of people, I find that most of the practitioners have no 
knowledge of existing engineering methods for designing human-computer interfaces 
(for example, Fitts' and Hick's laws, GOMS analyses, and measures of interface 
efficiency). The multiple stupidities of even the latest designs, such as Microsoft's 
Windows 2000 or Apple's OS X, show either an unjustifiable ignorance of or a near- 
criminal avoidance of what we do know. 

My talk will look at some of the true engineering techniques available to us, and 
where HCI can go if we allow these techniques — rather than inertia, custom, 
guesswork, and fear — to guide us. 
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Towards a UML for Interactive Systems 



Fabio Paterno 

CNUCE-C.N.R., Via V.Alfieri 1, 56010 Ghezzano, Pisa, Italy 
fabio . paternoOcnuce . cnr . it 



Abstract. Nowadays, UML is the most successful model-based approach to 
supporting software development. However, during the evolution of UML little 
attention has been paid to supporting user interface design and development. In 
the meantime, the user interface has become a crucial part of most software 
projects, and the use of models to capture requirements and express solutions 
for its design, a true necessity. Within the community of researchers 
investigating model-based approaches for interactive applications, particular 
attention has been paid to task models. ConcurTaskTrees is one of the most 
widely used notations for task modelling. This paper discusses a solution for 
obtaining a UML for interactive systems based on the integration of the two 
approaches and why this is a desirable goal. 



1 Introduction 

The success of UML [9] reflects the success of object-oriented approaches in software 
development. UML is already composed of nine notations. In practice, software 
engineers rarely use all of them. In this context, it seems difficult to propose the 
inclusion of another notation. However, successful approaches have to take into 
account what the new important problems are, if they want to continue to be 
successful. The rapidly increasing importance of the user interface component of a 
software system cannot be denied. Since the early work on UIDE [3], various 
approaches have been developed in the field of model-based design of interactive 
applications [7] [8] and they have not affected at all the development of UML. The 
developers of UML did not seem particularly aware of the importance of model-based 
approaches to user interfaces: UML is biased toward design and development of the 
internal part of software systems, and has proven its effectiveness in this. However, 
despite UML use cases and other notations can effectively capture "functional" 
requirements or specify detailed behaviours, UML does not specifically - nor 
adequately - support the modelling of user interfaces aspects. 

In the European R&D project GUITARE, we developed a set of tools for task 
modelling and have proposed their use to software companies. The first issue raised in 
response was how to integrate their use with their UML-guided design and 
development practices. The issue of how to integrate model-based approaches to user 
interfaces with UML was discussed in some CHI workshops where participants 
agreed that it is conceptually possible to link development practice to HCI practice 
through the use of object models derived from task analysis and modelling [1]. 
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Last generation of model-based approaches to user interface design agree on the 
importance of task models. Such models describe the activities that should be 
performed in order to reach users' goals. Task models have shown to be useful in a 
number of phases of the development of interactive applications: requirements 
analysis, design of the user interface, usability evaluation, documentation and others. 
Tasks are important in designing interactive applications: when users approach a 
system, they first have in mind a set of activities to perform, and they want to 
understand as easily as possible how the available system supports such activities and 
how they have to manipulate the interaction and application objects in order to reach 
their goals. Likewise, when modelling human-computer interaction it is more 
immediate to start with identifying tasks and then the related objects. Conversely, 
when people design systems (with no attention to the human users) they often first 
think in terms of identifying objects and then try to understand how such objects 
interact with each other to support the requested functionality. 

ConcurTaskTrees (CTT) [7] is a notation that has been developed taking into 
account previous experience in task modelling and adding new features in order to 
obtain an easy-to-use and powerful notation. It is a graphical notation where tasks are 
hierarchically structured and a rich set of operators describing the temporal 
relationships among tasks has been defined (also their formal semantics has been 
given). In addition, it allows designers to indicate a wide set of task attributes (some 
of them are optional), such as the category (how the task performance is allocated), 
the type, the objects manipulated, frequency, and time requested for performance. 
Each task can be associated with a goal, which is the result of its performance. 
Multiple tasks can support the same goal in different modalities. The notation is 
supported by CTTE (the ConcurTaskTrees Environment), a set of tools supporting 
editing and analysis of task models. It has been used in many countries in a number of 
university courses for teaching purposes and for research and development projects. It 
includes a simulator (also for cooperative models) and a number of features allowing 
designers to dynamically adjust and focus the view, particularly useful when 
analysing large specifications. 

In the paper there is first a discussion of possible approaches to integrating task 
models and UML. Next, the approach selected is presented along with criteria to 
indicate how to use the information contained in use case diagrams to develop task 
models. Eor this part, examples taken from a case study concerning applications 
supporting help desks are given. Einally, some concluding remarks and indications for 
further work are presented. 



2 Integrating UML and Task Models 

Aiming at integrating the two approaches (task models represented in CTT and UML) 
there can be various basic philosophies that are outlined below. Such approaches can 
exploit, to different extents, the extensibility mechanisms built into UML itself 
(constraints, stereotypes and tagged values [9]) that enable extending UML without 
having to change the basic UML metamodel. The types of approaches are: 

• Representing elements and operators of a CTT model by an existing UML notation. 
Eor example, considering a CTT model as a forest of task trees, where CTT 
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operands are nodes and operators are horizontal directed arcs between sibling 
nodes, this can be represented as UML class diagrams. Specific UML class and 
association stereotypes, tagged values and constraints can be defined to factor out 
and represent properties and constraints of CTT elements 16] ; 

• Developing automatic converters from UML to task models, for example in 15] 
there is a proposal to use the information contained in system-behaviour models 
supported by UML (use cases, use cases diagrams, interaction diagrams) to 
develop task models. 

• Building a new UML for interactive systems, which can be obtained by explicitly 
inserting CTT in the set of available notations, still creating semantic mapping of 
CTT concepts into UML metamodel. This encompasses identifying 
correspondences, both at the conceptual and structure levels, between CCT 
elements and concepts and UML ones, and exploiting UML extensibility 
mechanisms to support this solution; 

Of course there are advantages and disadvantages in each approach. In the first 
case, it would be possible to have a solution compliant with a standard that is already 
the result of many long discussions involving many people. This solution is surely 
feasible. An example is given in 16]: CTT diagrams are represented as stereotyped 
class diagrams; furthermore constraints associated with UML class and association 
stereotypes can be defined so to enforce the structural correctness of CTT models. 
However, I argue that the key issue is not only a matter of expressive power of 
notations but it is also a matter of representations that should be effective and support 
designers in their work rather than complicate it. The usability aspect is not only 
important for the final application, but also for the representations used in the design 
process. For example, UML state charts and their derivative, activity diagrams, are 
general and provide good expressive power to describe activities. However, they tend 
to provide lower level descriptions than those in task models and they require rather 
complicated expressions to represent task models describing flexible behaviours. In 
110] there is another example of using existing UML notations for describing 
concepts important for designing interactive systems such as task and presentation 
models. Again, this proves its feasibility but the readability and comprehensibility of 
the resulting diagrams are still far from what user interface designers expect. Thorny 
problems emerge also from the second approach. It is difficult to model first a system 
in terms of objects behaviour and then derive from such models a meaningful task 
model because usually object-oriented approaches are effective to model internal 
system aspects but less adequate to capture users' activities and their interactions with 
the system. The third approach seems to be more promising in capturing the 
requirements for an environment supporting the design of interactive systems. 
However, attention should be paid so that software engineers who are familiar with 
traditional UML can make the transition easily. A possible variant to this solution is 
to use CTT as a macro-notation for an existing UML notation, such as activity 
diagrams. This would offer the advantages of being more comprehensible and better 
able to highlight the elements of interest for user interface designers, while still 
allowing the constructs to be mapped onto a standard UML notation. In particular, in 
the following I will outline a proposal aimed at obtaining a UML for interactive 
systems based on the integration of CTT and current UML. 
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3 The Approach Proposed 

In our approach to UML for Interactive Systems the use of task models represented in 
CTT is explicitly introduced. The approach should also be supported by a defined 
process and a related tool for integrated use of CTT and the other notations useful for 
supporting design in this class of software applications. 




Fig. 1. The Representations Involved in the Approach Proposed 

Not all UML notations are equally relevant to the design of interactive systems; the 
most important in this respect appear to be use case, class diagrams and sequence 
diagrams. In the initial part of the design process (see Figure 1), during the 
requirement elicitation phase, use cases supported by related diagrams should be used. 
Use cases are defined as coherent units of externally visible functionality provided by 
a system unit. Their purpose is to define a piece of coherent behaviour without 
revealing the internal structure of the system. They have shown to be successful in 
industrial practise. 

Next, there is the task modelling phase that allows designers to obtain an integrated 
view of functional and interactional aspects. Interactional aspects, related to the ways 
to access system functionality, in particular cannot be captured well in use cases; so, 
in order to overcome this limitation they can be enriched with scenarios, informal 
descriptions of specific uses of the system considered. More user-related aspects can 
emerge during task modelling. In this phase, tasks should be refined, along with their 
temporal relationships and attributes. The support of graphically represented 
hierarchical structures, enriched by a powerful set of temporal operators, is 
particularly important. It reflects the logical approach of most designers, allows 
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describing a rich set of possibilities, is declarative, and generates compact 
descriptions. 

The decomposition of the task model can be carried on until basic tasks (tasks that 
involve no problem solving or control structure component) are reached. If this level 
of refinement is reached it means that the task model includes also the dialogue 
model, describing how user interaction with the system can be performed. If such a 
level of description is reached then it is possible to directly implement the task model 
in the final system to control the dynamic enabling and disabling of the interaction 
objects and to support features, such as context-dependent task-oriented help. 

In parallel with the task modelling work, the domain modelling is also refined. The 
goal is to achieve a complete identification of the objects belonging to the domain 
considered and the relationships among them. At some point there is a need for 
integrating the information between the two models. Designers need to associate tasks 
with objects in order to indicate what objects should be manipulated to perform each 
task. This information can be directly introduced in the task model. In CTT it is 
possible to specify the references between tasks and objects. For each task, it is 
possible to indicate the related objects, including their classes and identifiers. 
However, in the domain model more elaborate relationships among the objects are 
identified (such as association, dependency, flow, generalisation, ...) and they can be 
easily supported by UML class diagrams. There are two general kinds of objects that 
should be considered: the presentation objects, those composing the user interface, 
and application objects, derived from the domain analysis and responsible for the 
representation of persistent information, typically within a database or repository. 
These two kinds of objects interact with each other. Presentation objects are 
responsible for creating, modifying and rendering application objects. Given one 
application object there can be multiple presentation objects (for example, a 
temperature can be rendered by a bar chart or a numeric value). The refinement of 
task and objects can be performed in parallel, so that first the more abstract tasks and 
objects are identified and then we move on the corresponding more concrete tasks and 
objects. At some point the task and domain models should be integrated in order to 
clearly specify the tasks that access each object and, vice versa, the objects 
manipulated by each task. 

Thus, we follow a kind of middle-out, model-first [11] approach, by which we 
identify elements of interest through the Use Cases and then use them to create more 
systematic models that allow clarifying a number of design issues and then to develop 
the resulting interactive software system. 

Scenarios are a well known technique in the HCI field often used to improve 
understanding of an interactive applications. They provide informal descriptions of a 
specific use in a specific context of an application. CTTE, the tool supporting CTT, 
gives also the possibility of simulating the task model. This means that it is possible 
to interactively select one task and ask the system to show what tasks are enabled 
after the performance of that task, and then carry on this activity iteratively. A 
sequence of interactions with the simulator allows designers to identify an abstract 
scenario, a specific sequence of basic tasks that are associated with a specific use of 
the system considered. Figure 2 provides an example describing a scenario derived 
from a task model for a cooperative ERP application (in the Scenario to be performed 
sub- window). The scenario was created beforehand and now is loaded for interactive 
analysis within the task model simulator 
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Fig. 2. Example of Abstract Scenario Derived from Task Model 



A similar concept is supported by sequence diagrams in UML: two-dimensional 
charts where the vertical dimension is time, while the horizontal dimension shows the 
classifier roles representing individual objects in the collaboration. Such diagrams 
provide good representation of limited sequential activities. Their specificity is that 
they represent the messages sent with arrows, indicating the objects involved and the 
direction of data flow. In both cases, we can think about them as representations of 
scenarios that are used to validate the dynamic behaviour of both the domain and task 
models. In addition, informal scenarios can be used as a technique for preliminary 
identification of requirements, and thus can give useful input for the development of 
use cases that provide more structured descriptions. 

Task models are useful to support the design of user interfaces. Deriving the 
concrete user interface can be looked at as a two-step process. First, an abstract user 
interface model should be identified: it gives a platform-independent description of 
how the user interface should be structured. Next, the concrete user interface is 
generated taking into account the specific platform considered (desktop, laptop, 
handheld device, ...). Note that this framework allows designers to support plasticity 
[12], the possibility of adapting to a specific device (although this is beyond the scope 
of this paper). 

A number of criteria have been identified [7] to gather information from the task 
model that is useful to obtain effective user interfaces. The concept of enabled task 
sets is used to identify the presentations of the user interface. An enabled task set is a 
group of tasks enabled over the same period of time. Thus it is a good candidate to be 
supported by a single presentation (however, multiple enabled tasks sets that differ by 
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only a few elements may be supported by a single presentation). Once we have 
identified the presentations, they can first be structured and then refined according to 
a number of criteria, for example: 

• grouping of tasks can be reflected in the grouping of presentation objects; 

• temporal relationships among tasks can be useful to structure the user interface 
dialogue and indicate when the interaction techniques supporting the tasks are 
enabled; 

• the type of tasks and objects (and their cardinality) should be considered when the 
corresponding widgets and presentation techniques are selected. 

The design process is iterative. So, when a user interface is drafted, then it is still 
possible to return to the task and domain models, modify them and start the cycle over 
again. 

To summarise, the rationale for the approach proposed is that in current UML 
notations it is possible to describe activities by activity diagrams or state chart 
diagrams (which are specialised types of activity diagrams). However, these notations 
have mainly been conceived of to describe either high-level user work- flow activities, 
or low-level interactions among software objects. Although they can be used to 
describe task models or user interactions and some research work has been done in 
this direction, the results do not seem particularly convincing. Activity diagrams do 
not seem to provide good support for multiple abstraction levels, which has been 
found particularly useful in HCI (all successful approaches in task modelling, 
including HTA, GOMS, UAN share this feature). In addition, they do not seem to 
scale-up well: when medium-large examples are considered, the graphical 
representations obtained are often rather difficult to interpret. It is possible to define 
such diagrams hierarchically, but designers often have difficulties in following their 
relationships and obtaining an overall view of the specification. 



4 Moving from Use Cases to Task Models 

Use cases have been well accepted in the phase of requirement elicitation and 
specification. There is some confusion over exactly how to use and structure them 
(see for example [2] for a discussion of the many ways to interpret what a use case is). 
Here we will refer to UML use cases that are usually structured informal descriptions 
accompanied by use case diagrams. Thus, it becomes important to identify a set of 
criteria helping designers to use the information contained in use cases diagrams as a 
starting point to develop task models. 

Use cases can give useful information for developing the CTT model in a number 
of ways. They identify the actors involved. Such actors can be mapped onto the roles 
of the CTT models. Indeed, CTT allows designers to specify the task model of 
cooperative applications by associating a task model for each role involved, and then 
a cooperative part describes how tasks performed by one user depend on the tasks 
performed by other users. In addition, a use case allows the identification of the main 
tasks that should be performed by users, the system or their interaction. This 
distinction in task allocation is explicitly represented in CTT by using different icons. 
Also abstract objects can be identified from an analysis of use cases: during use case 
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elicitation, a number of domain objects are also identified, and collected in term of 
UML classes and relationships; this enables the incremental construction of the core 
of the domain model which is a principal result of analysis activities. 

In use case diagrams there are actors, use cases and relationships among use cases. 
Actors can be associated with the roles of the task model and use cases can be 
considered as high-level tasks. In the use case diagram it is indicated to what use 
cases actors are involved. This means that they will appear in the corresponding task 
model. In addition, use cases that involve multiple actors must be included in the 
cooperative part of the task model. The relationships among use cases are: association 
(between an actor and a use case), extension (to insert additional behaviour into a base 
use case that does not know it), generalisation (between a general use case and a more 
specific one), inclusion (insertion of additional behaviour into a base use case that 
explicitly describes the insertion). 

It is possible to identify criteria to indicate how to consider these operators in the 
task model. For example, the inclusion relationship can be easily mapped onto the 
decomposition relation supported by hierarchical tasks, while the generalisation 
relationship requires both task decomposition and a choice operator between the more 
specific alternatives. The extension relationship can be expressed as either an optional 
task or a disabling task performed when some particular condition occurs. These 
criteria should be interpreted as suggestions rather than formal rules, still giving the 
possibility of tailoring them to the specific case considered. In Figure 3 there is an 
example of Use case concerning a case study described in [4]. It is an abstract use 
case (HD Call) whose goal is to identify and enable access to help desk (HD) services 
to registered users. It is easy to see that a number of roles are involved: the help desk 
user, the help desk operator, the expert and the support manager. The relationships 
used in this diagram are: associations between actors and use cases (for example the 
File HDU Feedback is associated with the HD User actor); extend (for example. 
Abort HD Call extend HD Call); include (for example HD Call includes Start HD 
Call, it is possible also to indicate one-to-many relationships, such as in the case of 
HD Call and HD Interactions). 




Fig. 3. Example of multi-actor Use case Diagram 
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The use cases included in the above diagram can be further expanded through 
specific diagram associated with each of them. It is possible then to group all the use 
cases that involve a certain actor. An example is provided in Figure 4, where the help 
desk user is considered. We can also find an example of use case generalisation 
(Identify HD Issue is a generalisation of Init New HDU Issue and Resume HDU 
Issue). This type of representation (a use case diagram describing all the use cases 
involving a certain role) can be used as starting point for the development of the 
corresponding task model. 

Figure 5 shows the task model corresponding to our example. A part from the root 
task (Access HD), this task model just associates a task with each use case. However, 
the task model already adds further information to the use case diagram because the 
temporal relationships among the activities are indicated. The Abort HD Call task can 
interrupt the HD Call task ([> is the disabling operator) at any time. The HD Call is 
decomposed into a number of tasks: we first have the Start HD Call task, which is 
further decomposed into Identify HD User followed by Identify HD Issue (» is 
sequential operator), and then a set of concurrent cooperating tasks (l[]l is the 
concurrent with information exchange operator). Then it is possible to perform either 
Suspend or Close the HDU Issue ([] is the choice operator) and lastly, after the 
optional performance of File HDU Feedback (optional tasks have the name in squared 
brackets), the HD Call ends. The model in Figure 5 concerns high-level tasks and 
represents a good starting point for the design of the user interface. 




Fig. 4. Example of Use case Diagram associated with an Actor 




16 Fabio Paterno 







Fig. 5. Example of Task Model corresponding to the previous Use Case Diagram 

Figure 6 provides a more readable representation of the task model by introducing 
high-level tasks grouping strictly related sub-tasks that share some temporal 
constraints (HD Call Session, HD Interactions and Dispose HDU Issue). Thus, we 
obtain a more immediate representation of the various phases of a HD Call. 




Fig. 6. Structured Representation of the Example of Task Model 



It is clear that the model obtained at this point is not yet the complete task model. 
Some tasks need further refinements and should be structured more precisely (for 
example, by indicating further sub-tasks). In addition, during the final refinement 
more attention should be paid to designing how activities are supported with the 
support of the user interface. On the other hand, we have seen how it is possible to 
obtain a preliminary structure of the task model satisfying the requirements indicated 
in the use cases. 



5 Conclusions and Discussion 

This paper has discussed an approach to integrating UML and CTT for designing 
interactive systems based on the use of use cases. Class Diagrams, CTT task models 
and scenarios. A successful modelling environment for interactive systems must 
account for the importance of task models and the notations that have proved to be 
effective in representing them. The logical framework that has been presented gives 
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indications of the types of representations to use in the various phases and their 
relationships. It supplies clear suggestions on how to leverage recent research work on 
model-based design of user interfaces to improve UML. 

Automatic support for the new method introduced in this paper seems to be a 
reasonable goal. To this end, an editor of uses cases has been added to the CTTE tool. 
At this time, this is the most engineered tool for task modelling and analysis and it is 
publicly available (http://giove.cnuce.cnr.it/ctte.html). 
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Discussion 

P. Smith: Why do you say to software developers that believe that use cases + 
prototypes are sufficient and that task modeling is unnecessary? 

F. Paterno: These people are making a lot of design decisions that are not captured 
well in use cases and prototypes alone. 

N. Graham: I didn’t understand how you represent temporal relations in UML 
F. Paterno: You could use sequence diagram or activity diagrams for instance but we 
prefer to represent that using the CTT notation. 
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Abstract. In a world where competitors are just a mouse-click away, human- 
centered design (HCD) methods change from a last minute add-on to a vital part 
of the software development lifecycle. However, case studies indicate that 
existing process models for HCD are not prepared to cope with the 
organizational obstacles typically encountered during the introduction and 
establishment of HCD methods in industrial software development 
organizations. Knowledge about exactly how to most efficiently and smoothly 
integrate HCD methods into development processes practiced by software 
development organizations is still not available. To bridge this gap, we present 
the experience-based human-centered design lifecycle, an interdisciplinary 
effort of experts in the fields of software engineering, human-computer 
interaction, and process improvement. Our approach aims at supporting the 
introduction, establishment and continuous improvement of HCD processes in 
software development organizations. The approach comprises a process model, 
tools, and organizational measures that promote the utilization of HCD methods 
in otherwise technology-centered development processes and facilitate 
organizational learning in HCD. We present results of a case study where our 
approach has been successfully applied in a major industrial software 
development project. 



1 Introduction 

The relevance of usability as a software quality factor is continually increasing within 
the industrial software development community. One fact contributing to this trend is 
the bringing into being of new regulations and standards for software usability that are 
increasingly influencing national legislation, such as the EC Directive about Safety 
and Health ofVDU Work 11, 2]. Contractors tend to demand compliance with these 
regulations, thus forcing development organizations to adopt human-centered design 
(HCD) approaches in order to achieve defined usability goals. Another point is the 
still growing market for commercial web-based services such as on-line banking 
applications or e-commerce portals: The success of these systems depends even more 
on usability and user satisfaction than that of traditional desktop applications since 
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their easy availability via WWW (world wide web) enforces competition between 
their provider organizations [3]. The very same effects will carry over to the mobile, 
proactive services embedded in the information appliances of the near future [4] . 

It is well accepted both among software practitioners and in the human-computer 
interaction research community that structured approaches and explicit HCD 
engineering processes are required to build systems with high usability [5-11]. 
However, a closer look at documented case studies of existing HCD process models 
shows that these approaches do not provide solutions for the severe organizational 
obstacles that are encountered in establishing HCD methods in the development 
processes practiced by industrial software development organizations (see below). 

To overcome these shortcomings we developed the experience-based HCD 
lifecycle, a result of a concerted effort of practitioners and researchers in the fields of 
software engineering, human computer interaction and process improvement. Our 
approach is designed to improve the utilization of HCD methods in standard software 
development processes and facilitate organizational learning concerning HCD 
activities. We explain the experience-based HCD lifecycle by describing the 
respective process models, tools and organizational measures that constitute our 
approach. We describe how our approach was verified during a long-time evaluation 
where it was successfully applied to improve the development process of an 
interactive software system. Finally we present the results of this evaluation and the 
lessons learned. 



2 Existing Process Models for Human-Centered Design 

There is a large body of research and practical experience available on software 
process models which are used to describe and manage the development process of 
software systems. Prominent examples are the waterfall model [12], the spiral model 
[13], or the fountain model [14]. Yet for the shortcomings of traditional process 
models concerning usability issues, a number of approaches have been developed that 
take into account the special problems encountered with the development of highly 
interactive systems [6, 10, 11, 15, 16]. According to ISO 13407 these approaches can 
be embraced by the term ‘human-centered design processes’ [17]. In this section we 
focus on those approaches which have been extensively applied to industrial software 
development projects. We outline their basic principles and discuss some of their 
drawbacks based on documented case studies. 

One of the first approaches used to address usability issues was the soft system 
methodology (SSM) [15, 18]. SSM was widely applied to capture the objectives, 
people involved (e.g. stakeholder, actors, and clients), constraints, and different views 
of interactive systems during development. However, since SSM’s origins are in 
general systems theory, rather than computer science, it lacks many of the specific 
HCD activities such as construction of user interface mockups or iterative usability 
testing which are necessary to fully specify interactive systems. These shortcomings 
limit the utilization of SSM to the early activities of the development process such as 
requirements or task analysis. 

The star lifecycle [16], proposed by Hix and Hartson, focuses on usability 
evaluation as the central process activity. Around this central task the, activities 
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system / task / functional / user analysis, requirements / usability specifications, 
design & design representation, rapid prototyping, software production and 
deployment are placed. The results of each activity such as task analysis are subjected 
to an evaluation before going on to the next process activity. The bi-directional links 
between the central usability evaluation task and all other process activities cause the 
graphical representation of the model to look like a star. 

One problem concerning this approach was already outlined by Hix and Hartson 
[16]: Project managers tend to have problems with the highly iterative nature of the 
model. They find it difficult to decide when a specific iteration is completed, 
complicating the management of resources and limiting their ability to control the 
overall progress of the development process. Furthermore, the star lifecycle addresses 
only the interactive parts of a software system, leaving open how to integrate the star 
lifecycle with a general software development method. 

The usability engineering lifecycle [10] is an attempt to redesign the whole 
software development process around usability engineering knowledge, methods, and 
activities. This process starts with a structured requirements analysis concerning 
usability issues. The data gathered from the requirements analysis is used to define 
explicit, measurable usability goals of the proposed system. The usability engineering 
lifecycle focuses on accomplishing the defined usability goals using an iteration of 
usability engineering methods such as conceptual model design, user interface 
mockups, prototyping and usability testing [6]. The iterative process is finished if the 
usability goals have been met. 

As outlined by May hew [10], the usability engineering lifecycle has been 
successfully applied throughout various projects. However, some general drawbacks 
have been discovered by May hew during these case studies: One important concern is 
that redesigning the whole development process around usability issues often poses a 
problem regarding the organizational culture of software development organizations. 
The well established development processes of an organization can not be turned into 
human-centered processes during a single project. Furthermore, the knowledge 
necessary to perform the HCD activities is often missing in the development teams, 
hampering the persistent establishment of HCD activities within the practiced 
development processes. How the HCD activities proposed in the usability 
engineering lifecycle should be integrated exactly and smoothly into development 
processes practiced by software development organizations, was declared by Mayhew 
as an open research issue [10]. 

Usage-centered design [11], developed by Constantine and Lockwood, is based on 
a process model called activity model for usage-centered design. The activity model 
describes a concurrent HCD process starting with the activities of collaborative 
requirements modeling, task modeling, and domain modeling, in order to elicit basic 
requirements of the planned software system. The requirements analysis phase is 
followed by the design activities: interface content modeling and implementation 
modeling. These activities are continuously repeated until the system passes the 
usability inspections carried out after each iteration. The design and test activities are 
paralleled by help system / documentation development and standards / style 
definition for the proposed system. This general framework of activities is 
supplemented by special methods like essential use case models or user role maps. 

Constantine and Lockwood provide many case studies where usage centered 
design was successfully applied, yet they basically encountered the same 
organizational obstacles as Mayhew [10] when introducing their HCD approach into 
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software development processes practiced. They emphasize the fact that ‘new 
practices, processes, and tools have to be introduced into the organization and then 
spread beyond the point of introduction’ [11]. A straightforward solution to these 
problems is training courses for all participants of HCD activities offered by external 
consultants. However, this solution is regarded as being time consuming and cost 
intensive in the long run. It tends to have only a limited temporary effect and thus 
does not promote organizational learning on HCD design methods [11]. Constantine 
and Lockwood conclude that it is necessary to build up an internal body of knowledge 
concerning HCD methods, best practices and tools tailored to the needs of the 
development organization. 

As outlined above, the approaches described have some limitations in common 
which hamper their effective application and establishment in an industrial setting. 
These shortcomings can be summarized as follows: 

• Existing HCD processes are decoupled from the overall system development 

process. 

One common concern relating to these approaches is that they are regarded by 
software project managers as being somehow decoupled from the software 
development process practiced by the development teams. It appears to project 
managers that they have to control two separate processes: the overall system 
development process and the HCD process for the interactive components. As it 
remains unclear how to integrate and manage both perspectives, the HCD activities 
have often been regarded as dispensable and have been skipped in case of tight 
schedules [19]. 

• Existing HCD process models are not suitable for tailoring. 

Another point that is also ignored by the approaches described is that development 
organizations are often overwhelmed by the sheer complexity of the proposed HCD 
process models. The models lack a defined procedure for tailoring the development 
process and methods for specific project constraints as system domain, team size, 
experience of the development team or the system development process already 
practiced by the organization. 

• Existing HCD process models assume that HCD methods can be performed ad hoc. 

Most approaches also assume that experienced human factors specialists are 

available throughout the development team and that HCD methods can be performed 
ad hoc. However, recent research shows that even highly interactive systems are often 
developed without the help of in-house human factors specialists or external usability 
consultants [20]. Therefore HCD methods often can not be utilized because the 
necessary knowledge is not available within the development teams [19, 21]. 

• Existing HCD process models are not prepared for continuous process 

improvement. 

Almost all approaches do not account for the fact that turning technology-centered 
development processes into human-centered development processes must be seen as a 
continues process improvement task [4]. A strategy for supporting a long-lasting 
establishment of HCD knowledge, methods, and tools within development 
organizations is still missing. 
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3 The Experience-Based Human-Centered Design Lifecycle 

The experience-based human-centered design lifecycle addresses the shortcomings of 
the existing HCD process models described above. It aims at promoting the utilization 
of HCD activities and methods in development processes practiced by software 
development organizations. It supports the introduction, establishment, and 
continuous improvement of HCD activities, methods, and tools within software 
development processes. Our approach is based on two concepts: An HCD reference 
model that contains specific activities for each logical phase of the development 
process and the introduction- establishment-improvement (lEI) model for HCD 
activities which guides the tailoring and smooth integration of HCD methods in 
mainstream software development processes. 



3.1 The HCD Reference Model 

The reference model contains HCD activities to be integrated into software 
development processes for interactive systems. It is organized into virtual process 
phases based on the framework of the usability maturity model (UMM) defined in 
ISO TR 18529 [22] which is based on ISO 13407 [17] and the Capability Maturity 
Model (CMM) [33]. The reference model contains various HCD activities from 
different human-centered design approaches. Currently the model comprises activities 
adopted from Nielsen [6] and May hew [10] as depicted in Fig. I. The shaded blocks 
represent the UMM framework while the plain blocks represent the respective 
activities of our reference modeQ 

The set of methods collected in the reference model is continually revised and 
extended with new methods by using the model in real projects and collecting data on 
its efficiency. The aim of the reference model is to compile a collection of well- 
accepted HCD activities in one framework which have been carefully verified for 
practicability and efficiency together with context information (process context, 
project context, technology context, domain context, and quality context) that 
describes in which development context the respective activities are most efficient. 



3.2 The Introduction-Establishment-Improvement Model for HCD 

The set of activities of the reference model must be supplemented with organizational 
tasks which help to manage and tailor the HCD activities of the reference model 
according to specific constraints of the respective project and the needs of the 
development organization. Our introduction-establishment-improvement (lEI) model 
for human-centered design provides process steps that support the introduction. 



^The graphical representation of the reference model is adopted from the format of 
ISOTR18529 - ‘Human-centred lifecycle process descriptions’. Whilst it is possible to draw 
a number of simple diagrams which demonstrate the iterative nature of the human- centred 
lifecycle there are many different versions of lifecycles, depending on the development 
context of the system planned. It is therefore difficult and may even be confusing to draw 
one simple diagram which demonstrates how processes are linked. 
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Fig. 1. Mapping of the Reference Model to the UMM framework [22] 



establishment and continuous improvement of HCD activities throughout the whole 
development lifecycle of highly interactive systems. These organizational tasks are 
grouped in the lEI model as depicted in Fig. 2. 




Fig. 2. The lEI model 
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The lEI model consists of the following steps: 



Step 1: Analyze the software development process practiced 

At the beginning, a short analysis of the software lifecycle practiced is performed. 
The results of this step are, first, a rough description of the process model that is used 
by the software development organization, and, second, a rough description of its 
main phases. 



Step 2: Analyze the HCD activities practiced 

The next step comprises an analysis of the practiced HCD process and the related 
HCD activities, to elicit when, where and how HCD methods are performed within 
the software development lifecycle in use. The deliverable of this step is a 
documentation of possible improvements of the HCD process that is currently used. 



Step 3: Select suitable HCD tasks and integrate them into the practiced software 
development process 

The results of the first steps form the rationale for the selection of HCD activities 
from the reference model for the improvement of the development process. However, 
in this step further important factors have to be considered, e.g. the type of system to 
be developed and project constraints like budget and schedules. 

The HCD activities which have been selected for the improvement of development 
process have to be integrated in the model of the practiced software development 
lifecycle and the project planning and form the improved development process, 
supplemented with appropriate HCD activities. 



Step 4: Support effective performance of the defined HCD activities 
Generally, at this step in the model resources have already been allocated for HCD 
activities, e.g., a usability engineer was nominated, who is responsible for 
coordinating and supporting the execution of the various HCD activities of the new 
process. However, the efficiency and impact of the proposed HCD methods must be 
increased by providing information, best practices, tools and reusable process 
deliverables of past projects (e.g. templates for usability test questionnaires, results of 
conceptual task analysis or user interface mockups) which facilitate effective 
performance of the selected HCD activities. This set of information should be easily 
accessible for all participants of HCD activities. 



Step 5: Collect and disseminate best practices and artifacts concerning HCD tasks 
During the execution of HCD activities, artifacts with a high value for reuse in the 
same or subsequent projects are generated by the participants of HCD activities, for 
example, templates for usability tests, reusable code fragments, or best practices on 
how to most efficiently conduct a user profile analysis. Furthermore observations of 
gaps in the HCD process should be documented and used as an input for the next 
improvement cycle. These best practices and artifacts comprise HCD experience and 
rationale that have to be captured and organized in a way that allows for easy reuse in 
the same or subsequent projects. 
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The lEI model contains two cycles: The inner cycle between step 4 and 5 supports 
the introduction and establishment of HCD activities and methods within the 
practiced software development process. It supports the effective utilization and 
improvement of HCD activities and best practices which are tailored to the needs of 
the development organization. This cycle is continuously iterated during the 
development process. 

The outer cycle which connects step 5 and 1 should be performed in the ideal case 
at least twice during the development process of large projects as it serves the 
improvement of the overall HCD process. In this cycle observations and best practices 
collected in step 5 should be used to integrate needed HCD activities in the process 
and remove activities that have failed to prove their utility. 



4 Tool Support 

The literature often maintains that there is a lack of tool support for HCD processes 
[6, 10, 19, 21, 23]. Indeed, few mature tools are commercially available most of them 
for activities of the late phases of the development lifecycle, e.g. (semi-) automatic 
GUI (graphical user interface) builders [24-28] or usability test tools [23, 29, 30]. 
With the increasing relevance of usability as a software quality factor, there will be 
linked a growing demand for tools which support HCD activities within the industrial 
software development community. These tools should help the participants of the 
HCD lifecycle to execute their tasks more effectively. 

One important class of HCD tools are systems that support developers by 
providing the knowledge to perform the various HCD activities and to organize the 
outputs of iterative design processes [10, 19, 21]. For the lack of available 
commercial tools, we developed a prototypical tool, the so-called MMI (Man- 
Machine -Interaction) hyperhase. The development and introduction of the system 
was prepared by a requirements analysis conducted with eighteen professional 
software developers and six project team leaders [31]. 

The tool summarizes and presents ergonomic design knowledge and HCD methods 
for the entire HCD lifecycle using a knowledge base and makes the knowledge 
available via intranet and web-browser. The ergonomic design knowledge and the 
HCD methods have been attached to the different HCD activities of our reference 
model, e.g. ‘definition of usability goals’ or ‘user profile analysis’. The MMI 
hyperbase supports a software development organization in defining the roles of the 
project team members responsible for HCD and helps to select the right methods and 
tools for each development step. Furthermore the MMI hyperbase supports the 
cooperation between the different participants of the HCD lifecycle with the help of a 
groupware tool. It enables developers to bundle best practices learned during the 
performance of HCD activities together with reusable artifacts and attach them to the 
corresponding activities of the reference model. The aim is to reuse HCD rationale, 
support organizational learning concerning HCD and to improve the HCD process 
deployed, and thus supports our experience-based approach outlined in the lEI model. 
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5 Employment of the Experience-Based HCD Lifecycle 
in an Industrial Setting 

In the remainder of this paper we illustrate the application of the methods and tools 
described above on the basis of a military software development project at DASA^ 
called AP3In this project we have supported the introduction, establishment and 
improvement of HCD activities within the software development lifecycle. The 
overall aim of our activities in APS was to increase the productivity of the user 
interface development process and to improve the quality-in-use of the system 
developed. In the following section we briefly describe how each step of the lEI 
model was applied in APS: 



Step 1: Analyze the practiced software development process 

The analysis of the practiced software development lifecycle to be used in APS 
showed that the development department used a subset of the V-model [32] as a 
process model for the development of their software systems. The V-model describes 
the activities which have to be performed during system development and the 
deliverables - mainly documents - which are to be created during these activities. The 
software process model to be used by the development team comprised the following 
five logical phases: project preparation, requirements analysis, system design, system 
development and installation/transition into use. 



Step 2: Analyze the practiced HCD process 

The analysis of the V-model with respect to HCD activities showed that there is no 
explicit HCD process anchored as a sub-process in the V-model. Therefore, HCD 
activities and their relation to the system development phases had to be defined for all 
phases of the development process. 



Step 3: Select suitable HCD tasks and integrate them into the practiced software 
development process 

Based on the results of the first two steps, the type of product to be developed and the 
project constraints, a set of appropriate HCD activities was selected from the 
reference model. Some further constraints influenced the selection of HCD activities: 
Though an old system existed, totally new work flows were to be modeled for the 
new system, thus making it necessary to integrate the workflow reengineering activity 
into the development process. Furthermore the proposed system had to comply with 
legal regulations concerning usability [I], which had to be taken into account in the 
process activities definition of usability goals and usability testing. 

The HCD activities which have been selected from the reference model were 
integrated into the respective phases of the practiced development process as elicited 
in step I and formed the process model for the performance of HCD activities in the 
APS project. 

The resulting process model is depicted in Fig. 3. The process phases of the overall 
development process which have been elicited in step I are represented as shaded 



^DaimlerChrysler Aerospace AG (DASA) is now partner of the transnational European 
Aeronautic Defence and Space Company (EADS) 
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boxes. The plain boxes represent the HCD activities that have been selected from the 
reference model to supplement the development process. The phases must be 
understood as logical phases. This means that they do not have to be performed in 
strict order for the whole system like in the waterfall model, but that they can be 
iteratively applied to sub-components. However, for reasons of clarity and readability 
we forgo the drawing of iterative loops between the logical process steps that occur in 
every real project. The resulting process model served as a basis for allocating human 
resources and project schedules in APS. 

Step 4: Support effective performance of the defined HCD activities 
The setup and execution of the HCD activities was coordinated by a usability 
engineer who was released from other project activities. The impact of the usability 
engineer was enhanced by the MMI hyperbase tool and the knowledge base included. 
With this intranet-based tool, the developers had access to practical descriptions of the 
various tasks of the HCD process set up in step 3, as well as to auxiliary means, e.g. 
templates, checklists, existing components or documented best practices, at all times - 
which made the efficient execution of the usability activities possible. 



Step 5: Collect and disseminate best practices and artifacts concerning HCD 
activities 

During the execution of the various HCD activities, some promising best practices 
were created. For example streamlined methods for user profile analysis and 
contextual task analysis together with checklists were developed to facilitate efficient 
performance of respective HCD activities. 

Furthermore, a simple yet effective graphical notation for user-relevant system 
functionality and work flows was developed during the workflow reengineering 
sessions. Based on use cases and flow diagrams this notation was both understood and 
accepted by the contractors, users and software developers thus supporting the 
communication during the workflow reengineering activity. 

These best practices have been documented in the knowledge base of the MMI 
hyperbase together with information like the HCD activity to which they are related, 
the role for which they are most useful (e.g. usability engineer, user interface (UI) 
designer, UI developer ). 

Based on the experiences collected in the inner cycle of the model, by iterating 
steps 4 and 5, we went back to step 2 to improve the practiced HCD process. The 
improved HCD process was used in the remainder of the APS project. 



6 Lessons Learned 

The best methods and tools for developing usable systems cannot achieve full impact 
if they are not supported by suitable organizational measures. Here are some of the 
simple measures which contributed to the successful application of usability 
engineering methods in the APS project: 
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Fig. 3. Integration of HCD activities in the development process of APS 

• Nominate personnel which is responsible for HCD during the whole project 

For the successful introduction and establishment of HCD activities it proved to be 
mandatory to have usability experts involved in both the development organization 
and the customer organization. In the development organization a usability engineer 
should be involved right from the beginning of the project and should be responsible 
for the management of all HCD activities during the whole system development 
process. In the APS project for example the usability engineer was explicitly declared 
as a member of the core engineering team and was also involved for the requirements 
engineering phase. On the customer side a usability agent was supervising the 
system’s compliance with usability requirements of the customer organization. In 
APS one usability engineer and one usability agent were nominated who were 
intensively cooperating. 

• Perform regular usability audits with stakeholders 

From our point of view HCD is also always a process of negotiation between 
different stakeholders, e.g. users, contractor, developers, management and goals of 
one group often clash with the interests of others. To support communication and 
facilitate a maximum degree of agreement between these groups on the most 
important design decisions, usability audits were performed throughout the 
development process. Each of this audits required at least two days of collaborative 
work and should be carefully prepared including the needed documents and tools. 
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During the APS project a total number of five usability audits were performed within 
three years. 

• Support the development team with information 

One of the most important recommendation is to compile all relevant information 
and data which is produced during the HCD activities and make it available to all 
members of the development team. The important results of the early phases such as 
user profiles, user tasks, or usability goals have to be considered during the whole 
development process and are vital for the late HCD activities such as testing for 
compliance with usability goals, designing the user manual by describing major user 
tasks or supporting user training by explaining and practicing the user tasks at the 
target system. It has proved to be useful to make the deliverables of the performed 
usability engineering tasks available in a central repository to all participants of the 
usability engineering process. In APS we used the MMI hyperbase as an HCD support 
tool. 



7 Results 

There are some important findings to our HCD approach. In comparison to other 
similar projects in our organization during the last years we identified a lot of 
different benefits for the APS project which was driven with our approach: 



7.1 General Advantages and Savings 

In contrast to previous projects the interaction design and user interfaces were 
available very early in APS. Both sides got an early impression of the system’s look 
and feel. The customers felt that they get a system which corresponds to the needs of 
their users. The suppliers got the certainty that they will deliver a system which 
satisfies the users. In APS the final electronic user interfaces were completed after 
60% of the overall development time. In former projects with the same settings 
usability problems resulted in massive exceeding of deadlines. 



7.2 Advantages Related to the Experience-Based HCD Lifecycle 

One of the most valuable advantages for the development team was that developers 
and software engineers learned to think in categories of user tasks and not only in 
terms of system functionality. 

In former projects developers only got lists of functions and often did not 
understand the defects which were communicated to them by the customer. This 
resulted in user interfaces that rather depicted a collection of single functions than a 
representation of the users tasks. It was annoying for developers to follow the change 
orders of the customer. 

From the very beginning of the APS project the software developers got a deep 
insight into the user tasks since they participated in performing the contextual task 
analysis together with the user representatives. Due to this experience they were 
highly motivated to implement components with a high usability. They were able to 
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understand and solve the problems encountered during usability tests since they knew 
the user tasks and they realized a mismatch between those tasks and the prototype. 
Furthermore the whole APS project profited from the elicitation and reuse of best 
practices and artifacts as described above. The development team adapted known 
HCD activities and methods and streamlined them to fit the development process in 
used, thus continuously improving the HCD activities practiced. 



7.3 Synergy Effects Related to Tool Support for HCD Processes 

There were immense cost savings since a lot of the material which was produced 
during the HCD process could be reused after delivery of the system in many ways. 
One example was the user training material. After delivery the customer organization 
normally defines an own training team which is responsible for the training of new 
users. This team got an excellent training material including all the descriptions of 
user tasks, usability goals, style guide rules, and tests cases for the user interfaces that 
was compiled using the MMI hyperbase tool. The effort for the training of new users 
was clearly reduced. 



8 Conclusions 

We presented an experience-based approach to HCD which was designed to 
overcome the severe organizational obstacles encountered during the application of 
related approaches. With the help of a case study we showed how to employ our 
approach in industrial software development organizations and presented 
organizational measures which contributed to the success of the entire approach. We 
presented promising results of the case study that showed that applying our approach 
can facilitate a more effective utilization of HCD methods within industrial software 
development settings and support the introduction, establishment and continuous 
improvement of HCD activities in software development organizations. 
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Discussion 

L. Bass: How many best practices were incorporated in the project? 

E. Metzker: Around 30. 

G. Phillips: How do you control what information regarding best practices make it 
into the knowledge base? 

E. Metzker: The project manager and the responsible user interface engineer 
determined what was stored in the knowledge base. 

E. Paterno: How did you evaluate the success of the approach in your case study and 
what elements contributed to it? 

E. Metzker: We need more case studies to better understand the elements that are 
more relevant and how they are useful. 

H. Stiegler: You talked a lot about the UMM which is strongly related to CMM. From 
my experience it is hard work to arrive at a level beyond 3. Your tool approach even 
deals with the improvement cycles between level 4 and 5. Did you really achieve that 
level in such a short time frame? 

E. Metzker: We did not make a formal assessment yet and we do not claim to have 
achieved these levels but our overall planning includes the goals of continuous 
process improvements. 
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In practice, designers often select user interface elements like widgets intuitively. So, 
important design decisions may never become conscious or explicit, and therefore 
also not traceable. We addressed the problem of systematically selecting widgets for a 
GUI that will be built from those building blocks. 

Our approach is based upon task analysis and scenario-based design, assuming that 
envisaged usage scenarios of reasonable quality are already available. Starting from 
them, we propose a systematic process for selecting user interface elements (in the 
form of widgets) in a few explicitly defined steps. This process provides a seamless 
way of going from scenarios through (attached) subtask definitions and various task 
classifications and (de)compositions to widget classes. In this way, it makes an 
important part of user interface design more systematic and conscious. 

More precisely, we propose to explicitly assign subtask descriptions to the 
interactions documented in such a scenario, to the steps of both users and the 
proposed system to be built. Through combining those subtasks that together make up 
an interaction, interaction tasks are identified. For these, the right granularity needs to 
be found, which may require task composition or decomposition. The resulting 
interaction tasks can be classified according to the kind of interaction they require. 
From this classification, it is possible to map the interaction tasks to a class hierarchy 
of widgets. Up to this point, our process description is seamless, while the subsequent 
selection of a concrete widget is not within the focus of this work. 

For this mapping, we defined a hierarchy of widget classes according to a functional 
rather than the usual structural view of classifying widgets. This hierarchy covers the 
MS Windows style guide. We also defined a hierarchy of interaction tasks that 
reflects this widget hierarchy. 

For an initial evaluation of the usefulness of this approach, we conducted a small 
experiment that compares the widgets of an industrial GUI that was developed as 
usual by experienced practitioners, with the outcome of an independent execution of 
the proposed process. Since the results of this experiment are encouraging, we suggest 
to investigate this approach further in real-world practice. 

Although this systematic process still involves human judgement, we hope that it 
contributes to a better understanding of the relationship between usage scenarios and 
user interface elements through the various tasks involved. More generally, it should 
help to better understand a certain part of user interface design. 
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Discussion 

G. Phillips: Is your work intended to support - automatic generation of user 
interfaces - support to allow inexperienced user interface designers to produce better 
user interfaces 

R. Jezek: Automatic generation is a long term goal. For now, we are aiming for 
support to inexperienced designers. Experienced designers can usually with or 
without our method. 

J Raskin: How did you choose your widget set? 

R. Jezek: We used windows 95 widgets. 

J Raskin: Doesn’t that guarantee a poor interface? [laughter] 

R. Jezek: We had to start somewhere but other sets will be considered in future work. 

J. Coutaz: You have focused on the mapping between domain objects and widgets. 
Another strategy could have been the mapping between tasks and widgets? 

R. Jezek: We have an existing tool where scenarios are defined so we concentrated on 
scenarios with attached tasks. 

M. Naming: Have you considered situation where a task like copy maps into multiple 
widget - a button, a drop-down menu a drag-and-drop operation. 

a) do you consider a drag-and-drop action as a widget? 

b) Did you consider situations where one task maps into multiple widgets? 

R. Jezek: We focused on simple user interfaces, without drag-and-drop, but it is good 
input for future work. 
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For the last twenty years, techniques to design software architectures for interactive 
systems that support usability have been a concern of both researchers and 
practitioners. Recently, in the context of performing architecture evaluations, we 
were reminded that the techniques developed thus far are of limited utility when 
evaluating the usability of a system based on its architecture. Techniques for 
supporting usability have historically focussed on selecting the correct overall system 
structure. Proponents of these techniques argue that their structure retains the 
modifiability needed during an iterative design process while still providing the 
required support for performance and other functionality. 

We are taking a different approach. We are preparing a collection of connections 
between specific aspects of usability (such as the ability for a user to "undo" or 
"cancel") and their implications for software architecture. Our vision sees designers 
using this collection both to generate solutions to those aspects of usability they have 
chosen to include and to evaluate their system designs for specific aspects of 
usability. Our contribution is a specific coupling between aspects of usability and 
their corresponding architecture. We do not attempt to designate one software 
architecture to satisfy all aspects of usability. Details can be found in [1]. 
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Discussion 

F. Jamhon: Do you think that tools can verify some of your checklist items 
automatically? 

L. Bass: Yes, some of them can be calculated automatically, but this is not the 
purpose of this work. 
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J. Coutaz: Are your patterns expressed at the conceptual level or implementation 
level? 

L. Bass: It depends on the scenario; for instance, cancel pattern is pretty much 
implementational . 

J. Roth: What (scenario, checklist, etc.) was the most useful to the software 
engineers? 

L. Bass: Found that checklist was most useful part of work for software engineers. 
Did I forget that? Have I thought about it? 

D. Salber: I like the idea of being proactive versus testing after the fact. But actually 
you should do both. What support does your approach offer? 

L. Bass: Approach intended to be complementary to existing software practice. 

D. Salber: Then what support for coordinating the two phases? 

L. Bass: Try to have usability engineers plus software engineers talk at beginning of 
V-cycle not just at the end (what they do actually). 
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Abstract. This paper introduces a new technique for the verification of both 
safety and usability requirements for safety-critical interactive systems. This 
technique uses the model-oriented formal method B and makes use of an hybrid 
version of the MVC and PAC software architecture models. Our claim is that 
this technique -that uses proofs obligations- can ensure both usability and 
safety requirements, from the specification step of the development process, to 
the implementation. This technique is illustrated by a case study: a simplified 
user interface for a Full Authority Digital Engine Control (FADEC) of a single 
turbojet engine aircraft. 



1 Introduction 

Formal specification techniques become regularly used in the area of computer 
science for the development of systems that require a high level of dependability. 
Aircraft embedded systems, the failure of which may cause injury or death to human 
beings belong to this class. 

On the one hand, user-centered design leads to semi-formal but easy to use 
notations, such as MAD [1] and UAN [2] for requirements or specifications, or 
GOMS [3] for evaluation. These techniques could express relevant user interactions 
but they lack clear semantics. So, neither dependability nor usability properties can be 
formally proved. 

On the other hand, adaptation of well-defined approaches, combined with 
interactive models, gives partial but positive results. Among them, we find the 
interactors and related approaches [4, 5], model-oriented approaches [4], algebraic 
notations [6], Petri nets [7] or temporal logic [8, 9]. Thanks to these techniques, some 
safety as well as usability requirements may be proved. 

Nevertheless, theses formal techniques are used in the development process in a 
limited way because of two constraints: 

• Formal techniques mostly depend on ad hoc specification models -e.g. interactors- 
and do not concern well-known software architecture models as Arch, MVC or 
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PAC. As a consequence, these unusual models make the specification task hard to 
use by most user interfaces designers. 

• Few of these formal techniques can preserve formal semantics of the requirements 
from the specification to the implementation steps. Most of them can prove 
ergonomic properties at the specification level only. So, it cannot be proved that 
the final software is exactly what has been specified. 

This article focuses on the B method [10, 11]. On the one hand, compared to VDM 
and Z, it makes possible the definition of a constructive process to build whole 
applications, with the respect of all the rules by the use of a semi-automatic tool [12]. 
On the other hand, the interactive system can be specified with respect to well-known 
software architecture models as Arch [13]. In this paper, we will show how the B 
method can be used to specify a critical system, the FADEC user interface case study, 
and how dependability as well as user interface honesty can be proved. 

This work may be considered as a new step towards the definition of an actual 
interactive development method based on formal approaches. Our first results [13, 14] 
focus on low-level interaction mechanisms, such as mouse and window control. We 
showed that the B method might be used with profit in interactive development. Our 
aim in this article is to apply the method on critical systems for two main reasons. 
First, we believe that critical systems are applications of primary importance for safe 
methods. In addition, critical systems introduce special needs in terms of flow of 
control. So, we focus on two main points: (1) how can the specification of both 
critical systems and the B method influence software architecture -e.g. how B method 
constraints can be interpreted into well known HCI approaches- and (2) what are the 
benefits of using the B method for the specification process of critical systems. 

The paper is organized as follows: in section 2, the B method is presented, and some 
previous results in applying formal approaches in HCI context are briefly 
summarized. In section 3, a study upon architecture models suitable for both critical 
systems and the B method is detailed. Fast, the fourth section describes the 
specification of the case study and explains how the safety and usability requirements 
can be formally checked. 



2 The B Method and Interaction Properties [14] 

The B method allows the description of different modules, i.e., abstract machines that 
are combined with programming in the large operators. This combination enables 
designers to build incrementally and correctly -once all the proof obligations are 
proved- complex systems. Moreover, the utmost interest in this method, in our case, 
is the semi-automatic tool it is supported by. 



2.1 The Abstract Machine Notation 

The abstract machine notation is the basic mechanism of the B method. J.-R. Abrial 
defined three kinds of machines identified by the keywords MACHINE, 
REFINEMENT and IMPLEMENTATION. The first one represents the high level of 
specification. It expresses formal specification in a high abstract level language. The 
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second one defines the different intermediate steps of refinement and finally the third 
one reaches the implementation level. Do note that the development is considered to 
be correct only when every refinement is proved to be correct with respect to the 
semantics of the B language. Gluing invariant between the different machines of a 
development are defined and sets of proof obligations are generated. They are used to 
prove the development correctness. 

A theorem prover including set theory, predicates logic and the possibility to 
define other theories by the user, achieves the proof of these proof obligations. The 
proving phase is achieved either automatically, by the theorem prover, or by the user 
with the interactive theorem prover. The model checking method, which is known to 
be often overwhelmed by the number of states that are needed to be computed is not 
used in the present version of the B tool [12]. 



2.2 Description of Abstract Machines 

J.-R. Abrial described a set of relevant clauses for the definition of abstract machines. 
Depending on the clauses and on their abstraction level, they can be used at different 
levels of the program development. In this paper, a subset of these clauses has been 
used for the design of our specifications. We will only detail these clauses. A whole 
description can be found in the B-Book [10]. The typical B machine starts with the 
keyword MACHINE and ends with the other keyword END. A set of clauses can be 
defined in between. In our case, these clauses appear in the following order: 

- INCLUDES is a programming in the large clause that allows to import instances of 
other machines. Every component of the imported machine becomes usable in the 
current machine. This clause allows modularity capabilities. 

- USES has the same modularity capabilities as INCLUDES except that the 
OPERATIONS of the used machines are hidden. So, the imported machine instances 
cannot be modified. 

- SETS defines the sets that are manipulated by the specification. These sets can be 
built by extension, comprehension or with any set operator applied to basic sets. 

- VARIABLES is the clause where all the attributes of the described model are 
represented. In the methodology of B, we find in this clause all the selector 
functions which allow accessing the different properties represented by the 
described attributes. 

- INVARIANT clause describes the properties of the attributes defined in the clause 
VARIABLES. The logical expressions described in this clause remain true in the 
whole machine and they represent assertions that are always valid. 

- INITIALISATION clause allows giving initial values to the variables of the 
corresponding clause. Do note that the initial values must satisfy the INVARIANT 
clause predicate. 

- OPERATIONS clause is the last clause of a machine. It defines all the operations - 
functions and procedures- that constitute the abstract data type represented by the 
machine. Depending on the nature of the machine, the OPERATIONS clause 
authorizes particular generalized substitutions to specify each operation. The 
substitutions used in our specifications and their semantics is described below. 
Other syntax possibilities are offered in B, and we do not intend to review them in 

this article, in order to keep its length short enough. 
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2.3 Semantics of Generalized Substitutions 

The calculus of explicit substitutions is the semantics of the abstract machine notation 
and is based on the weakest precondition approach of Dijkstra [15]. Formally, several 
substitutions are defined in B. If we consider a substitution S and a predicate P 
representing a postcondition, then [S]P represents the weakest precondition that 
establishes P after the execution of S. The substitutions of the abstract machine 
notation are inductively defined by the following equations. Do notice that we 
restricted ourselves to the substitutions used for our development. The reader can 



refer to the literature [10, 1 1] for a more complete description: 

[SKIPJP P (1) 

[SI II S2]P<^ [S1]P A [S2]P (2) 

[PRE E THEN S END]P E a [S]P (3) 

[ANY a WHERE E THEN S END]P V a (E ^ [S]P) (4) 

[SELECT PI THEN SI WHEN P2 THEN S2 ELSE S3 END]P (5) 

(P1^[S1]P) A (P2^[S2]P) A ((^Pl A ^P2)^[S3]P) 

[x:=E]P P(x/E) (6) 



The substitution (6) represents the predicate P where all the free occurrences of x 
are replaced by the expression E. Do notice that when a given substitution is used, the 
B checker generates the corresponding proof obligation, i.e., the logical expression on 
the right hand side of the operator This calculus propagates a precondition that 
must be implied by the precondition set by the user. If not, then the user proves the 
precondition or modifies it. Eor example, if E is the substitution [x+1] and P the 
predicate x 2, the weakest precondition is x 1. 



2.4 Interaction Properties 

Proving interaction properties can be achieved by the way of model checking or 
theorem proving [16]. Theorem proving is a deductive approach to the verification of 
interactive properties. Unless powerful theorem pro vers are available, proofs must be 
made "by hand". Consequently, they are hard to find, and their reliability depends on 
the mathematical skills of the designer. Whereas model checking is based on the 
complete verification of a finite state machine, and may be fully automated. However, 
one of the main drawbacks of model checking is that the solution may not be 
computed due to the high number of states [16]. The last sessions of EHCI as well as 
DSV-IS show a wide range of examples of these two methods of verification. 

Eor instance, model checking is used by Palanque et al. who model user and system 
by the way of object-oriented Petri nets -ICO- [17]. They argue that automated 
proofs can be done to ensure first there is no cycle in the task model, second a specific 
task must precede another specific task {enter _j?in_code and get_cash in the ATM 
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example) and third the final functional core state is the final user task (get_cash and 
get_card). These proofs are relative to reachability. Furthermore, Lauridsen uses the 
RAISE formalism to show that an interactive application -functional core, dialogue 
control and logical interaction- can be built using translations from the functional 
core adapter specification [18]. Then, Lauridsen shows that his refinement method 
can prove interaction properties as predictability, observability, honesty, and 
substitutivity. 

In the meantime, Paterno and Mezzanotte check that unexpected interaction 
trajectories expressed in a temporal logic -ACTL- cannot be performed by the user. 
The system -a subset of an air traffic control application- is modeled by interactors 
specified with LOTOS [19]. Brun et al. use the translation from a semi-formal task- 
oriented notation -MAD- [1] to a temporal logic -XTL- [8] and prove 
reachability [20]. 

Our approach in this article -with the B method- deals with the first method, i.e., 
theorem proving. Yet, the method does not suffer from the main drawbacks of 
theorem proving methods, i.e., proving all the system “by hand”. In our former 
studies [13, 14], about 95% of the proofs obligations, regarding visibility or 
reachability, were automatically proved thanks to the “Atelier B” tool. Our present 
work -the FADEC user interface specification- has been successfully and fully 
automatically proved. All proof obligations, regarding safety and honesty, have been 
distributed in the separate modules of the system specification, as we will see later on. 

Moreover, since the specification is incrementally built, the proofs are also 
incrementally built. Indeed, compositionality in B ensures that the proofs of the whole 
system are built using the ones of the subsystems. This technique simplifies 
considerably the interaction property verifications. And then, this incremental 
conception of applications asserts that the proofs needed at the low-level B -machines 
of the application, i.e. the functional core, are true at the higher levels, i.e. the 
presentation. So, the reliability is checked by construction. 



3 The FADEC Case Study and Its Software Architecture 

A FADEC (Full Authority Digital Engine Control) is an electronic system that 
controls all the crucial parameters of aircraft power plants. One of the system roles is 
to lower the cognitive load of pilots while they operate turbojet engines, and to reduce 
the occurrence of pilot errors. 

Our case study focuses on the startup and the shutdown procedures of a single 
turbojet engine aircraft. In our scenario, the pilot controls the engine ignition -off, 
start, run- and the fuel valve -closed, open. The engine states can be perceived via the 
fuel pressure -low, normal, high- and the engine temperature -low, normal, high. The 
system interface is composed of lights and push buttons. The interface layout adopts 
the dark cockpit philosophy which minimizes distracting annunciation for pilots, i.e. 
only abnormal or transition states are visible. So, the normal parameters of the engine 
during flight do not light up any interface lights. 

In this section, we start with an analysis of constraints imposed by the B language 
over architecture design. Secondly, we explain why “pure” MVC and PAC models 
fail against B requirements. Lastly, we describe our hybrid model, named CAV. 
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3.1 Rules for B Architecture Design 

Our case study belongs to the safety-critical interactive- system category. More 
precisely, as in common interactive systems, the user controls the software system, 
but, as a reactive system, a third part, that evolves independently from both the 
software system and the user, must also control the system. In first approximation, the 
software may be modeled as a unique view that displays some functional core under a 
specific interactive control. Our first idea for designing such a system was to use a 
well-known multi-agent model, such as MVC or PAC, because acceptability of 
formal methods is greatly influenced by using domain standard methods. 

The interactive system specifications must however stay in the boundaries of the B 
language constraints. We selected three kinds of constraints that relate to our purpose. 
These main constraints are: 

1 . Modularity in the B language is obtained from the inclusion of abstract machine 

instances -via the INCLUDES clause- and, according to the language semantics, all 
these inclusions must form a tree. 

2. The substitutions used in the operations of abstract machines are achieved in 

parallel. So, two substitutions -or operations- used in the same operation cannot 
rely on the side-effects of each other. So, they are not allowed on the abstract 
machines specifications. 

3. Interface with the external world, i.e. the user actions as well as the updates of 

system state must be enclosed in the set of operations of a single abstract 
machine. 



3.2 Classical Multi-agent Architecture Models 

As we explained in the upper section, our first impulse was to apply directly a 
classical multi-agent approach to our problem. Nevertheless, we discovered rapidly 
that none of them could be used without modification. In this section, we briefly 
describe MVC and PAC architecture models and relate how they are inappropriate. 

MVC is an acronym for “Model, View, Controller”. It is the default architecture 
model for the Smalltalk language [21], and became the first agent-based model for 
HCI. This model splits the responsibility for user interface into autonomous agents 
that communicate by messages, and are divided into three functional perspectives: 
Model stands for application data, and their access. It is the only object that is allowed 
to communicate with other Model objects. View is in charge of graphical outputs. It 
gives the external representation of the domain data, using Model objects services to 
extract the data to be presented. It also presents the perceivable behavior of the agent. 
This separation between Model and View allows a Model to own several Views. 
Lastly, Controller is responsible for inputs, and for making perceivable the behavior 
of the agent. It also manages the interactions with the other Controllers. 

When the user gives some input, the associated Controller triggers a Model 
function. Then, the Model sends a message to all its Views to inform them for a 
change. Each View may request for the new state of the Model, and can refresh the 
graphical representation if needed. 

The main problem with MVC is the double link between the View and the Model. 
This point violates the first rule we identified, which concerns B abstract machine 
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inclusion order. More precisely, the Model cannot access the View -for sending it a 
message- if the View must ask the Model for data to be visualized. 





Fig. 1. The three components of the Model- View-Controller software architecture model 



The PAC model, for “Presentation, Abstraction, Control” was proposed in 1987 by 
J. Coutaz [22]. Opposed to MVC, it is absolutely independent from languages. Agents 
are made of facets, which express complementary and strongly coupled computational 
services. The Presentation facet gives the perceivable input and output behavior of 
the object. The Abstraction facet stands for the functional core of the object. As the 
application itself is a PAC agent, no more component represents the functional core. 
There is no application interface component. The Control facet insures coherency 
between Presentation and Abstraction. It solves conflicts, synchronizes the facets, and 
refreshes the states. It is also takes charge of communication with other agents -their 
Control facets. Lastly, it controls the formalism transformations between abstract and 
concrete representations of data. 

The PAC model gives another dimension as interactive objects are organized in 
hierarchies. Communication among the Control facets in the hierarchy is precisely 
defined. Modification to an object may lead its Control facet to signal this 
modification to the Control facet of parent object, which may in turn communicate 
this modification to its siblings. This allows all the parts of the application to correctly 
refresh. We believe that this precise point -i.e. the honesty property- may be directly 
addressed in a B development. It is the basis for the refinement steps we intend to 
conduct. 




Fig. 2. The three facets of the Presentation- Abstraction-Control software architecture model 
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PAC solves the problem of MVC, because the Control facet is the only responsible 
for synchronizing the other two facets. Unfortunately, PAC does not respect the third 
rule on a unique entry point. In classical interactive systems, the unique entry point is 
the user. So, the Presentation facet may be considered as the unique entry point of the 
program. But, in safety critical systems, the reactive system itself is another external 
entity that must be taken into account. For that purpose, the presentation facet does 
not seem to be a good candidate. 



3.3 The Hybrid CAV Model (Control-Abstraction-View) 

We propose an hybrid model from MVC and PAC to solve this problem. The model 
uses the external strategy of MVC: the outputs of the system are devoted to a specific 
abstract machine -the View- while inputs are concerned by another one -the Control- 
that also manages symmetrical inputs from the reactive system which is directed by 
the third abstract machine -the Abstraction. The Control machine synchronizes and 
activates both View and Abstraction machines in response to both user and aircraft 
events, though assuming its role of control. 

To limit exchanges between control and the two other components, a direct link is 
established between the View and the Abstraction, to allow the former to extract data 
from the latter. This point is particularly important in the B implementation of this 
model, because of the second rule we mentioned upper, that enforces to pay particular 
attention to synchronization problems between machines. This last point is mainly 
discussed in the following section. 




Fig. 3. The three components of the Control- Abstraction- View software architecture model 



4 The FADEC User Interface Specification in B 

In this section, we detail the development process we used for the case study, and we 
focus on HCI requirement satisfaction. The first step consists in modeling the 
FADEC, using the CAV architecture model we described in the previous section. The 
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second step concentrates on safety requirements, that concerns inputs. The third step 
pays attention to honesty property, mainly outputs. Lastly, we illustrate the expressive 
power of the B method with iterative resolution of side effects on our specification. 

Two kinds of requirements must be fulfilled: 

• The system must be safe, i.e. the pilot must not be able to damage the engine. For 
example, the fuel pressure must be normal in order to begin the startup sequence. 

• The system must be honest, i.e. the user interface lights must reflect the exact 
engine parameters -pressure and temperature- at any moment. 



4.1 Modeling the FADEC User Interface 

Applying our architecture model to the FADEC case study is straightforward. Each B 
machine encapsulates few attributes. 

The Engine abstract machine -the Abstraction- models the functional core of the 
FADEC, e.g. the engine control parameters in the VARIABLE clause, and the 
variation sets of them in the SETS and INVARIANT clauses. The SETS are defined 
in respect to the logical description of the system, and a unique “SetProbeData” is 
defined for both the fuel prestsure and the engine temperature: 

MACHINE 

Engine 

SETS 

Setignition = {ojf, start, run] ; 

SetFuelValve = {open, closed] ; 

SetProbeData = [low, normal, high] 

VARIABLES 

Ignition , FuelValve , FuelPress , EngineTemp 

INVARIANT 

Ignition e Setignition a 

FuelValve e SetFuelValve a 

FuelPress e SetProbeData a 

EngineTemp e SetProbeData a ... 

The View abstract machine models what the pilot can perceive from the user 
interface, e.g. the lights and their status (TRUE for on, and FALSE for off). Because 
of the dark cockpit philosophy, we chose to use two lights for reflecting either 
ignition state, pressure or temperature that have three different states, and only one for 
fuel valve status which has only two different states. Moreover, the View abstract 
machine uses an instance of the Engine abstract machine in order to be aware of its 
sets of variables. It is expressed by a USES clause: 

MACHINE 

View 

USES 

engine. Engine 

VARIABLES 

IgnitionOJf, IgnitionStart, FuelValveClosed, 

EngineTempLow, EngineTempHigh, FuelPressLow, FuelPressHigh, 

StartButtonEnabled 
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INVARIANT 

IgnitionOjf, IgnitionStart e BOOLxBOOL a 
FuelValveClosed e BOOL a 

EngineTempLow, EngineTempHigh e BOOLxBOOL a 
FuelPressLow, FuelPressHigh e BOOLxBOOL a 
StartButtonEnabled e BOOL a ... 

The Control abstract machine is the centralized control of the system. So, it does 
not need to define any functional core nor presentation variables which are already 
defined in the Engine and View abstract machines respectively. On the other hand, it 
must include the sets, the variables and the operations of both instances of Engine and 
View: 

MACHINE 

Control 

INCLUDES 

engine. Engine, view. View 

The sets, the variables and some of the invariants of the three abstract machines are 
now precisely defined. We can focus on the INVARIANT clauses that ensure safety. 



4.2 Safety Requirements 

The first requirement of the FADEC is safety. For instance, the start mode must not 
be used if the fuel pressure is not normal. This property must always be satisfied. In 
B, this requirement may be enforced with an INVARIANT clause that applies on the 
variables Ignition and EuelPress. The Engine abstract machine which represents the 
system functional core is responsible for it, with the following B expression: 

-/ (Ignition = start a EuelPress ^normal) 

We do not pay attention to what action is done. We only focus on the fact that 
never abnormal fuel pressure may be observed when startup is processing. In the 
semantics of B, the invariant must equal true at the initialization of the abstract 
machine, at the beginning and at the end of any operation. Note that the substitutions 
of the initialization as well as the operations are assumed to be executed in parallel. 

Of course, the startup operation of the engine must satisfy this invariant, so the 
operation is guarded by an ad-hoc precondition PRE that ensures the operation will 
never be used if the fuel pressure is different from normal. 



startup = 

PRE 


EuelPress = normal 


THEN 


Ignition \= start 


END ; 





For HCI, what is interesting now is: Is the user able to make an error? Whatever 
the user does, the B specification of the engine machine ensures that it will not be 
possible to violate the invariant. What about user actions and user interface state now? 
In our architecture model, the Control abstract machine is responsible for user inputs 
and for functional core actions activation. As a consequence, it must include an 
instance of the Engine abstract machine, and must use its operations within their 
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specifications. Using B allows propagating the conditions. A new guard can/must be 
set for the operation used when the pilot presses the startup button. We do not give the 
engine the responsibility for controls, we propagate this semantic control to the user 
interface. One basic solution is to guard the activation of the startup button in the 
Control abstract machine by the precondition engine. FuelPress = normal. 

start_button_pressed = 

PRE engine.FuelPress = normal 
THEN engine, startup II 

END ; 

This basic solution suffers from two main drawbacks: 

• The redundancy of preconditions is needed by modular decomposition of the B 
abstract machines 

• The pilot’s action on the system is blocked without proactive feedback, i.e. the 
pilot can press the startup button and nothing happens. 

A more clever design is to delegate the safety requirements of the functional core 
to the user interface. In this new design, the user interface startup button is disabled 
while the startup sequence cannot be initiated for safety reasons. Now the user 
interface is in charge with the safety requirements of the system. Two modifications 
are needed: 

• The startup operation of the Control abstract machine is now guarded by the state 
of the startup button: 

view.StartButtonEnabled - TRUE 

• The invariant must ensure that the startup button is disabled when the fuel pressure 
is not normal and enabled otherwise: 

( {engine.FuelPress = normal a view.StartButtonEnabled - TRUE) v 
(engine.EuelPress ^ normal a view.StartButtonEnabled - FALSE) ) 

The B semantics -and the Atelier B tool- checks for the validity of these 
assertions, and ensures for the compatibility of all abstract machines operations. Our 
software is now assumed not to allow the pilot doing anything wrong that can damage 
the turbojet engine. 



4.3 Usability Requirements 

Honesty is a well known property in user interfaces [23]. In safety critical systems, 
system honesty is crucial because user actions depend on the user capacity to evaluate 
the state of the system correctly. This point assumes the displayed state is the state of 
the actual system. Ensuring user interface honesty requires the specification to prove 
that the system state -represented by Engine variables- is always reflected in the pilot 
interface -represented by View variables. Like safety requirements, this requirement 
stands for an always true invariant. 

It seems conspicuous that the honesty property must be stipulated in the INVARIANT 
clause of the View abstract machine. However, updates of the Engine and View 
variables are achieved in parallel by the operations of the Control abstract machine. 
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because of the B semantics constraints -quoted in the §3.1. As a result, it is 
impossible to get the Engine variables update before the View variables update. As a 
consequence, the honesty property must be stipulated in the INVARIANT clause of the 
Control abstract machine only. For example, the light FuelValveClosed must be on 
only when the fuel valve is closed. We can express it by an exhaustive invariant that 
gives the two right solutions: 

( (engine. FuelValve = closed a view. FuelValveClosed = TRUE) v 
(engine. FuelValve closed a view. FuelValveClosed = FALSE) ) 

Our software architecture model assumes that the Control abstract machine really 
acts. So, the operation of the Control abstract machine, which is used when the pilot 
presses the close button, i.e. the close J^uelJbutton _j>ressed action, must update both 
the Engine state and the View state: 



close_fuel_button_pressed = 




BEGIN 




engine.cIose_fueI 1 
view.update_ui( 


engine.Ignition, closed, 

engine. FuelPress, engine. EngineTemp, 

view.StartButtonEnabled ) 


END ; 





Another consequence is that the operation of the View abstract machine must 
properly update the variable: 



update_ui (ignition, fuel_valve, fuel_press, engine_temp, start_button_enabled) = 

PRE 

ignition e Setignition a 
fuel_valve e SetFuelValve a 
engine_temp e SetProbeData a 
fuel_press e SetProbeData a 
start_button_enabled e BOOL 

THEN 

ANY fvc WHERE 

fvc e BOOL A 

( (fuel_valve = closed) ^ (fvc = TRUE) ) a 
( (fuel_valve 7 ^ closed) ^ (fvc = FALSE) ) 

THEN 

EuelValveClosed := fvc 

END II ... 

END 



4.4 Specificity of Asynchronous Systems 

In critical systems such as the FADEC, some parts of the system change without any 
interaction with the user. For example, a probe whose control is obviously outside of 
the system updates the fuel pressure. A real-time kernel is in charge of interrogating 
every probe and sending responses to the whole system. In our analysis, the real-time 
kernel is out of our scope. Nevertheless, its entry point into our system must be 
defined. We propose to manage the aircraft in a way that is symmetric to the user. As 
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stated in figure 1, it is controlled by the Engine abstract machine. When events are 
initiated by the aircraft power plant, their entry point is the Control abstract machine. 
So doing, the Control is completely in charge of updating the internal state - 
functional core- and the external state of the application -view. More, it can also 
ensure that the state of interaction is also correct. 

Because we were focusing on HCI, we did not really pay attention to this side of 
the application. In our sense, one of the most interesting result of our study is the 
following: the B method helped us to discover a hazardous but important side-effect. 
The automatic prover detected a problem with fuel pressure invariant as soon as we 
introduced the action that updates this pressure into the functional core: on the one 
hand, the fuel pressure must be normal during the startup sequence, otherwise, the 
pilot cannot press the start button. On the other hand, if the fuel pressure falls down 
when the Engine abstract machine is in start mode, the turbojet engine must stop. We 
did not take this case into account. Fortunately, the B semantics does not allow this. 
Therefore, the Engine abstract machine must be enhanced: 

update_fuel_press (fuel_data) = 

PRE fuel_data e SetProbeData 
THEN 

FuelPress :=fuel_data II 

SELECT Ignition = start Afuel_data normal 

THEN Ignition := off 

END 

END ; 



As a result, the Control abstract machine must update the View accordingly: 



fuel_press_event {data) = 

PRE data e SetProbeData 

THEN 

SELECT engine. Ignition = start a data ^ normal THEN 
engine.update_fuel_press {data) II 
view.update_ui( off, engine. FuelValve, 

data, engine. Engine! emp, 

FALSE ) 

ELSE 

engine.update_fuel_press {data) II 
view.update_ui( engine. Ignition, engine. FuelValve, 
data, engine. Engine! emp, 

TRUE ) 

END 

END ; 



5 Conclusion 

A previous work [13, 14] show that the B language can be used to specify WIMP 
interactive systems and ensure usability properties. This work shows that the B 
method can enforce safety and usability in a process-control interactive system with 
asynchronous behavior. Moreover, this study covers specification and design topics: 
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we define a new software architecture model, that allows an actual instantiation with 
the B method, and we describe an empiric method for modeling safety-critical 
interactive systems in B. Four points may be enlightened: 

- safety and usability are ensured by using invariant that are relatively easy to find 
from the non formal description of the system behavior, 

- incremental development can be achieved with this method, which is particularly 
suitable in HCI domain, 

- using the B tool is very helpful for ensuring specification completeness, as we 
discovered during our analysis, 

- the modules and then the whole specification may be completely validated thanks 
to the prover, in a whole automated way. 

At the end of the last step, the specification must be considered as safe respect with 
to the requirements -safety and usability. 

This work is a second step towards a real method for specifying, designing and 
implementing interactive systems with the B method. The perspectives are numerous. 
First, we need to use the B refinement theory to implement the specifications we 
realized. This step, which has already been initiated, will lead us to pay a particular 
attention to the connections with user interface toolkits. Then, a more exhaustive 
study must be accomplished to evaluate what properties may be enforced using the B 
language, and what properties cannot. This will then allow us to design a safety 
critical system with the collaboration of a set formal methods to avoid limitations 
among each methods. 
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Discussion 

J. Williams: An observation: your manner of modeling seems similar to Jose Campos 
at The university of York. He uses a combination of theorem proving and model 
checking. 

F. Jambon: The use of B offers a highly automated approach to verification. The 
approach taken by Campos will be investigated further. 

J. Roth: Seems to need a lot of specification for even a simple user interface. 

F. Jambon: Full specification for example system from the paper is six pages. We 
need to choose between simplicity of expression and reasoning power; here we err on 
the side of reasoning power. However, some real systems have been successfully 
specified in B including the Paris Metro control system. In addition, the verified 
design has proven safety properties. 

P. Van Roy: In the specification you have an abstraction of the engine. How do you 
ensure correspondence between the abstraction and the engine itself? 

F. Jambon: That is the subject of another talk. Briefly, there is an interface between 
the secure verified code and the insecure elements not coded in B. One approach is to 
have a state machine at either end of each engine operation. This is unverified code so 
it can't be effectively reasoned about and we test it instead. 

N. Graham: Your CAV architecture looks similar to some very early architectures for 
interactive systems, having inputs trigger outputs directly. Is the design of the 
architecture motivated by the idea that this is appropriate to the problem domain, or to 
make it easy or possible to model the system using B? 

F. Jambon: It was forced on us by the B theorem prover. The architecture is 
problematic because the control component tends to acquire all the functionality of a 
PAC control and an MVC control so it's quite large. However the one advantage of 
the architecture is that it is fully symmetrical. 

L. Bass: The only way the control passes information to the user is through the 
aircraft? Can the abstraction communicate directly with the user? 

F. Jambon: This is forced on us by the B modeling notation. It limits the kind of 
systems we can model but gives us provable safety. 

L. Bass: If you replace the airplane with a database for example this model wouldn't 
work, would it? 

F. Jambon: No, not unless the database actively provided status updates. There's an 
inherent assumption that the abstraction is dynamic. 

J. Coutaz: It appears we could have an input component between the user and the 
control and a functional core adapter between the plane and the control, then you'd 
have sort of a "micro-arch". 

F. Jambon: Yes, there are multiple interfaces so it sort of looks like that. 
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S. Chatty: What does the 'uses' line between the view and the abstraction mean, 
exactly? 

F. Jamhon: Visibility of data types. 

S. Chatty: What is the flow of information? 

F. Jambon: None — the view cannot read the abstraction. This would introduce a 
situation that the theorem prover could not deal with because of the parallelism in the 
system. All dynamic information goes through the control. 

H. Stiegler: The command and status arrows are not part of the model? Or are they? 

F. Jamhon: The arrows are not part of the formal model at the specification level 
because they represent non-formal components of the system about which we cannot 
reason rigorously. 

H. Stiegler: But wouldn't they break the hierarchy of your formal model? 

F. Jambon: Yes, if we included them. 

P. Van Roy: If there really is a cyclic dependency in the system, can this be modeled 
in B? This seems a serious limitation in real life, since many (most?) systems seem to 
end up with cycles at run time. 

F. Jamhon: B does not allow this is there is no way to rigorously prove that a cycle 
would not bottom out at run time. Also, B cannot prove temporal behaviour, just state 
evolution. Temporal reasoning is required to address this problem and B does not 
provide this. 
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Abstract. Systematic user errors commonly occur in the use of interactive 
systems. We describe a formal reusable user model implemented in higher- 
order logic that can be used for machine-assisted reasoning about user errors. 
The core of this model is a series of non-deterministic guarded temporal rules. 
We consider how this approach allows errors of various specific kinds to be 
detected and so avoided by proving a single theorem about an interactive 
system. We illustrate the approach using a simple case study. 



1 Introduction 

In this paper, we present an approach to the verification of interactive systems that 
allows the detection of systematic user errors. The approach extends standard 
hardware verification techniques based on machine-assisted proof to this new domain. 
Human error in interactive systems can be just as disastrous as errors in the computer 
component of the system. Whilst it is impossible to eradicate all human error without 
trivializing system functionality, there are whole classes of persistent user errors 
whose presence is predictable due to their distinct cognitive cause [12]. Their 
possibility can be removed completely with appropriate design [9,2]. If methods for 
detecting a range of such errors in a systematic way are available, system reliability 
can be improved. Designing interactive systems so that a single class of error is absent 
is relatively straightforward. However, there are many different reasons for users 
making mistakes. Design principles used to avoid such errors can conflict, so that 
without care, in eliminating one class of error, other errors are introduced. 

People do not normally behave randomly. Neither do they behave completely 
logically. However, it is a reasonable, and useful, approximation to say that they 
behave rationally. They enter an interaction with goals and some knowledge of the 
task they wish to perform. They act in ways that, given their knowledge, seem likely 
to help them achieve their goals. It is precisely because users are behaving rationally 
in this way that they make certain kinds of persistent errors with certain interactive 
system designs. For example, with the early designs of cash machines, users would 
frequently forget to take back their card. Most current cash machines have been 
redesigned so that this no longer occurs. 

We investigate a method based on a generic user model specified in higher-order 
logic. This contrasts, for example, with an approach based on formulating properties 
corresponding to user errors and checking that those properties do not hold of the 
system (as might be done in a model checking approach). In our approach rational 
user behaviour is specified within a reusable, generic user model. This model is based 



M. Reed Little and L. Nigay (Eds.): EHCI 2001, LNCS 2254, pp. 57-71, 2001. 
© Springer- Verlag Berlin Heidelberg 2001 




58 Paul Curzon and Ann Blandford 



on theory from the cognitive sciences and requires validating only once, not for each 
new interactive system considered. The user model is treated as a component of the 
system under verification. A single theorem is proved using the HOL proof system [8] 
that the task under consideration will be completed by this combined system. 
Systematic user errors occur as a side effect of the user behaving rationally. Our 
reasoning is based directly on the underlying behaviour that causes the problems to 
arise. We then check a single positive property (that the task is completed) not a 
whole range of negative properties (that various situations do not arise). We are 
concerned here with the detection of persistent user errors. It is not our aim that our 
user model explains other aspects of behaviour. 

Our approach is a formal verification approach and as such is used by the designer 
of a system at the design stage without direct user involvement. However, the formal 
models used are based on information collected with the involvement of users. The 
method does not explicitly identify design improvements. However, in conducting a 
verification a very detailed understanding of the design is obtained. Thus when errors 
are detected the verifier also gains a detailed understanding of why they occur and, as 
has been demonstrated in hardware verification applications, can also suggest 
improvements to designs as a result of the verification [6] . 

We build here on our previous work. In [4] we demonstrated the feasibility of our 
approach using a generic user model to detect the possibility, or prove the absence of, 
systematic user errors (under the assumptions of the model). We used a very simple 
user model. It took user goals into account in only a limited way and so could only 
detect one class of error: the post completion error [2]. This is the situation where 
once the goal has been achieved other outstanding tasks are forgotten. In [5] we 
introduced a more accurate generic user model that took user knowledge into account 
and allowed for a wider range of rational behaviour. We demonstrated how this more 
accurate model can be used to detect in isolation a second class of user errors related 
to communication goals. It includes order errors and errors where the system design 
assumes the user knows they must perform a device[] specific (as opposed to task 
specific) action. 

In this paper we extend this work by demonstrating that a single theorem can be 
used to detect the presence or absence of both classes of error previously considered 
together with a third class of user error related to device delay. This ability to 
simultaneously detect multiple classes of errors is important because design 
guidelines to avoid such errors can contradict. For example post-completion errors 
can be eliminated if the order of user actions is carefully dictated by the computer 
system. However, computer systems dictating the order of user actions is precisely 
what causes the second class of errors we examine. 

Formal user modeling is not new. Butterworth et al [1] use TLA to describe 
behaviour at an abstract level that supports reasoning about errors. However, it does 
not support re-use of the user model between devices. Moher and Dirda [10] use Petri 
net modeling to reason about users' mental models and their changing expectations 
over the course of an interaction; this approach supports reasoning about learning to 
use a new computer system but focuses on changes in user belief states rather than 
proof of desirable properties. Paterno' and Mezzanotte [11] use LOTOS and ACTL to 
specify intended user behaviours and hence reason about interactive behaviour. 



^ We use the term device throughout this paper to refer to the machine component of an 
interactive system whether implemented in hardware or software. 
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Because their user model describes how the user is intended to behave, rather than 
how users might actually behave, it does not support reasoning about errors. Duke et 
al [7] express constraints on the channels and resources within an interactive system; 
this approach is particularly well suited to reasoning about interaction that, for 
example, combines the use of speech and gesture. Our work complements these 
alternative uses of formal user modelling. It also complements traditional hardware 
and software verification approaches where an implementation is verified to meet a 
machine-centred specification, or where properties of a device are checked. Such 
approaches are concerned with the detection of errors in the computer system, rather 
than user errors as here. This is discussed further in [4]. 



Table 1. Higher-order Logic Notation 



aANDb 


both a and b are true 


aORb 


either a is true or b is true 


a IMPLIES b 


a is true implies b is true 


FOR ALL n. P(n) 


for all n, property P is true of n 


EXISTS n. P(n) 


there exists an n for which property P is true of n 


fn 


the result of applying function f to argument n 


a = b 


a equals b 


(a, b) 


a pair with first element a and second b 


[a; b; c] 


a list with elements a, b and c 


IF a THEN b ELSE c 


if a is true then b is true, otherwise c 


Theorem P 


P is a definition or theorem 



2 The HOL Theorem Prover 

Our work uses the HOL system [8]. It is a general purpose, interactive theorem prover 
that has been used for a wide variety of applications. A typical proof will proceed by 
the verifier proving a series of intermediate lemmas that ultimately can be combined 
to give the desired theorem. Proofs are written in the meta-language of the theorem 
prover: SML. Each proof step is a call to an SML function. The proof script is 
developed by calling such functions interactively. The resulting ML proof script can 
later be rerun in batch mode to subsequently regenerate the theorems proved. If 
modifications are made to the system under verification then much of the proof script 
is likely to be reusable to verify the new design. 

The HOL system provides a wide range of definition and proof tools, such as 
simplifiers, rewrite engines and decision procedures, as well as lower level tools for 
performing more precise proof steps. The architecture of the system means that new, 
trustable proof tools for specific applications can easily be built on top of the core 
system. Such proof tools are just SML functions that call existing proof functions. 

All specifications and goals in HOL are written in higher-order logic. Higher order 
logic treats functions as first class objects. Specifications are thus similar to functional 
programs with logical connectives and quantification. The notation used in this paper 
is summarised in Table 1. 
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3 A Generic User Model and Task Completion Theorem 

Our user model is based on a series of non-deterministic (disjunctive) temporally 
guarded action rules. The user model specifies each rule as a possibility that may be 
acted upon but does not specify which is actually chosen. The model therefore does 
not specify a single behaviour but a range of possible behaviours in any situation. 
Each rule describes an action that a user could rationally make. The rules are grouped 
corresponding to the user performing actions for specific related reasons. Each such 
group then has a single generic description. The model can not be used to detect 
errors that occur as a result of users acting randomly when there are obvious and 
rational behaviours available. A user who acts randomly because there are no rational 
options available is treated by the user model as erroneous behaviour. The model does 
not describe what a user does do, just what a user could do rationally. Our model 
makes no attempt to describe the likelihood of particular actions: a user error is either 
possible or not. Since we consider classes of error that can, by appropriate design, be 
eliminated, this strict requirement is appropriate. If it is possible for errors to arise 
from rational behaviour, they are liable to occur persistently, if not predictably. Their 
eradication will thus improve the reliability and usability of the system greatly. 

Eull details of the model are given elsewhere^[5]. Here, for clarity of explanation 
we use a semi-formal higher-order logic notation to give an overview. 



3.1 Reactive Behaviour 

The first group of rules we consider is that of reactive behaviour, where a user reacts 
to a stimulus, that clearly indicates that a particular action should be taken. Eor 
example, if a light next to a button is on, a user might, if the light is noticed, react by 
pressing the button. All the rules have the basic form below. If at a time t some 
condition is true (here light ) then the next action taken by the user out of the list of 
possible actions may be the given action (here pressing button) . 

(light t) AND NEXT user_actions button t 

Note that the relation next does not require that the action is taken on the next cycle, 
but rather that it is taken at an unspecified later time but before any other user action. 
A relation is recursively defined that, given a list of such pairs of inputs and outputs, 
asserts the above rule about them, combining them using disjunction so that they are 
non-deterministic choices. To target the generic user model to a particular interactive 
system, it is applied to a concrete version of this list containing specific signals: 

[ (lighti, buttorii) ; ; (lightn, buttorin) ] 

People do not interact with interactive systems purely in a reactive way. They may 
ignore reactive stimuli for very rational reasons. In subsequent sections we show how 
the model is extended to take into account some such rational behaviour. 



^ See also www.cs.mdx.ac.uk/staffpages/PaulCurzon/ 
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3.2 Communication Goals 

People enter an interaction with some knowledge of the task that they wish to 
perform. In particular, they enter the interaction with communication goals: a task 
dependent mental list of information the user knows they must communicate to the 
computer system. For example, on approaching a vending machine, a person knows 
that they must communicate their selection to the machine. Similarly, they know they 
must provide money before the interaction is terminated. While inserting coins is not 
strictly a communication goal in cognitive science terms, for the purposes of this 
paper we treat it in the same way. Communication goals are important because a user 
may take an action as a result not of some stimulus from the machine but as a result of 
seeing an apparent opportunity to discharge a communication goal. For example, if on 
approaching a rail ticket machine the first button seen is one with the desired 
destination on, the person may press it, irrespective of any guidance the machine is 
giving. No fixed order can be assumed over how communication goals will be 
discharged if their discharge is apparently possible and the task as opposed to any 
particular device does not force a specific order. 

Communication goals can be modelled as guard-action pairs. The guard describes 
the situation under which the discharge of the communication goal can be attempted. 
The action is the action that discharges the communication goal. They form the guard 
and action of a temporally guarded rule. We include an additional guard to this rule, 
stating that the action will only be attempted if the user's main goal has not yet been 
achieved. Strictly a similar guard ought to be added to the reactive rules. Currently 
they describe purely reactive behaviour. 

NOT (goalachieved t) AND guard t AND NEXT user_actions action t 

As for reactive behaviour a list of guard-action pairs is provided as an argument to the 
user model rather than the rules being written directly. The separate rules are 
combined by disjunction with each of the other non-deterministic rules. 

As the user believes they have achieved a communication goal, it is removed from 
their mental list. This is modelled by a daemon within the user model. It monitors the 
actions taken by the user on each cycle, removing any from the communication goal 
list used for the subsequent cycle. 



3.3 Completion 

In achieving a goal, subsidiary tasks are often generated. Examples of such tasks 
include replacing the petrol cap after filling a car with petrol, taking the card back 
from a cash machine and taking change from a vending machine [2]. One way to 
specify these tasks would be to explicitly describe each such task. Instead we use the 
more general concept of an interaction invariant. This terminology is based on that of 
a loop invariant from program verification where a property holds at the start of each 
iteration of a loop. It does not necessarily hold during the body of the loop but must 
be restored before the next iteration commences. An interaction invariant similarly 
holds at the start of an interaction and must be restored before the next interaction 
commences, but is perturbed whilst the interaction progresses. The underlying reason 
why the subsidiary tasks of an interaction must be performed is that in interacting 
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with the system some part of the state must be temporarily perturbed in order to 
achieve the desired task. Before the interaction is completed such perturbations must 
be undone. For example, to fill a car with petrol the petrol cap must be removed, and 
later restored. We specify the need to perform these completion tasks indirectly by 
supplying this interaction invariant as a higher-order argument to the user model. 

We assume that a user, on completing the task in this sense, will terminate the 
interaction, irrespective of any other possible actions. Rather than specifying it as a 
non-deterministic rule we model it using an if-then-else construct, so that it overrides 
all other actions. A special user action, finished, indicates that the user has 
terminated the interaction. If the interaction had been terminated previously then it 
remains terminated. 

IF invariant t AND goalachieved t OR finished ( t-1 ) 

THEN NEXT user_actions finished t 

ELSE non-deterministic rules 

Cognitive psychology studies have shown that users also sometimes terminate 
interactions when only the goal itself has been achieved [2] . This can be modeled as 
an extra non-deterministic rule. 

goalachieved t AND NEXT user_actions finished t 

The model also assumes an interaction finishes when no rational action is 
available. This rule acts as a final default case in the user model. Its guard states that 
none of the other rules' guards are true. In practice a user may behave randomly in this 
situation - the model assumes that if this occurs before the task is completed then a 
preventable user error occurs. 

The user model is a relation that combines the separate rules. It takes a series of 
arguments corresponding to the details relevant to a specific machine: the list of 
possible user actions, the list of communication goals for the task, the list of reactive 
stimuli and actions they might prompt, the relevant possessions, the goal of the user 
and the interaction invariant. By providing these specific details as arguments to the 
relation, a user model for the specific interaction under investigation is obtained 
automatically. The important point is that the underlying cognitive model does not 
have to be provided each time, just lists of relevant actions, etc, specific to the current 
interaction. The way those actions are acted upon by the model is modelled only once. 



3.4 Correctness Theorem 

We now consider the theorem we prove about interactive systems. The usability 
property we are interested in is that if the user interacts rationally with the machine, 
based on their goals and knowledge, then they are guaranteed to complete the task for 
which they started the interaction. As noted earlier, task completion is more than just 
goal completion. In achieving the goal, other important sub-tasks may result that must 
then be done in addition to completing the goal. The property required is that 
eventually the goal has been achieved and all other sub-tasks have been completed 
(i.e. the interaction invariant restored). 
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The user model and the device specification are both described by relations. The 
device relation is true of its input and output arguments if they describe consistent 
input-output sequences of the device. Similarly, the user model relation is true if the 
inputs (observations) and outputs (actions) are consistent sequences that a rational 
user could perform. The combined system can then be described as the conjunction of 
the instantiated user model and the specification of the system. The task completion 
theorem we wish to prove thus has the form: 

Theorem 

FOR ALL state traces. 

initial state AND 
device specification AND 
user model IMPLIES 

EXISTS t. invariant t AND goalachieved t 

If a theorem of this form can be proved then even if a user is capable of making the 
rational errors considered, that potential will not affect the completion of the task: the 
errors will never manifest themselves. 

The theorem is generic and so reusable in the same way as the user model. The 
same information must be provided: notably the user's goal and the interaction 
invariant, together with the device specification and specialised user model. 



4 User Errors Detected by the User Model 

Though the user model is simple, it describes a user who is capable of making a range 
of persistent but rational errors. The model does not imply that mistakes will always 
be made, just that the potential is there. The errors are consequences of describing the 
way results from cognitive science suggest people act in trying to achieve their goals. 
The errors are detected by attempts to prove the task completion theorem. If an 
interactive system design is such that users can make errors then it will be impossible 
to prove that the task can be completed in all situations. It should be noted that we 
define classes of errors by their cognitive cause not by their effects. We do not claim 
that in proving the absence of an error that a similar effect might not happen due to 
some other cause such as a fire alarm ringing in the middle of an interaction. 



4.1 Post- Completion Errors 

One kind of common, persistent user error that emerges from the user model is the 
post-completion error [2] . This is the situation where a user terminates an interaction 
with completion tasks outstanding. For example, with old cash machines users 
persistently, though unpredictably, took cash but left their card. Even in laboratory 
conditions people have been found to make such errors [2] . This behaviour emerges 
as a consequence of the rule in the model allowing a user to stop once the goal has 
been achieved. If a system is to be designed so that such errors are eliminated, then 
the goal must not be achievable until after the invariant has been restored. If this is so, 
the rule will only become active in the safe situation when the task is fully completed. 
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Such errors could still occur (less frequently) if the system is designed so that the goal 
is achieved first but that warning messages are printed or beeps sounded to remind the 
user to do the completion tasks. Such designs do not remove all possibility of the 
error being made; they just reduce its probability. In our framework such an 
interactive system is still considered erroneous. 



4.2 Communication-Goal Errors 

A second class of error that can be detected is based on communication goals. Where 
there is no task-related, rather than device-related, restriction on the order that 
communication goals must be discharged, different users may attempt to discharge 
them in different orders. This will occur even in the face of the device using messages 
to indicate the order it requires. As with post-completion errors this problem is 
persistent but occurs unpredictably. It can be avoided if the interactive system does 
not require a specific order for communication goal actions. In the model this error is 
a consequence of the communication goal rules activating in any order provided their 
guard is active, and that if the action is taken the communication goal is removed. 
This means that the user model may be left at a later time with no rational action to 
take. The abort rule is then activated and the user model terminates the interaction 
before the task is completed. Similarly if a design assumes device- specific knowledge 
of a task that is not a communication goal without giving reactive stimuli, then the 
user model will abort: a user error occurs. 



4.3 Device Delay Errors 

The user model can also detect some errors related to device delay. If there is no 
feedback during delays users often repeat the last action. In the user model if there is 
no light to react to and the user has no outstanding communication goals then only the 
abortion rule is active. If such a situation can occur, then the task completion theorem 
cannot be proved. If outstanding communication goals are active, the model would 
force one of those actions to be scheduled. The action could be taken before the 
device is ready, thus having no effect. The communication goal would be removed 
from the communication goal list however, so would not necessarily be repeated. At a 
later point this would lead to only the abortion rule being possible. Again it would not 
be possible to prove task completion. The device would need to be redesigned so that 
the delay occurred when the user had no opportunity to discharge outstanding 
communication goals, and a "wait” message of some form displayed. This would be 
reactive in the sense that whilst displayed the user would react by doing nothing. 
Erroneous systems could still escape detection, however. In particular, if the light 
indicating the previous action remained lit during the computation time, then task 
completion could be proved though the reasoning would require the user repeating an 
action. The problem here is that our current user model is not sufficiently accurate. In 
particular, humans do not react to stimulus unless they believe that it will help them 
achieve their goal. In future work we will add additional guards to the reactive rules 
to model rational reactive behaviour. 
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5 Case Study 

To illustrate the use of the model and demonstrate the approach we consider a 
vending machine example. A finite state machine description of the machine is given 
in Figure 1. This example is simple: however, any interactive system that could be 
described in terms of a finite state machine and for which specific user actions and 
goals can be formulated could in principle be treated in the same way. In fact, we use 
a relational description of the finite state machine: our approach is not restricted to 
finite state machine specifications but could be based on any form of relational 
specification. This includes not only walk-up-and-use machines but also safety critical 
systems such as Air Traffic Control Systems. 

The vending machine we consider requires users to supply a pound coin and gives 
change. The user must insert the coin and make a selection (we simplify this here to 
the pressing of a single button). Processing time is needed once the money is inserted 
before change is released. We assume for the sake of simplicity that the chocolate 
machine always contains chocolate. Despite its simplicity, without careful design, 
such a machine has the potential for users making communication goal errors - the 
specific order that the coin is inserted and the selection made is not forced by the task 
so a user could do them in any order. On the other hand if chocolate is given out 
before the change, a post-completion error could be made. Delay errors might also 
occur due to the processing time. Indeed, vending machines with such design 
problems are widespread. Here we consider a design that overcomes these problems. 

Our design accepts coin and selection in any order. Once both have been 
completed it releases the change. A light flashing by the change slot indicates this. 
However this only occurs after a delay. A "wait" light indicates to the user that the 
machine is busy. Note that this processing is scheduled after all communication goals 
are fulfilled. A sensor on the change slot flap releases chocolate when the change is 
taken. 

We must target the generic user model for the interactive system in question. This 
involves supplying concrete values for each of the model's arguments. We must 
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provide information about the device inputs and outputs, and the user's internal state. 
This involves defining tuple types with each field corresponding to traces of inputs, 
outputs, states, etc. Accessor functions to the fields are then used to represent that 
event. 

The first argument that must be supplied to the user model is a list of the actions a 
user could ever take that affect the interaction. This is used in the rules to specify that 
all the other actions do not occur when we specify that a particular event happens 
next. For our example the possible actions are represented by an insertCoin field, a 
PushChoc field corresponding to the user pushing the selection button, a 
Us erF ini shed field indicating the termination of the interaction, a TakeChange 
field and a Pause action which means the user is actively waiting: 

[InsertCoin; PushChoc; UserFinished; TakeChange; Pause] 

The second piece of information that must be supplied is the initial list of 
communication goals together with their guards. Here there are two communication 
goals specified. When a user approaches the machine they know they must insert a 
coin and that this can only be done if they possess the coin. They also know they must 
make a selection. There are no task enforced conditions on when this can occur, so its 
guard is TRUE. It can happen at any time. The communication goal list thus has the 
form: 

[ (HasCoin, InsertCoin) ; (TRUE, PushChoc) ] 

We must provide a list of reactive signals. This is a list pairing observations with 
actions that they prompt the user to make. In our design, there are two such signals: 
the ChangeLight prompts the user to take the change and so trigger the change flap 
sensor; the PleaseWait light prompts the user to wait (i.e. intentionally do nothing). 

[ (ChangeLight, TakeChange) ; (PleaseWait, Pause) ] 

We must also indicate the possessions of the user. A relation POSSESSIONS in the 
generic user model gathers this information into an appropriate form. We supply it 
with the details of the user having chocolate and coins, the machine giving chocolate, 
the user inserting a coin and counts of the number of coins and chocolate bars 
possessed by the user. 

Finally we must specify the goal of this interaction and the interaction invariant. 
Both are also used to create the concrete task completion theorem. The goal is to 
obtain chocolate. Its achievement is given by the field of the user state: 
UserHasChoc. For vending machines the interaction invariant, value_ invariant, 
can be based on the value of the user's possessions. After interacting with a vending 
machine the value of the user's possessions should be at least as great as it was at the 
start (time 1). The value of a user’s possessions is calculated from possession count 
and value fields using a relation value. 

VALUE_INVARIANT possessions state t = 

(VALUE possessions state t > VALUE possessions state 1) 
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This relation will not hold throughout the interaction. When the coin is inserted the 
value will drop and will only return to its initial value once both chocolate and change 
are taken. It is an invariant in the sense that it must be restored by the end of the 
interaction. 



5.1 Proving the Task Completion Theorem 

The task completion theorem we proved about this interactive system has the form: 

Theorem 

FOR ALL state COINVAL CHANGEVAL CHOCVAL . 

COINVAL = CHANGEVAL + CHOCVAL AND 
DeviceState state 1 = RESET AND 
UserHasCoin state 1 AND 
NOT(UserHasChoc state 1) AND 
MACHINE_USER state AND 
MACHINE_SPEC state IMPLIES 
EXISTS t. 

(UserHasChoc state t) AND 
(VALUE_INVARIANT 

(POSSESSIONS possessions CHOCVAL COINVAL CHANGEVAL) 
state t) 

MACHINE_SPEC is the behavioural specification of the vending machine. 
MACHINE_USER is the instantiated user model: notice that its only argument is the 
state. All the other details required such as communication goals have been provided 
in the instantiation. The theorem also contains assumptions about the initial system 
state and that the user has a coin but no chocolate at time 1 . 

An advantage of our approach is that proofs can be generic. The correctness 
theorem we proved is generic with respect to the value of coins, change and 
chocolate, for example. They are represented in the predicate POSSESSIONS by 
variables coinval, changeval and chocval rather than by fixed integers. The 
correctness theorem contains an assumption that restricts the values concerned: 

COINVAL = CHANGEVAL + CHOCVAL 

The correctness theorem holds for any triple of values that satisfy this relation. This 
contrasts with model checking approaches based on binary decision diagrams where 
fixed concrete values would have to be provided. The verification could similarly be 
made generic with respect to a range of selections that could be made. 

We proved the task completion theorem using symbolic simulation by proof within 
the HOL theorem prover [8]. Our verification is fully machine-checked. An induction 
principle concerning the stability of a signal is used repeatedly to step the simulation 
over periods of inactivity between a rule activating and the action happening. 

For example, the theorem below states that if the machine is in the CHOC state at 
some time ti greater than 0, then eventually state wait is entered. It requires that at 
time ti the user has a coin but no chocolate yet, that the interaction was not 
terminated on the previous cycle and that inserting a coin is still an undischarged 
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communication goal. Once the new state is entered (at some time t2) the user will still 
not have terminated the interaction, the communication goal will have been 
discharged, the count of the user coins will have been decremented but the counts of 
chocolate and change will be unchanged. 

Theorem 

0 < ti AND 

DeviceState state ti = CHOC AND 
UserHasCoin state ti AND 
NOT(UserHasChoc state ti) AND 
NOT(UserFinished state (ti-l))AND 

UserCommgoals state ti = [ (InsertCoin, UserHasCoin) ] AND 
MACHINE_USER state AND 
MACHINE_SPEC state IMPLIES 
EXISTS t2. 
ti < t 2 AND 

DeviceState state t2 = WAIT AND 

NOT(UserHasChoc state t2) AND 

NOT (UserFinished state (t2-l)) AND 

UserCommgoals state t2 = [] AND 

CountChoc state t2 = CountChoc state ti AND 

CountCoin state t2 = CountCoin state ti - 1 AND 

CountChange state t2 = CountChange state ti 

A similar theorem is proved about each finite state machine state. The final theorem is 
proved by combining these separate theorems. 

These theorems are currently proved semi-automatically. A series of lemmas must 
be proved for each. They are formulated by hand, but then proved automatically by a 
set of specially written proof procedures. As the lemmas are of a very standard form it 
should be straightforward to automate their formulation. Furthermore, as design 
changes are made, many of the lemmas proved are reusable. 

6 Conclusions and Further Work 

We have presented a verification approach that allows multiple classes of user errors 
to be detected or verified absent from designs by proving a single task completion 
theorem. The approach is based on the use of a generic user model specified as a 
higher-order function. By using higher-order logic it can be done elegantly and 
flexibly - for example the goal and interaction invariant are instantiated with 
relations. 

We specify rational behaviour, not erroneous properties. This means that errors 
that are the result of that rational behaviour are detected. This is less restrictive than 
verifying that nothing bad can possibly happen, whatever the user's actions. An 
advantage of the approach is that the informal and potentially error-prone reasoning 
implicitly required to generate appropriate properties is not needed. To do this 
reasoning formally would need a formal user model. By using a generic user model 
directly, the cognitive basis of the errors is specified and validated once rather than 
for each new design or task. It also does not need to be revalidated when errors are 
found and the design subsequently modified. 
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To illustrate our approach, we described a small case study. We considered the 
verification of a vending machine design free of the classes of user errors covered. 
With a faulty design the correctness theorem would not be provable. For example, 
suppose the design released the chocolate first. We would not be able to prove from 
the user model that the change was taken. Instead, we would only be able to prove 
that either the change was taken or that the user finished without change. This is 
because for this design the completion rule becomes active before the task has been 
completed. The rule's guard is that the goal has been completed and this is achieved as 
soon as the user takes the chocolate. Thus rather than proving a step theorem such as 
that given, we would only be able to prove a conclusion that one of two situations 
arise, only one of which leads to full task completion. A case study discussing in more 
detail the attempted verification of a faulty design using our approach is given in [5]. 

We intend to carry out more complex case studies to test the utility of the 
methodology. In particular we are currently working on an Air Traffic Control case 
study. The main difficulty in verifying more complex systems is the time taken to 
develop the proof. This problem will be eased as we automate the proofs. We used 
interactive proof in the HOT system to prove the correctness theorem presented here. 
We intend to continue to develop tactics to increase the automation in doing this. 
Currently tactics have been written which automate the proofs of the main lemmas. 
Further work will automate the formulation of the lemmas and their combination. The 
lemmas and proofs are very formulaic, so much of this task is likely to be 
straightforward. The use of a common user model makes such automation easier. 

By using an interactive proof system, theorems about generic interactive systems 
can also be proved. For example, in our case study we prove a correctness theorem for 
machines for all possible prices of chocolate and coins. Changing the price of the 
chocolate does not require the re-verification of the machine. Similarly we could 
prove a single correctness theorem that holds for all possible choices of item available 
in the vending machine. It is thus not a correctness theorem about one interactive 
system, but about a whole family of systems. A new correctness theorem does not 
need to be proved if the design is changed within the family. 

The example considered here involves a hard-key interface. The approach can also 
be used with soft-key interfaces where the meaning of particular inputs such as 
buttons can be different at different points in the interaction. Such interfaces can be 
modelled using signals that explicitly model the interface indicating when each 
"virtual" button is available. 

The general approach is suitable for finding systematic errors that arise from 
rational user behaviour: that is, errors that arise as a direct consequence of the user's 
goals and knowledge of the task. It cannot be used to avoid non- systematic errors or 
malicious user behaviour. Such errors can never be completely eliminated from 
interactive systems unless the functionality of the system is severely limited. 

Our approach requires traditional informal analysis of the task and of the system's 
interface to be performed. This is needed to gather the information upon which to 
instantiate the formal model. If the information so gathered is inaccurate then errors 
could be missed. As with all formal modelling approaches, the theorems proved are 
only as good as the assumptions upon which they are based. 

The current user model by no means covers all aspects of rational user behaviour. 
We are building on it to improve its accuracy. In doing so we will increase the 
number of classes of error detectable. For example, the rules concerning reactive 
behaviour need to be made rational so that users only react when it appears to help 
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them achieve their goals. There is also a delay between a person committing to an 
action and actually taking that action. This can be modelled by linking each external 
action with an additional internal “commit” action. This will allow user errors 
resulting from such delays to be detected. 

We do not claim our methodology can prevent all user errors. However, by 
providing a mechanism for detecting a series of classes of systematic errors, the 
usability of systems in the sense of absence of user errors is improved. 
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Discussion 

L. Bass: I lost the big picture somewhere. The aim is to have a model of the user 

together with the interactive system and.... 

P. Curzon: Yes, we model both together and then try to prove that the system as a 

whole has particular properties, in this case the absence of systematic errors. 
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L. Bass: So the work is in generating the model? 

P. Curzon: The work is in three parts: generating the system model, generating the 
specific user model from the generic one, and performing the property proofs. Right 
now performing the proofs is the most time consuming aspect, although we are trying 
to improve this by writing tools to automate proof steps and reusing HOL scripts from 
previously completed proofs wherever possible. Having a generic user model 
removes most of the work in generating a user model - you just supply arguments to 
the existing model. 

N. Graham: For large, feature-rich programs it seems impossible to evaluate their 
usability strictly by hand. But is this approach really any more tractable? 

P. Curzon: All case studies to date have been have been fairly trivial systems and 
proofs have taken a couple of afternoons. On the other hand, a second proof in a given 
application domain goes much faster because you can reuse lemmas and proof scripts 
in the tool. Scaling up to a large complex system is currently beyond what we can 
reasonably accomplish with the current level of proof automation. But in principle 
this is possible using layered abstractions. 

L. Bergman: When you can't prove a theorem does the tool help you? 

P. Curzon: In a sense you just get stuck, but because proving the theorem is 
interactive you generally get a good sense of where the problem must be and this 
helps you to find solutions. In doing a proof you get a very detailed understanding of 
the design and why it does or does not work. 

J. Williams: Can you solve scalability by decomposing a large system into smaller 
subsystems? 

P. Curzon: Yes, that appears possible but the sub-theorems may have a different form 
from the main theorems. It may be better to break the system down along task- 
oriented lines. Then each task's theorem would be just a simpler version of that for 
the full task. Ideally the design would be structured along the same lines. 

J. Hohle: Do you need a Ph.D. in mathematics to use this system or is it more 
accessible? 

P. Curzon: Just at the moment the Ph.D. would be advisable. But ultimately the proof 
mechanisms are expected to become more automated; This is a major area of work. 
However a certain degree of skill will always be required. Because the approach is 
based on a standard user model automation is likely to be easier than if a completely 
new model was written for each verification. 
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Abstract. This paper describes videoSpace, a software toolkit designed to 
facilitate the integration of image streams into existing or new documents and 
applications to support new forms of human-computer interaction and 
collaborative activities. In this perspective, videoSpace is not focused on 
performance or reliability issues, but rather on the ability to support rapid 
prototyping and incremental development of video applications. The toolkit is 
described in extensive details, by showing the architecture and functionalities of 
its class library and basic tools. Several projects developed with videoSpace are 
also presented, illustrating its potential and the new uses of video it will allow 
in the future. 



1 Introduction 

Although almost forty years have passed since AT&T's first PicturePhone, most 
commercial systems and applications dealing with video communication today are 
still based on a phone paradigm. This paradigm usually implies a formal and explicit 
setup of the link by both parties and the display of the images “as-is” on a monitor or 
in a window on a computer screen. Over the last twenty years however, the HCI and 
CSCW research communities have proposed a number of innovative uses of video 
including support for informal communication [1] as well as highly focused 
collaborative activities [2], or image processing for human-computer interaction [3]. 

In this paper, I present videoSpace, a software toolkit designed to facilitate the use of 
image streams to support such new forms of human-computer interaction and 
computer-supported collaborative activities. VideoSpace is motivated by the desire to 
focus on the uses of video, rather than the technologies it requires. In this perspective, 
the toolkit is not focused on performance or reliability issues, but rather on the ability 
to support rapid prototyping and incremental development of video applications. This 
approach contrasts with many of the research themes usually associated to video in 
the Multimedia or Network communities such as compression, transport or 
synchronization. VideoSpace is not aimed at these topics. It is rather intended to help 
HCI and CSCW researchers who want to explore new uses of the images. 

VideoSpace is designed after A. Kay's famous saying: “simple things should be 
simple, complex things should be possible”. It provides users and developers with a 
set of basic tools and a class library that make it easy to integrate image streams 
within existing or new documents and applications. The tools, for example, allow 
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users to display image streams in HTML documents in place of ordinary static images 
or to embed these streams into existing X Window applications. Creating a video link 
with the library requires only a few lines of code; managing multiple sources and 
including video processing is not much more complicated. Since the image streams 
managed by videoSpace often involve live video of people, the toolkit also provides a 
flexible mechanism that allows users to monitor and control access to their own 
image. 

The paper is organized as follows. After introducing some related work, I describe 
videoSpace by showing the architecture and functionalities of its library and basic 
tools. I then present several projects based on the toolkit that illustrate its potential 
and the new uses of video it will allow in the future. Finally, I discuss some lessons 
learned from this work and conclude with directions for future research. 



2 Related Work 

Prototyping has been recognized as an efficient means of developing interactive 
applications for some time [4]: iterative design promotes the refinement and 
optimization of the envisioned interaction techniques through discussion, exploration, 
testing and iterative revision. However, exploring new uses of video through 
prototyping is hard. Researchers are faced with multiple difficult problems such as the 
need for digitizing hardware as well as specialized encoding/decoding algorithms and 
communication protocols. Moreover, evaluating a solution to any of these problems 
usually means having some solution to all of them. 

Many innovative works on the use of image streams overcome these problems by 
using specific video hardware. Early Media Spaces, for example, were based on 
analog audio/video networks [5, 6, 7]. ClearBoard [2] also uses an analog video link 
and dedicated video overlay boards to superimpose two image streams in real-time. 
Likewise, Videoplace [8] relies on dedicated hardware for image processing. 
Although these specific hardware solutions allow researchers to focus on the 
interactions and not the technology required to implement them, they are usually 
expensive, hard to setup, hard to maintain and sometimes even hard to reproduce. 
Specific video hardware allows to create fully functional, high-fidelity prototypes. 
But high-fidelity prototyping is not good for identifying conceptual approaches, 
unless the alternatives have already been narrowed down to two or three, or 
sometimes even one [4]. Low-fidelity prototypes have proved useful to narrow these 
alternatives. Pen and paper, painting programs or other simple electronic tools can be 
used to get feedback from potential users from the very early stages of product 
development. Software toolkits such as Tcl/Tk or GroupKit [9] have long been used 
for rapid prototyping and iterative development of graphical interfaces and groupware 
applications. The more recent advent of Web-based applications also promotes the 
use of quickly hacked HTML interfaces that can be easily modified to explore 
alternative designs. 

The motivation for creating videoSpace resides in the lack of such flexible software 
tools for exploring new uses of video through the creation of high-fidelity as well as 
low-fidelity prototypes. Most modern operating systems provide software libraries to 
manipulate image streams, such as Apple QuickTime, Microsoft DirectX or SGI 
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Digital Media Libraries. These libraries have all their own advantages and 
disadvantages, but they are usually platform-dependent and incompatible with each 
other. These characteristics make them difficult to use for building the complex - and 
usually distributed - applications required to explore new uses of video. Although I 
realize the importance of the low-level services offered by these libraries, I believe 
that the HCI and CSCW communities would benefit from a higher-level software 
platform for image streams manipulation. 

The Mash streaming media toolkit [10] and some other platforms developed by the 
Multimedia and Network research communities offer high-level video digitizing and 
transmission services. However, these platforms naturally tend to focus on the 
transmission techniques and usually rely on the idea that images are to be displayed 
“as-is”, as big and as fast as possible. Although this conception is well suited to 
applications such as videoconferencing, tele-teaching or video-on-demand, it is too 
restrictive for more innovative applications that might involve image processing or 
composition at any point between its production and final use. 

The Java Media Framework (JMF) is probably the existing platform closest to 
videoSpace. It provides programmers with a set of high-level classes to digitize, store, 
transmit, process and display images. However, it is a closed product of a commercial 
organization. At the time of this writing, for example, JMF supports video digitizing 
on Microsoft Windows and Sun Solaris platforms only. Since its source code is not 
publicly available, implementing this feature on other platforms requires writing 
separate extensions and possibly rewriting some existing code. Moreover, correcting 
bugs or implementing new features is a privilege of a few people whose interests 
might differ from those of the HCI and CSCW research communities. 

VideoSpace grew out of my numerous experiences and frustrations in writing 
applications that digitize, synthesize, transmit, store, retrieve, display, modify or 
analyze image streams. By moving the common elements of these applications into a 
library and providing tools such as a network video server, I can now quickly create 
video applications whose complexity shrunk from several thousand lines of code to 
only a few hundred lines. This, in turn, facilitates the exploration of a wider range of 
uses of the image streams to support human-computer interaction and distant 
collaboration. 



3 The VideoSpace Library 

The videoSpace library was initially developed in on SGI workstations. In its 
current state, it consists of less than a hundred classes and 15000 lines of code. The 
hardware and system dependent code is clearly separated from the rest of the code, 
which allowed us to easily port it to Linux ans Sun Solaris and should facilitate port 
to other systems. The library and several videoSpace applications were indeed 
successfully ported to Apple MacOS in September 1999, although this development 
branch was later abandoned. In addition to the primary library, some of the core 
services of videoSpace are also available from Python scripts, through a dynamic 
extension, and some others have been re-implemented in pure Java. Integration with 
Tcl/Tk is also provided through a specificity of the X Window system that will be 
detailed in the next section. 
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3.1 General Overview 

The videoSpace library is built around the concept of image: it provides developers 
with classes and functions to produce, process, transmit, display and record images 
(Fig. 1) and to multiplex these basic operations. 



production 




recording ^ 
transmission 
display 



Fig. 1. Typical life-cycle of a videoSpace image 



VideoSpace images are produced by local or network-accessible image sources. An 
image source may digitize or synthesize in real-time the images it produces. It may 
also retrieve them from a pre-recorded stream. All image sources are described by a 
URL that defines them in a unique way. The operation mode of a particular source 
can be adjusted through the addition of query string parameters to its URL. Such 
parameters can be used, for example, to specify the frame-rate, the size or the quality 
of the images produced. 

VideoSpace supports real-time processing of images through filters that transform or 
analyze them. Transformation filters modify the dimensions, the data or the encoding 
of the images whereas analysis filters only extract valuable information from them. 
The library provides a number of filters for both transforming and analyzing images. 
Some of them allow to convert images between the different encodings available and 
to resize them. Others are used for gamma correction or convolution by a 3x3 kernel. 
Others to paint rectangular regions, to insert an image in another one or to 
superimpose two images. More complex filters such as chroma-keying, image 
difference and basic motion detection are also provided. 

Image sinks are used to transmit images on the network, to display them on the 
computer screen or on an analog video output (e.g., a separate monitor) and to record 
them into files. Like image sources, image sinks and their operation mode are 
described by URLs. As we will see in the following sections, this use of text-based 
descriptions for sources and sinks allows to specify them at run-time, making it 
possible to create simple yet powerful applications for manipulating the image 
streams. 

Combining an image source with a sink may result in complex execution flows. For 
example, if an image coming from a remote source has to be displayed on an analog 
video output, the application has to listen to the network connection to get the image 
data and, at the same time, it has to make sure that the hardware is ready to display it 
when it is completely decoded. The use of multiple image sources or sinks makes this 
execution flow more complex. Interactive user interfaces add even more event 
sources to monitor, increasing the complexity further. In order to reduce this 
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complexity, the videoSpace library provides simple mechanisms based on class 
inheritance and method overriding for multiplexing objects that deal with files, 
network connections or hardware devices. 



3.2 Implementation Details 

Image, pixel encodings and memory management. The image class implements 
simple data structures that describe the width, height and pixel encoding of a 
rectangular bitmap and point to the memory location of the corresponding data. The 
following encodings are supported: L - for luminance -, RGB, ABGR, RGB A, 
Y'CbCr 4:2:0 and JPEG. In order to facilitate memory management between 
successive manipulations, the memory location of an image can not be modified 
without explicitly stating what should happen to the new buffer when it is lately 
replaced. This information, stored along with the pointer, allows a single image 
object to successively use different memory areas that are automatically de-allocated 
when not needed anymore. 



Network support. The videoSpace library provides several classes for sending and 
receiving UDP datagrams - unicast or multicast -, creating TCP servers and clients 
and decoding HTTP messages. These classes allow videoSpace applications to 
exchange any kind of data, including images. Four network protocols for image 
streaming have been implemented on top of them: Netscape's HTTP Server-Push 
extension [11] applied to a series of JPEG images, the client side of the RFB 
protocol[] and VSMP and VSTP, two proprietary protocols. 

VSMP is based on UDP and can be used for one-to-one (unicast) or one-to-many 
(multicast) video transmissions. Images are JPEG-encoded so they can fit in a single 
datagram and a “best effort” strategy is used: lost datagrams are not retransmitted. 
VSTP was designed for client- type applications that request video from a server. It 
combines a VSMP transmission of images with an HTTP connection used as a 
signaling channel: the client sends on the HTTP connection the information required 
to start the VSMP transmission, i.e. the local host name and a UDP port number, and 
closes it to stop the transmission. 

Although VSMP and VSTP were designed for simplicity and not performance or 
reliability, their performance level is quite acceptable: over the last three years, they 
have been used to transmit video streams between France, The Netherlands, 
Denmark, Germany, Switzerland and Austria at up to 20 QCIF images per second 
(176x144 pixels) and 10 GIF images per second (320x240 pixels) with a latency of 
less than half a second and no perceivable image loss. 



^ The Remote Frame Buffer (RFB) protocol was developed by AT&T for their Virtual Network 
Computing (VNC) project [12]. It allows thin client applications to display real-time images 
of a remote X Window, Apple MacOS or Microsoft Windows desktop server and to send 
mouse and keyboard events to this server. 
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Image production. The videoSpace library defines an abstract imageSource class 
with methods for starting the image production, getting the next or the most recent 
image available^] and stopping the image production. Several classes derived from 
ImageSource implement the actual source types supported by the library. A factory 
function allows the run-time creation of a generic ImageSource object from the 
appropriate derived class, given a URL and the desired encoding. 

The URL describing a hardware video input on the local machine specifies the 
device and the actual input used on this device (e.g., analog input number two on 
digitizing board one). Two generic names, anydev and anynode, can be used as 
default values for portability. Three optional query string parameters (zoom, length 
and pause) control the size of the images, their number and the time between two 
subsequent ones. A fourth one allows users to indicate whether the hardware resource 
should be locked (Iocked=l) or whether other applications can preempt it when 
needed. 

URLs corresponding to network sources specify the remote host name or address (or 
group address, in the case of multicast), possibly followed by a TCP or UDP port 
number, some path information and some query string parameters. In addition to the 
four image streaming protocols we mentioned, videoSpace supports to some extent 
the real-time capture of a window on the computer screen through the X protocol. It 
also supports two types of pre-recorded image sources, one for single image JPEG 
files, and the other for files containing JPEG image streams produced by the Server- 
Push protocol. The following URLs illustrate and summarize the image sources 
currently implemented: 



videoin: /anydev/ camera ?zoom= 3 

http : //host : 5555 /push/video 
rfb : / /host : 1 
vsmp : / /host : 9823 
vsmp://225. 0.0. 252: 5557 
vstp: / /host/video?pause=l 
xwindow: //localhost : O/OxlcOOOOe 

f ile : /tmp/test . jpg 
file : /tmp/demo . vss 



local digitizing hardware 

HTTP server using the Push extension 
VNC server 

videoSpace app. using VSMP unicast 
videoSpace app. using VSMP multicast 
videoSpace app. using VSTP 
X window (experimental) 

single JPEG image 

JPEG stream in the Server-Push format 



Image processing. Image filters can be implemented as functions, or as classes that 
associate data and possibly state-based transitions to the processing algorithm. In the 
latter case, a simpleFilter class can be used as a base class to share a common 
syntax and allow the run-time specification of filters. Processing algorithms are 
usually implemented for a subset of the available encodings (e.g., RGB, RGB A and 
ABGR). Consequently, encoding conversion might be required before and/or after 
applying a filter. 



^ The most recent image might not be the next one if the source implements some buffering 
algorithm. 
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Image transmission, display and recording. A pointer to the memory location of an 
Image data can be obtained through a getData method. Since the encodings 
supported by videoSpace are also supported by many low-level graphical or video 
libraries, its images can be easily manipulated with them. OpenGL, GTK or the Linux 
SVGA library, for example, can be used to display the images on the computer 
screen. On SGI 02 and Octane workstations with proper hardware, the Digital Media 
Libraries can also be used to send them to an external analog video device such as a 
monitor or a VCR. Recent additions to the library also provide some preliminary 
support for creating MPEG-1 and RealPlayer compatible video streams. 

The videoSpace library defines an abstract images ink class and several derived 
classes to facilitate the transmission of images using VSMP, their display using 
several graphical toolkits, and their recording in several formats. As for image 
sources, a factory function allows the run-time creation of a generic images ink 
object from given a URL. The following URLs illustrate and summarize the image 
sinks currently implemented: 



vsmp : / /locaihost : 9823 videoSpace app. using VSMP unicast 

vsmp: / /225 . 0 . 0.252 : 5557 videoSpace app. using VSMP multicast 



glxwindow: / /locaihost : 0 
gtkwindow: //locaihost : 0 
svga: /640x480?centered=l 
videoout : /anydev/anynode 



OpenGL display in an X Window 
GTK window 

SVGA full-screen display (Linux only) 
analog video output (SGI only) 



f ile : /tmp/ capture . jpeg 
file : / tmp /capture .vs s 
file : /tmp /capture .mpeg 
file : /tmp/capture . rm 



single JPEG image 

JPEG stream in the Server-Push format 
MPEG-1 stream (experimental, Linux only) 
RealPlayer stream (experimental, Linux only) 



Multiplexing. The videoSpace library provides a MultiplexNode class for 
multiplexing low-level operations on files, network connections and hardware 
devices. The multiplex method of this class, based on the UNIX poll system call, 
suspends the execution of the application until a timer expires or some descriptor 
associated to a file, connection or device becomes readable or writable, multiplex 
relies on two other methods: prepare, that specifies the set of descriptors to watch 
and the time limit, and check, that defines how the object reacts to low-level state 
changes. Many classes of the library, including all image sources and sinks, derive 
from MultiplexNode and override these two methods to implement high-level 
reactive objects. 

Every MultiplexNode object maintains a list of other MultiplexNode instances 
associated to it by the application developer. Calling the multiplex method of one 
object automatically calls the prepare and check methods of all associated 
instances in addition to those of the primary object. This allows developers to 
describe hierarchical structures of high-level reactive objects and to multiplex them in 
a single call. The following code example illustrates this by showing how to blend a 
local and a remote image stream and display the resulting images on an analog video 
output: 
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ImageSource ’^srcl = createlmageSource ( Image :: RGB , 

"videoin : /anydev/ camera ?zoom=2 " ) ; 

ImageSource ’^src2 = createlmageSource ( Image :: RGB , 

"vstp :/ /remotehost /video " ) ; 



ImageSink ’^dst = 

createlmageSink ( "videoout : /anydev/anynode " ) ; 

dst->addNode ( srcl ) ; // Associate the two image sources 

dst->addNode ( src2 ) ; // to the image sink 

srcl->start ( ) ; 

src2->start ( ) ; 

dst->start() ; 

Image imgl, img2 , composite ; 
bool newComposite = false ; 

while (dst->isActive ( ) ) { 

dst .multiplex ( ) ; // Multiplex the sink and the 

sources 

if ( srcl->getNextImage ( &imgl ) 

I I src2->getNextImage (&img2 ) ) { 

// At least one image has changed 
// update the composite 
blendimages (&imgl , &img2 , ^composite) ; 
newComposite = true ; 



if (newComposite) { 

// The composite stays "new" until handled 
newComposite = ! dst->handle (&composite) ; 



} 



4 VideoSpace Basic Tools 

In addition to the C++ library, aimed at developers, the videoSpace toolkit provides 
end-users with a number of tools that can be used off-the-shelf, with no or little 
programming, and serve as building blocks for more complex applications. 
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4.1 VideoServer 

The main tool provided by videoSpace is VideoServer [13]. VideoServer is a personal 
Web server run by the user of a workstation and dedicated to video: it is the unique 
point of access to that person's video sources. The three services it provides are: 

1. creating a one-way live video connection; 

2. retrieving a pre-recorded video file; 

3. acting as a relay for another image source. 

VideoServer services are mapped to resource names that are accessible through the 
HTTP protocol and can be described by simple URLs. Video data itself can be 
transmitted with the HTTP Server-Push or VSTP. The following URL, for example, 
requests a live video stream with 1 frame every 60 seconds to be sent with HTTP 
Server-Push (5555 is VideoServer's default port number): 
http :/ /host : 5555 /push/ video?pause= 60 

This URL requests a pre-recorded video file to be sent with VSTP to a client listening 
on desthost on port 9257: 

http : / /host : 5555 /vstp /movie/ demo . vss?host=desthost&port=9257 

This third example illustrates the use of VideoServer as a relay for another source, in 
this case an RFB server. The URL describing the source relayed, rfb : / /srchost : 1, 
has to be encoded in order to be used in the query string of the request: 
http : / /host : 5555 /push/ relay? src=rfb%3A%2F%2Fsrchost%3Al 
Using custom HTTP servers to provide video services is not new. A number of 
Webcams available on the Internet work this way, and in fact videoSpace users often 
use them as image sources. However, VideoServer differs from these Webcams on a 
major issue: it provides its user (i.e., the person who runs it) with access control and 
notification mechanisms to support privacy. For every request it receives, VideoServer 
executes an external program, the notifier, with arguments indicating the name of the 
remote machine, possibly the remote user's login name, the resource that led to the 
server - the HTTP referrer - and the requested service. In response, the notifier sends 
back to the server the description of the service to execute, which can differ from the 
one the client requested. 

The default notifier, a UNIX shell script, allows users to easily define access policies. 
Low quality or pre-recorded video, for example, can be sent to unidentified users 
while known people get a high quality live video stream. In addition to computing the 
service to execute, the notifier can trigger several auditory or graphical notifications 
to reflect some of the information available, such as the identity of the remote user or 
the service requested. When a live video request does not specify the number of 
images, VideoServer limits it to 5000, that is, up to three minutes. This ensures that 
constant monitoring cannot take place without periodically asking permission and 
thus triggering notifications. All these elements facilitate the acceptance of 
VideoServer by the users and helps finding a trade-off between accessibility and 
privacy. 
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4.2 VideoClient 

VideoClient started as a simple lightweight application designed to display 
videoSpace streams on the computer screen, the video being scaled to match the 
window size [13]. As the class library evolved, it became a more generic tool for 
easily filtering video streams and displaying, recording, or sending them on the 
network. The current implementation of videoClient is about 100 lines of C++ and 
allows to specify at run-time an imageSource, a SimpleFilter and an 
Images ink. For example, videoClient can be used for: 

1 . recording images from local hardware into a file 

videoClient -i videoin:/anydev/anynode \ 

-o fileidemo.vss 



2. multicasting the recorded sequence after applying a difference filter 

videoClient -i fileidemo.vss \ 

-f difference \ 

-o vsmp://225.0.0.252:5557 



3. displaying the multicasted stream in an X window using OpenGL 
videoClient -i vsmp://225.0.0.252:5557 \ 

-o glxwindow://localhost:0 

In addition to top-level windows which can be manipulated through the window 
manager, the glxwindow image sink can take advantage of the architecture of the X 
Window system to display video in a new sub window of an existing one. This can be 
done by simply specifying the id of the parent window: 

videoClient -o glxwindow: //localhost : 0?parent=0xl20000e 

This feature of glxwindow can be used to “augment” existing X Window 
applications with video streams. Since the video window is a child of the host 
window, it is moved, raised, lowered and iconified with it. This way for example, one 
can easily add video to a text-based chat application. This approach can also be used 
with user interface toolkits that explicitly support widgets that host external 
applications. For example, the frame widget of the Tcl/Tk toolkit can host a separate 
application by setting the widget's container property to true. The sample code below 
illustrates the use of videoClient to embed a video stream in a Tk frame: 

# create a frame widget for the video 

frame .video -container true -width 160 -height 120 
set id [winfo id .video] 

# launch a videoClient inside the frame 
exec videoClient \ 
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-i vstp :/ /host /video \ 

-o glxwindow : / / localhost : 0 ?parent=$id & 
# make the frame visible 
pack .video 



4.3 Other Video Tools 

In addition to VideoServer and videoClient, videoSpace provides users with a number 
of other tools to manipulate, display or convert video streams. One of these tools, for 
example, allows to change the width and height of a stream. Another one can combine 
several streams in a single one using a mosaic placement. A simple UNIX Shell script 
also allows users to “stick” a videoClient on any existing X Window using the parent 
parameter of the glxwindow image sink. 



5 Exploring New Uses of Video 

In this section, I present several projects that were developed with videoSpace and 
benefitted from its flexibility and extensibility. The details of these projects 
unfortunately fall beyond the scope of this paper. Some have been published and 
some others will be. What I want to illustrate here is how the variety of image sources 
provided by videoSpace combined with its facilities for transmitting, displaying and 
recording video streams support the rapid prototyping and incremental development 
of video applications. How videoSpace facilitates the exploration of new uses of 
video. 



5.1 Using Documents as Interfaces to Awareness and Coordination Services 

Over the last few years, I have been exploring the use of Web-based video 
environments to provide awareness and coordination services to distributed groups of 
people [13]. Inspired by previous work on Media Spaces, I have used videoSpace to 
promote the development of collaborative environments in which video 
communication facilities are embedded into the existing environment of the users, i.e. 
their documents and applications, rather than provided as separate applications. 

Most Web browsers can display JPEG images and some of them can also display an 
HTTP Server-Pushed JPEG stream in place of an ordinary image without any plug-in. 
Combined with these browsers, VideoServer allows to include live or pre-recorded 
video streams in HTML documents by using code such as: 

<img src= "http : / /host : 5555 /push/video " > 

By including such references to VideoServers, one can easily create dedicated 
interfaces to the video communication space, such as the awareness view of Fig. 2, 
but also “augment” existing documents by embedding video services in the existing 
content. For example, one can include a video link in an e-mail message so the 
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receiver will see the sender's office when he reads the message. When cooperatively 
editing an HTML document, the authors can also include live views of their offices in 
the document so they can see if their co-authors are present when they work on it. 




Fig. 2. HTML-based awareness view showing several VideoServers 



HTML-based interfaces can be easily shared and exchanged. As more and more 
people are getting familiar with HTML authoring, they are also easily tailorable. 
Using HTML and VideoServers to create a Web-based video communication 
environment emphasizes the design principle that “simple things should be simple”. 
VideoServer is indeed in daily use in several places around the world. End users have 
created HTML interfaces to it and have developed usage patterns without any 
knowledge of the architecture of the system. 



5.2 Designing a New Communication Device to Support Teleconviviality 

Videoconferencing systems are getting closer to technical perfection every year, 
making them more and more pleasant to use. However, the usual setting of these 
systems favors a face to face between all the participants of each site, which makes 
cross-site informal conversations difficult: before and after a formal meeting or during 
pauses, people tend to discuss with some of their co-located partners and often ignore 
the remote people. I strongly believe that one of the keys to informal communication 
in these situations is in the ability for people to move away from the central focus 
point of the formal meeting and gather in small cross-site groups isolated from each 
other. Starting from this idea, several research partners and I designed a new 
communication device, le puits [14] (the well), that combines an SGI 02 workstation 
with microphones, cameras, speakers and a horizontal video projection system to 
establish an audio and video link between distant groups of up to 6 people (Fig. 3). 
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Fig. 3. Le puits: hardware prototype and sample display configurations. The two rightmost 
configurations add pre-recorded simulated views to the real views from the prototype 



The design of le puits required several iterations from the initial sketches to fully 
functional prototypes. What is interesting to mention here is that videoSpace allowed 
to develop the software used to compose the projected images several hundred 
kilometers away from the place where the hardware parts were actually assembled. 
Pre-recorded video streams showing a rough view of what the cameras would see 
were used to experiment with different composition methods even before the first 
prototype was built. Network sources were later used to simulate analog video cables 
and proprietary codecs between two prototypes. The mosaic composer application 
was also used to simulate its analog equivalent when it was decided to use such a 
device to put all the cameras of a prototype on a single video stream. In addition to 
supporting rapid prototyping of the software and simulation of various hardware 
configurations, videoSpace allowed us to develop the software required for le puits on 
a laptop running Linux and to later recompile it without a single modification and run 
it on the SGI 02s of the prototypes. 



5.3 Using the Hand as a Telepointer 

Gesturing is a natural means of communication for humans. Hand gestures in 
particular are often used to express ideas, to refer to objects, to attract attention or to 
signal turn taking. To recreate this communication channel over distance, real-time 
groupware systems usually display telepointers that participants can move over the 
shared view. However, standard telepointers usually lack semantic information. At 
best, they are chosen among a predefined set of shapes and/or colors, which makes it 
hard to draw attention, to designate several objects at the same time or to express an 
idea. A mouse cursor is a very poor substitute for the hand for gesture 
communication, and some colleagues and I thought that the image of the hand itself, 
captured in real-time, would do a better telepointer. We set up a camera above a desk 
covered by a large blue sheet of paper and recorded several video sequences showing 
some hand gestures over this solid-color background. We then developed a chroma- 
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keying filter to extract the image of the hands from these sequences and several 
prototypes to display them over other image streams or running applications [15]. 

The first prototype superimposed the chroma-keyed video stream over a screen-shot 
of a supposedly shared application. This first implementation gave us some 
interesting hints for further tests. We realized, for example, that the chroma-keying 
process allowed us to annotate the shared view with real world objects. We 
implemented a second prototype in which the user could control the size, the position 
and the transparency of the chroma-keyed overlay with the mouse and the keyboard. 
This second prototype used the same “parent window” trick as videoClient to overlay 
the chroma-keyed video stream on a running application. This solution, however, 
couldn't be applied to more than one application at the same time and was too specific 
to the X Window system. Instead of trying other complex ways to superimpose our 
chroma-keyed video stream over a traditional computer desktop, we simply used an 
RFB image stream as the background of a third prototype (Fig. 4). 




Fig. 4. Using the hand as a telepointer over an RFB image stream 



It is still too early to claim that the image of the hands are indeed better than a 
traditional telepointer. However, again, this project emphasizes the rapid prototyping 
and iterative design paradigm supported by videoSpace, from the development of the 
chroma-keying filter using pre-recorded sequences to the implementation of several 
alternative designs using different image sources. As the chroma-keying filter was 
integrated into the videoSpace library, the complexity of the prototypes was reduced 
to the minimum: each of them is only 200 lines of C-i-i- code. 



5.4 Exploring New Desktop Interactions 

As illustrated by the previous example, using the images of computer desktops in 
videoSpace applications offers some interesting perspectives for exploring new 
interactions or metaphors for these desktops. I am currently developing videoDesktop, 
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a new videoSpace application that acts as a window manager for an X Window server 
accessible through RFB (an Xvnc server). As a window manager application, 
videoDesktop knows the dimensions of all the application windows. By using a 
simple tiling placement algorithm (Fig. 5), it is able to extract the images of 
individual applications from the RFB image stream and use them as textures to 
compose a new desktop view. 




Fig. 5. Sample view of the tiled desktop image stream 



Figure 6 shows an example of graphical re-composition of the applications shown in 
Fig. 5. This composition scales, rotates and translates every application and adds 
some transparency and a simple shadow. In its current state, videoDesktop allows to 
send keyboard events to the applications based on a click-to-focus policy. Mouse 
event coordinates would have to be transformed before sending the event to the Xvnc 
server. However, this transformation is not currently implemented. 




Fig. 6. View composed by videoDesktop from the tiled desktop image stream of Fig. 5 
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The technique used by videoDesktop is quite similar to the redirection mechanism of 
the Task Gallery [16]. However, whereas Task Gallery requires a modified version of 
Windows 2000, videoDesktop is only 800 lines of code and requires only a standard 
Xvnc server. Although this project is still in a very early stage, it already allows to use 
a modern graphical toolkit such as OpenGL to experiment new window managing 
techniques that were until now relying on graphical models from the 80s or 90s. 



6 Discussion 

The library and tools composing videoSpace are the result of an iterating process of 
design and use. As the library was getting more complex, the tools were getting 
simpler. As the level of abstraction of the classes was increasing, the number of lines 
of code of each tool was decreasing. In this section, I discuss several aspects of the 
toolkit that contributed to this evolution and its success. 

One of the early key choices was the separation between the image class, used as a 
simple data container, and the sources, filters and sinks that operate on the data. The 
implementation of these image operators as independent classes instead of methods of 
the Image class increases the flexibility of the toolkit and facilitates its extension. 
Every application can easily define its own operators that can be created and modified 
at run-time. If these new operators prove useful for other applications, they can then 
be integrated into the core library. 

The JPEG encoding and the HTTP Server-Push protocol were initially chosen for 
their ease of use and implementation, not their performance. The same desire of 
simplicity inspired the design of VSMP and VSTP. However, videoSpace is not 
restricted to these simple choices. New encoding or protocols can be easily added to 
the library to overcome performance problems or to communicate with other 
applications. Adding an encoding simply consists in adding a constant to the list of 
supported encodings in the image class and providing a few conversion filters. 
Similarly, as illustrated by the rfb image source, adding a protocol simply consists in 
adding classes derived from imageSource and/or images ink and changing the 
associated factory functions. 

Another early key choice was the use of URLs to name video sources. When a new 
source type is added to the toolkit, the factory function is modified and all 
applications benefit from it without any other change. As explained in the previous 
section, local sources or pre-recorded streams are often used instead of network 
sources during development to test an application, to compare alternative designs or 
to evaluate performance. The use of URLs make it possible to switch between sources 
without even recompiling the application; therefore, applications can be developed on 
machines that do not have any video hardware or even a network connection. Another 
advantage of using URLs is the seamless integration with Web applications, most 
notably Web browsers. 
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7 Conclusion and Future Work 

VideoSpace is a software toolkit designed with one specific goal in mind: facilitate 
the exploration of new uses of video. In this paper, I have described the class library 
and basic tools it provides. I have also presented several projects that illustrate its 
flexibility and its ability to support rapid prototyping and incremental development. 
VideoSpace has now reached a stable state and some of its applications are in daily 
use in several research labs. Its source code is publicly available for download^ 
Short-term development plans include the integration of additional video encodings 
and protocols such as MPEG-4. I would also like to experiment with filters for 
detecting, identifying and tracking objects or people, based on the techniques 
presented in [3]. Another direction for future work is the addition of high level 
functionalities related to session management, such as explicit support for bi- 
directional or multiple connections. 
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Discussion 

D. Salber: This is more of a comment than a question - you mentioned the privacy 
provided for the person in front of the camera, but what about the person connecting 
to the camera their address is revealed. There is privacy, but it is only one way. 

N. Roussel: The user identity is hidden, but one cannot hide connecting machine 
identity. I'm not highly concerned with this level of privacy, I do not think it is a 
major issue - if someone wants to connect to me, then they should not be concerned 
with me knowing who it is. That level of privacy is OK. 

J. Coutaz: A remark: Because of the lack of reciprocity, I stopped looking at your 
web page. I felt I was a "voyeur", that is, looking at you while you were not aware of 
me. 

N. Roussel: Experience with the system so far has not shown this to be a common 
reaction. 

N. Graham: Where did you use VNC protocol in the example showing a hand over a 
desktop. I did not realize this was possible. 

N. Roussel: VNC was used because the example is not showing screen sharing, it is 
showing a remote display, the window shown is that of different system. 
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Abstract. Virtual environments lack a standardised interface between the user 
and application, this makes it possible for the interface to be highly customised 
for the demands of individual applications. However, this requires a 
development process where the interface can be carefully designed to meet the 
requirements of an application. In practice, an ad-hoc development process is 
used which is heavily reliant on a developer's craft skills. A number of 
formalisms have been developed to address the problem of establishing the 
behavioural requirements by supporting its design prior to implementation. We 
have developed the Marigold toolset which provides a transition from one such 
formalism, Flownets, to a prototype-implementation. In this paper we 
demonstrate the use of the Marigold toolset for prototyping a small 
environment. 



1 Introduction 

One of the characteristics of virtual environments is the lack of a standard interface 
between the user and system. With virtual environments it is necessary to construct 
interfaces that support the specific requirements of individual applications 13]. 
Consider a flight simulator. The components that constitute its interface (including the 
devices, interaction techniques and objects rendered to the user) are all concerned 
with simulating the effect of flying the real aircraft. Another application, such as 
medical training, could not reuse the interface component of the airplane successfully, 
even though the application may share common goals such as training. This generic 
lack of standardisation is not surprising considering that virtual environments often 
seek to imitate the real world. For instance, compare interfaces for driving a car, 
flying a plane, opening a tin or opening a carton of milk. Each interface matches the 
requirements of its application and is quite different in terms of the information 
communicated and physical actions. 

The lack of standardisation in virtual environment interfaces contrasts with the 
dominant style of WIMP (windows, icons, mice and pointers) interaction. WIMP 
interfaces, such as Microsoft Windows, reuse a consistent interface regardless of 
application. The devices (mouse and keyboard), interaction techniques (point and 
click) and components (buttons) are all standardised. This consistent style forms the 
basis of the success of WIMP applications, because users are aware of how to interact 
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with new applications because of their knowledge of previous applications. However, 
the success of virtual environment applications relies on the ability to recreate real 
world, or novel, interfaces particular to the needs of individual applications. An 
important side effect of the inconsistent nature of virtual environments is that the 
work required to build an application interface is vastly increased compared to that of 
a WIMP. A developer must consider carefully how the requirements of a particular 
application determine the design of the interface for that application. 

There are two parts of a virtual environment application that form the human- 
computer interface. Firstly, the visual appearance and geometry of the renderings 
including representations of the user within the environment and, secondly, the 
behaviour of the interface, including the mapping of the user onto the environment via 
interaction techniques, and the behaviour of the environment itself in response to user 
interaction. The visual renderings are usually constructed in a 3D-modeller such as 
SDstudio [2] . These tools model the renderings as they will appear in the environment 
allowing easy verification of whether they meet the requirements or not (often these 
are compared to photographs [14]). By contrast, the behaviour of the interface is 
defined using program code within a virtual environment development application 
such as [5, 7] in a form that is difficult to analyse in terms of the initial requirements. 
Consequently, rather than dealing with abstract requirements such as the door must 
open half way when the user clicks the middle mouse button, the developer must deal 
with implementation oriented abstractions such as the low-level data generated from 
the input device(s) and complex mathematical transformations of 3D co-ordinate 
systems. Additionally, design decisions are embedded within the program code 
without any higher level documentation. This makes inspection and maintenance 
difficult. These issues are discussed in more detail in [26] . 

A strategy which has found some success addressing similar problems within 
software engineering and human-computer interaction is behavioural design (see [28, 
11], for instance). Behavioural design is the process of constructing abstract 
representations of the behaviour of a system. The aim of this is to describe 
characteristics of the behaviour in a way that is independent of unnecessary 
implementation concerns. These descriptions are also used to discuss the design, 
perform reasoning (formal and informal) and inform the programmer of the precise 
requirements of the implementation. In addition, such designs facilitate the 
documentation and subsequent maintenance of the system. The motivation for 
incorporating this style of behavioural design into the development of virtual 
environments has recently been recognised and a number of formalisms which 
attempt at various levels of rigour to support this process have been developed (see 
[9, 12, 16, 23,25, 31]). 

Despite the clear advantages of pre-implementation behavioural design, it is 
unrealistic to expect this approach to determine the behaviour of a virtual 
environment interface completely, particularly in view of the diversity of possible 
designs. As noted by Myers The only reliable way to generate quality interfaces is to 
test prototypes with users and modify the design based on their comments' [18], a 
view strongly supported in [30]. Thus, a more realistic situation is where behavioural 
design is closely integrated into a prototyping process such that designs can be tried 
out and tested with users and the designs refined to reflect their feedback. In order to 
address this goal we have developed the Marigold toolset [33, 34]. This toolset 
supports the rapid transition from pre-implementation designs of virtual environment 
interface behaviour (using the Flownet specification formalism [23, 25]) to fully 
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working implementation-prototypes. Marigold also provides a means of exploring 
different configuration of devices and behaviours [34] early in the design cycle. 
Currently the code-generation module of Marigold is for the Maverik toolkit [1], but 
the approach is independent of any specific environment. A number of rudimentary 
model-checking facilities are also provided [35]. In this paper we demonstrate how 
Marigold supports the prototyping of Flownet specifications by incrementally 
building a small kitchen environment. 

The remainder of the paper is structured as follows. In section 2 we give an 
overview of the Flownet specification formalism and, in order to strengthen 
motivation for the use of this representations, we compare a specification to its 
equivalent program code. In sections 3, 4 and 5 we exemplify Marigold by building 
specifications and prototypes incrementally for a virtual kitchen. In section 6 we 
examine related work. Finally, in section 7 we summarise our conclusions. 



2 Flownets 

A number of formalisms have been used for the description of virtual environment 
interface behaviour. In [22, 31], process algebra is used to describe interaction 
techniques, and in [24] the use of state based notations such as Statecharts [10] are 
investigated. However, more recently there has been a general opinion that virtual 
environment interface behaviour is better considered as a hybrid of discrete and 
continuous data-flow components [12, 36]. With this in mind, a number of further 
formalisms have been investigated [32, 36]. The formalism developed and presented 
in [13, 17] and Flownets presented in [23, 25] were both developed specifically for 
the description of virtual environment interaction techniques. This make it possible to 
abstract from low-level mathematical transformations and data- structures which may 
confuse a design. One of the major differences between the two notations are that 
Flownets use Petri-nets [20] to describe the discrete abstractions rather than state- 
transition diagrams. This enables the description of multi-modal (concurrent) 
interaction using Flownets. Moreover, although virtual environment behaviour may 
only consist of interaction techniques in simple environments (walk-throughs), more 
advanced environments contain world objects with their own behaviour. The user 
interacts with these world objects using appropriate interaction techniques. In [27] it 
is demonstrated how Flownets are able to model world objects in addition to 
interaction techniques. The relation between the user, interaction technique behaviour 
and world object behaviour is shown in figure 1. 

In addition to using Petri-nets to describe the discrete elements, Flownets use 
constructs from a notation originally intended to model system dynamics [8] for the 
description of the continuous data flow and transformation processes. We will 
describe the formalism by way of an example of an interaction technique. The mouse 
based flying interaction technique enables the user to navigate through a virtual 
environment using the desktop mouse to control the direction and speed. Variations of 
this technique are used in many virtual environment packages (see for example 
VRML [4]). One variation works as follows. The technique is initiated by pressing of 
the middle mouse button and moving the mouse away from the clicked position. Once 
the mouse is a threshold distance away from the clicked position, the user's movement 
through the environment is directly proportional to the angle between the current 
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pointer position and the point where the middle mouse button was pressed. The 
distance between these two positions determines the speed. A second press of the 
middle mouse button deactivates flying. 




Fig. 1. The relation between the user the behaviour of virtual environments 

The Flownet specification of the mouse based flying interaction technique is 
shown in figure 2. The technique has two plugs to the external environment: one input 
mouse, and one output position. When the middle mouse button is pressed the middle 
m/butt sensor is activated and the start transition fired (1). The start transition enables 
the flow control, which enables the transformer {update origin), which updates the 
value of origin held in a store with the current mouse position (2) (taken from the 
mouse plug). A token is then placed in the idle state. When the out origin sensor 
detects that the mouse has moved away from the origin position, transition (3) is fired 
which moves the token from the idle state to the flying state. A token in the flying 
state enables the corresponding flow control which enables the transformer {update 
position) to update the position data in the store using the current mouse position and 
the origin position (4). This is then output to the position plug. Whenever the flying 
state is enabled, the inhibitor connecting this state to the start transition implies that 
the start transition cannot be re-fired. When the in origin sensor detects that the 
mouse has moved back to the origin position, a transition is fired which returns the 
token from the flying state to the idle state closing the flow control and halting the 
transformation on position. Regardless of whether the technique is in the idle or the 
flying state, it can be exited by the middle m/butt sensor becoming true and firing 
either one of the two exit transitions (5 or 6). 

The argument for using this formalism is that there is clarity about the 
implementation of requirements and about the characteristics of behaviour. This point 
can be illustrated by comparing the Flownet representation of the mouse based flying 
interaction technique in figure 2 with the equivalent implementation code in 
Appendix A written in Maverik. It is not important to understand the code, rather to 
appreciate how the behaviour of the technique is clearer in the Flownet representation 
of figure 2. This is because the behavioural structure (what happens when and why) of 
the technique is explicit in the Flownet but implicit in the code. Additionally, 
although the code contains more detail than the Flownet representation (low level data 
state and transformations, for instance), it is difficult to relate the abstractions to the 
requirements. If we treat the informal description given earlier in this section as the 
requirements, then it can be seen that the Flownet captures these concepts, for 
instance idle, flying and middle mouse button. More importantly, the Flownet 
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captures a precise relation between these concepts. For instance, that it is necessary 
to be in the state of flying in order to update position, and that update position 
requires positional data {origin) created during the transition to the idle state. 



mouse position 




Fig. 2. Flownet specification of the mouse based flying interaction technique 



3 Interaction Techniques 

The Marigold toolset supports a design process which closely integrates virtual 
environment behaviour specification using the Flownet formalism, and the 
prototyping of that behaviour. In the next sections we exemplify this design process 
by building elements of a virtual kitchen. Within this section we provide a method for 
the user to navigate around the kitchen. For this we will use the mouse based flying 
technique introduced in the previous section. Prototyping a Flownet description of an 
interaction technique using Marigold is a two stage process. The first stage takes 
place in the hybrid specification builder (HSB) which supports the specification of a 
Flownet using direct manipulation (figure 3). At this point, a small amount of code is 
added to some of the nodes of the specification. This code describes the semantics of 
some of the Flownet components more precisely. There are three types of code that 
can be added: 

Variable code. This is placed in the plugs of the specification. It describes what 
kind of information flows in and out of the plugs and, hence, around the specification. 
Illustrated in figure 4 (a) is the code added to the mouse plug. An integer variable 
represents the state of the mouse buttons and a vector represents the mouse position. 
Variable code is also used to define data which reside in the stores. 
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Fig. 3. The mouse based flying specification in Marigold HSB 



Conditional code. This is placed in some transitions and all sensors. It describes the 
threshold state of the data for firing the component. Illustrated in figure 4 (b) is the 
code added to the middle m/butt sensor. As can be seen from figure 4 (b), the HSB 
informs the developer which data flow in and out of the node (i.e. which data they are 
able to access). The code specifies that when the middle mouse button is pressed, the 
sensor should fire. 

Process code. This is placed in all transformers and denotes how the information 
flowing into the transformer is transformed when enabled. Illustrated in figure 4 (c) is 
the code added to the position transformer. This describes how position should be 
transformed using the current mouse position and the origin position. 

Once the code has been added, it is necessary to generate a stub of the interaction 
technique. This is a description of the interaction technique which is independent of 
an environment. No commitment is made to the inputs and outputs of a technique. 

The second stage of implementing a Flownet specification involves integrating the 
interaction technique stub, generated from the HSB, into an environment (input 
devices and output devices, for instance). This is performed using the prototype 
builder (PB). Illustrated in figure 5 is the mouse based flying interaction technique 
within the PB and connected into an environment. Each node has a set of variables. 
The variables for the mouse based flying interaction technique (mbf) are those that 
were placed in the plugs within the HSB. The relation between the environment 
elements are defined by joining these variables enabling the flow of data from one to 
another. Within the mouse based flying specification, we have linked a desktop 
mouse, as an input to the technique, and a viewpoint, as an output from the technique. 
From this specification, the code for a prototype environment can be generated and 
compiled. However, for the navigation to be perceived world objects must be present 
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within the environment. In the next section, we specify and introduce a world object 
for the user to observe as they navigate. 




(a) (b) (c) 

Fig. 4. a) Adding variables to the mouse input plug b) Adding conditional code to the middle 
mouse button sensor c) Adding process code to the position transformer 




Fig. 5. PB specification for a virtual environment prototype using the mouse based flying 
interaction technique 
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4 World Objects 

Often virtual environments are simply walk-through where the user navigates the 
environment observing static renderings of world objects. However, more complex 
environments reflect the real world where the user can interact with and observe 
world objects. In this section we expand the environment of the previous section to 
include a virtual gas hob (oven) world object with which the user can interact. 

A world object specification is also constructed using the HSB and a stub 
generated as described in the previous section. Rather than using the PB to integrate 
the stub of the world object's behaviour into an environment directly, a third tool, the 
Complex Object Builder (COB), supports an intermediate refinement stage. Within 
the COB a link is made between a world object's behaviour stub (generated from the 
HSB) and the visual renderings constructed using a third party 3D-modelling tool 
such as SDStudio [2]. Any additional information required from the external 
environment (the PB) is also made explicit using the COB. From the COB 
specification, another stub is generated and integrated into the complete environment 
(interaction techniques and devices, for instance) within the PB specification. This 
intermediate refinement stage simplifies the PB specification because a single node is 
an encapsulation of both a world object's behaviour and appearance. In addition, a 
world object's encapsulated behaviour/appearance may be reused. The COB supports 
this type of reuse by packaging these components together in a reusable node. 

Figures 6 and 7 illustrate the discrete and continuous parts of the behaviour of the 
hob respectively. Although the HSB supports the construction of a Flownet 
specification using one view, it can be useful to split the continuous and discrete part 
of larger specifications to maintain clarity of presentation. As can be seen from these 
two figures, common constructs (sensors and flow controls) relate the two views. 
Code is added to some of the nodes constituting the specification in the manner as 
described for the mouse based flying interaction technique, and a stub of the 
behaviour is generated. 

The next stage is to integrate this stub with the visual renderings using the COB 
(figure 8). The node labelled hoh is the stub of the gas hob generated from the HSB. 
Representations of the renderings of the gas switch, ignition and flame are related to 
the behaviour because their states are changed according to the Flownet specification. 
However the oven body is not related because, although this is visually perceived, it 
has no behaviour. The external link node specifies that data is required which is not 
contained within the specification. Consequently, the position of the virtual hand must 
be linked into the gas hob within the PB. The relative positioning of the rendering 
representations are also set within the COB. From the COB, a stub of the specification 
is generated. 

Our original PB specification is expanded to include the complex world object. 
Figure 9 shows the prototype specification that includes the original mouse based 
flying interaction technique (mbf) and a simple manipulation (sman) interaction 
technique. The sman technique, also defined using a Flownet, controls the position of 
a pointer world object by two mappings of the keyboard device. The hob world object 
stub can be seen on the left side of the specification. The one variable within this 
complex world object is linked to the pointer as required by the external link within 
the COB specification. 
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Fig. 6. The discrete part of the Flownet specification for the gas hob within the HSB 




Fig. 7. The continuous part of the Flownet specification for the gas hob within the HSB 
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Fig. 8. The COB specification showing the integration of the Flownet stub of the gas hob into 
the external environment 





Fig. 9. The PB specification extended to include the integration of a complex world object and 
manipulation interaction technique 
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Fig. 10. The prototype (as generated from the PB specification) running 

The prototype generated from this specification is illustrated in figure 10. It allows 
the user to navigate around the environment using the mouse and manipulate the 
virtual pointer using the keyboard. The virtual pointer can be used to interact with the 
hob which will behave according to its Flownet specification. The gas on/off switch is 
on the left side of the oven, and the push ignition on the right. Additionally, a pan is 
situated on top of the hob (this is part of the oven body rendering representation in 
figure 8). 



5 Non-static Binding 

Flownet specifications are not concerned with the environment external to the 
behaviour, they abstract from this by interfacing to plugs. The PB and the COB tools 
provide a means of binding an environment to the plugs of Flownets. The binding 
style described in the previous sections is static. However, a developer may wish to 
specify that a selection interaction technique can select one of a number of objects 
within the kitchen, without explicitly linking every object to the selection technique. 
Similarly, a developer may wish to state that any object placed within a kitchen 
drawer is affected by the opening and closing behaviour of the drawer because it is in 
the drawer. This type of non- static binding is supported by two additional constructs 
within the Marigold PB namely world object group and dynamic hind. In this section, 
we expand the specification we have developed in the previous two sections to 
include behaviours which make use of these constructs. The expanded PB 
specification is illustrated in figure 1 1 with a number of new nodes and links. 

Firstly, as illustrated at the top of the specification of figure 11, the world object 
group construct provides a method of grouping world object renderings (ball one and 
ball two). In this example, the select interaction technique is using this group to 
determine which object is selected by the pointer object and to change the state of the 
ball objects selected variable (from false to true). The sman (simple manipulation) 
technique then controls the position of whichever ball is selected. 
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Secondly, the dynamic bind construct allows conditions such as in the drawer to be 
described so that when an object (rendering) satisfies the statement it binds to the 
behaviour. In figure 11 such a construct {dh) can be seen labelled in drawer and 
linked to the position of the drawer complex object. When a dynamic bind is inserted 
into a PB specification, the tool asks the user to specify a visual rendering and set the 
position of this visual rendering. For the in drawer dynamic bind a rendering was 
constructed to represent the space inside the virtual drawer (this is not displayed in the 
environment). This rendering is positioned so that it is initially inside the drawer. A 
number of options can also be set on a dynamic hind construct. In this example, it is 
specified that when an object is fully within the space defined by the rendering (in the 
drawer) it will bind dynamically to the behaviour of the drawer and that the dynamic 
bind rendering itself should also bind to the behaviour. Consequently, when objects, 
such as hall one and/or hall two are placed within the drawer, they bind to the 
drawer's behaviour and open and close with the drawer. In addition, although the bind 
rendering cannot be observed in the environment, this always remains inside the 
virtual drawer. 

The dynamic hind construct also has the potential to specify physical laws within a 
virtual environment. For instance, a bind could be constructed the size of the 
environment which is linked to a Flownet specification imposing a gravity behaviour. 
Consequently, when objects are within the environment, they are linked to this 
behaviour. Or, a bind could be placed within a swimming pool, such that when an 
object enters the water, it is linked to the gravity of water. To enable this, it would be 
necessary for Marigold to support the generation of collision detection. 




Fig. 11. Expanded PB specification with an additional drawer complex world object, selection 
interaction technique and dynamic binding constructs 
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The small kitchen example now supports navigation, control of the virtual hand, 
behaviour of the gas hob, behaviour of the drawer and the selection and manipulation 
of the two balls. These balls are initially positioned within the drawer and therefore 
bind to the drawer's opening and closing behaviour. The virtual hand can be used to 
remove either one or both of the balls from the drawer, whereupon they lose their 
binding to the drawer's behaviour. A screenshot of this environment is shown in 
figure 12. 




6 Related Work 

The distinguishing feature of Marigold is the initial consideration of the virtual 
environment interface behaviour independent of any specific implementation using 
Flownets. The approach presented in [13, 17] links higher level abstractions to 
implementation components, such that when these abstractions are rearranged, the 
change is propagated into the underlying implementation. This is in the style of user 
interface management systems (UIMS) which has been researched widely for other 
styles of interface. However, such an approach can be seen to be implementation 
driven, rather than requirements driven, since an implementation abstraction must 
exist in order to satisfy a specification abstraction. We have illustrated that using 
Marigold the developer is building implementation components that meet the 
requirements of the specification. 

Another approach which has influenced the design of the PB and COB components 
of Marigold is the data-flow style of specification. In [21] modules are connected 
together (in a manner similar to the PB) to specify virtual environments. These 
modules are linked to an underlying implementation which changes according to the 
configuration of the specification. This style of specification has been extended so 
that it can be achieved while the developer is immersed in the environment [29] . Like 
the UIMS approach, the semantics of these modules are static and consequently limit 
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what can be specified . In Marigold, although static components are also used within 
the PB and COB, these components (devices and rendering representation) are input 
and output to the behaviour and not the behaviours themselves. The behaviour 
components are developed specifically for an applications requirements using the 
HSB. 

An approach to designing complete virtual environments is introduced in [15] 
which contains a component for describing the behaviour of the system using 
Statecharts. This is an adaptation of an existing real-time system design approach. A 
number of contrasts can be drawn with Marigold. The behaviour of the systems 
described are walk-through. It would be difficult using this approach to describe some 
of the complex user-driven behaviour captured using Flownets, for example. 
Additionally, Marigold offers a faster and, thus, tighter integration between 
specification and prototype because of the environment integration method supported 
by the PB and COB. 

The interactive cooperating object formalism (ICO) is a design approach for the 
development of interactive systems [19]. ICO combines the power of object-oriented 
structure and Petri-nets for the internal behaviour of objects. A tool is being 
developed which supports their implementation [6] . The abstractions made within the 
PB, and the style of PB specification itself, enable a developer to rapidly integrate a 
specification into an environment. These abstractions are not readily available within 
ICO and would need to be written using code. In addition, the Flownet formalism 
itself seems to be a suitably rich formalism for describing virtual environment 
behaviour compared to Petri-nets alone. Flownets continuous data-flow constructs 
capture a strong mapping between the user interaction (devices), their state, and the 
presentation of this state. 



7 Conclusion 

In this paper we have discussed a need for the pre-implementation design of virtual 
environment interface behaviour and have reviewed the approaches developed to 
address this concern. We have also motivated a need to integrate this form of design 
with the building of prototypes so that developers and users can explore the designs at 
an implementation level. The Marigold toolset has been developed as an approach to 
providing a rapid transition between such designs and prototypes. We have described 
this toolset by exemplifying the incremental design and prototyping of a small kitchen 
prototype. Such a prototype may be used at two levels. Firstly, it is important to 
determine whether the environment is usable. For instance, in the example, does the 
behaviour of the environment enable the user to navigate to the drawer, open the 
drawer, transfer both balls to the pan on the hob from the drawer, and switch the hob 
on? At another level, does the environment fulfill the broader requirements? If the 
small kitchen was to aid in training chefs, then the behaviour of the environment is 
clearly inadequate. At the end of a session the chef maybe able to complete a task 
within the virtual environment, but this bears no correspondence to the behaviour of 
the real environment. 

It is anticipated that once the developer and users have arrived at a design that 
satisfies the requirements, through an iterative process of design and prototyping, one 
of two options may be taken. Firstly, a programmer may construct the final 
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implementation directly from the specifications taking into account issue of 
performance (paramount to larger environments). Secondly, as suggested in [25], the 
Flownet specifications may be refined to a more detailed specifications (maybe using 
HyNets as presented in [25]), from which a programmer would implement the 
behaviour of the environment. 
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Discussion 

J. Hohle: Can you model independent behaviour instead of reactive behaviour - such 
as a time based behaviour? 

J.Willans: You certainly can add timing constraints in the system but it would be hard 
to ensure their satisfaction. Satisfaction would depend upon implementation details. 

N. Graham: How hybrid is your specification? You seem to be modelling dynamic 
behaviour within discrete framework. It does not seem to involve truly continuous 
inputs, such as dealing with the effect of momentum when lifting an object, or dealing 
with sound. Is this natural in flownets? 

J.Willans: We do not have that kind of example yet. Flownets is hybrid in 
representation at the design level. There are other lower level representations that 
capture continutiy in more detail (e.g. HyNet). 



Appendix A 



#include "maverik.h" 

#include "mavjdm.h" 

MAV_vector new_offset; 

MAV_vector origin_pos; 
int mouseClick; 

/* RELATES TO FLOWNET SPECIFICATION 7 
/* MIDDLE MOUSE BUTTON + UPDATE ORIGIN 7 

int mouseButtonPress(MAV_object * o, 
MAV_TDMEvent*ev) 

{ 

int origin_x, origin_y; 
int XX, yy; 

if (ev->tracker == 0 && eb->button ==1) { 
mav_mouseGet(mav_win_all, &origin_x, 
&origin_y, &xx, &yy); 
origin_pos.x = origin_x; 
origin_pos.y = origin_y; 
origin_pos.z = 0; 
mouseClick = ImouseClick; 

} 

} 

/* RELATES TO FLOWNET SPECIFICATION 7 
/* UPDATE POSITION 7 

void updateViewpoint(void) 

{ 

mav_win_current->vp->eye = 
mav_vectorAdd(mav_win_current->vp->eye, 
new_offset); 

} 



/* RELATES TO PETRI-NET PART OF 7 
/* FLOWNET SPECIFICATION 7 

void interaction(void) 

{ 

MAV_vector current_mouse; 

MAV_vector direction; 

float speed; 

int curr_mouse_x, curr_mouse_y, xx, yy; 

if (mouseClick) { 

mav_mouseGet(mav_win_all, &curr_mouse_x, 
&curr_mouse_y, &xx, &yy); 
current_mouse.x = curr_mouse_x; 
current_mouse.y = curr_mouse_y; 
current_mouse.z = 0; 
if (outOriginSq(current_mouse)) { 
direction = mav_vectorSub 
(origin_pos, 
current_mouse); 
direction = mav_vectorSet 
(direction. X, 
direction.z, 
direction.y); 

speed = mav_vectorDotProduct 
(direction, direction); 
speed = speed/ 1000; 
new_offset = mav_vectorScalar 
(direction, speed); 
origin_pos = mav_vectorAdd 
(new_offset, origin_pos); 
updateViewpointQ; 

} 

} 
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/* RELATES TO FLOWNET SPECIFICATION */ 

/* OUT OF ORIGIN */ 

int outOriginSq(MAV_vector current_mouse) 

{ 

MAV_vector temp; 
float distance; 

temp = mav_vectorSub(current_mouse, 
origin_pos); 

distance = mav_vectorDotProduct(temp, temp); 
if (distance > 5) { 
return 1 ; 

} 

return 0; 

} 

int main{int argc, char ‘argvQ) 

{ 

MAV_SMS *sms; 

MAV_composite comp; 

mav_initialise(); 



mav_TDMModulelnit(); 
sms = mav_SMSNew 

(mav_SMSCIass_objList, mav_objListNew()); 
mav_compositeReadAC3D 
(”desk.ac",&comp,MAV_ID_MATRIX); 
comp.matrix = mav_matrixSet(0, 0, 4, 0, 0, 0); 
mav_SMSObjectAdd 

(sms, mav_objectNew(mav_class_composite, 
&comp)); 

mav_callbackTDMSet 

(mav_win_all, mav_class_world, 

mouseButtonPress); 
mav_frameFnOAdd(interaction); 
mouseClick = 0; 
while (1){ 

mav_eventsCheck(); 
mavJrameBeginQ; 
mav_SMSDisplay(mav_win_all, sms); 
mav_frameEnd(); } 
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When designing executable user interfaces, it is often advantageous to use declarative 
and procedural approaches together, each when most appropriate: 

- A declarative approach can be used to define widget types, their initial states, their 
resize behavior, and how they are nested to form each window. All this 
information can be represented as a data structure. For example, widgets can be 
records and the window structure is then simply a nested record. 

- A procedural approach can be used when its expressive power is needed, i.e., to 
define most of the UI's dynamic behavior. For example, UI events trigger calls to 
action procedures and the application can change widget state by invoking handler 
objects. Both action procedures and handler objects can be embedded in the data 
structures used by the declarative approach. 

The QTk tool uses this mixed approach, tightly integrated with a programming 
language that has extensive support for records and first-class procedures. This 
permits executable model-based UI design: the UI models are executed at run-time 
without any compilation. To be precise, each UI model is a record that is transformed 
at run-time to its QTk specification, which is also a record. 

We demonstrate the effectiveness of this approach by writing a context-sensitive 
clock utility, FlexClock, that changes its view at run-time whenever its window is 
resized. The utility is written in less than 400 lines. This includes full definitions of a 
calendar widget, an analog clock widget, and 16 views. Each view is defined as a 
record with three fields. All 16 views including formatting utilities are written in 80 
lines total. The mechanism for creating a running UI from these definitions is written 
in 60 lines. Here is the definition of one view: 

view( desc: label (handle : H bg: white gluemswe) 

update: proc {$ T} {H set ( text : {FormatTime T})} end 
area: 40#10) 

The desc field is declarative; it defines the view's structure as a record. Here it is 
a label widget with an embedded handler object referenced by H. The handler object 
is created by QTk when the widget is installed. The update field is procedural; it 
contains an embedded procedure that will be called once a second with a time 
argument T to set the displayed time. The area field gives the view's minimum width 
and height, used to select the best view at run-time. 

QTk uses tcl/tk as its underlying graphics subsystem. It is part of the Mozart 
Programming System, which implements the Oz language. For full information see 
http://www.info.ucl.ac.be/people/ned/flexclock. This research is supported in Belgium by 
the PIRATES project, funded by the Walloon Region. 
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Discussion 

J. Hohle: Who is the intended target users of your tookit? 

P. Van Roy: There is not specialist user group, other than toolkit users. 

J. Hohle: Have you considered verifying properties interfaces defined using the 
declarative element of your toolkit? 

P. Van Roy: This use of the declarative element has not been explored at present. 
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Abstract. Systems combining the real and the virtual are becoming more and 
more prevalent. The Augmented Reality (AR) paradigm illustrates this trend. In 
comparison with traditional interactive systems, such AR systems involve real 
entities and virtual ones. And the duality of the two types of entities involved in 
the interaction has to be studied during the design. We therefore present the 
ASUR notation: The ASUR description of a system adopts a task-centered 
point of view and highlights the links between the real world and the virtual 
world. Based on the characteristics of the ASUR components and relations, 
predictive usability analysis can be performed by considering the ergonomic 
property of consistency. We illustrate this analysis on the redesign of a 
computer assisted surgical application, CASPER. 



1 Introduction 

Integrating virtual information and action in the real world of the user, is becoming a 
crucial challenge for the designers of interactive systems. The Augmented Reality 
(AR) paradigm illustrates this trend. The main goal of AR is to add computational 
capabilities to real objects involved in the interaction. The Augmented Paper Strip 
[15] is an example of such an attempt in the air traffic control domain: the goal is to 
add computational capabilities to traditional paper strips. Another system called 
KARMA [11] provides information to a user repairing a laser printer, by indicating 
with 3D graphics which parts of the printer to act on, according to the defined 
maintenance process. The Tangible Interface [14] constitutes another example of the 
combination of real and virtual entities: everyday life objects are used by the user to 
interact with the computer. More examples of AR systems are presented in [2]. In [9], 
we have already illustrated this wide area of interactive systems and highlighted an 
important classification characteristic: 

• some systems {Augmented Reality systems, AR), enhance interaction between the 
user and his/her real environment, by providing additional computer capabilities 
or data, 

• while others {Augmented Virtuality systems, AV) make use of real objects to 
enhance the user's interaction with a computer. 

Since our application domain is Computer Assisted Surgery (interaction with the 
real world, the patient, enhanced by the computer), we particularly focus on the 
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characterization and description of Augmented Reality systems. One of the main 
design challenges of such Augmented Reality Systems (AR) is to merge real and 
virtual entities. Real environment and real entities are prerequisite for the design of 
such systems. The composition of these two kinds of entities constitutes the 
originality of AR systems. In addition, information or action are defined by the AR 
system to facilitate or to enrich the natural way the user would interact with the real 
environment. Consequently, the main point of interest during the design should be the 
outputs of the systems, so that additional information and action are smoothly 
integrated with the real environment of the user. 

In this paper, we first briefly present our application domain: Computer Assisted 
Surgery. Through the presentation of the taxonomy of the domain, we motivate our 
approach that aims at studying the two types of entities (real and virtual ones) 
involved in the output user interfaces of AR systems. We then present our notation 
called ASUR. ASUR is based on the principles of the notation OP-a-S [9], which is 
enriched by characteristics that describe the user's interaction. The ASUR notation 
describes a system with a user's task-centered point of view and highlights the links 
between the real world and the virtual world. Based on our descriptive notation, we 
then show how predictive evaluation of the consistency ergonomic property can be 
addressed. We illustrate our approach through the redesign of CASPER, a computer 
assisted surgery system. 



2 Motivation and Application Domain 

There are many application domains of Augmented Reality, including construction, 
architecture [20] and surgery [3], [6], [18]. Our application domain is Computer 
Assisted Surgery (CAS). The main objective of CAS systems is to help a surgeon in 
defining and executing an optimal surgical strategy based on a variety of multi-modal 
data inputs. The objectives aim at improving the quality of the interventions by 
making them easier, more accurate, and more intimately linked to pre-operative 
simulations where accurate objectives can be defined. In particular, one basic 
challenge is to guide a surgical tool according to a pre-planned strategy: to do so 
robots and 3D localizers (mechanical arms or optical sensors) perform real time 
tracking of surgical tools such as drills [6]. AR plays a central role in this domain 
because the key point of CAS systems is to "augment" the physical world of the 
surgeon (the operating theater, the patient, the tools etc.), by providing pre-operative 
information including the pre-planned strategy. Information is transmitted between 
the real world and the computer world using different devices: computer screen, 
mouse, pedal, tracking mechanism, robot, etc. 

Since 1985, our laboratory is working on designing, developing and evaluating 
CAS systems. Through technological progress and a growing consciousness of the 
possibilities of real clinical improvements using a computer [18], Augmented Reality 
systems are now entering many surgical specialties. Such systems can take on the 
most varied forms [3]. Three classes of CAMI systems are identified in [19]: 

• The passive systems allow the surgeon to compare the executed strategy with the 
planned one. 
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• The active systems perform subtasks of the strategy with the help of an 

autonomous robotic system. 

• The semi-active or synergistic systems help the surgeon in performing the 

surgical strategy but the surgeon is in charge of its execution. The system and 
the surgeon are working in a synergistic way. 

By comparison with the HCI domain, in which traditional design approaches aim 
at keeping the user in the loop and at focusing on the task supported by the system, 
CAS design methods are principally driven by technologies. Consequently, instead of 
assessing the quality of a system in terms of the user's perspective and of the software 
designer's perspective, CAS design methods are constrained and driven by 
technologies. External properties [1] [13], which establish "how usable a system is" 
and internal properties that describe the software quality, are replaced by clinical and 
technical considerations [17]. In this context, our research aims at providing a 
notation for designers to help them in reasoning about the merging of real and virtual 
entities. 

More generally speaking. Augmented Reality systems design is often driven by the 
latest technology. We place a greater emphasis on interaction between the user and 
the system as well as the user and the real environment. To do so we propose a 
notation, namely ASUR: ASUR description of a system is composed of: 

• the entities that are involved in the interactive system, 

• the relation between these different entities. 

In addition, characteristics are identified to describe the entities and the relations 
involved in the user's interaction with the system. Finally, ASUR provides a common 
description notation of AR systems that enables their comparison and their 
classification. The next paragraph presents this notation. 



3 ASUR Interaction Description 

In this paragraph, we first briefly present the principles of our ASUR notation. As 
mentioned above, ASUR is based on the principles of our previously presented OP-a- 
S notation [9]. ASUR extends OP-a-S by providing characteristics of components and 
relations involved in the dual interaction of the user with the virtual part of the system 
and with his/her real environment. 



3.1 ASUR Principles Overview 

The basic idea of ASUR is to describe an interactive system as a set of four kinds of 
entities, called components. In [12], we have already presented some characteristics 
of such entities, but the relations among them were not studied. When applying 
ASUR, a relation between two components describes an exchange of data. ASUR 
components and relations are described in the two following paragraphs. 
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3.1.1 ASUR Components 

The first component is the User (component U) of the system. Second, the different 
parts used to save, retrieve and treat electronic data are referred to as the computer 
System (component S). This includes CPU, hardware and software aspects, storing 
devices, communication links. To take into consideration the use of real entities, we 
denote each real entity implicated in the interaction as a component R, Real objects. 
The 'Real object' component is refined into two kinds of components. The first 
component R^^^j is a Real object used during the interaction as a tool that the user 
needs in order to perform her/his task. The second component R^^^^ represents a real 
object that is the focus of the task, i.e. the Real object of the task. For example, in a 
writing task with an electronic board like the MagicBoard [7], the white board as well 
as the real pens constitute examples of components R^^^j (real tool used to achieve the 
task), while the words and graphics drawn by the user constitute the component R^^^^ 
(real object of the task). Finally, to bridge the gap between the virtual entities 
(component S) and the real world entities, composed of the user (component U) and 
of the real objects relevant to the task (components R^^^^ and we consider a last 
class of components called Adapters (component A). Adapters for Input (AJ 
convey data from the real world to the virtual one (component S) while Adapters for 
Output (A^J transfer data from the component S to the real world (components U, 
Rj^^j and Screens, projectors and head-mounted displays are examples of output 
adapters, while mice, keyboards and cameras may play the role of input adapters. The 
exchange of data between ASUR components is described in the next paragraph. 



3.1.2 ASUR Relations 

A relation is symbolized in an ASUR diagram with a unidirectional oriented arrow. It 
represents a set of data sent by a component to another one. For example, a relation 
A^^^^U, from a screen (component to a user (component U) symbolizes the fact 
that data are perceivable by the user on the screen. Another relation from a 

user (component U) to a pen of the Magic Board (component represents the fact 
that the user handles the pen. 

Having defined the ASUR components and relations, we now focus on the user and 
her/his interaction with the computer system as well as with the real environment. 



3.2 Focus on the User’s Interaction 

Due to our definition of AR systems, the users' interaction has two facets: (1) 
interaction between the user and the computerized part, and (2) interaction between 
the user and the real environment. According to our ASUR notation, the first facet is 
represented by a relation from an output Adapter (A^J to the User (U). Data from the 
computerized part may only be perceived through an output Adapter. Interaction 
between the user and the real environment (facet 2) is represented by ASUR relations 
between the component U (the User) and the components R^^^^(Real object of task) as 
well as the components R^^^j (Real tool). 

Getting a clear understanding of the interaction between a user and an AR system 
involves analysis of the following relations: Aout^U, Rtask^U and Rtooi^U. In the 
next two paragraphs, we characterize these components and relations. 
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3.2.1 Three Characteristics of an Adapter and a Real Object 

The first characteristic induced by the use of a real object or an adapter is the human 
sense involved in perceiving data from such components. The most common used 
ones are the haptic, visual and auditory senses. For example, in the Magic Board, the 
visual human sense characterizes the white board, the user looking at the drawings 
and written texts. The auditory sense may also be involved to perceive alarms 
indicating a problem for example with the vision-based capturing process. 

The second characteristic of an adapter or a real object, is the location where the 
user has to focus with the required sense, in order to perceive the data provided by the 
adapter or to perceive the real entity. The coupling of the characteristic human sense 
with the location defines the perceptual environment of an adapter or a real object. 

The last characteristic is the ability of the adapter or real object to simultaneously 
share the carried data among several users. For example, displaying data on a head- 
mounted display (HMD) restricts the perception to the user wearing the HMD. On the 
other hand, projecting data onto a white board enables N users to perceive the data 
simultaneously. 



3.2.2 Two Characteristics of a Relation 

An ASUR relation represents a flow of data. The interaction language used to 
express data carried by the relation is the first characteristic of a relation. The data 
transferred to the user may be expressed in an arbitrary manner [4]; e.g. the user needs 
to learn the form or syntax of the data. On the other hand, the language may be non- 
arbitrary; in this case, the data are expressed according to an already known 
convention. In the task of text selection on the Magic Board, the projector displays on 
the white board a square that follows the user's finger motions and delimitates the area 
of selection. The visualization of the selected area is thus non- arbitrary, since this is 
widely used in computer applications. 

The second characteristic of a relation denotes the importance, for the user's task, 
of the data carried by the relation. Defined in [12] as the attention received, the 
weight of a relation is a continuous axis ranging from none to high. We keep three 
values: none, peripheral and high. During a writing task using the Magic Board, the 
white board receives much attention, while the camera and projector receive none. 
Weighting a relation enables the designer to identify the number of relevant data that 
the user must perceive during a given task. 

Based on our characteristics, the analysis of the ASUR relations and components 
linked to the user (U) enables the designer to identify problems in the usability of a 
system. For example, too many relations heavy weighted and with adapters requiring 
different locations, may lead to difficulties for the user to perceive all the data useful 
for performing a task. In case of potential identified usability problems, it is important 
to notice that the designer could only change the characteristics of the adapters and 
their relations. Characteristics of the real entities (Rtask and Rtooi) and their relations to 
the user are prerequisites of the system. In the next paragraph, we show how 
predictive analysis of the consistency ergonomic property can be addressed using our 
characteristics of ASUR components and relations. 
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4 Predictive Analysis Based on ASUR 

We base our predictive analysis process on the characteristics of ASUR components 
and relations as well as on ergonomic properties. As mentioned above, in AR systems, 
information or action are defined by the system to facilitate or to enrich the natural 
way the user would interact with the real environment. Outputs of the systems 
consequently constitute the focus of our analysis. Among the existing ergonomic 
properties, two of them are closely related to outputs of interactive systems, namely 
observability and honesty: 

• Observability characterizes "the ability of the user to evaluate the internal state 
of the system from its perceivable representation" [8] [13]; 

• Honesty characterizes "the ability of the system to ensure that the user will 
correctly interpret perceived information and that the perceived information is 
correct with regards to the internal state of the system" [13] 

Additionally Norman's Theory of Action [16] models part of the users' mental 
activities in terms of a perception step and of an interpretation step. The above two 
ergonomic properties are directly related to these two steps: Observability is related to 
the users' perception while honesty supports users' interpretation. 

Observability and honesty are traditionally analyzed in the case of representation 
of one concept at a given time. Facing the formidable expansion of new technologies 
in the medical domain for example, the surgeon will be exposed to more and more 
sources of information: NMR data, Ultra Sound images, needle tracking data, etc. 
Observability and honesty of multiple concepts at a given time, and of one concept 
represented in multiple ways (representation multiplicity principle) must therefore be 
considered and involve consideration of another crucial ergonomic property: 
consistency across the variety of representations available at a given time. In the 
following table, we refine consistency in terms of perceptual consistency 
(observability level) and cognitive consistency (honesty level). 

In terms of ASUR characteristics, perceptual consistency is ensured if every 
output adapter and real object that convey data to the user have: 

• their corresponding locations compatible: their locations must spatially intersect, 

• their associate human senses compatible: the user must be able to sense the 
different information without losing some of it. 

In other words, perceptual consistency is established if every data conveyed by 
adapters and real objects, along heavily weighted relations, are simultaneously 
perceivable and do not imply that the user changes her/his focus of attention. 

Addressing a problem of perceptual inconsistency requires selecting output 
adapters having their corresponding locations and human senses compatible with 
each other and with the ones associated with the real objects involved in the 
interaction. 



Table 1: Four types of consistency. 





Perception 

(Observability) 


Interpretation 

(Honesty) 


1 concept, n representations 


Four Types 

Of Consistency 


N concepts, 1 representation each 
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At the cognitive level, consistency extends the notion of honesty. In terms of 
ASUR, cognitive consistency is ensured if every relation from output Adapters 
(components Ao^t) or Real objects (components Rtooi and Rtask) to the User (component 
U) are based on the same interaction language, (see definition in ). For example, 
data displayed by KARMA are based on a 3D graphical language (for example, arrows 
explaining which tray to open) matching the view of the real printer. In this example 
cognitive consistency is ensured because the view of the printer as well as the view of 
the 3D graphics match each other. If KARMA was displaying textual explanations, 
cognitive consistency would not be satisfied: indeed two languages are involved, a 3D 
view of the printer and a textual language. 

Addressing a problem of cognitive inconsistency requires changing the interaction 
languages associated with the relations from the output adapters to the user. 

During the design phase, if different solutions are designed, each solution 
envisioned is described with the same notation, allowing thus a precise comparison of 
the solutions in terms of consistency. The next paragraph illustrates our ASUR based 
analysis of consistency for one of our computer assisted surgery applications, 
CASPER. For more examples, we describe various AR systems using ASUR in [10]. 



5 ASUR Based Analysis: An Example 

5.1 CASPER Application 



5.1.1 Identity Card 

CASPER (Computer ASsisted PERicardial puncture) is a system that we developed 
for computer assistance in pericardial punctures. The clinical problem is to insert a 
needle percutaneously in order to access the effusion with perfect control of the 
needle position and trajectory. The danger involves puncturing anatomical structures 
such as the liver or the heart itself. A detailed medical description of the system can 
be found in [5]. After having acquired Ultra-Sound images and planned a safe linear 
trajectory to reach the effusion, guidance is achieved through the use of an optical 
localizer that tracks the needle position. The left part of Figure 1 shows the 
application in use during the intervention. 




Fig. 1. Our CASPER application in use (left), CASPER guidance information monitored (right). 
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5.1.2 ASUR Description of CASPER 

During the surgery, the surgeon (U) handles and observes a surgical needle 

The needle is tracked by an optical localizer (AJ: Information 

captured by the localizer is transmitted to the system (S): Aj^^S. The system then 
displays the current position and the pre-planned trajectory on a screen (A^J: 

The surgeon (P) can therefore perceive the information: Finally, the object of 

the task is the patient who is linked to the needle, and perceived by the surgeon 
(P): Figure 2 presents the ASUR description of CASPER. 



5.2 Analysis of Cognitive Consistency in CASPER 

An ASUR based analysis of CASPER has lead us to identify inconsistency between 
the perceived data from the needle and the ones displayed on screen. The arbitrary 
representation based on three crosses displayed on screen does not match the 
manipulation of the real needle. Since the puncture is a critical task that involves two 
relations that both require high attention (R^^^j^U and A^^^^U), we deduce that 
cognitive consistency is not established. 

To overcome this problem, we have worked on the way the guidance information 
is displayed. Instead of using the cross-based graphical representation, we have 
adopted a cone representation to visualize the trajectory. This design solution has 
brought up the problem of the point of view for displaying the 3D cone. Three points 
of view are possible: the needle or the trajectory point of view (the representation of 
the trajectory -respectively the needle - changes according to the position of the 
needle) or the user's point of view (the representation depends on the position and 
orientation of the user's gaze). 




Fig. 2. ASUR description of CASPER. 



5.3 Analysis of Perceptual Consistency in CASPER 

ASUR analysis of the output adapter (A^J and real objects (R^^^j and R^^^^) involved in 
the surgery lead us to identify inconsistency between the two locations associated 
with the screen (A^^^) and the needle in the operating field (R^^^j and While using 
CASPER, the surgeon must always shift between looking at the screen and looking at 
the patient and the needle. 
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To address this problem we have designed a new version of CASPER using 
another output adapter: a see-through head-mounted display (HMD). For cognitive 
consistency, we display the 3D representation of the trajectory from the user's point of 
view. 

With the new version, the surgeon can see the operating field through the HMD as 
well as the guidance data in the same location. Additionally, we have used a clipping 
plane technique to perform a cut-away of a part of the trajectory representation, in 
order to match the depth of the real and virtual fields of view. Figure 3 presents the 
HMD we used and a view through the HMD under experimental conditions. We are 
currently performing acceptance tests with surgeons. 

In order to assess the usability of the new version of CASPER, usability 
experiments are in progress in collaboration with colleagues of the Experimental 
Psychology laboratory. The goal of the experiment is to evaluate the usability of the 
new output adapter as well as the representation of the trajectory. We carried out the 
experiment with 12 participants. Each participant has to reproduce a predefined 
trajectory in the context of 8 different settings. The settings are defined by the device 
used to display the guidance information (screen or HMD), the representation of the 
guidance information (cone or crosses) and the point of view on this information 
(trajectory point of view or needle point of view). The first global outcome is an 
overall benefit resulting from the use of the HMD as compared to using the screen. 
This result is independent of the representation of the guidance information as well as 
the point of view on the information. Further analysis and results are awaited in the 
very near future, from data being currently analyzed. 




V irtual cone, 
representing a 
trajectory 
Inside of the cone 



Outside of the cone 



Virtual Ultra 
Sound image 



Real QUiecl 



Fig. 3. The Sony head-mounted display used to address the perceptual inconsistency (top) and a 
view through the HMD merging real objects with a virtual conic trajectory (bottom). 
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6 Conclusion and Perspectives 

In this paper, we have presented our ASUR notation and the characteristics of its 
components and relations as a tool to support predictive analysis of the interaction 
involved using AR systems. We showed that an ASUR description of a system could 
support the analysis of the consistency ergonomic property. The specificity of ASUR 
relies on the description of both real and virtual entities that are involved in 
performing a task in the real world. We illustrated our ASUR based analysis using 
CASPER, a Computer Assisted Surgery (CAS) system. 

Although the inconsistency problems identified in the first version of CASPER can 
be detected without our ASUR analysis, we believe that ASUR provides a tool for 
systematically studying such usability problems and predicting several usability 
issues. In addition the simplicity of the ASUR description coupled with ergonomic 
properties makes it a useful tool for designers of AR systems and in particular 
designers of CAS systems who may not be familiar with ergonomic approaches. 

In a future work, we plan to study other AR systems involving more complex 
information processes. We would also like to extend the number of ergonomic 
properties expressed in terms of ASUR in order to be able to cover a wider area of 
usability requirements. 
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Discussion 

L. Bergman: The input and output devices may alter the task for the user, for 
example, see through display altering vision, or sensors on the needle may alter the 
surgeon's ability to manipulate it. Have you considered these factors? 

L. Nigay: We are currently working with 2 surgeons to test the important elements of 
the system such as the head mounted display. To get this right it is important to test it 
with real tasks with real surgeons. We are iterating with them. 

L. Bergman: Should these problems be accounted for in the model? 

L. Nigay: Yes this would be a good idea. 



J. Willans: There is a tendency to build lots of complexity into new augmented/virtual 
reality systems. This leads to a general problem in maintaining consistency between 
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the real world and what the user sees. Satisfying these constraints in real time with 
complex tracking, computer graphics etc in real time is a generally difficult problem. 
L. Nigay: Yes there is a need to find out how this system will affect surgeons. This is 
an important problem that still needs to be solved. Our goal is to be accurate in 
tracking the needle to the millimetre, however, we are not there yet. 

W. Stuerzlinger: With head mounted displays tracking the needle to within a 
millimetre may not be not enough. It is also necessary to track the head position as 
even small changes could result in dangerous inaccuracy in what can be see. 

L. Nigay: Yes this is a difficult problem, and needs more research to get it right. 
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Abstract. Despite the increasing availability of groupware, most systems are 
awkward and not widely used. While there are many reasons for this, a 
significant problem is that groupware is difficult to evaluate. In particular, there 
are no discount usability evaluation methodologies that can discover problems 
specific to teamwork. In this paper, we describe how we adapted Nielsen’s 
heuristic evaluation methodology, designed originally for single user 
applications, to help inspectors rapidly, cheaply effectively identify usability 
problems within groupware systems. Specifically, we take the ‘mechanics of 
collaboration’ framework and restate it as heuristics for the purposes of 
discovering problems in shared visual work surfaces for distance-separated 
groups. 



1 Introduction 

Commercial real-time distributed groupware is now readily available due to 
improvements in hardware, increased connectivity of the Internet, and demands of 
increasingly distributed organizations. Yet with the exception of a few systems, 
groupware is not widely used. One main reason is that these systems have serious 
usability problems, a situation caused in part by the lack of practical methodologies 
for evaluating them. As Grudin points out, most groupware systems are complex and 
introduce almost insurmountable obstacles to meaningful, generalizable and 
inexpensive evaluation [14]. Without evaluation methods, groupware developers 
cannot learn from experience. Consequently, even today’s collaborative systems 
contain usability problems that make them awkward to use. 

Even though Grudin made this point over a decade ago, we have not yet developed 
techniques to make groupware evaluation cost-effective within typical software 
project constraints. One way to address this dearth is to adapt evaluation techniques 
developed for single-user software usability. Within the field of human computer 
interaction (HCI), many low-cost evaluation techniques have moved out of the 
research arena and into accepted practice. Collectively, these become a toolkit. Each 
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methodology highlights different usability issues and identifies different types of 
problems; therefore, evaluators can choose and mix appropriate techniques to fit the 
situation 123]. 

While computer supported cooperative work (CSCW) is related to the field of HCI, 
the standard HCI methodologies have problems when we try to apply them verbatim 
for the purposes of evaluating groupware, as summarized below. 

User observation has an evaluator observe a single person use a system to perform 
tasks within a semi-controlled setting. When applied to groupware, the 
experimenter now observes how groups use the system. The problem is that 
observing groups requires many subjects: the logistics of finding them and 
scheduling these sessions can be difficult. Groups also vary greatly in composition 
and in how its members interact, which makes observations difficult to analyze 
and generalize when compared to single user observations. Observation sessions 
tend to be longer, as group work requires participants to develop a rapport and 
interaction style. User observations can also be too sterile for testing groupware as 
it does not account for social, organizational, political and motivational factors 
that influence how the group accepts and uses the system. 

Field studies have evaluators study people interacting within their work-a-day world. 
These can provide the context missing from observational techniques. However, 
they are complex and expensive in terms of time, logistics and analysis. Evaluators 
require experience and a considerable amount of time to conduct the evaluation. 
The number of people that must be observed at each site is high, which can make 
this task overwhelming. Field studies work best at the beginning and end of a 
design and are not well suited for iterative design. 

Inspection methods have evaluators ‘inspect’ an interface for usability bugs according 
to a set of criteria, usually related to how individuals see and perform a task. As in 
single-user applications, groupware must effectively support task work. However, 
groupware must also support teamwork, the work of working together. Inspection 
methods are thus limited when we to use them ‘as-is’, for they do not address the 
teamwork necessary for groupware assessment. For example, Nielsen lists many 
heuristics to guide inspectors, yet none address ‘bugs’ particular to groupware 
usability. Similarly, a cognitive walkthrough used to evaluate groupware gave 
mixed and somewhat inconclusive results 18]; other researchers are providing a 
framework for typical groupware scenarios that can form a stronger basis for 
walkthroughs 14]. 

In this paper, we adapt Nielsen’ s popular heuristic evaluation method to groupware 
assessment. Given heuristics specific to teamwork, we believe this method can be 
applied to groupware. In particular, we offer a set of heuristics designed to identify 
usability problems specific to teamwork between distance- separated groups working 
over a shared visual work surface. 

We begin with a brief overview of Nielsen’s heuristic evaluation method. We then 
introduce a previously defined framework called the ‘mechanics of collaboration’ and 
use it to derive eight groupware heuristics that we explain in detail. We close by 
discussing our initial experiences with applying the heuristics and the steps required 
to validate them as a discount usability methodology. 
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2 Heuristic Evaluation 

Heuristic evaluation (HE) is a widely accepted discount evaluation method for 
diagnosing potential usability problems in user interfaces [22,25,26,27,28,29]. This 
methodology involves a small set of usability experts visually inspecting an interface 
and judging its compliance with recognized usability principles (the “heuristics”) e.g., 
‘Provide Feedback’ or ‘Use the User’s Language’ [22,25,26,27,28]. Heuristics are 
general rules used to describe common properties of usable interfaces [27]. They help 
evaluators focus their attention on aspects of an interface that are often sources of 
trouble, making detection of usability problems easier. 

HE is popular with both researchers and industry. It is low cost in terms of time 
since it can be completed in a relatively short amount of time (i.e. a few hours). End- 
users are also not required; therefore, resources are inexpensive. Because heuristics 
are well documented [e.g., 27,28], they are easy to learn and apply. Finally, HE can 
be used fairly successfully by non-usability experts. An aggregate of 3-5 evaluators 
will typically identify 75-80% of all usability problems [27]. We look to capitalize on 
all these factors as we expand this technique to groupware evaluation. 



3 The Mechanics of Collaboration 

We are adapting HE by developing new groupware- specific heuristics. We started this 
process in Greenberg et al. [11], where we listed five heuristics based on the Locales 
Framework. This set was tailored for evaluating comprehensive collaborative 
environments and how they co-existed with the groups’ everyday methods for 
communicating and collaborating. While likely good for identifying generic 
groupware problems, these heuristics do not include principles tailored to particular 
groupware application genres. 

In this paper, we specialized our work by developing a more specific but still 
complementary set of heuristics tailored to the groupware genre of shared visual 
workspaces. These new heuristics should help inspectors evaluate how a shared visual 
workspace supports (or fails to support) the ability of distance- separated people to 
communicate and collaborate with artifacts through a visual medium. This application 
genre is very common e.g., real time systems for sharing views of conventional 
applications, group-aware versions of generalized and specialized text and graphical 
editors, and so on. 

Specifically, we selected Gutwin’s framework for the mechanics of collaboration 
[17] as the basis for this new set of heuristics. This framework is one of the few 
dealing with teamwork: it was specifically created with groupware in general and 
shared workspaces specifically in mind. Gutwin’ s mechanics were developed from an 
extensive analysis of shared workspace usage and theory [e.g. 1,16,38]. It describes 
the low level actions and interactions that small groups of people do if they are to 
complete a task effectively. Basic actions include communication, coordination, 
planning, monitoring, assistance, and protection. The underlying idea of the 
framework is that while some usability problems in groupware systems are strongly 
tied to social or organizational issues in which the system has been deployed, others 




126 Kevin Baker, Saul Greenberg, and Carl Gutwin 



are a result of poor support for the basic activities of collaborative work in shared 
spaces. It is these basic activities that the framework articulates. 

We believe that the framework can help inspectors identify usability problems of 
both groupware prototypes and existing systems. While the framework was developed 
with low-cost evaluation methods in mind, we had to adapt, restructure and rephrase it 
as heuristics, and augment it with a few other important points that are not included in 
the framework. Unlike single user heuristics which are somewhat independent — 
chosen by how well they identified ‘standard’ usability problems [28] — ours have the 
advantage that they are linked and interdependent as they collectively describe a 
partial framework of attributes of how people interact with shared visual workspaces. 

The resulting eight heuristics are presented below. For each heuristic, we provide 
an explanation along with how groupware applications typically realize and support 
its criteria. 



Heuristic 1: Provide the Means for Intentional 
and Appropriate Verbal Communication 

In face-to-face settings, the prevalent form of communication in most groups is verbal 
conversations. The mechanism by which we gather information from verbal 
exchanges has been coined intentional communication [e.g. 1,19] and is typically 
used to establish a common understanding of the task at hand [1]. Gutwin summarizes 
three ways in which information is picked up from verbal exchanges [15]. 

1 . People may talk explicitly about what they are doing and where they are working 
within a shared workspace. These direct discussions occur primarily when 
someone asks a specific question such as “what are you doing?” or when the group 
is planning or replanning the division of labour. 

2. People can gather information by overhearing others’ conversations. Although a 
conversation between two people may not explicitly include a third person, it is 
understood that the exchange is public information that others can pick up. 

3. People can listen to the running commentary that others tend to produce alongside 
their actions. This “verbal shadowing” can be explicit or highly indirect and 
provides additional information without requiring people to enter into a 
conversation. This behaviour has also been called “outlouds” [19]. 



Typical groupware support. Most visual workspace groupware does not support 
intentional verbal communications directly, as they assume that any communication 
channel (text, audio, video) is supplied ‘out of band’. Depending on the task, an 
obvious approach to facilitating verbal exchanges is to provide a digital audio link or 
text chat facility between participants. These can be implemented in many ways, and 
each has consequences on how well communication activity is supported. Text chat, 
for example, can be via parcel-post (e.g. type a line and send) [e.g. 41] or real-time 
(e.g. character by character). While limited, text can be useful for short or sporadic 
interactions, or where it is impractical to provide an audio connection. Lengthy or 
highly interactive meetings require an audio channel, typically supplied by a 
telephone. Digital audio is available in some systems, but currently suffers problems 
due to poor bandwidth, latency, and quality. 
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Video can also support verbal conversations. However, there are questions 
concerning the benefits of adding video to an audio channel. People have found it 
difficult to engage in conflict negotiation over distributed media since video can 
introduce distractors that interfere with the accuracy of interpersonal evaluations [7]. 
Plus, it has been observed that when conversations shifted to a meta-level, the 
participants turned away from the monitor showing the computerized work surface 
and would communicate across the video monitor [35]. While video has appeal and 
utility, the inspector cannot assume that inclusion of video is the panacea for all 
intentional communication requirements. 



Heuristic 2: Provide the Means for Intentional 
and Appropriate Gestural Communication 

Explicit gestures and other visual actions are also used alongside verbal exchanges to 
carry out intentional communication. For example, Tang [39] observed that gestures 
play a prominent role in all work surface activity for design teams collaborating over 
paper on tabletops and whiteboards (around 35% of all actions). These are intentional 
gestures, where people used them to directly support the conversation and convey task 
information. Intentional gestural communication takes many forms. Illustration 
occurs when speech is illustrated, acted out, or emphasized. For example, people 
often illustrate distances by showing a gap between their hands. Emblems occur when 
words are replaced by actions, such as a nod or shake of the head indicating ‘yes’ or 
‘no’ [34]. Deictic reference or deixis happens when people reference objects in the 
workspace with a combination of intentional gestures and communication, e.g., by 
pointing to an object and saying “this one” [1]. Whatever the type, groupware must 
provide ways of conveying and supporting gestural communication by making 
gestures clearly visible, and by maintaining their relation with both objects within the 
work surface and voice communications [39] . 

Typical groupware support. Because people are distance- separated, gestures are 
invisible unless they are directly supported by the system. In groupware, this is 
typically done (if at all) via some form of embodiment. Techniques include 
telepointers [37], avatars, and video images. 

Telepointers are the simplest means for supporting embodiment in a virtual 
workspace. A person’s cursor, made visible to all, allows one to gesture and point to 
objects in the workspace. While telepointers are limited 2D caricatures of the rich 
gestures people do with their hands, they are a huge improvement over nothing at all. 
Early systems, such as GroupSketch [12], were explicitly designed to facilitate 
gestural actions: each person had their own large and uniquely identifiable telepointer 
that they could use simultaneously with the others; telepointers were always visible 
within the work surface by all participants; they appeared with no apparent delay in 
order to remain synchronized with verbal exchanges; and they maintained their same 
relative location to the work surface objects across all displays. 

Avatars are synthetic bodies representing the people who populate a 3D landscape. 
While most avatars are extremely crude, some transmit limited hand and body 
gestures: the idea is to capture real world gestures and have them appear in the 
simulated space. 
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Video can also recreate real bodies within groupware workspaces. Conventional 
video windows or monitors are not enough, for gestures are detached from workspace 
objects. A different approach is to mix and fuse the video of the person, their hands, 
and the worksurface into a single image [e.g. 20,40]. When done correctly, the final 
image comprises both the artifacts and the person, where gestures relative to the 
artifacts are maintained. 



Heuristic 3: Provide Consequential Communication 
of an Individual’s Embodiment 

A person’s body interacting with a physical workspace is a complex information 
source with many degrees of freedom. In these settings, bodily actions such as 
position, posture, and movements of head, arms, hands, and eyes unintentionally 
“give off’ information which is picked up by others [33]. This is a source of 
information since “watching other people work is a primary mechanism for gathering 
awareness information about what’s going on, who is in the workspace, where they 
are, and what they are doing” [15]. Similarly, visible activity is an essential part of the 
flow of information fundamental for creating and sustaining teamwork [33]. This 
form of consequential bodily communication is not intentional in the same manner as 
explicit gestures (heuristic 2): the producer of the information does not intentionally 
undertake actions to inform the other person, and the perceiver merely picks up what 
is available. 

Unintentional body language can be divided into two categories. Actions coupled 
with the workspace include such activities as gaze awareness (i.e. knowing where 
another person is looking), seeing a participant move towards an object or artifact, 
and hearing characteristic sounds as people go about their activities. Actions coupled 
to conversation are the subtle cues picked up from our conversational partners that 
help us continually adjust our verbal behaviour [e.g. 2,24,31]. Some of these cues are 
visual: facial expressions, body language (e.g. head nods), eye contact, or gestures 
emphasizing talk. Others are verbal: intonation, pauses, or the use of particular words. 
These visual and verbal cues provide conversational awareness that helps people 
maintain a sense of what is happening in a conversation. This in turn allows us to 
mediate turn-taking, focus attention, detect and repair conversational breakdown, and 
build a common ground of joint knowledge and activities [1]. For example, eye 
contact helps us determine attention: people will start an utterance, wait until the 
listener begins to make eye contact, and then start the utterance over again [10]. 

Typical groupware support. The goal of supporting consequential communication 
in real-time groupware is to capture and transmit both the explicit and subtle 
dynamics that occur between collaborating participants. This is no easy task. While 
the embodiment techniques previously discussed (heuristic 2) are a start, they are very 
limited. For example, telepointers allow us to see people moving towards an object. 
They can also change their shape to reflect a natural action such as pointing or writing 
[12]. Telepointers may hint at where its owner is looking, although there is no 
guarantee that the person is really doing so. Avatars can go one step further by linking 
the ‘gaze direction’ of the avatar to the point of view, thus signaling its owner’s 
approximate field of view in the environment. While these do help, the impoverished 
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match of these embodiments to a person’s actual body movements means that there 
are many consequential gestures that are not captured and transmitted. 

Video systems that mix a person’s video embodiment into the workspace are more 
successful but unfortunately quite limited [e.g. 20]. Special care must be taken with 
camera placement, otherwise eye contact and gaze awareness will be inaccurate or 
incorrect — in most desktop systems, we see speakers ‘looking’ at our navels or 
hairline simply because cameras are often mounted on top or underneath the monitor. 
The use of compressed video results in small, jerky and often blurred images that lose 
many of these subtle body cues. Even with full video, zooming the camera in to 
capture facial expressions (‘talking head’ view) means that other body gestures are 
not visible. Yet zooming out to include the whole body compromises image fidelity 
and resolution. A notable exception is Ishii’s ClearBoard [20], as he goes to great 
length to keep gaze awareness — whether intentional or consequential — correct. 

Audio is also a concern for consequential communication. When the voice channel 
is of low audio quality, the clarity of a person’s speech dynamics are compromised. 
When the voice is non-directional, people find it difficult to associate a voice with a 
particular speaker (e.g. multi-point teleconferencing). With half-duplex channels, 
people cannot speak at the same time, making it harder for listeners to interrupt or to 
inject back-channel utterances such as ‘ok’ and ‘urns’. Speaker identification and 
turn-taking is difficult when a teleconference involves four or more people [7] . 

Advanced systems mimic the spatial relationships between people in a multi-point 
collaboration by letting individuals turn their heads and speak to one another just as 
they do in real life. This is accomplished by positioning monitors and cameras within 
and across sites so that all people are seen and heard in the same relative position on 
their video and audio surrogates. People’s images and voices are projected onto 
separate video monitors and speakers. One compelling early example was the MIT 
Media Labs’ ‘talking heads’ project. They fashioned a transparent physical mask of a 
participant, mounted it on a motorized platform at the remote site, and then projected 
the video image of the participant into the mask. Through sensors, the mask would 
move to reflect the person’s actual head movement. 



Heuristic 4: Provide Consequential Communication 
of Shared Artifacts (i.e. Artifact Feedthrough) 

In face-to-face settings, consequential communication also involves information 
unintentionally given off by artifacts as they are manipulated by individuals [e.g. 5,9]. 
This information is called feedback when it informs the person who is manipulating 
the artifact, mid feedthrough when it informs others who are watching [5]. Physical 
artifacts naturally provide visual and acoustic feedback and feedthrough. Visually, 
artifacts are physical objects that show their state in their physical representation, and 
that form spatial relationships with one another. In addition, an artifact’s appearance 
sometimes shows traces of its history of how it came to be what it is (e.g., object 
wear). Acoustically, physical artifacts make characteristic sounds as they are 
manipulated (e.g. scratch of a pencil on paper) [9]. By seeing and hearing an artifact 
as it is manipulated, people can easily determine what others are doing to it. 

Another resource available in face-to-face interactions is the ability to identify the 
person manipulating an artifact. Knowing who produced the action provides context 
for making sense of this action, and helps collaborators mediate their interactions. 
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Actions within a shared workspace are often used to bid for turn-taking in a 
conversation; therefore, being able to associate the action with the initiator helps 
others yield their turn [38]. 

Due to the spatial separation between artifact and actor, feedthrough tends to be the 
only vehicle for sharing artifact information amongst groupware participants. 
However, groupware complicates feedthrough since it limits the expressivity of 
artifacts. For instance, direct manipulation of artifacts in a virtual workspace (e.g. 
dragging and dropping a small object) can easily go unnoticed since these actions are 
not as visible when compared to face-to-face equivalents. They can also happen 
instantaneously (e.g., a click of a button), leaving little warning of their occurrence 
and little time to see and interpret them. Similarly, indirect manipulation of a virtual 
artifact (e.g. menu selections) is difficult to connect to the person controlling the 
action even when we can determine the action’s meaning. Unless feedthrough is 
properly supported by the system, collaboration will be cumbersome. 

Typical groupware support At the lowest level, the shared virtual workspace must 
display the local user’s feedback to all remote users. In the event of a direct 
manipulation of an artifact, the designer must show not only the final position of a 
moved object but also the selection of the object and the intermediate steps of its 
move. In groupware, this can be accomplished via action feedthrough whereby each 
individual sees the initial, intermittent, and final state of an artifact as it is 
manipulated [15]. Early groupware systems imposed “what you see is what I see” 
(WYSIWIS) view sharing where all participants saw the exact same actions as they 
occurred in the workspace [e.g. 36]. Similarly, feedthrough must be supported during 
the indirect manipulation of an artifact. Process feedthrough ensures that local 
feedback of a person selecting an operation or command is also transmitted to all 
others to help them determine what is about to happen [15]. Intermediate states of 
indirect manipulation can also be presented via visual techniques such as action 
indicators and animation. With both types of events, all collaborators must be able to 
identify the producer of the action. Presenting the interim feedback of an artifact to all 
participants during an operation ensures changes do not happen instantaneously and 
that information other people can gather about the activity while it is happening is not 
reduced. Identifying the producer of the action helps to provide context to it. 

Physical objects typically display information regarding how they were created and 
how they have been manipulated. In contrast, the bland appearance of virtual artifacts 
reduces what can be learned about their past actions. Objects have a consistent 
appearance and manipulating them does not automatically leave traces [18]. Their 
monotony means that people have fewer signs for determining what has happened and 
what another person has been doing. Techniques for displaying the history of virtual 
artifacts include ‘edit wear’ and ‘read wear’ [18]. 

In contrast to physical artifacts, virtual ones do not have natural sounds; therefore, 
many groupware workspaces are silent. If sounds are to be heard, designers must 
create and add synthetic replacements to groupware [e.g. 9]. Currently, it is difficult 
to reproduce the subtlety and range of natural workspace sounds. In addition, the 
directional and proximal components of sounds tend to be weak since workspaces are 
2D with limited audio output devices. 




Heuristic Evaluation of Groupware Based on the Mechanics of Collaboration 131 



Heuristic 5: Provide Protection 

In face-to-face settings, physical constraints typically prevent participants from 
concurrently interacting within a shared workspace. Conversely, groupware enables 
collaborators to act in parallel within the workspace and simultaneously manipulate 
shared objects. Concurrent access to the shared space is beneficial since collaborators 
can work in parallel, and because it helps negotiate the use of the space. In addition, it 
reduces the competition for conversational turn taking since one person can work in 
the shared space while another is talking and holding the audio floor [38]. On the 
other hand, concurrent access to objects can introduce the potential for conflict. 
People can inadvertently interfere with work that others are doing now, or alter or 
destroy work that others have done. People should be protected from these situations. 

Anticipation plays an important role in providing protection. People learn to 
anticipate each other’s actions and take action based on their expectations or 
predictions of what others will do in the future. Amongst other things, participants can 
in turn avoid conflicting actions. Therefore, collaborators must be able to keep an eye 
on their own work, noticing what effects others’ actions could have and taking actions 
to prevent certain kinds of activity. 

Social scientists have found that people naturally follow social protocols for 
mediating their interactions, such as turn-taking in conversations, and the ways shared 
physical objects are managed [2,38]. Therefore, concurrency conflicts may be rare in 
many groupware sessions since people mediate themselves — but this can only happen 
if people have a good sense of what is going on. People are quite capable of repairing 
the negative effects of conflicts and consider it part of the natural dialog [13]. Of 
course, there are situations where conflict can occur, such as accidental interference 
due to one person not noticing what another is doing. In some (but not all) cases, 
slight inconsistencies resulting from conflicts may not be problematic. 

Typical groupware support. Many groupware systems give all collaborators equal 
rights to all objects. To provide protection, they rely on people’s natural abilities to 
anticipate actions, mediate events and resolve conflicting interactions. The system’s 
role is limited to providing awareness of others’ actions and feedback of shared 
objects. For example, remote handles can graphically warn users that someone else is 
already using an item. Although social protocols will generally work, this approach 
may not be acceptable under certain situations. For instance, by allowing conflicts to 
occur systems force the users to resolve these events after they have been detected. 
This is undesirable if the result is lost work. Users may prefer ‘prevention’ to ‘cure’. 
The quality of awareness will also not function well with high-latency 
communications where there is a delay in delivering one user’s actions to others. 

To assist with social protocols, technical measures such as access control, 
concurrency control, undo, version control, and turn-taking have been implemented. 
For example, concurrency control could manage conflicting actions and thus guard 
against inconsistencies. However, concurrency control in groupware must be handled 
differently than traditional database methods since the user is an active part of the 
process. People performing highly interactive activities will not tolerate delays 
introduced by conservative locking and serialization schemes. Access control can also 
be used to determine who can access a groupware object and when. Access control 
may be desirable when people wish to have their own private objects that only they 
can manipulate and/or view. Within groupware access control must be managed in a 
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light-weight, fine-grained fashion. If not, it will be intrusive: people will fight with 
the system as they move between available and protected objects. 



Heuristic 6: Management of Tightly and Loosely- Coupled Collaboration 

Coupling is the degree to which people are working together [32]. In general terms, 
coupling is the amount of work that one person can do before they require discussion, 
instruction, information, or consultation with another person. People continually shift 
back and forth between loosely- and tightly-coupled collaboration where they move 
fluidly between individual and group work. To manage these transitions, people 
should be able to focus their attention on different parts of the workspace when they 
are doing individual work in order to maintain awareness of others. Knowing what 
others are doing allows people to recognize when tighter coupling could be 
appropriate. This typically occurs when people see an opportunity to collaborate, need 
to plan their next activity, or have reached a stage in their task that requires another’ s 
involvement. For example, assisting others with their task is an integral part of 
collaboration whereby individuals move from loose to tight coupling. Assistance may 
be opportunistic and informal, where the situation makes it easy for one person to 
help another without a prior request. Awareness of others in these situations helps 
people determine what assistance is required and what is appropriate. Assistance may 
also be explicitly requested. Gutwin observed one participant making an indirect 
statement indicating that they wanted assistance, and their partner left their tasks to 
help out, and then returned to what they were doing [15]. In either case, to assist 
someone with their tasks, you need to know what they are doing, what their goals are, 
what stage they are in their task, and the state of their work area. 

Typical groupware support. The traditional WYSIWIS approach ensures that 
people stay aware of one another’s activities, but is often too restrictive when people 
regularly move back and forth between individual and shared work [6,9]. More recent 
systems allow people to move and change their viewports independently, allowing 
them to view the objects that interest them. This is called relaxed- WYSIWIS view 
sharing [37]. Unfortunately, when people can look at different areas of the workspace, 
they are blinded to the actions that go on outside their viewport unless the designer 
accounts for this. This difficulty of maintaining awareness of others when we are not 
working in the same area of the workspace is exacerbated because display areas are 
small and of very low resolution when compared with the normal human field of 
view. The reduction in size forces people to work through a small viewport, thus only 
a small part of a large workspace is visible at a time. The reduction in resolution 
makes artifacts harder to see and differentiate from one another; therefore, visual 
events can be more difficult to perceive. Groupware must address these issues by 
providing visual techniques that situate awareness information in the workspace. 
However, techniques encounter the same visibility problem: the relevant part of the 
workspace has to be visible for the techniques to be of any use. When the workspace 
is too large to fit into a single window, the entire area outside the local user’s 
viewport cannot be seen unless special techniques are included that make the relevant 
parts of the workspace visible. Examples are included here. 

Overviews provide a birds-eye view of the entire workspace in a small secondary 
window. A properly designed overview makes embodiments, actions and feedthrough 
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visible, regardless of where they occur in the workspace. They also show where 
people are working in the workspace and the general structure of their activities. An 
overview showing additional awareness information like view rectangles (an outline 
showing what another can see) and telepointers is called a radar view. With radar 
views, people can easily pursue individual work by moving their view rectangle in the 
radar view to a different part of the workspace. Conversely, if they want to work 
closely together, they can quickly align their view rectangles atop one another. Detail 
views duplicate a selected part of the workspace. This secondary viewport provides a 
closer look at another person’s work area: they show less of the workspace than an 
overview does, but what they do show is larger and in greater resolution. 
Focus+ context views provides both local detail and global context within the same 
display, usually through information visualization techniques such as fisheye views or 
special lenses. 



Heuristic 7: Allow People to Coordinate Their Actions 

An integral part of face-to-face collaboration is how group members mediate their 
interactions by taking turns and negotiating the sharing of the common workspace 
[38]. People organize their actions in a shared workspace to help avoid conflict with 
others and efficiently complete the task at hand. Coordinating actions involves 
making some tasks happen in the right order, at the right time while meeting the 
task’s constraints [15]. Symptoms of poor coordination include people bumping into 
one another, duplication of actions, or multiple individuals attempting to concurrently 
access shared resources. 

Coordination of action is a higher order activity built upon many mechanisms 
listed in the previous heuristics. Within a shared workspace, coordination can be 
accomplished via two mechanisms: “one is by explicit communication about how the 
work is to be performed . . . another is less explicit, mediated by the shared material 
used in the work process” [30]. The first mechanism implies the need to support 
intentional and appropriate verbal communication (heuristic 1). The second uses 
workspace awareness to inform participants about the temporal and spatial boundaries 
of others’ actions. In face-to-face interactions, the close physical proximity among the 
collaborators allows them to mediate actions since they are peripherally aware of 
others and all actions. Thus collaborators can fit the next action into the correct 
sequence. 

Both mechanisms are beneficial for different levels of coordination. At the fine- 
grained level, awareness is evident in continuous actions where people are working 
with shared objects. One example is the way that people manage to avoid making 
contact with one another while collaborating within a confined space. On a larger 
scale, groups regularly reorganize the division of labour i.e., what each person will do 
next as the task progresses. These decisions depend in part on what the other 
participants are doing and have done, what they are still going to do, and what is left 
to do in the task. Knowing activities and locations can help determine who should do 
what task next. 

The coordination of activities at both levels is also assisted by anticipation. People 
take action based on their expectations or predictions of what others will do in the 
future. Anticipation is integral to fine-grained coordination whereby people predict 
events by extrapolating forward from the immediate past. If you see someone 
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reaching for a pen, you might predict that they are going to grab it. In turn, you can 
take action based on this prediction (e.g. pick up the pen and hand it to the other 
person or alter your own movements to avoid a collision). In this case, anticipation is 
supported by the up-to-the-moment knowledge of the activity (i.e. where the other 
person’s hand is moving) and the location (i.e. the location of the hand in relation to 
the pen). In addition, your prediction could have taken into account other knowledge, 
such as the other person’s current activities and if they required a pen. When 
prediction happens at a larger scale, people learn which elements of situations and 
tasks are repeated and invariant. People are experts at recognizing patterns in events, 
and quickly begin to predict what will come next in situations that they have been in 
before [15]. 

Typical groupware support. People are generally skilled at coordinating their 
communication and interaction with each other. Consequently, tools used to support 
collaboration should not impose a structure that attempts to manage the interactions 
for them. Instead, tools should facilitate the participants’ own abilities to coordinate 
their communication and collaboration. Workspace awareness provides people with 
information they need to determine whether others’ behaviour or current workspace 
events match the patterns that they have learned. Therefore, groupware must allow 
individuals to remain aware of others within a shared workspace and the nature of 
their actions. The visual techniques presented in heuristics 2 through 5 will help to 
establish this awareness. In addition, collaborators must be able to see all actions 
within the context of the entire workspace even when people are working in different 
parts of it. Implementing relaxed WYSIWIS helps to ensure that this is capable within 
groupware. Finally, collaborators must have the ability to communicate verbally (e.g. 
via an audio link). It is the inclusion of all this support within groupware systems that 
enables collaborators to effectively coordinate their activities at both a fine-grain level 
or on a larger scale. 



Heuristic 8: Facilitate Finding Collaborators and Establishing Contact 

One problem with groupware is that it is not clear how people actually begin their 
groupware meetings. In everyday life, relatively few meetings are formal i.e., 
scheduled in advance with pre-arranged participants. These are usually arranged via 
e-mail, telephone, formal meeting requests, etc. In reality most meetings are informal 
encounters: unscheduled, spontaneous or one-person initiated meetings. These are 
facilitated by physical proximity since co-located individuals can maintain awareness 
of who is around. Under these circumstances, people frequently come in contact with 
one another through casual interactions (e.g. people bump into each other in hallways) 
and are able to initiate and conduct conversations with little effort. While 
conversations may not be lengthy, much can occur: people coordinate actions, 
exchange information, or offer opportunities. Successful teams rely on regular, 
informal, and unplanned contact between their members [3,21]. It is more difficult to 
support informal groupware encounters since the bottleneck to rich spontaneous 
interactions is distance [21]. 

In electronic communities, people are distributed. Therefore we need to support 
how the group determines who is around and their availability if they are to initiate 
contact in a real-time groupware session. Even when potential collaborators have 
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been identified, many mundane factors now interfere with making contact over 
computers. People must know electronic addresses and select from many 
communication channels and applications that are available to the group. People must 
ready software, equipment, and each other well in advance for real-time remote 
conferencing. From a technical perspective, sites may not have the same software; 
workstations may not support the necessary media (e.g., digital audio); specialized 
equipment may not be available (e.g., video cameras); poor networks may limit 
interactions; and applications must run across platforms. 

Typical groupware support. Groupware applications must overcome the distance 
barrier that inhibits informal encounters in order to be successful. Information on 
potential collaborators must be provided so that they can be easily found and their 
availability for group work can be determined. If collaborators are able and willing to 
engage in a groupware session, you must be able to initiate contact with minimal 
effort. Instant messaging provides a simple but limited mechanism for seeing who is 
around. Another more comprehensive approach is used in TeamWave [12]: a room 
metaphor helps people know who is around and makes it easy to move into 
conversation and work. Specifically it does the following: 

• Being available. People can pursue single user activities in a room. Analogous to a 
physical room used for both individual and group activities, people will be around 
more often and thus available for real time encounters. 

• Knowing who is around and available for interaction. Within a spatial setting, we 
sense who else is around as we walk down hallways, glance into offices, and see 
others in public spaces. We judge their availability by a variety of cues such as if 
their door is open and how busy they look. TeamWave’ s room metaphor provides a 
similar sense of presence and awareness by displaying the inhabitants of each room 
within the electronic community (via a user list) as well as status information. To 
judge availability, four ‘door states’ indicate a person’s desire to be interrupted. As 
in real life, a wide and partially open door icon indicates a willingness to accept 
interruptions, while a barred door suggests that the room and its inhabitants are 
inaccessible. 

• Establishing contact. There are several ways of establishing contact with 
individuals. One can just enter a populated room, and they are immediately 
connected to others: room occupants also see the person enter because their picture 
appears. A room- specific chat facility allows conversations to occur. If a person 
would rather initiate a conversation before entering a room, they can page 
somebody. Phone calls can be quickly established since phone numbers are 
available in each person’s business card. To establish contact with others not 
currently logged on to TeamWave, a person can leave a note in a room suggesting 
a meeting time and place. 

• Working together. The power of the room metaphor is that, once in a room, the 
working context is immediately available. All tools and room artifacts are at hand 
and new tools can be easily added. 




136 Kevin Baker, Saul Greenberg, and Carl Gutwin 



4 Summary and Future Work 

Our primary goal in this paper was to describe our groupware heuristics. We are 
especially concerned about keeping them simple enough to help an inspector look for 
many of the actions that are crucial to smooth and effortless collaboration within a 
shared workspace. 

Our next step, which we have only just begun, is to validate how inspectors 
actually use these heuristics for uncovering problems. To gain some preliminary 
insight into the practicality of these groupware heuristics as a discount usability 
methodology, we performed an inspection of an object-oriented groupware drawing 
application. We uncovered many usability problems that we believe we would have 
otherwise overlooked in a casual inspection of the interface. The heuristics helped us 
to focus our attention on the critical issues pertaining to effective communication and 
collaboration among groupware participants. In addition, we were able to perform the 
inspection within a couple of hours. Consequently, we believe our initial development 
and application of these mechanics of collaboration heuristics appears promising. 

Of course, the above evaluation is not enough to validate our groupware heuristics 
as a discount usability methodology. The number of usability problems uncovered 
during our inspection is not truly indicative of a typical practitioner since we (as 
evaluators) are intimately familiar with the groupware heuristics. Consequently, we 
are now planning a formal evaluation. Outside evaluators will inspect several real- 
time shared workspace applications using the groupware heuristics. The aim is to 
assess the ability of usability specialists to learn and apply the groupware heuristics 
by analyzing the quantity of problems detected by each evaluator. Ideally, each 
evaluator will uncover a large relative proportion of all problems found by all 
evaluators; however, even Nielsen found that the average performance of individual 
evaluators to be modest [25]. Thus we look to define the average proportion of 
usability problems found as a function of the number of evaluators performing the 
heuristic evaluation. As with conventional HE, we hope that only a small number of 
evaluators (about 3) are required to find a reasonably high proportion of the problems. 
This would allow the technique to remain low cost in terms of resources. 
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Discussion 

D. Salber: Even though your focus is on shared workspaces your heuristics might 
apply to email or instant messaging. Did you look at heuristics for a broader range of 
groupware systems. 

K. Baker: Not really. Some of these heuristics apply to groupware in general eg 
finding collaborators, establishing sessions. These are based on a theoretical 
framework. They describe how people actually work together. They are therefore 
important in these applications. We don't have (or have not found) a framework for 
more general groupware such as email yet. 

P. Curzon: One of the heuristics was about the importance of informal collaboration. 
However, most real world informal collaboration occurs when you are taking a break 
from work and the computer. If informal collaboration is some important isn't this 
always going to be a problem with groupware. 

K. Baker: The important thing is that these informal conversations are quick to 
initiate. The heuristic "facilitate finding collaborators and establishing contact" is 
important here. Setting up communication in groupware has to be lightweight and 
simple. For most existing groupware systems this is not the case. There are important 
differences between planned and informal collaboration but this heuristic is important 
to both. 
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P. Van Roy: More a comment: The book "Understanding comics" by Scott McCloud 
gives interesting insights on the interaction between words, images, sequence, levels 
of abstraction for example the concept of closure. Given the two images - the human 
automatically fills in the gap between them. 

K. Baker: Interesting, please send us a reference. 

P. Smith: What do your heuristics have to say about baton passing as a mechanism in 
collaborative environments. 

K. Baker: Multiple heuristics may be applicable. For instance, "allow people to 
coordinate" and "provide protection" are both related to this problem. It is important 
to apply heuristics with respect to the particular circumstances. For instance, in formal 
meeting, we need significantly more control/protection. Like Nielsen's heuristics these 
are anchor points. To take the knowledge of the inspector and make sure that they 
look for all of the necessary problems. There is training list material that goes with 
these points. In groupware, training material and experience are more vital as novice 
evaluators may not have much experience with groupware systems. Even some expert 
evaluators who looked at early versions of these heuristics were still left hanging, and 
some asked for checklists. As an example one commercial groupware tool that we 
looked at initially looked really nice. However, when the authors applied these 
heuristics they found lots of serious problems. The students didn't report that many 
problems. However, this was because the system didn't even support fundamental 
activities. Modern systems can miss really basic things. So such heuristics are 
necessary. One thing that these heuristics do is help novice evaluators to articulate the 
problems. 
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Abstract. As usability knowledge and techniques continues to grow, there is an 
increasing need to provide tools that disseminate the accumulated wisdom of 
the field. Usability guidelines are one technique that is used to convey usability 
knowledge. Another is the emerging discipline of usability patterns. This 
paper presents an approach that combines these techniques in a case-based 
architecture and utilizes a process to help an organization capture, adapt, and 
refine usability resources from project experiences. The approach utilizes a 
rule-based tool to represent the circumstances under which a given usability 
resource is applicable. Characteristics of the application under development are 
captured and used to match usability resources to the project where they can be 
used to drive the design process. Design reviews are used to capture feedback 
and ensure that the repository remains a vital knowledge source for producing 
useful and usable software systems. 



1 Introduction and Motivation 



As the body of knowledge on the design of interactive software systems becomes 
mature, the need for disseminating the accumulated wisdom of the field becomes 
increasingly important to the design of useful and usable software systems. Design 
for usability is becoming increasingly important to the success of software systems, 
but software developers are usually poorly trained in human factors, ergonomics, or 
usability issues. One solution is to always require a human factors specialist on 
development teams, but this is often impractical as such specialists continue to be in 
short supply and budgets do not always allow such specialized personnel. Education 
and iterative development processes aimed at evaluating and improving the user 
interfaces are necessary solutions to this problem, but techniques are needed that 
provide software developers with proactive knowledge and techniques for developing 
high quality user interfaces. 

Usability guidelines have been around in various forms for some time, and have 
had some impact on design practices for user interface software. Yet the full potential 
of guidelines have yet to be realized [1,2]. To date, work in these areas have failed to 
adequately address concerns facing software designers, developers, and managers, 
focusing on comprehensive usability issues at the expense of determining which 
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guidelines should be used under what circumstances. In addition, usability guidelines 
often become a static document read only by human factors specialists and used to 
assess an application’s conformance to usability standards. Guideline analyzers, 
which analyze completed interfaces against guidelines or other usability metrics [3, 
4], can assess completed systems, but do little to support the development process. 

These methods apply usability knowledge as an assessment, which is often too late 
in the development process. In one example witnessed by the author, an application 
was submitted to a human factors group in a large IT department that had a screen 
with 39 seemingly unordered buttons arranged in an array [5], a poor interface that 
would cause users to engage in lengthy searches to find desired features. This 
organization had a well-designed on-line style guide [6], but usability approval was so 
late in the development process that there was inadequate time and resources to fix 
the problem before it was shipped. The less mature work on usability patterns take a 
more proactive view of the design process, but add little to the usability guidelines 
perspective beyond a different format for documenting the pattern and some concerns 
for establishing the context of a pattern. 

Instead of being relegated to a discretionary reference role and/or an after-the-fact 
human factors certification process, the knowledge contained in usability resources 
needs to be delivered as an integral part of the entire development process. 
Guidelines and patterns can be helpful resources for the developer, but tools for 
finding applicable resources are lacking. Current approaches are document-based, at 
best supported with hypertext tools, which relies on individual developers to know of 
the existence of the resources and understand when they should be applied. Given the 
potentially copious usability guidelines and patterns, and the lack of training in 
usability issues, this is not a satisfactory solution. 

Tools are needed to turn guidelines and patterns into proactive development 
resources that can be applied throughout the development process. In this paper, a 
methodology is presented that represents the context of a given guideline or pattern in 
the form of applicability rules that formally specify the conditions under which a 
usability resource is appropriate. We present an exploratory prototype, named 
GUIDE (Guidelines for Usability through Interface Development Experiences), that 
we have been using to investigate and demonstrate how this methodology can be used 
to deliver usability resources to software developers when they are needed. The focus 
of this work is not the creation or discovery of good guidelines or patterns, but the 
creation of tools that capture and disseminate knowledge of user interface design 
principles and experiences at the right time - during the development process. In 
addition, our organizational learning approach [7] allows the incremental capture of 
the characteristics of the context of use so the applicability rules and guidelines can 
evolve as new requirements are encountered, new techniques are used, and new 
designs are created. 



2 Usability Guidelines and Patterns 



Usability guidelines have become a widely recognized method of bringing the 
cumulative knowledge of usability issues to bear on the software development 
process. It is generally accepted that guidelines cannot replace the “golden rules” of 
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interface design - user involvement, user feedback from early prototypes, and iterative 
development [8]. But guidelines can play a role in improving the quality of the 
iterative steps, leading to an improvement in quality and reduction (but not 
elimination) of the number of iterations involved in the design-evaluate-redesign 
cycle of HCI development. 

Guidelines have evolved to take on a number of forms. Style guides address how 
different kinds of windows should look and interact with the user for tasks such as 
choosing from lists [9-13]. Style guides tend to be platform- specific and focus on 
interface widgets, such as dialogue boxes, pull-down menus, screen layouts, and 
naming conventions. Other questions, such as when a particular widget should be 
used or how the interface elements integrate together, are left unanswered. 

While style guides are usually platform- specific, universally applicable interface 
guidelines have also been explored to provide higher-level guidelines on various 
aspects of human-computer interfaces [14-18]. These guidelines dispense general 
advice, such as “Allow the user to control the dialogue,” “Provide displayed feedback 
for all user actions during data entry,” or “Reduce the user’s memory load.” At some 
level, this is sound advice, but this kind of information lacks important contextual 
information that would allow designers and developers to assess how and when to 
apply the guidelines to a specific set of circumstances or system requirements. 

Usability standards also take on the character of guidelines, opting to specify 
general principles rather than mandating specific techniques, widgets, or tools. 
International standards have been created [19], and standards have been used within 
organizations to ensure a degree of consistency across applications [6, 20, 21]. 
Domain-specific guidelines have also been created, the most prominent being 
guidelines for designing Web pages [22, 23]. 

All of these efforts have largely focused on the content and structure of the 
guidelines themselves. On-line versions of guidelines have been created, but have 
used simple hypertext-based search systems for accessing the guidelines [24-28]. But 
these systems have done little to address the problems demonstrated in studies using 
guidelines, such as the time to find relevant guidelines, problems with interpreting 
guidelines for the task at hand, and generally being too abstract to directly apply [29- 
31]. 

While usability guideline have become voluminous to the point that it is difficult to 
determine which principles are applicable to a given design problem. And the 
continuing proliferation of technology only exacerbates the problem. Little thought 
has been given to defining when guidelines are applicable or how guidelines can be 
refined to meet user task requirements for a specific set of users and a specific type of 
application. In addition, little research has been done to accumulate knowledge about 
interface design in a form that can capture relationships between specific contexts and 
applicable guidelines. 



2.1 Context and Usability Patterns 

A usability patterns community, inspired by the recent work on software patterns, has 
begun to explore how patterns can be used to provide an intermediate perspective 
between universally applicable usability guidelines and component- specific style 
guides [32-35]. The essential idea of a design pattern is to capture recurring problems 
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along with the context and forces that operate on the problem to yield a general 
solution. Collections of patterns can be organized in a network of higher-level 
patterns that are resolved or refined by more detailed patterns, resulting in a pattern 
language [36]. 

Usability patterns explicitly represent context, although approaches vary from a 
one-sentence description of the design goals [37] to viewing context as the explicit 
focus of patterns, telling “the designer when, how and why a solution can be applied.” 
[32]. Usability patterns represent context through text fields such as context and 
forces that respectively describe how the problem arises and other issues that may 
impact the outcome. For example, the “Shield” pattern [32] describes the problem of 
protecting users from accidental selection of a function with irreversible effects. The 
context states that users need protection against undesired or unsafe system actions, 
and that the pattern should not be used for easily reversible actions. The forces 
include severity of the unintended actions and the user’s need to work quickly while 
avoiding mistakes. Patterns can also represent context through a network of linked 
patterns, the pattern language, from high-level issues to low-level choices, although 
examples of these networks and tools for traversing the links are currently lacking. 



2.2 Integrating Usability Guidelines and Patterns 

Differences between usability guidelines and usability patterns lie primarily in 
perspective and representation of the information. In fact, many of the proposed 
patterns replicate much of the information contained in existing guidelines. The 
major difference is that pattern languages are intended to be used as a design method. 
The pattern community is therefore concerned with using patterns to communicate 
between designers and customers or users [38, 39], a perspective not often seen in 
guidelines. 

Because of this main difference, the perspective of usability patterns tends to be 
more problem-oriented, focusing on describing a problem and solution, than the more 
general information or advice perspective of guidelines. Although templates and data 
structures for describing guidelines and patterns can easily be reconciled, the fields 
commonly seen in patterns are indicative of the problem-oriented perspective. In 
addition to the problem- solution (or title- solution) format seen in most guidelines, 
patterns add fields to describe the context of the problem and the forces that shape the 
problem and its variants. 

The goals of both these approaches are essentially the same: to document and 
manage experience about usability design issues in a format that is easily 
disseminated and understood. But much of the work in these fields focus on the 
development of patterns and guidelines (a notable exception is the recent Tools for 
Working With Guidelines workshop series [40]). Creating and disseminating this 
knowledge is important, particularly where empirical validation is present, but little 
work has been done on creating the computational framework that will supply this 
information in an effective manner. Our focus is different in that we begin from the 
perspective of creating resources and tools for software developers. Instead of 
teaching developers specific usability principles (the proverbial fish), we aim to 
provide the tools that allow development organizations to create and disseminate 
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usability resources in a manner that helps developers design and develop usable 
applications (the proverbial teaching them how to fish). 



3 An Organizational Learning Approach 
for Usability Guidelines and Patterns 

Current research and practice for both guidelines and patterns primarily rely on an 
educational or information retrieval model. It is entirely up to the designer to either 
know that usability resource (collectively we will refer to patterns and guidelines as 
“resources”) exists or at least know enough about the repository to realize they should 
search for applicable resources. One must have an overall understanding of existing 
guidelines and patterns to recognize when a given resource should be applied. Given 
the lack of formal usability training, the potential size of a comprehensive pattern or 
guideline repository, and the frailty of human memory, this assumption does not 
always hold. 

In past research, we have created tools to support organizational memory for 
usability guidelines. The objective of organizational memory tools is to provide 
information relevant to organizational practices that “you can’t learn in school” [41], 
such as local terminology, organization and project- specific conventions, lessons 
learned, policies and guidelines, individuals with expertise, and many others. The 
Mimir Guidelines system illustrated how organizational memory techniques could be 
used to collect and disseminate usability guidelines [31]. Project experiences were 
captured using case-based decision support technology [42], where cases were 
attached to guidelines as examples of how the guideline had been applied. 
Dissemination of guidelines was supported through hypertext and searching 
techniques where users matched project characteristics to appropriate guidelines. 

Creating a repository of project experiences, an organizational memory, is valuable 
in and of itself. But the overarching objective is to learn and improve on past 
performance. Emphasis must be placed on establishing a continuous improvement 
process that enhances product quality and developer productivity, while recognizing 
past experiences as a catalyst for the learning process. We call this an organizational 
learning approach [7] to emphasize that the knowledge is used as the basis for 
improvement, not just memorizing past experiences [43-45]. 



3.1 The GUIDE Process for Applying Usability Resources 

Our approach to supporting organizational learning to usability resources is a 
combination of tool and process to capture knowledge as it emerges in practice, 
review and/or otherwise validate that knowledge, and ensure that previous knowledge 
and known best practices are applied where they exist. The GUIDE (Guidelines for 
Usability through Interface Development Experiences) methodology supports an 
organizational learning approach to developing context- specific usability resources 
through the process shown in Eigure 1. A key component of the methodology is a 
hierarchical structure of usability guidelines delivered in the GUIDE tool shown in 
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Figure 2. We have chosen to seed our repository with a Web-enhanced Smith and 
Mosier 944 guidelines corpus [16], although any set of initial guidelines would work 
equally wellfii A rule-based system is then used to match project characteristics (user 
populations, Llasks, GUI tools, etc.) to specific usability resources that project 
personnel should apply during development. The result is a set of project activities 
that are assigned to the project. For example, if the system is being accessed by users 
over the Internet and involves access to sensitive data, then guidelines and/or patterns 
for login interfaces and access to sensitive data will be given to the project as an 
activity to be considered. 




The next step of the process in Figure 1 is the most critical element of the 
organizational learning approach. A review process is used to inspect how project 
personnel answered the options posed by GUIDE and discuss whether the assigned 
resources are appropriate for the project in question. This review creates an important 
feedback loop that is used to learn emergent user interface needs. If there is a 
mismatch between project needs and the resources assigned by GUIDE, reviewers can 
recommend that either a different option is chosen (options are described below) or 
that the knowledge in the repository needs to be updated to meet the needs of this 
project. The latter of these two options creates an opportunity for learning. As shown 



^ We are currently investigating the possibility of basing our structure on patterns, adopting one 
of the usability pattern languages currently under development and augmenting with 
guidelines from various sources. 
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in Figure 1, not only are modified project guidelines created, but the conditions for 
this modification can optionally be fed into the repository, essentially “blazing a trail” 
for subsequent projects. 
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Fig. 2. Guide interface and a usability case. 



For example, suppose a project is the first to have a requirement for both cross- 
platform and cross-browser Java delivery. A project performs some studies and 
determines that using the Java Plug-in is the best choice in this instance. While this 
decision can later be augmented (for example, another project’s users may be using 
28k modems and could deem downloading the rather sizable Plug-in infeasible), 
extended, and eventually replaced by subsequent efforts or outside changes in 
technology, it represents a form of intellectual capital that has considerable research 
and effort behind it that the organization probably does not want to replicate 
unnecessarily. 



3.2 The GUIDE Architecture 

GUIDE is an exploratory prototype that has been used to investigate and demonstrate 
how usability guidelines can be integrated into the software development process. 
GUIDE borrows from the case-based architecture of the BORE (Building an 
Organizational Repository of Experiences) project [7], but focuses exclusively on 
usability issues. Although initial efforts have explored the different issues arising in 
software engineering processes and usability separately, GUIDE is currently being re- 
designed to become part of BORE. As with BORE, GUIDE is a Web-based 
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application, using HTML and Java for the user interface, Java for processing, and a 
database back-end to store information. 

Representation of usability resources in GUIDE embodies the intersection of three 
closely related technologies. Patterns and guidelines, as discussed above, are related 
by common goals and similar formats. Case-based technology, which uses a 
problem- solution structure similar to patterns and guidelines, adds an instance-of 
relationship (cases are context- specific instances of usability resources, which can be 
patterns or guidelines). 

Figure 2 shows a hierarchical view of usability resources in GUIDE and a window 
showing a specific resource on frame-based Web page navigation. The fields shown 
on the resource window (the window on the right in Figure 2) include the canonical 
fields found in usability patterns work, although other formats can easily be integrated 
into guide’s architecture. The system architecture is flexible enough to 
accommodate many of the different fields suggested in usability guideline and pattern 
research. 



3.3 Using GUIDE to Develop Interactive Software Systems 

GUIDE uses a case-based structure to associate usability resources to project 
activities (see the Case Manager windows in Figure 3a and 3b) that document a 
specific project’s use of the resources. At the start of a software development effort, a 
GUIDE project is created. This will create a number of project initiation cases, some 
of which will have usability options associated with them, delimited by a ‘?’ inside 
the icon in the project hierarchy. Clicking on the “Options” tab of the case displays 
one or more questions about the characteristics or requirements of the project (bottom 
window. Figure 3a). Selecting a question displays possible answers in the Answers 
box. Selecting an answer will trigger applicability rules (described in the next 
section) for resources that are assigned to the project to inform developers of usability 
principles that need to be followed. 




Fig. 3. Documenting Contextual factors through project requirements. 
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For example, the left window in Figure 3a displays a project named “Usability 
Guidelines.” This project has a few initial project cases associated with it that are 
used to identify tools, techniques, and usability issues that developers should be 
considering during design. Previous questions have determined that the project 
involves designing an e- storefront that allows multiple items to be purchased during 
the same session. This causes a number of cases to be assigned to the project, such as 
“Navigation for Selecting Purchase Items,” that represents recommended project 
activities. The user has selected the Options tab for that case (bottom window of 
Figure 3a), revealing a series of questions to disclose further project requirements. 
One question has already been answered, leading to new questions that explore 
further project requirements. 



3.4 Representing Context with Applicability Rules 

Usability resources in GUIDE are assigned to a specific project through applicability 
rules that match project characteristics to appropriate resources. This is accomplished 
by a forward-chaining inference engine using production rules with an if-then 
structure. Preconditions are defined as question-answer pairs. Each time a question is 
answered, the inference engine checks the database to see if any of the rules are 
satisfied. When this occurs, a set of actions are fired. Actions can cause a variety of 
events, including placing questions in or taking questions out of the New Question 
stack, assignment of system variables, and attaching usability resources to the project. 

For example, selecting the answer “11-20” in Figure 3a will fire a rule that will 
place cases in the project that points to frame-based navigation resources, shown as 
child cases under the “Navigation for Selecting Purchase Items,” shown in the 
selected case in Figure 3b. In essence, the rule base is stating that using frame-based 
navigation is recommended when the purchasing procedure takes between 1 and 2 
steps and there are between 1 1 and 20 items available for purchase. Rationale for this 
recommendation is provided in the resource, which states that frames can be used as a 
solution to the problem of needing to keep a context while accessing multiple pages^ 
Note that these rules encode the context of the resources, a major features of pattern 
languages [38]. 

It should also be noted that GUIDE is designed so that questions can be associated 
with any project case, allowing development teams to incrementally disclose usability 
issues when they are ready, instead of having to answer all questions at the beginning 
of a project. In Figure 3b, the “Frame-Based Web Page Navigation” case has further 
options associated with it, allowing further decomposition to more detailed guidelines 
or patterns. 

Figure 4 depicts a partial decision tree of the kind that can be represented by our 
forward-chaining inference engine. Through these rules, which are developed by 
usability professionals (see the following section), the GUIDE system is placing the 
accumulated wisdom of usability issues at the fingertips of software developers in the 
context in which they are applicable. 



^ This example is intended to demonstrate our approach, not advocate any specific usability 
principles. 
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Fig. 4. A partial GUIDE decision tree. 



3.5 Incremental Acquisition of Design Knowledge 

Applicability rules in GUIDE are meant to provide a more proactive alternative to the 
“build a repository and let them search” philosophy that current approaches to 
usability guidelines and patterns employ. Rules are not meant to automate the design 
and development of interfaces, but to provide a match to resources that can inform 
developers of usability issues. They are intended to act as a medium for discussion 
and debate. Indeed, we view rules as a means to formally state, evolve, and improve 
the current understanding of usability guidelines and the conditions under which they 
can provide helpful information to software developers. An important aspect of this 
philosophy are tools and processes to modify rules to meet the dynamic needs of 
interactive software systems, as described by process depicted in Figure 1. 

The overall objective and philosophy of this research is not to derive universally 
applicable rules or usability resources. Rather, the aim is to provide the rules and 
infrastructure that allow an organization or group to accumulate knowledge based on 
the collective experiences of the organization. This is accomplished by instituting a 
process that reviews the recommendations given by GUIDE during project design 
reviews. Suggestions on modifications and improvements to the knowledge base are 
then forwarded to human factors and GUIDE librarian personnel for consideration. 
This kind of process has been demonstrated to work in practice [43], provided the 
repository remains up to date and remains an important corporate asset that provides 
benefit to the developers. 

During periodic design reviews, teams will review and critique project answers to 
GUIDE questions. Different answers could be negotiated and found to be more 
appropriate for the project and can easily be changed in GUIDE (the system supports 
rule backtracking). Review teams could also determine that GUIDE 
recommendations are either inappropriate or missing. This is seen as an opportunity 
to improve the knowledge base. The review team provides rationale for why 
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deviations are necessary. Human factors specialists and/or other GUIDE curators 
review the requests and either refuses the request, allows a once-only deviation, or 
turns the rationale into GUIDE rules and modifies the repository with this new 
knowledge. New guidelines, examples, and other information could also be created 
and placed in the repository to document the project’s experiences. 

Eor example, suppose that previous projects have noted that users have problems 
keeping track of where they are in complex procedures and clicking on links to 
external Web pages that end up in the viewing part of the frame (the second problem 
is a common HTML frame issue, especially when framed pages are displayed inside 
of frames). [] The review team identify that frames are needed in this project and want 
to use the review as an opportunity to document and apply the lessons learned from 
previous efforts. The external link problem could be handled in a number of ways, 
including adding sections in the “Guidelines for HTML Erames” document (see 
Eigure 3b) or adding a new guideline and rule stating that if frames are used the new 
guideline on external page links needs to be followed. The tracking complex 
procedures issue could be addressed by creating a new guideline stating, for example, 
that completion of steps in a procedure are tracked by changing the color or otherwise 
highlighting completed steps. Then an action is added to the rule used in Eigure 3 so 
that any project having 3 to 10 steps in the procedure is also given this new guideline. 

This process ensures that the repository will evolve to meet the changing needs of 
the organization while foraging new paths for subsequent projects to follow. As the 
repository grows it will accommodate greater portions of projects, minimizing the 
number of deviations while increasing knowledge reuse. 

The rule base can be as specific or vague as needed by the organization. Eor 
example, an organization that services only the medical community will probably 
have guidelines that are specific to medical terms and procedures, while an 
organization servicing a broader customer base will probably want guidelines at a 
higher level of abstraction. The level of detail is determined by the rules and the 
amount of effort desired by the organization, not by any limitation or mandate placed 
in GUIDE itself. 



4 Conclusions and Future Research 



The objective of this research is not an attempt to automate user interface design. To 
the contrary, it is recognized that effective user interface design take a degree of talent 
and careful work with the end users that cannot be captured through rules, patterns or 
any information system. Nonetheless, there is recognized knowledge and conventions 
that can help some designers reach higher levels of competency and help 
accomplished designers extend their knowledge to areas they have not yet 
experienced. This research is an exploration of how resources can be delivered to 
software developers through a rule-based structure that provides the basis for an 
organizational memory - capturing the collective intelligence of an organization with 
respect to usability design issues. Rules in this context serve as a medium, a formal 



^ Empirical studies may have been conducted confirming this, and would be linked to the 
specific guidelines or patterns addressing these issues. 
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mechanism for communicating design knowledge and establishing relationships 
between context and usability resources. 

Rule-based systems are often criticized for their inflexibility, which we ameliorate 
through a process that reviews the relationships established by the rules throughout 
the development process to ensure that real project experiences are represented. Our 
integration of rule-based and case-based systems comes closer to the spirit of 
American Case Law, where statutory law (rules) are contextualized by case law 
(cases, guidelines, patterns). People then use this structure to argue which cases come 
closest to the current situation and apply the attached rule, or set new precedents if 
none of the cases are applicable. 

The result is a web of knowledge on usability issues that is continuously updated to 
meet the evolving needs of the organization. As the repository grows, it will become 
an important piece of intellectual capital that puts knowledge of proven usability 
techniques and wisdom at the fingertips of software developers. This approach does 
not replace the need for iterative software development methodologies and user 
studies (although knowledge of how to conduct those processes should be contained 
in the repository), but can reduce the number of iterations by assuring that certain 
classes of errors are avoided. 

This approach requires that some software development staff devote some 
percentage of their time maintaining the knowledge base. Personnel knowledgeable 
about usability issues and the structure and content of the usability guidelines and 
patterns are necessary for this approach to work. In addition, rule-based expertise is 
necessary to ensure that GUIDE rules are well- structured and operate properly. Such 
a structure resembles the concept of software factories [46], aligns well with current 
trends to involve human factors in the design process [6], and can easily be applied to 
mid- size or small development firms that can only afford to staff usability consultants 
on a part-time basis. 

The intersection of guidelines and patterns needs further investigation. We are 
currently exploring structures that better integrate the different kinds of knowledge 
contained in patterns, guidelines, style guides, etc. We are also interested in 
providing examples as a significant knowledge resource. Given the number and 
diverse composition and content of existing resources, particularly usability 
guidelines, finding a proper “seed” [47] for the repository is problematic. A study 
revealed that there was minimal overlap between 21 different guideline corpuses [48], 
further underscoring the need for supporting a diverse initial set of usability resources. 

Continued research is needed to further understand the issues of using 
organizational memory repositories as advocated here. Many empirical questions 
remain, such as whether variance between projects is too great to apply past 
experiences, whether past experiences stifle creativity or enables it by shifting 
attention away from re-creating previous solutions, whether the approach is useful for 
only certain types of organizations, and whether the documentation burden of 
constructing rues is too great for practical application. The contribution of this work 
thus far is to provide tool support to turn usability guidelines and patterns into a 
proactive design tool and design organizational structure and process to capture and 
disseminate project experiences on usability issues. 

The GUIDE and BORE projects will be evaluated through use in the Software 
Design Studio in the ID Edwards Design Studio at the University of Nebraska- 
Lincoln. This program, which integrates a combination of business and computer 
science subjects, has been built around a design studio concept [49] where students 
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are engaged in long-term projects from paying customers external to the University. 
BORE will be used to deliver and manage the studio’s defined software development 
process. GUIDE will be employed to deliver usability resources as part of scenario- 
based and other design methodologies. This and other research efforts will further 
refine the system while further populating the repository with usability knowledge 
and experiences. We will also seek to apply the tool and technique to pilot studies in 
industry, as an effort to further study the issues involved with employing an 
experience-based methodology to the usability design process. 
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Discussion 

P. Smith: Your approach is to have a set of guidelines and then examples. 
Commercial systems use the reverse. 

S. Henninger: Pattern work uses this approach, generalise and then examples. There is 
not too much difference. The end goal is the same. Communicate a design principle to 
get a better interface. 
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Abstract. Development of application front-ends that are designed for 
deployment on multiple devices requires facilities for specifying device- 
independent semantics. This paper focuses on the user-interface requirements 
for specifying device-independent layout constraints. We describe a device 
independent application model, and detail a set of high-level constraints that 
support automated layout on a wide variety of target platforms. We then focus 
on the problems that are inherent in any single-view direct-manipulation 
WYSIWYG interface for specifying such constraints. We propose a two- view 
interface designed to address those problems, and discuss how this interface 
effectively meets the requirements of abstract specification for pervasive 
applications. 



1 Introduction 

The challenge of writing applications has broadened in recent years because of a 
proliferation of portable devices, like personal digital assistants (PDA's) and 
programmable phones. These devices have varying physical resources, including 
differing display sizes and special I/O mechanisms. As a consequence, application 
front-ends, which include the user interface and some control logic such as event 
handlers, often must be written from scratch for each type of device on which that 
application is to run. This imposes an immense development and maintenance 
burden, particularly since the developer may not be aware of all the devices on which 
the application is to be deployed. Indeed, an application may be run on hardware 
platforms that were not even in existence when the application was written! 

Figure 1 shows an example. The three parts of the figure show a portion of the 
same application (browsing of information at a job fair) on a PC running java, on a 
web-browser, and on a mobile phone. Notice the differences in the amount of 
information contained on a screen, as well as in the layout. The ideal is to have a 
single specification that produces all of these rendered applications. 

There are two common approaches to solving the problem of specifying 
application front-ends that are intended to run on multiple devices. The first is to use 
a device- neutral specification language and library, with run-times for that language 
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Fig. 1. Platform independent application (job fair) deployed on three platforms 
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deployed on all target devices. This is the approach taken by Java [10]. The problem 
here is that device characteristics can be radically different, so attempts to run a single 
user-interface design on multiple platforms is bound to give poor results. Indeed, on 
some devices, such as cellular phones, the UI assumptions underlying AWT do not 
hold at all. 

The other approach is “style sheet” customization. This allows the designer to 
craft a device- specific set of layout rules for each individual device, using a style 
sheet transformation language such as XSLT [18]. The problem with this approach is 
that a style sheet is not application- specific; the same style sheet is typically applied 
to all applications to be run on a particular device. The style sheet overrides any 
application-specific characteristics. 

An additional possibility, of course, is to develop a different style sheet for each 
application-device pair. This leads to the problem of both developing and managing a 
large number of style sheets - exactly the problem addressed by device-independent 
application development. 

We are developing a framework that attempts to address the problem of creating 
application front-ends that can be developed once, and that will run reasonably on a 
wide variety of hardware platforms. Our goal is “write once, right anywhere,” 
application development. Our approach is to provide an application model that allows 
the designer to create a device-independent specification of the front-end. Part of the 
specification is a set of device-independent layout semantics, which are specified as a 
set of constraints. Although the layout produced by the specification should be 
reasonable on all devices, the designer may wish to produce interfaces tailored for 
certain platforms. By providing layout constraints and overrides, the designer can 
customize the interface to particular sets of devices (e.g., all mobile phones with 
display screens). We call this process specialization. Specializations can be specified 
broadly, for example, all GUI devices, or narrowly, for example, a single device. 
When specializing for a single device, we allow the designer to use the convenience 
of a WYSIWYG-style interface. We call this style of specialization tweaking. The 
discussion in this paper will focus on specification of device-independent semantics 
for specialization, rather than on device- specific specialization or tweaking. 

The main contributions of this work are: 

- A constraint model for specifying layout semantics that is to be applied to 
generating user-interfaces for multiple target devices. 

- A discussion of problems with single-view direct-manipulation “what you see is 
what you get” (WYSIWYG) interfaces for specifying device-independent layout 
constraints. 

- A proposed two-view interface design and implementation that addresses these 
issues. 



2 Related Work 

The work described here builds on previous work in the areas of model-based user 
interface systems, constraint-based interface specification, and multi- view systems. We 
do not claim to advance any of these areas in this paper. Instead, we focus on the 
unique problems that arise when model-based systems with constraints are applied to 
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the area of multi-device application development, and how a multi- view system can 
potentially solve these problems. 

Model-based user interface systems [15], [16] allow interfaces to be specified by 
constructing a declarative model of how the interface should look and behave. A run- 
time engine executes the model and constructs the application’s displays and 
interprets input according to the information in the model. Of particular relevance in 
this area are the various task models of user interaction [4], [11]. Our application 
development model described in the following section is an example of a model- 
based user-interface specification. In contrast to previous work, however, the design 
of our application model was driven specifically by the requirements of multi-device 
application development. 

Model-based systems pose a class of problems having to do with developers’ 
difficulty in maintaining a mental model that connects an abstract interface 
specification with multiple concrete realizations of it. One problem in this class, 
called the “mapping problem”, was identified by Puerta and Eisenstein [13]. The 
mapping problem is the difficulty of mapping an abstract interface element to 
multiple concrete elements, thus reducing the usability of model-based systems. To 
solve this problem, the authors propose a new model component, called the design 
model, to support the inspection and setting of mappings via the use of intelligent 
tools. The problem that this paper focuses on - the difficulty of simultaneously 
viewing device-independent specifications and device- specific layouts derived from 
those specifications - is another instance in the class of problems mentioned above. 

There has been some recent work in the area of “intent-based” markup languages 
[1], which are textual languages for declaratively specifying multi-device interfaces. 
However, this work is yet to address the issue of developing tools for creating 
applications using such languages. 

Another related area of research is the creation of user-interfaces via 
demonstration. The Amulet project is one example of such work [12]. 

Much work has been done in the area of constraints for user interface development. 
Constraint-based windowing systems include SCWM [2] and Smalltalk [6]. There 
are several constraint-based drawing systems such as [14]. Constraints have been 
applied to a variety of user-interface problems, including database user interfaces [7], 
programming by demonstration [8], and data visualization [17]. Constraint solvers 
for user-interface systems have been developed [5], [9]. However, we are not aware 
of any work that has applied constraints to the problem of multi-device user interface 
development. 



3 The Application Development Model 

In this section we will give a very brief, high-level view of our application 
development model. Although the task model described is not particularly novel, we 
present it in order to lay the groundwork for the central discussion of this paper - 
mechanisms for specifying layout semantics. 

An application developed using our framework consists of one or more tasks. A 
task is a unit of work to be performed by the user. Examples of tasks include 
registering for a subscription service, placing an online order, or browsing a catalog. 
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A task may be made up of subtasks, with the granularity of the lowest level tasks 
completely at the discretion of the designer. 

Lowest level tasks or leaf tasks contain interaction elements. Interaction elements 
provide for user input and/or system output. Interaction elements provide abstract 
descriptions of entities that may be rendered as widgets on GUI devices, or voice 
elements in a speech-based interface. Examples of interaction elements include 
SelectableList, which presents the user with a list of data items from which the user is 
to choose (e.g., a pull-down menu), and Input which allows the user to enter 
information (e.g., a type-in field). 

In addition to tasks and interaction elements, the application designer specifies 
variables and event handlers, navigation between tasks, and sets of layout constraints. 
The constraints are used to create to page layouts for each particular device, and for 
determining the number and contents of pages for the rendered application. 



4 User-Interface Constraint Specification 

In this section, we will describe the set of constraints that we wish to specify for our 
models. It is important to keep in mind that we are not trying to address the problem 
of laying out user interfaces targeted for particular devices; this ground has been well- 
covered by previous investigators. We are addressing the problem of devising sets of 
constraints to be used for generating interfaces for multiple target platforms. For this 
reason, we focus primarily on semantic constraints. 

In this discussion, we distinguish between two types of user-interface constraints 
that can be specified for a device-independent application. Constraints can either be 
generic, applicable to any type of input or output device, or they can be graphical, 
applicable only to devices with traditional display screens. 



4.1 Generic Constraints 

Generic constraints are completely device-independent. We currently support two 
types of generic constraints: ordering constraints and grouping constraints. 

Ordering constraints specify the sequencing of interaction elements in the 
interface. For example, if an address form has a name field, a street address field, and 
a city/state field, we want to specify that they be presented in that order. First and 
last constraints specify the relative positioning of individual interaction elements 
within a leaf task. In addition, ordering between pairs of interaction elements can be 
specified. This type of constraint, which we call after, operates on two interaction 
elements, specifying that one element is to be positioned anywhere after the othei0 

Grouping constraints specify that interaction elements are semantically related, 
and should be kept together (in a GUI, on the same screen and adjacent) in the 
rendering of the user-interface. An example is that all the elements in the address 
form discussed above are related, and would constitute a group. The single grouping 



^ For simplicity, we limited the interface to this small number of ordering constraints. It may 
be that others such as immediately after are sufficiently valuable to warrant inclusion. 
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constraint, group, can be applied to any number of interaction elements within a leaf 
task. 

For purposes of constraint specification, groups are treated just like interaction 
elements. In other words, a group can be selected as an argument for any constraint 
operator, including the grouping operator (i.e., groups can be nested). 

Group is a high-level semantic construct that can be interpreted in different ways 
by run-time implementations for different devices. We readily envision more de vice- 
specific grouping constraints such as group by row, or group by column - these 
particular examples only applying to GUI’s. 

Note that both generic ordering and grouping constraints are semantic 
specifications, applicable to any class of device, with device- specific presentation 
differing from device to device. First, for example, on a large-screen visual display 
would specify the interaction element is to be rendered as a widget positioned in the 
upper-left corner of the display. On a small-screen display (a mobile phone, for 
example), rendering of the interaction element might fill an entire screen, thus first 
would indicate the first screen. On a voice interface, on the other hand, first would 
indicate the first event in the voice interactions, either a voice-input or a voice-output 
item. Similarly after clearly specifies temporal ordering for a speech interface, but is 
subject to interpretation on a GUI - probably producing some sort of text- flow (e.g., 
down and/or to the left) ordering. 



4.2 Graphical Constraints 

Graphical constraints apply only to devices with visual displays. We currently 
support two types - sizing constraints and anchoring constraints. 

Sizing constraints are used to ensure that members of a set of interaction elements 
are all rendered with the same width (using the same width constraint) or the same 
height (using the same height constraint). This facilitates the design of interfaces that 
conform to standard UI guidelines. Note that we specify sizing and grouping 
separately. This allows us to specify that all buttons are to be rendered the same size 
for a particular task, but without requiring that the buttons be adjacent. 

Anchoring constraints are used to position interaction elements on a screen, giving 
a designer some control over element placement. The four anchoring constraints, top, 
bottom, left, and right allow a designer to place particular elements at the boundaries 
of the visual display - permitting a set of buttons to be positioned at the bottom of the 
screen, for example. 

The set of constraints described here is by no means complete. This set does not 
come close to supporting the degree of control possible with a UI toolkit such as 
AWT or Motif. This is by intent. Our goal here is provide an easy-to-use, high-level 
set of constraints that can be used to specify interface characteristics to be applied 
across a wide range of possible devices. We anticipate that designers who want truly 
beautiful interfaces for particular target platforms will take the output of our 
specialization engine, and tweak it by hand, as mentioned in the introduction. Our 
goal is to produce a usable interface for any device, with provisions for a designer to 
improve the default interface for particular devices or sets of devices. 
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5 The WYSIWYG Interface Problem 

In designing a constraint- specification interface for user-interface layout, it is 
tempting to develop a single-view, direct-manipulation, “what you see is what you 
get” (WYSIWYG) interface. Such an interface would provide the following 
functionality, required for any design environment of this sort: 

1. Selecting items, A WYSIWYG view can be used for selecting user-interface 
components on which operations are to be performed (positioned, sized, etc). This 
is common practice, allowing the designer to quickly and effectively specify the 
items in context. 

2. Viewing constraints. The WYSIWYG view can also be used to display the 
constraints by visually identifying the interface components and the constraints that 
apply to them. This is attractive, because it minimizes the cognitive load on the 
designer. S/he can see which interaction elements have constraints applied to 
them, and what those constraints are, while reviewing the visual appearance of the 
interface. 

3. Viewing layout. It is critical that any interface design system provide visual 
feedback to the designer. A WYSIWYG interface shows the effects of changes in 
the layout specification by presenting a representation of the sizes and positions of 
the user interface components as they will appear in the final application. 

Although it seems desirable to provide all of this functionality in a single view, 

there are several serious problems in using a single WYSIWYG view as a direct- 
manipulation interface when specifying constraints for device-independent 
applications^ Some of these problems have to do with the fact that the application 
will, in general, be laid out across multiple screens, some of them have to do with the 
fact that the application is to be deployed on multiple platforms. These problems, in 
order of decreasing importance, are as follows: 

1. The most serious drawback to a WYSIWYG interface is that the user is “led down 
the garden path.” What the user sees is not what the user is going to get in general, 
since only a single device is emulated in the interface. The user is being tempted 
to customize the design for one particular device, rather than thinking about the 
general problem of constraints that are appropriate for all devices. Even though an 
interface may provide a capability for toggling between device emulations, thereby 
allowing a view of multiple layouts, this feature is easily overlooked. A possible 
solution is to simultaneously provide multiple views. This can easily lead to 
confusion between viewing and control (in the model/view/controller sense), 
however. 

2. A WYSIWYG screen layout changes each time a constraint is specified. If the 
WYSIWYG view is also being used as a set of direct-manipulation controls, this 
has the effect of moving those controls after each operation, a highly undesirable 
characteristic. Furthermore, the constraint solver may move some of the 
interaction elements to different screens (i.e., pages), compounding the sense of 
dislocation experienced by the user, particularly if only one virtual screen is 
displayed at a time - interaction elements will disappear from view. This seriously 



^ Single- view WYSIWYG interfaces may be effective for customizing a design for a particular 
device, a process we call tweaking, but this is not the device-independent design we are 
discussing here. 
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reduces the usability of the interface. It may be possible to partially alleviate this 
problem by having the user explicitly specify when the interface is to be re-laid 
out, but this breaks the WYSIWYG model. 

3. Constraints cannot always be satisfied. For example, the screen size may not be 
large enough to contain all interaction elements in a group. A single- view 
WYSIWYG interface may be unable to display the constraint in that case (e.g., 
displaying group as some form of visual containment is not possible). Switching 
the emulation to a larger device may allow that constraint to be included, and 
hence displayed. This is misleading and confusing behavior. 

4. The user may wish to specify constraints between interaction elements on separate 
screens. For example, after or group constraints may involve interaction elements 
on more than one screen. This makes the specification a bit awkward, since the 
user must switch screens while selecting interaction elements. Either multiple 
screens must be displayed simultaneously, which can strain screen resources, or the 
designer will need to toggle between screens. Intuitive constraint displays such as 
arrows for after or visual containment for group (using a bounding box, for 
example) becomes problematic. The interface needs to rely more heavily on less 
obvious visual metaphors and/or user memory. 

5. A WYSIWYG interface, because it presents only final appearance, lacks 
information about the structure of the task model, information that might be of 
value to the interface designer. In specifying layout constraints, it may be 
important to know with which task or subtask particular interaction elements are 
associated. Although it would be possible to provide some of this information - by 
labeling emulated screens with subtask names, for example - it is difficult to 
envision an interface that will provide all of this structural information in the 
context provided by a WYSIWYG view. 

From this discussion, it should be clear that a better interface paradigm is required. 

In the next section, we discuss an alternative to the single-view, direct-manipulation 

WYSIWYG interface, and describe our implementation. 



6 A Solution: The Two-View Constraint Editor 

In this section we will discuss the desired characteristics of a two-view constraint 
editor, describe our implementation, and explain how the two-view interface solved 
the “WYSIWYG pitfall.” 

6.1 Desired Characteristics 

The fundamental problem with a single- view direct-manipulation WYSIWYG editor 
is that the single view is not adequate to display both the logical structure of the 
constraint set within the context of the task model, as well as an indication of the 
types of layouts produced by that constraint set. What is desired is a single logical 
view of the task structure and interaction elements that could be used both as an 
interface to specify constraints, and also as a conceptual view of these constraints. 
The logical view should be arranged to make it easy to see and think about the entire 
constraint set. 




Pervasive Application Development and the WYSIWYG Pitfall 165 



Additionally, the designer should be able to view the effects of the constraints on 
interfaces that are generated for various devices, but with minimal opportunity for the 
user to assume that the preview is a “true” representation of what will be produced for 
multiple devices. A clear separation of the logical view from the device preview 
should facilitate this. For these reasons, a two-view system is more likely to embody 
all the desired characteristics of a constraint- specification interface for pervasive 
application development than a single- view WYSIWYG editor. 



6.2 Current Implementation 

The constraint- specification interface is one component of an application 
development (AD) tool for specifying device independent applications. The AD tool 
is a part of our device-independent application framework, called PIMA (Platform- 
Independent Model for Applications) [3]. Other components of the AD tool include a 
task editor for managing task structure and navigation; and a task details editor for 
specifying interaction elements, variables, and events that comprise individual tasks. 

Figure 2 shows the two-view constraint- specification interface with some 
constraints specified. On the left hand side is a graphical representation of the task 
structure and interaction elements. We call this the logical view. Tasks are 
represented as labeled, nested rectangles, with gray rectangular icons representing 
interaction elements contained within them. The logical view serves two purposes. It 
is used to add and remove constraints, and also to view the set of constraints that are 
currently specified. 

Interaction elements are selected by clicking on them, and then operations are 
applied to individual interaction elements or groups of interaction elements. The user 
can select one or more icons using the mouse. Once a set of interaction element icons 
has been selected, pressing a button corresponding to the desired constraint type 
specifies a constraint. A visual representation of the constraint is added to the 
display. In a similar fashion, constraints can be removed. 

The right-hand side of the two-view interface is a representation of a screen layout 
for a single screen on a particular device, with each widget (interaction elements will 
be presented as widgets in a GUI) represented as a named rectangle, sized and 
positioned as it would be in the final running application. We call this the layout 
view. In figure 2, the layout view displays an emulation of the first screen of our job 
fair application, configured for a PC running Java. Each change to the constraint 
specification triggers an update in the layout view. The user can navigate the screens 
for a particular device by selecting from a set of radio buttons, or select from a set of 
different devices by choosing from a selectable list. Each device is emulated using 
the task/interaction element/constraint description, and a device capabilities file that 
defines screen size and default widget sizes. 

Figure 2 shows the interface after specification of several constraints. Dark circles 
in the upper left and lower right corners of interaction elements icons in the logical 
view, indicate first and last constraints, respectively. “Name” has been specified as 
first, and “URL” as last. Arrows connecting two interaction elements shows ordering. 
The arrow between “Name” and “Phone” indicates that “Name” is to precede 
“Phone.” 
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Fig. 2. Two- view layout constraint specification interface 



To facilitate legibility, we ensure that all arrows point downward, rearranging icon 
placement if necessary. For obvious reasons, cycles are detected by the interface and 
disallowed. Small arrow icons point to the side of interaction element icons for which 
anchoring has been specified. “Skillslist” is anchored on the right, and “Years of 
experience” on the left. Double-headed arrows are used to indicate same size 
constraints - vertical arrows for height constraints, and horizontal arrows for width 
constraints. The arrows have numbers associated with them, the members of a same- 
size set all displaying the same number. “Degree” and “URL” have the same width in 
our example. 

Groups are represented by repositioning all entities to be grouped so they are 
contiguous, and drawing a rectangle that encloses them. The figure shows a single 
group containing “Name” and “Phone.” 

Figure 3 shows a later version of the same interface. Notice that we have included 
two device- specific layout views on the right-hand side (layout for a PC on top, for a 
browser on the bottom). This allows a user to see the effects of constraints on 
multiple devices simultaneously. We expect this to further reduce the tendency 
towards “what you see is what you get” design. 
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Fig. 3 A later version of the two-view constraint specification interface showing the constraint 
view on the left, and the device- specific layouts for two different devices on the right 



6.3 Solutions to the WYSIWYG Interface Problems 

We note that the two- view interface solves the previously described problems of the 

WYSIWYG interface as follows: 

1. Since the logical (interface/constraint display) view is provided as a single, 
scrollable display, not separate virtual screens; no context switching is required to 
select multiple interaction elements. Display of ordering is readily achieved on the 
single panel. 

2. Since the logical and layout views are separated, constraints can always be 
visualized, even if constraints cannot be satisfied for particular devices being 
emulated. 

3. The task model is integrated into the logical view, facilitating high-level, de vice- 
independent thinking about the constraint set. 

4. Although interface controls can move in this interface (since specification of 
ordering constraints can lead to re-ordering of the interaction element icons in the 
logical view), context is much more readily maintained than it would be with a 
single-view WYSIWYG interface. The task structure helps to retain orientation, 
and the problem of some of the interaction elements vanishing off-screen for 
certain operations has been solved. Note that allowing the user to specify when 
icons are to be reordered would be a viable possibility, and would not pose the 
problem discussed earlier of breaking a WYSIWYG model. 
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5. The user is much less tempted to think that the emulation view is “reality” than 
with a single- view WYSIWYG interface. The separate logical view encourages 
device-independent thinking. 



7 Discussion 

The main thrust of the two-view interface is to encourage a designer to think 
generically. When designing a device-independent application intended to run across 
a variety of pervasive devices, it is critical that design choices be made on general 
principles, not based on specific display characteristics. The interface should 
encourage thinking of the form, “This particular interaction element really belongs at 
the beginning of the task on any device.” If the designer is thinking, “I see a blank 
spot at the top of this screen. I’d like to move that widget to the top to fill it,” s/he has 
missed the point and trouble may ensue. 

By separating the logical structure of the application from its presentation view, 
and integrating the constraint interface with that logical structure, we encourage 
device-independent design. It is rather difficult for a designer to make the connection 
between specific constraints and the generated layout. This is by intent. By not 
providing the easy connection, “this widget is at the top of the screen because a ‘top’ 
constraint was specified,” there will be far less temptation to do “appearance-guided 
design,” in our opinion the major potential pitfall for device-independent UI 
development. 

Even though we have separated the logical view from the UI appearance, 
presentation of a single concrete representation of the layout could still pose a 
problem, leading the user to believe it is the view. We have recently added multiple 
device presentations to our interface. Since these presentations are for viewing only, 
not for interface control, providing multiple views is less problematic than for a 
WYSIWYG editor. Whether providing multiple views is an effective solution will 
require future user studies. 



8 Future Work 

Although we have presented a problem with interfaces for device-independent user 
interface development, and proposed a solution, user studies are clearly necessary. 
Two questions need to be addressed. The first is, “does the device-independent 
application model, with specification of device-independent constraints provide 
enough control - allowing the designer to create applications that run reasonably well 
on all platforms, and that are easily tweaked to produce high-quality interfaces on 
selected platforms?” 

The second question broadly is, “what is the ‘best’ interface for specifying device- 
independent interface constraints?” We propose a more focused question, namely, “is 
a two-view interface more usable for specifying device-independent interface 
constraints than a WYSIWYG interface?” A user study that pits our two-view 
interface against a single- view WYSIWYG interface, measuring the quality of the 
interfaces produced and/or the speed of production should provide valuable insight 
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into the nature of the device-independent application development process, and the 
tools required to support it. Note that to tweak an interface for a specific platform, a 
single- view direct-manipulation WYSIWYG interface is clearly appropriate. 

Another question that we plan to investigate is, “how does one provide a designer 
with tools for specifying interface characteristics for classes of devices?” We have 
discussed two points on a continuum - either creating a generic device-independent 
specification, or customizing an interface for a particular device type. Clearly there 
are points in between. We can envision classifying device characteristics - graphical 
vs. voice, large-screen vs. small screen, presence/absence of hardware inputs such as 
hard buttons, etc., and then providing different sets of constraints or hints for different 
classes. Essentially design becomes a process of specifying sets of rules - “if the 
application is running on a small- screened device, place this widget on its own 
screen,” for example. The question then is, does such a design methodology produce 
usable interfaces with fewer burdens on the designer than producing an interface 
separately for each device to be supported? We believe that with a carefully 
developed methodology, the answer will be yes, both in terms of less work being 
required, and in providing support for devices not in existence when the application is 
developed. 



9 Conclusions 

In this paper we have explored some issues surrounding design of development tools 
for creating device-independent applications. In particular, we have pointed out 
particular pitfalls when designing for multiple devices that do not exist when 
designing an application for a single device, or a very small set of predetermined 
devices. 

The central problem that we have identified is that a design tool must be carefully 
structured to not tempt a designer to believe that emulations of the interface represent 
what will actually be displayed on target devices; the targets cannot be known or 
adequately represented at design-time. We suggest the need for design environments 
that facilitate intent-based rather than graphical thinking. 

We have proposed one solution to this problem - a two- view system for specifying 
interface characteristics. Although we have not proven the utility of this approach, we 
have clearly identified the problems that exist, and suggested how different design 
interface characteristics might alleviate or exacerbate the problem. We have provided 
a framework for future studies and interface development in this area. 
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Discussion 

L. Nigay: I would like to come back to the specialization mechanism. How do you go 
from abstract widgets to concrete widgets? Do you have a model to describe devices? 
L. Bergman: Simple mapping. Only graphical modalities. Thinking of speech input. 

K. Schneider: Does the multi-view editor support "tweaking" the user interface? Are 
the "tweaks" retained when a constraint is added or moved or changed? Can it 
"tweak" the constraints, such as order, for a particular concrete user interface? 

L. Bergman: We are just beginning to address those issues. The editor supports 
"tweaking". The "tweaks" to the properties of an element are retained but the 
structural "tweaks" are not. And, yes, you can override the constraints when 
"tweaking" the user interface. 

J. Hohle: I agree that people want/need a hands-on approach to explore/play with the 
design. But do you really think that tools like MS FrontPage will continue to be 
wanted? Couldn't your tool provide hands-on and not produce output that only works 
with MS-Explorer, only in 640x480, generates incorrect HTML, etc. ? 

L. Bergman: We have a handful of feedback: these people really want to move around 
stuff and not learn a new model. We need more feedback, though. 

N. Graham: What are the limits of this kind of approach? When designing for very 
different interfaces (eg electronic whiteboard vs palm pilot), the resulting interfaces 
may be completely different, not just different in choice of widgets. 

L. Bergman: This approach is very much biased towards form-based approaches. This 
is a limitation when trying to get cross-platform design. 

C. Roast: I'm interested in the user's response to a logical view and possible concrete 
views. There is evidence that the concrete view presists for designers. What plans do 
you have for your user studies? 

L. Bergman: Because of the concrete bias we are interested in example driven uses of 
the editor. As for user studies, we are still planning. 

M. Borup-Harning: Can your approach cope with situations where e.g. presenting 
editable information on a GUI vs. a HTML based platform might result in one form- 
based interface on the GUI platform, whereas the HTML based one will be divided 
into a presentation page with an edit button and one or more form-based pages for 
editing. 

L. Bergman: I am not sure I understand the question? But the system was not meant to 
deal with arbitrarily long lists of information. 
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J. Williams: Have you considered providing a transition from the concrete interface 
view to the logical representation? This would allow developers to specify in the 
concrete, yet you retain reuse across devices. In addition, you can transform existing 
specifications. 

L. Bergman: Yes, this is future work. 
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Abstract. The increasing proliferation of computational devices has introduced 
the need for applications to run on multiple platforms in different physical 
environments. Providing a user interface specially crafted for each context of 
use is extremely costly and may result in inconsistent behavior. User interfaces 
must now be capable of adapting to multiple sources of variation. This paper 
presents a unifying framework that structures the development process of 
plastic user interfaces. A plastic user interface is capable of adapting to 
variations of the context of use while preserving usability. The reference 
framework has guided the design of ARTStudio, a model-based tool that 
supports the plastic development of user interfaces. The framework as well as 
ARTStudio are illustrated with a common running example: a home heating 
control system. 



1 Introduction 

Recent years have seen the introduction of many types of computers and devices. In 
order to perform their tasks, people now have available a wide variety of 
computational devices ranging over cellular telephones, personal digital assistants 
(PDA’s), Internet enabled televisions (WebTV) and electronic whiteboards powered 
by high end desktop machines. While the increasing proliferation of fixed and mobile 
devices fits with the need for ubiquitous access to information processing, this 
diversity offers new challenges to the HCI software community. These include: 

- constructing and maintaining versions of single applications across multiple 
devices; 

- checking consistency between versions for guaranteeing a seamless interaction 
across multiple devices; 

- building into these versions the ability to dynamically respond to changes in the 
environment such as network connectivity, user’s location, ambient sound or 
lighting conditions. 

These requirements induce extra cost in development and maintenance, and 
complicate the configuration management. In [20], we presented a first attempt at 
optimising the development process of user interfaces using the notion of plasticity as 
a foundational property. Plasticity refers to the ability of a user interface to mould 
itself to a range of computational devices and environments, both statically and/or 
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dynamically, whether it be automatically or with human intervention. In this paper, 
we go one step further with the presentation of a reference framework for supporting 
the structured development of plastic user interfaces. In the following section, we 
present the EDF home heating control system as our running example to illustrate the 
concepts and principles of the framework. We then recall the definition of our notion 
of plasticity before describing the framework and ARTStudio, a tool that supports the 
development of plastic user interfaces. 



2 An Example: The EDF Home Heating Control System 

The heating control system envisioned by EDF (the French Electricity Company) will 
be controlled by users situated in diverse contexts of use. These include: 

- At home, through a dedicated wall-mounted device or through a PDA connected to 
a wireless home-net; 

- In the office, through the Web, using a standard work station; 

- Anywhere using a WAP-enabled mobile phone. 

A typical user's task consists of consulting and modifying the temperature of a 
particular room. Figures 1 and 2 show versions of the system for different 
computational devices: 

- In 1 a), the system displays the current temperature for each of the rooms of the 
house (the bedroom, the bathroom, and the living room). The screen size is 
comfortable enough to make observable the entire system state; 

- In 1 b), the system shows the temperature of a single room at a time. A thumbnail 
allows users to switch between rooms. In contrast with la), the system state is not 
observable, but browsable [10]: additional navigational tasks, e.g., selecting the 
appropriate room, must be performed to reach the desired information. 

Figure 2 shows the interaction trajectory for setting the temperature of a room with 
a WAP-enabled mobile phone. 

- In 2a), the user selects the room (e.g., "le salon" - the living room). 

- In 2b), the system shows the current temperature of the living room. 

- By selecting the editing function ("donner ordre"), one can modify the temperature 
of the selected room (2c). 

When comparing with the situation depicted in Figure la), two navigation tasks 
(i.e., selecting the room, then selecting the edit function) must be performed in order 
to reach the desired state. In addition, a title has been added to every deck (i.e., a 
WMF page) to recall the user with the current location within the interaction space. 

All of these alternatives have been produced using our reference framework 
devised for supporting plasticity. 
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Fig. 1. a) Large screen. The temperature of the rooms are available at a glance, b) Small screen. 
The temperature of a single room is displayed at a time. 




Fig. 2. Modifying the temperature using a WAP-enabled mobile phone. 
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3 Plasticity and Related Concepts 

The term plasticity is inspired from the property of materials that expand and contract 
under natural constraints without breaking, thus preserving continuous usage. 

Applied to HCI, plasticity is the "capacity of an interactive system to withstand 
variations of context of use while preserving usability". In the following subsections, 
we successively develop the key elements of our definition: context of use, usability, 
and the process for adapting to changes. 



3.1 Plasticity and Context of Use 

A context of use for a plastic user interface is defined by two classes of physical 
entities: 

- The physical and software platform(s), that is, the computational device(s) used for 
interacting with the system. 

- The physical environment where the interaction takes place. 

A platform is modeled in terms of resources which, in turn, determine the way 
information is computed, transmitted, rendered, and manipulated by users. Typically, 
memory size, network bandwidth and interactional devices motivate the choice for a 
set of input and output modalities and, for each modality, the amount of information 
made available. For example, screen size is a determining factor in the design of the 
EDF Heating Control System. 

An environment covers "the set of objects, persons and events that are peripheral to 
the current task(s) but that may have an impact on the system and/or the user's 
behavior, either now or in the future". According to this definition, an environment 
may encompass the entire world. In practice, the boundary is set up by domain 
analysts whose role is to elicit the entities that are relevant to the case at hand. These 
include observation of users' practice [2, 5] as well as consideration for technical 
constraints. For example, surrounding noise should be considered in relation to sonic 
feedback. Lighting condition is an issue when it may influence the robustness of a 
computer vision-based tracking system. User's location provides context for 
information relevance: Tasks that are central in the office (e.g., writing a paper) may 
become secondary, or even irrelevant, in a train. For example, programming the EDF 
heating system is available on the central wall-mounted device only: according to the 
domain analysts, this task would not make sense, or would be too complex to be 
performed with current telephone technology. 

In summary, 

- a context of use, which consists of the association of a platform with an 
environment, is definitely anchored in the physical world. Therefore, it does not 
cover the user's mental models; 

- plasticity is not only about condensing and expanding information according to the 
context of use. It also covers the contraction and expansion of the set of tasks in 
order to preserve usability. 
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3.2 Plasticity and Usability 

The quality of an interactive system is evaluated against a set of properties selected in 
the early phases of the development process. "A plastic user interface preserves 
usability if the properties elicited at the design stage are kept within a predefined 
range of values as adaptation occurs to different contexts of use". Although the 
properties developed so far in HCI [10] provide a sound basis for characterizing 
usability, they do not cover all aspects of plasticity. We propose additional metrics for 
evaluating the plasticity of user interfaces. 

Figure 3 makes explicit the association of a platform with an environment to define 
a context of use. We suppose that platforms and environments can be ranked against 
some criteria computed from their attributes. For example, screen size, computational 
power and communication bandwidth, are typical attributes of a platform. Using these 
attributes, a PC would be ranked lower than a PDA since it imposes less constraints 
on the user interface. Similarly an environment with no noise would be ranked lower 
than the open street. Then: 

- the plasticity of a user interface can be characterised by the sets of contexts it is 
able to accommodate, 

- contexts at the boundaries of a set define the plasticity threshold of the user 
interface for this set, 

- the sum of the surfaces covered by each set, or the sum of the cardinality of each 
set, defines an overall objective quantitative metrics for plasticity. In other word, 
this sum can be used to compare solutions to plasticity: A user interface U1 is more 
plastic than a user interface U2 if the cardinality of the set of contexts covered by 
U1 is greater than that of U2. 

We suggest additional metrics to refine the overall measure of plasticity in relation 
to discontinuity [9]. These include: 

- The size of the largest surface: large surfaces denote a wide spectrum of adaptation 
without technical rupture. 

- The number of distinct sets: a large number of sets reveals multiple sources for 
technical discontinuities. Are these discontinuities compatible with user's 
expectation? Typically, GSM does not work everywhere. This situation translates 
as a discontinuity when moving along the environment axis of figure 3. The 
solution developed for EDF works for the Palm and the mobile phone, but not for 
the Psion. In this case, there is a discontinuity when moving along the platform 
axis. 

- Surface shapes: a convex surface denotes a comfortable continuous space (cf. 
Figure 3a). Conversely, concave curvatures may raise important design issues (cf. 
Figure 3b). Typically, ring shape surfaces indicate that the interior of the ring is not 
covered by the user interface. It expresses a technical discontinuity for contexts 
that are contiguous in the ranking scheme. Is this inconsistency, a problem from 
the user's perspective? A hole within a surface depicts the case where the user 
interface is nearly plastic over both sets of contexts, but not quite. Is this "tiny" 
rupture in context coverage expected by the target users? 
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Environment 




Fig. 3. Measuring plasticity from the system's perspective. Greyed areas represent the sets of 
contexts that a particular technical solution covers. Environments and platforms are ranked 
against the level of constraints they impose on the user interface. 

Intuitively, from a technical point of view, a large unique convex surface 
characterises a "good" plastic user interface whereas a large number of small concave 
surfaces denotes a large number of technical discontinuities. Although size, shape, 
cardinality, and topology of surfaces, are useful indicators for reasoning about the 
plasticity of a particular technical solution, we need to consider a complementary 
perspective: that of users. To this end, we suggest two indicators: context frequency 
and migration cost between contexts. 

- Context frequency expresses how often users will perform their tasks in a given 
context. Clearly, if the largest surfaces correspond to the less frequent contexts 
and/or if a multitude of small surfaces is related to frequent contexts, then 
designers should revise their technical solution space: the solution offers too much 
potential for interactional ruptures in the interactional process. 

- Migration cost measures the physical, cognitive and conative efforts [6] users have 
to pay when migrating between contexts, whether these contexts belong to the 
same or different surfaces (cf. Eigure 4). Although this metrics is difficult to grasp 
precisely, the notion is important to consider even in a rough way as informal 
questions. Eor example, do users need (or expect) to move between contexts that 
belong to different surfaces? If so, discontinuity in system usage will be perceived. 
Designers may revise the solution space or, if they stick to their solution for well- 
motivated reasons, the observability of the technical boundaries should be the 
focus of special attention in order to alleviate transitions costs. 

As plasticity threshold characterises the system capacity of continuous adaptation 
to multiple contexts, so migration cost threshold characterises the user's tolerance to 
context switching. The analysis of the relationships between the technical and the 
human thresholds may provide a useful additional perspective to the evaluation of 
plastic user interfaces. 
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Fig. 4. Measuring plasticity from the human perspective. An arrow expresses the capacity of 
migrating between two contexts. Its thickness denotes human cost. 



Having considered plasticity from the usability perspective, we need now to 
describe the process through which plastic adaptation may occur. 



3.3 Plasticity and the Adaptation Process 

As any evolutive phenomenon, plastic adaptation is structured as a five step process: 

- detection of the conditions for adaptation (here, variations in the context of use), 

- identification of candidate user interfaces appropriate to the new context of use, 

- selection of a user interface, 

- transition from the current user interface to the newly selected solution, 

- execution of the new user interface until next conditions for adaptation occur. 

Each of the five steps involved in the plasticity process (detection, identification, 
selection, transition, execution) is performed either by the system, or by the user, or as 
a mixture of both. At the two extremes, 

- The system is able to handle the five steps without human intervention. In this 
case, the system is capable of adaptative plasticity. 

- The user performs the five steps manually. The system supports adaptable 
plasticity. 

- Mixed plasticity covers a combination of both human and system intervention. 

Let's now consider the five steps of the adaptation process from a technical 
perspective. 

- System detection requires the capacity of sensing the physical environment as well 
as the capacity of modelling the physical platforms it is supposed to support. Our 
current implementation of the EDF heating control system includes a platform 
model. Although environmental conditions define the ontology of the system, these 
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are not exploited yet at the user interface level. Conversely, the Hyperpalette [1], 
which allows users to "scoop and spread" information between PDA's and a 
computerised table, is able to detect conditions for compressing or expanding 
information layout, using an electromagnetic sensing tracker. On the other hand, 
the HyperPalette does not handle any explicit description of the computational 
platforms. 

- System identification of candidate solutions may be either computed on the fly, or 
selected from a pre-computed set of user interfaces, or from a predefined set of ad- 
hoc user interfaces. As discussed in Section 6, the EDF heating control system uses 
a pre-computed set of user interfaces. The Hyperpalette has available a predefined 
set of two ad-hoc user interfaces dedicated to a single platform (i.e., a PC or a 
PDA). 

- System selection of a particular solution relies on a problem solving strategy. The 
system may be assisted in this task by the user. 

- System transition between states has been analysed since the early developments of 
HCI. Norman's evaluation gap, Mackinlay's et al. use of graphical animation for 
transferring cognitive load to the perceptual level [17], the notion of visual 
discontinuity [10] etc., have all demonstrated the importance of transitions. 
Transition between the use of two user interfaces is therefore a crucial point that 
deserves specific research. The sources of discontinuities identified in Section 3 
should provide a sound starting point. 

- System execution of the newly selected user interface may be launched from 
scratch or may preserve the system state. For example, the MacOS Location 
Manager supports switching to a different network protocol without interrupting 
the running applications. (On the other hand, the detection of the new context of 
use, as well as the selection step, are performed by the user). Preserving system 
state, which alleviates discontinuities, requires specific technical mechanisms. 

Whether it be adaptative, adaptable or mixed, plasticity covers adaptation to both 
physical environments and platforms. In current main stream research on adaptation, 
the focus is either on environmental changes, or on platforms. Context-sensitive 
systems [18] address environmental conditions whereas resource- sensitive systems 
[11] exemplified by the development of XML-based standards, address adaptation to 
computational devices. Although adaptative, these systems and mechanisms 
demonstrate half-plasticity. The framework presented next is intended to cover all 
sorts of plasticity: half-full, adaptative-adaptable-mixed (see figure 5 for a simplified 
classification space). 



4 A Reference Framework for Plasticity 

Our framework is intended to serve as a reference instrument to help designers and 
developers to structure the development process of plastic interactive systems. We 
adopt a model-based approach [16] similar to [7]. Modelling techniques support 
sound design methods (e.g., MAD[8], ADEPT[12,13], MUSE [14]) and pave the way 
to the development of appropriate tools such as Trident [21] and Mastermind [19]. 
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Fig. 5. A classification space for plastic user interfaces. Lines indicate the authors of the 
adaptation (system only, human only, both). Columns correspond to the coverage of the 
adaptation (platform only, environment only, both). Mixed plasticity may in turn be analysed 
according to the steps the system covers in the adaptation process. 



As shown in Figure 6, the framework: 

- builds upon known models such as the domain concepts model and the tasks 
model, but improves them to accommodate variations of contexts of use; 

- explicitly introduces new models and heuristics that have been overlooked or 
ignored so far to convey contexts of use: the platform, the interactors, the 
environment and the evolution models. 

The Concepts model describes the concepts that the user manipulates in any 
context of use. When considering plasticity issues, the domain model should cover all 
the contexts of use envisioned for the interactive system. By doing so, designers 
obtain a global reusable reference model that can be specialised according to the sets 
of contexts discussed in Section 3. A similar design rationale holds for task modelling. 

The Platform Model and the Environment Model define the contexts of use 
intended by the designers based on the reasoning developed in Section 3. The 
Evolution model specifies the change of state within a context as well as the 
conditions for entering and leaving a particular context. The Interactors Model 
describes "resource sensitive multimodal widgets" available for producing the 
concrete interface. These models are specified by the developer. They are said initial 
models in contrast to transient and final models that are inferred by the developer 
and/or the system through the development process. A transient model is an 
intermediate model (e.g., the abstract and concrete user interfaces), necessary for the 
production of the final executable user interface. All of the above models are 
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referenced along the development process from the task specification to the running 
interactive system. The process is a combination of vertical reification and horizontal 
translation. Vertical reification covers the derivation process, from top level abstract 
models to run time implementation. Horizontal derivations, such as those performed 
between HTML and WML content descriptions, correspond to translations between 
models at the same level of reification. Reification and translation may be performed 
automatically from specifications, or manually by human experts. Because automatic 
generation of user interfaces has not found wide acceptance in the past [15], our 
framework makes possible manual reifications and translations. Such operations are 
manual when the tools at hand cannot preserve the usability criteria discussed in 
Section 3. 







Reification 



: Translation 



^ Human Intervention 



— Reference 



Fig. 6. The reference development process for supporting plastic user interfaces. The picture 
shows the process when applied to two distinct contexts: contextl and context2. Grayed boxes 
denote initial models. 



Automaticity, however, conveys interesting properties that may not be maintained 
when introducing manual operations within the development process: Let Reification 
{M) be the reification of model M in context ctxt, and Translation be the 

translation of M from the source context ctxt to the target context ctxt\ then: 

- Identity results from the combination of a translation with its inverse: 

V ctxt, ctxt' Translation Translation = I 
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- Identity results from the combination of a reification and its inverse: 

V ctxt Reification o Reification = I 

- Reification and translation are commutative: 

V ctxt, ctxt' Translation ^^^^o Reification = Reification o Translation 



(a) : Independant reifications (b) : Reification before a final translation 




(c) : Initial translation before reification (d) : Interleaving of reifications/translations 




I 



: Reification 



► : Translation 



: Reference 



Fig. 7. Instantiations of the reference framework. 

As shown in Figure 7, our reference framework can be instantiated in many ways: 

- In 7a), two running user interfaces are reified in parallel where the initial models 
are specified for each context of use. This configuration, which depicts current 
practice, forces to check and maintain consistency manually between the multiple 
versions. 

- 7b) corresponds to the ideal situation: reification is used until the very last step. 
Consistency maintenance is here minimal. This approach has been used for the 
Heating Control System shown in Figure 2 for Java-enabled target platforms. All 
of the interfaces shown in Figure 2 have been derived automatically using 
ARTStudio presented in Section 6. 

- In 7c), the task-oriented specification is translated to fit another context. From 
there, reifications are performed in parallel. This approach has been adopted for the 
Heating Control System for WAP mobile phones. Sub trees that correspond to 
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infrequent tasks have been pruned from the original task tree developed for the 
Java-enabled platforms. Because ARTStudio does not support Web-based 
techniques yet, the reification steps have been done manually by a human expert. 

- Id) shows a mix of interleaving between reification and translation. 



5 ARTStudio 

ARTStudio (Adaptation by Reification and Translation) is a tool designed to support 
the reference framework for plasticity. We first discuss its actual implementation in 
relation to the framework then describe how a designer should proceed to produce a 
plastic user interface such as the EDF heating control system. 



5.1 ARTStudio and the Plasticity Reference Framework 

As shown in Figure 8, the current implementation of ARTStudio addresses the 
reification process only, and does not include the environment and the evolution 
models. According to the reference framework, the concepts and the task models 
serve the task-oriented specification which, in turn, leads to the automatic generation 
of the abstract user interface. Then, the platform model and the interactors model 
come into play for the automatic generation of the concrete user interface. Each of the 
transient models (i.e.. Task-oriented specification. Abstract and Concrete User 
Interfaces) may be tuned by the designer to override the "defaults" options used by 
ARTStudio. 




Fig. 8. The actual functional coverage of ARTStudio in relation to the plasticity reference 
framework: translation as well as the environment and evolution models are not currently 
supported. The "human" symbol denotes the capacity for the designer to tune transient models. 
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Technically, ARTStudio is implemented in Java and uses the CLIPS rule-based 
language for generating the concrete user interface. Initial models as well as transient 
models are saved as XML files. So far, final executable user interfaces are expressed 
in Java. As a result, the current version of ARTStudio does not support XML-based 
executables. 



5.2 ARTStudio and the Development of a Plastic User Interface 

We first present an overview of the use of ARTStudio then discuss the models it 
supports. 



Overview. Within ARTStudio, the development of a plastic user interface forms a 
project (see Fig. 9). In the current implementation, a project includes the task and the 
concepts model, the context model and the abstract, the concrete and the executable 
user interfaces. 

By clicking on the "Contexte" thumbnail of Figure 9, the developer has access to 
the platform and interactors models. The "regies" thumbnail gives access to the 
generation rules used by ARTStudio during the reification process. These rules, which 
address presentation issues, can be adapted by the designer to the case at hand. In the 
current implementation, the rules are not editable. Let's now discuss the process and 
the associated models for producing a plastic user interface. 




Fig. 9. In ARTStudio, a plastic user interface is developed within a project. The frame of the 
left end-side gives access to the sets of models. The picture shows the task model for a 
simplified version of the EDF Heating Control System. 



The Task Model. An ARTStudio task model is a ConcurrTaskTree [3] structure 
where: 

- The leaves correspond to interaction tasks such as reading, selecting, and 
specifying. As shown in Figure 9, tasks Bedroom, Bathroom, Living room, and 
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Rythm, respectively correspond to the specification of the level of comfort for the 
bed room, the bath room, the living room, and the rythm of living. The rythm of 
living expresses the default setting of room temperature based on periods of 
presence at home. 

- The nodes, denoted by a "cloud” symbol, are abstract tasks. They structure the 
interaction space into sets of logically connected tasks. As such, abstract tasks offer 
a sound basis for the generation of the abstract user interface. In Figure 9, which 
shows a simplified version of the EDF Heating Control System, Prog groups 
together the tasks that permit the user to override the default temperature of the 
rooms. The task rythm, which has a specific status in the tasks space, is separated 
from the "overriding" tasks. 

- The vertices express temporal and logical relationships between tasks. For 
example, in Figure 9, all of the tasks can be performed in an interleaved way (Cf. 
symbol III). 

The ARTStudio task editor allows the designer to add, cut and paste tasks by direct 
manipulation. As shown in Figure 10, additional parameters are specified through 
form filling. These include: 

- Specifying the name and the type of a task. For interaction tasks, the designer has 
to choose among a predefined set of "universal" interaction tasks such as 
"selection", "specification", "activation". This set may be extended to fit the work 
domain (e.g., "Switching to out of frost"). 

- Specifying a prologue and an epilogue, that is, providing function names whose 
execution will be launched before and after the execution of the task. At run time, 
these functions serve as gateways between the Dialogue Controller and the 
Functional Core Adaptor [10] of the interactive system. For example, for the task 
"setting the temperature of the bedroom", a prologue function is used to get the 
current value of the room temperature from the functional core. An epilogue 
function is specified to notify the functional core of the temperature change. 

- Referencing the concepts involved in the task and ranking them according to their 
level of importance in the task. This ordering is useful for the generation of the 
abstract and concrete user interfaces: typically, first class objects should be 
observable whereas second class objects may be browsable if observability cannot 
be guaranteed due to the lack of physical resources. 

The Concepts Model. Concepts are modeled as UML objects using form fill in. In 
addition to the standard UML specification, a concept description includes the 
specification by extension of its domain of values. For example, the value of the 
attribute name of type string of the room concept may be one among Living room. 
Bed room, etc. The type and the domain of values of a concept are useful information 
for identifying the candidate interactors involved in the concrete user interface. In our 
case of interest, the room concept may be represented as a set of strings (as in Figure 
la), as a thumbnail (as in Figure lb), or as dedicated icons. 
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Fig. 10. Task specification through form filling. 



The Abstract User Interface. The abstract user interface is modeled as a structured 
set of workspaces isomorphic to the task model: there is a one-to-one correspondence 
between a workspace and a task. In addition, a workspace that corresponds to an 
abstract task includes the workspaces that correspond to the subtasks of the abstract 
task: it is a compound workspace. Conversely, a leaf workspace is elementary. For 
example. Figure 11 shows three elementary workspaces (i.e., the Bedroom, the 
Bathroom and the Living Room) encapsulated in a common compound workspace. 
This parent workspace results from the Prog task of the task model. In turn, this 
workspace as well as the Rythm elementary workspace, are parts of the top level 
workspace. 
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Fig. 11. The Abstract User Interface generated by ARTStudio from the Task Model of Figure 
9. Thick line rectangles represent compound workspaces whereas thin line rectangles 
correspond to elementary workspaces. 



188 Gaelle Calvary, Joelle Coutaz, and David Thevenin 



By direct manipulation, the designer can reconfigure the default arrangements 
shown in Figure 11. For example, given the task model shown on the top of figure 12, 
the designer may decide to group the Rythm workspace with the Room workspaces 
(Figure 12 a) or, at the other extreme, suppress the intermediate structuring compound 
workspace (Figure 12 b). 

ARTStudio completes the workspace structure with a navigation scheme based on 
the logical and temporal relationships between tasks. The navigation scheme 
expresses the user's ability to migrate between workspaces at run time. 








Fig. 12. ARTStudio allows the designer to reconfigure the relationships between 
workspaces. 



The Platform Model. The platform model is a UML description that captures the 
following characteristics: 

- The size and the depth of the screen, 

- The programming language supported by the platform (e.g., Java). 

In its present form, the platform model is very primitive but is sufficient for 
demonstrating the key concepts of our reference framework. 



The Interactor Model. In [20] interactor modelling is discussed from a theoretical 
perspective in terms of representational capacity, interactional capacity and usage 
cost. In ARTStudio, our abstract interactor model boils down to the following 
simplified technical solution: 

- Representational capacity: an interactor can either serve as a mechanism for 
switching between workspaces (e.g., a button, a thumbnail), or be used to represent 
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domain concepts (e.g., a multi-valued scale as in Figure 1). In the latter case, the 
interactor model includes the specification of the data type it is able to render. 

- Interactional capacity: the tasks that the interactor is able to support (e.g., 
specification, selection, navigation). 

- The usage cost, which measures the system resources as well as the human 
resources the interactor requires, is expressed as the "x,y" footprint of the interactor 
on a display screen and its proactivity or reactivity (i.e., whether it avoids users to 
make mistakes a priori or a posteriori [4]). 



The Concrete User Interface. As shown in Figure 8, the generation of the Concrete 
User Interface uses the Abstract User Interface, the platform and the interactors 
models, as well as heuristics. It consists of a set of mapping functions: 

- between workspaces and display surfaces such as windows and canvases, 

- between concepts and interactors, 

- between the navigation scheme and navigation interactors. 

The root workspace of the Abstract User Interface is mapped as a window. Any 
other workspace is mapped either as a window or as a canvas depending on the 
navigation interactor used for entering this workspace. Typically, a button navigation 
interactor opens a new window whereas a thumbnail leads to a new canvas. 

Mapping concepts to interactors is based on a constraint resolution system. For 
each of the concepts, ARTStudio matches the type and the domain of valuesof the 
concepts with the interactors representational capacity, the interactors interactional 
capacity and their usage cost. 

Figure 13 shows the Concrete User Interfaces that correspond to the running user 
interfaces shown in Figure 1. Fig. 13a) targets large screens (e.g., Mac and PC 
workstations) whereas Fig. 13b) targets small screens (e.g., PDAs). 

As for the Abstract User Interface, the Concrete User Interface generated by 
ARTStudio is editable by the designer. The layout arrangement of the interactors can 
be modified by direct manipulation. In addition, the designer can override the default 
navigation scheme. 



6 Conclusion 

Although the prospective development of interactive systems may be fun and valuable 
in the short run, we consider that the principles and theories developed for the desktop 
computer should not be put aside. Instead, our reply to the technological push is to use 
current knowledge as a sound basis, question current results, improve them, and 
invent new principles if necessary. This is the approach we have adopted for 
supporting plasticity by considering model-based techniques from the start. These 
techniques have been revised and extended to comply with a structuring reference 
framework. ARTStudio, a tool under development, provides a concrete, although 
incomplete, application of the framework. Plasticity is a complex problem. This 
article makes explicit our first steps towards a systematic high quality development of 
plastic user interfaces. 
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Fig. 13. In a), the concrete user interface generated for the system when running on the large 
screen display of Figure la. In b), the concrete user interface that corresponds to Figure Ib for 
the Palm Pilot. 
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Discussion 

H. Stiegler: Real user interfaces are under constant evolution, maybe done by 
different people. How much work has to be done, how much knowledge has to be 
available to accomplish evolutions? 

J. Coutaz: The same tools have to be available, mainly the same work has to be done 
as in case of the initial design. 

M. Borup-Harning: Generating "workspaces" from abstract tasks, will your approach 
be able to have one canvas/window being used for several workspaces? 

J. Coutaz: Yes, the designer can decide how it is done. 

K. Schneider: The framework shows the models repeated in different contexts. Is 
there a relation between the particular models? 

J. Coutaz: A good designer would be able to specfy everything in a single set of 
models, but the reference framework supports mutiple models. There is no relation 
between the models. 

D. Salber: You use Fabio's tools for task representation, but you did not mention 
UML. 

J. Coutaz: I did. We use UML for domain concepts. 

F. Jambon: Your workspaces are task oriented. Do you think it is possible for them to 
be concept-oriented? The example is a database. 

J. Coutaz: Yes, our tool is today task oriented. In our case study the user is more task- 
driven. We may improve that. However, the user is mobile and there is a fundamental 
track in his/her activity. 
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Abstract. In this paper, we first define a class of problems that we have dubbed 
inherently -3D, which we believe should lend themselves to solutions that 
include user-controlled 3D models and animations. We next give a 
comparative discussion of two tools that we used to create presentations: 
Cosmo^^Worlds and Flash. The presentations included text, pictures, and user- 
controlled 3D models or animations. We evaluated the two tools along two 
dimensions: 1) how well the tools support presentation development and 2) the 
effectiveness of the resultant presentations. From the first evaluation, we 
concluded that Flash in its current form was the more complete development 
environment. For a developer to integrate VRML into cohesive presentations 
required a more comprehensive development environment than is currently 
available with Cosmo™Worlds. From our second evaluation, based on our 
usability study, we have made two conclusions. First, our users were quite 
successful in completing the inherently-3D construction task, regardless of 
which presentation (Shockwave or VRML) they saw. Second, we found that 
enhancing the VRML models and including multiple perspectives in 
Shockwave animations were equally effective at reducing errors as compared to 
a more primitive VRML. Based on our results we believe that for tasks of the 
3D-complexity that we used, Flash is the clear choice. Flash was easier to use to 
develop the presentations and the presentation was as effective as the model 
that we built with Cosmo™Worlds and Java. Finally, we postulate a 
relationship between inherently-3D task complexity and the relative 
effectiveness of the VRML presentation. 



1 Introduction 

In recent years, a wide variety of media representations have become accessible via 
World Wide Web (WWW) browsers. These newer representations have the potential 
to greatly expand the types of problems and solutions that are deliverable on the Web. 
Developers of web presentations would seem to face at least two challenges as a 
direct result: 1) selecting a best fit of technologies to the problem and solution at 
hand and 2) achieving a balance between the choice of tool to build the presentation 
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and the effectiveness of the presentation which can be generated. In general, the 
designer will likely choose the technologies and tools that have the least cost in terms 
of resources and training, and at the same time deliver a presentation which is highly 
effective for the target task and user population. 

Making this choice of media representations and tools is often non-trivial; recent 
advances in computer hardware and software have led to the development of a 
number of representations including: text, static images, streaming audio/video, 
computer animation and virtual reality (VR). There are a number of tools that support 
these formats; some of the tools support only one representation where others may be 
useful for a variety of representations. 

Not all presentations are equally effective for a given task. In our recent work, we 
have studied the effectiveness of different media combinations for presenting 
directions for construction tasks. We have found that presentations that include both 
visual and textual components are more effective than presentations which are either 
strictly textual or strictly visual. In particular, we have found that textual/visual 
presentations that incorporate user-controlled 3D models and animations in the forms 
of simple virtual reality (VR) or three-dimensional (3D) models as visual components 
can be very effective in the delivery of this type of instruction set. [1] 

The development of even the simplest VR models that we have employed is time 
and resource intensive. In order for such models to have any widespread practical 
application for the types of tasks that we are studying, it is imperative to have tools 
that lessen the demands on designer resources. In this paper, we first give some 
background on the problem domain of current interest: delivery of instructions for an 
inherently-3D construction task. We argue that presentations that incorporate user- 
controlled 3D models and/or animations would seem to be a good fit for these types 
of problems. Secondly, we give a comparative discussion of two tools we used to 
create presentations for inherently-3D construction tasks: Cosmo^^Worlds and Flash. 
Next we describe the two presentations that we built using these two tools; the 
presentations included user-controlled 3D models and animations. We evaluate these 
tools along two dimensions: how well the tool supports presentation development and 
the effectiveness of the resultant presentations. In our conclusion, we analyze the 
cost-benefit issues that arise and make recommendations for choosing a tool. 



2 Problem Domain: Instructions for Construction Tasks 

The steady increase of processing power on the local desktop has fostered the 
introduction of a variety of Web-deliverable media formats including: pictures (JPEG, 
PNG, GIF), animations (Shockwave, Java applets) and audio/video (MPEG, 
QuickTime, RealAudio). Many of the information representations now widely used 
on the Web are simply adaptations of existing media formats that have been in use for 
many years. For example, animation has been used for many purposes from 
entertainment to education; the delivery of an animation via a computer display, in 
and of itself, is unremarkable. There are however some research issues that warrant 
investigation, such as how these various representations (like animations) can be 
integrated into a cohesive, interactive presentation. 

There are also a small number of new technologies, such as 3D modeling and VR, 
which have truly expanded the types of information representations that are available 
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via the Web. However, to date most of the widespread use of 3D graphics, 
particularly on the Web, has been in the “eye-candy” domain, e.g., creating animated 
logos. There appear to be several reasons for this phenomena. First, there is a general 
lack of understanding among developers of how to use and integrate 3D graphics 
effectively for various problem domains. In other words, it is unclear as to what types 
of tasks and users are best served by presentations that incorporate 3D graphics with 
other representational forms. [1] Secondly, integrating 3D graphics into presentations 
is potentially time and resource intensive, due to the limited availability of integrated 
development tools. [2] Finally, only very recently has the processing power on the 
local desktop risen to the level necessary to perform real-time 3D processing and thus 
made this a practical option to Web developers. 

It would seem obvious that there is a large class of problems which would benefit 
from the use of 3D representations of information. That is, there are some problems 
which seem to be “inherently-3D” in nature and thus a solution to the problem that 
incorporated 3D graphics would yield an optimal solution. Consider the following 
problem: Assemble a toy model car. This is a non-trivial construction task requiring a 
series of steps. The car is a real object and it “lives” in 3D space. The pieces of the car 
are fit together, dynamically, in a multitude of (3D) orientations. While assembling 
such a car, a person would typically view the car from a variety of (3D) perspectives, 
choosing vantage points which facilitate the user’s understanding of the assembly 
process. The effectiveness of instructions for assembling a toy car would be enhanced 
with suitable use of 3D graphics. In particular, given access to a manipulable 3D 
facsimile of the car, the assembler could compare the facsimile with the actual model 
car from various perspectives during each step of the assembly. 

In this paper, we will refer to problems such as assemble a model car, as 
inherently-SD construction tasks. We recognize that the term “inherently-3D” is 
subjective; in fact, part of our research is to develop metrics to quantify this intuitive 
notion. We are interested in the delivery of instructions for inherently-3D construction 
tasks. We observe that the instructions for tasks like assembling a toy car have 
traditionally been delivered in paper form as combinations of text and still pictures. 
When such directions are made Web-deliverable they are still typically in the form of 
text and still pictures. Such instructions are notorious for being difficult for the user to 
follow. We believe that the effectiveness of directions for inherently-3D tasks, 
delivered via the Web, could be significantly enhanced using some of the newly 
available 3D technologies. 

To investigate this, we have chosen the construction of origami objects as our 
inherently-3D construction task. Creating an origami object is similar to assembling a 
toy car in several ways. Most origami tasks have a number of steps. While assembling 
an origami object, it is often useful to view it from a variety of perspectives. The 
paper folding task creates an artifact in the real world. Thus, making an origami 
object is representative of a very broad class of educational/training problems in 
which a user is given step-by-step instructions and is expected to build something. 

In addition there is a complexity spectrum for origami objects, ranging from 
simple, basically 2D objects with only a few folds, such as a paper hat, to highly 3D 
objects such as an origami box. This complexity spectrum provides us with a 
framework to investigate how the 3D characteristics of the real object are related to 
the 3D characteristics that are conveyed in the instructions. 

Additionally, in terms of a benchmark task for usability research, origami has 
several useful characteristics. Paper folding is a task which is familiar to most people; 
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most people have made a simple paper airplane. However, many people do not have 
explicit experience with traditional origami and thus they would need to follow 
detailed instructions to actually create an origami (i.e., they need to use our 
presentation to complete the task). For most people creating an origami object is self- 
motivating; our users are generally compelled to finish our instruction presentations, 
because they enjoy the task of building the origami object. 

Finally, developing presentations to deliver instructions to construct an origami 
object is a relevant task for the Web. Traditionally, the instructions for foldings are 
delivered on paper, using text and still pictures. [3] However, numerous Web sites 
and commercial multimedia products have recently become available; these sites and 
products convey the directions for origami objects with text, pictures, video and 
sound. [4] 



3 Development Tools 

In this paper, we consider the problem of engineering a presentation to deliver 
instructions for building an origami object, specifically: presentations that include 
user-controlled 3D models and/or animations. We limited our research to Web- 
deliverable presentations which integrate the models and/or animations with text and 
picture versions of the instructions, based on earlier findings that suggest that 
incorporating visual and verbal information in the presentation aids the user in 
accomplishing a task.[l] We also required users to be able to control the animations 
(play, stop, replay). We chose two data formats: VRML and Shockwave. Both VRML 
and Shockwave permit the creation of user-controlled animations. VRML permits the 
user to interact directly with the model by rotating and scaling it. Thus the user is able 
to see the object from any vantage point while a given folding step is being animated. 
Shockwave animations do not permit the user to manipulate the image, but do permit 
the display of parallel animations, which allows for a presentation which includes 
multiple (but static) perspectives. High-end development tools are available for both 
VRML and Shockwave. Finally, both VRML and Shockwave have Web browser 
plug-ins, making them Web-deliverable and both can be integrated with text and 
picture presentations. 

In the next two sections, we describe the high-level features of the two tools that 
we used. In a later section, we will describe how we used the tools. 



3.1 VRML Development: Cosmo™Worlds 

VRML is a de facto Web standard and is arguably the best way to provide interactive, 
3D environments in that context. To develop our VRML models we used 
Cosmo^^Worlds which is marketed by Silicon Graphics. In addition to the traditional 
3D-modeling tools, Cosmo^^Worlds provides GUI tools to manipulate virtually every 
feature of the VRML specification. The developer can manipulate the scene graph 
directly using an object browser facility or just by clicking on objects in the 
development window. VRML nodes can be easily grouped together into a Switch 
node to allow exactly one of the child nodes to be activated at a time. The keyframe 
animation mechanism allows the developer to easily animate models and it 
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automatically chooses the correct VRML interpolation node for a given keyframe 
sequence. Users can easily set material properties (color) and/or apply texture maps 
to a given surface. Script node code and I/O events are handled well; Route 
statements are illustrated visually. One very useful feature is the PEP tool suite. This 
set of tools allows individual Points, Edges and Polygons (PEP) to be directly 
manipulated. Eor example, a selected polygon can be automatically split into two 
pieces. Einally, an optimization tool is available to reduce the number of polygons, 
file size and overall complexity. 

With all its functionality, VRML still presents some limitations to the problem at 
hand. Several of the manipulations we wanted to be able to perform on our VRML 
objects required the functionality of a full-featured programming language. We used 
Cosmo^MCode to develop Java code to manage a user interface and to allow the user 
to control aspects of the animation. Other researchers have noted the effectiveness of 
this combination of VRML and Java. In [2], the authors discuss a CAD tool for the 
virtual assembly of furniture. Client/server applications using Java and VRML are 
discussed in [5]. 

We did consider other formats and tools for our work. Two notable candidates 
were Java 3D and World Up. [8] We rejected Java 3D as being too low-level 
compared to VRML. World Up, a full-featured 3D system, was rejected for several 
reasons. It is currently in no sense a Web standard. We also felt it unlikely that many 
users would have the necessary plug-in. Einally, integrating World Up presentations 
with HTML was problematic. We did feel that the World Up toolkit may be a better 
overall development tool in the future for problems of this type, in no small part due 
to its integrated, object-oriented, scripting feature. 



3.2 Shockwave Development: Flash 

One of the most popular tools for creating 2D, Shockwave animations for the Web is 
Macromedia's Elash. Elash provides a development environment for creating 
animations for Web pages and optimizes the resultant files for fast delivery over the 
Internet. [6] 

The Elash development environment provides the developer with a vector-graphics 
editor to create graphical objects to populate scenes in Elash animations. The 
developer creates multiple layers for each scene in order to more easily manipulate 
the different objects in a scene. Although a scene is composed of multiple layers, 
hinting at depth, the objects are 2D. The developer must create several scenes as the 
only way to hint at various perspectives. Shockwave models are not directly 
manipulable by the user. 

A major feature of Elash is its ability to create “tweened” animations. With this 
feature the developer specifies a starting object, position, shape or color and a final 
object, position, shape or color and Elash generates the frames in-between the two by 
interpolation. The developer may specify Shape Hints to guide the interpolation in 
shape tweening. The developer may specify a Path in a Layer Guide to assist the 
interpolation in a motion tween. 
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4 An Evaluation of Development Tools 

In this section we will discuss and compare the specific development tools that we 
used to develop our VRML models and Shockwave animations. In particular, we will 
discuss the amount of effort that was involved in creating the models for our work 
using VRML and Shockwave 

In order to compare the development tools for VRML and Shockwave, we first 
defined a standard interface look-and-feel for the overall presentation. The left side of 
the presentation included (top to bottom) a label denoting the current step number, a 
scrollable text window, and a window containing a still picture. The right side of the 
presentation contained (top to bottom) a window for the 3D model (VRML) or 
animation (Shockwave) and controls for the user to manipulate the presentation. 
These controls included buttons to navigate through the different steps of the 
presentation and controls to manipulate the 3D model or animation. There were some 
minor differences in the two presentations. (See Figures 1 and 2.) 

Next we defined a benchmark task for our user to perform: build an origami whale. 
The whale consisted of 12 distinct steps and 25 distinct folds. Steps 1 through 5 were 
essentially 2D in the sense that they were folds or fold-unfold combinations on a flat 
piece of paper. In Steps 6 through 12, the folds were 3D, in the sense that the paper 
model became truly 3D. Steps 1-3, 6 and 9 formed the body, Steps 4-6 and 10 formed 
the fins, Steps 7-8 and 11 formed the mouth, and Step 12 formed the tail. Steps 6 and 
12 included “inverted” or “hidden” folds, in which all of the fold could only be truly 
seen in 3D. We felt that the whale, by virtue of the 3D nature of the final origami 
object and the inverted folds, was at least marginally an inherently-3D construction 
task. 



4.1 VRML 

Our VRML whale animation models were integrated into our standard interface using 
the Cosmo^^Player plug-in. The control section contained three spin controls that 
permitted the user to rotate the model about the three standard axes. There was also a 
size control that permitted the user to scale the model. A start/stop button allowed the 
user to control the fold animation at each step. Additionally, users could return the 3D 
model to its original orientation and size for each step by using a reset button. 

We created two different VRML versions for the whale building task. The first 
version was designated “plain VR” (PVR) and, in some sense, served as a control for 
us in evaluating Cosmo^^Worlds and the effectiveness of the VRML presentation. 
The construction of the first version used a single VRML Shape node type: indexed 
face set. There were two vertices corresponding to each fold line (the line along which 
the paper is to be creased); the coordinates of each of these vertices and the faces to 
which they belong were manually calculated for keyframes of each animation step. 
All of these values were stored in the indexed face object. A coordinate Interpolator 
node and a Script node were used to generate an animation sequence to illustrate each 
fold. In PVR, the fold line had to be inferred from the lighting/shading of the faces 
involved in that fold. A Java applet was implemented to generate the user interface 
which allowed the user to manipulate the model and the animation process. The EAI 
[7] was used to allow the Java user interface to “communicate” with the VRML 
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model. The VRML model for the first version was created manually with a text editor 
and required approximately 40 hours to complete. The user interface applet and 
associated EAI code was developed using Cosmo^MCode and required about 10 
hours. An additional 5 hours were required to assemble all of the components (text 
instructions, Java applet user interface and VRML plug-in window) into a coherent 
set of Web pages; each page corresponded to one step of the construction process. 

In the second version, the VRML component was built in Cosmo^^Worlds and 
was designated as “enhanced VR” (EVR). EVR differed from PVR by the addition of 
explicitly drawn fold lines. In EVR, when the user first initiates the animation of the 
step, the fold line to be created is “drawn” onto the model and after a brief pause, the 
animation of the origami fold process begins. It was hoped that the explicit rendering 
of the fold line would enhance the effectiveness of the VRML model in the 
representation of each step. 

The construction of the second version took more time than the first. This was a 
direct result of the explicit animated fold line requirement. As in the first version, the 
basic VRML Shape node used was indexed face set. Because the underlying geometry 
of the object changed during subsequent steps of the construction process and each 
new object required additional fold lines, we found it most expedient to create a 
separate indexed face set object for each step. The addition of the actual fold lines 
was accomplished using the texture mapping feature in Cosmo^^Worlds. However, 
since there is no integrated facility for creating textures, we created the fold line 
images using PhotoShop and then imported these into Cosmo^^Worlds. This was a 
non-trivial task since the fold line image geometry had to precisely match the 
geometry of its corresponding indexed face set. All of the calculations necessary to 
establish the correct mapping of the image to the corresponding face were done 
manually. Managing the changing geometry of the indexed face sets was greatly 
facilitated by the PEP suite of tools in Cosmo^^Worlds. Eor example, creating a fold 
requires one polygon to become two; the splitting PEP tool made this very easy to do. 
The additional number of indexed face set objects, combined with the animation of 
the fold lines, required additional Script node and Java coding to manage the 
transitions between steps. Eortunately, the Java applet for the control user interface 
and the Java EAI code from the first version required only modest alterations. 

Eigure 1 shows a screen from our integrated presentation of instructions for Step 6 
of the origami whale. Step 6 is a 3D step in which some of the paper is hidden inside 
of the object. This figure shows the EVR presentation where the 3D model has been 
rotated by the user in order to view the model from an alternate perspective. 



4.2 Shockwave 

We also created an integrated presentation of the instructions for folding the whale, 
using the Elash development tool. We found that in Elash, the animations for the folds 
were easily created. Motion, shape, and color tweening were all used to create the 
images of folding paper. In the final Shockwave movie, buttons were included so that 
the user could interact with the movie. This interaction was limited to 1) starting and 
stopping the animation, 2) navigating between steps or scenes, and 3) changing 
viewpoints (selecting an alternate version of some scenes). The user could not directly 
manipulate the images of the paper model. The user could only replay the Shockwave 
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Fig. 1. The Enhanced VRML (EVR) Version of the Interface 



animations that had been created. The individual images that we used in Flash were 
either imported GIF images or images that were created with the Flash drawing tool. 
The fold lines were drawn as part of these images. 

The 3D steps of the folding, particularly Steps 6 and 12 with the hidden paper, 
were a challenge in Flash. We opted to present a second, parallel perspective of these 
folds. Hence we were able to show the alternate perspectives of some of the scenes. 
The user was still restricted to the viewpoints determined to be most meaningful by 
the developer of the movie. 

The final interface of text, pictures and Shockwave animation was itself created in 
Flash and included a scrollable text window, window for a still picture that showed 
the folds for the current step, the animated folds, controls and directions for the 
controls. Figure 2 shows a screen from the Flash presentation. It shows the same step 
as Figure 1. Because the Shockwave model is itself 2D and only shows one 
perspective for this step with hidden folds we included a second parallel animation 
from another perspective. 



4.3 Evaluation 

In terms of development, Cosmo^^Worlds has a complete set of features for 
generating objects, color and animations; as a tool for creating stand-alone VRML 
worlds it is excellent. However, in order to create a presentation incorporating 
VRML, we found this tool to be inadequate. In particular, the lack of a facility for 
creating custom texture maps was limiting. We were also hampered in generating our 
presentation because we had to use Java to create and to manage the integrated text, 
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picture and VRML components. We note that this is not a deficiency of 
Cosmo^^Worlds per se, but rather points to a vacuum in the set of tools that are 
available for delivery of VRML over the Web. 

Flash was quite easy and fast for the application at hand. To develop the animation, 
we had a keyframe of the initial image of the paper at the current step, several 
keyframes of intermediate images, and a final frame. Flash tweened these images into 
our animation. Color interpolation and shape tweening can give the effect of a paper 
fold. The step buttons permitted the user to step through our intermediate keyframes. 
The Flash development environment includes a draw tool and the capability of 
importing GIF images, so it was also quite easy for us to build the keyframes. Finally, 
we were able to create our entire integrated presentation in Flash, rather than using a 
second tool, such as Java. 

In evaluating the two development tools, Cosmo^^Worlds and Flash, we conclude 
that Flash in its current form is the more complete environment. By contrast, 
Cosmo^^Worlds supports only the development of stand-alone VRML. For a 
developer to integrate VRML into cohesive presentations requires a more 
comprehensive development environment than is currently available. 



5 An Evaluation of the Presentations 

We concluded in the previous section that the Flash development tool is the more 
complete tool for developing integrated Shockwave animations as compared to 
Cosmo^^Worlds for developing integrated VRML presentations. In other words, from 
the developer’s perspective, it is likely to be more work to develop an integrated 
VRML presentation. In this section, we consider whether that extra work is 
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worthwhile. We compare the effectiveness of the VRML and Shockwave 
presentations for users who are trying to complete an inherently-3D construction task. 



5.1 Methodology, Users, and Materials 

The task for our users was to construct an origami whale following the standardized 
presentation and interface look-and-feel that we described in the previous section. 
Users saw a presentation of instructions for folding a whale, in one of three 
treatments: (1) PVR: containing text, still-images, and plain VRML (no fold lines), 
(2) EVR: containing text, still-images, and VRML (enhanced renderings with fold 
lines), and (3) FLASH: containing text, still-images, and Shockwave animations. User 
performance was measured and assessed by the number of correct folds and the 
number of error folds in the whale that each user created. 

There were 24 users for this study, with eight per treatment. Users were 
sophomores and juniors enrolled in computer science classes at Bowling Green State 
University. All were highly computer literate. Each user viewed only one of the three 
presentations, PVR, EVR or FLASH. The instructions were presented with a Silicon 
Graphics 02 computer with a 17 inch monitor. Users viewed the presentations with 
Netscape 4.0. 



5.2 Procedure 

All of the users performed the task in the CHIL lab (Hayes 227, Bowling Green State 
University). Users arrived at the lab and completed consent materials. Next the users 
received training. For the users who would see the PVR or EVR presentation, they 
first completed an interactive training session about VRML and the tool set for the 
3D-model presentation in this version of the instructions. Users in the FLASH 
conditions saw an interactive tutorial that illustrated the animation controls. This 
training took about 8 minutes to complete, unless the users had questions. 

All users then received training in paper folding from computerized instructions. In 
this phase of the training, users folded a stylized paper airplane which had five steps 
and eight folds. The computerized instructions were presented in whichever of the 
three treatments that the user was to receive. 

Next the experimenter explained that origami is the ancient art of Japanese paper 
folding. Users were given a piece of special origami paper and were told to fold the 
whale by following the presented instructions. There were no time limits for how long 
subjects were given to fold the whale. 



5.3 Results 

Our dependent variables were the number of correct folds and number of error folds 
that subjects made. In order to assess the correctness of the whale folds, each existing 
fold was graded by three criteria: 

• Was the fold in the right place? 

• Was the direction of the fold correct? 

• Was the fold the right size? 
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In order to be a correct fold, the fold had to be correct on all three of these criteria. 
Some subjects made a correct fold and then recreased the same fold in a slightly 
different position. We scored both of these folds as correct. 

The subjects in all of the treatments did very well. The average percentage of 
correct folds was 86.5% across the three treatments and there was no statistical 
difference by treatment. In other words, on average all groups eventually got more 
than 86% of the folds right. 

We conducted a between- subjects MANOVA of total number of correct folds and 
total number of error folds, by presentation condition. The MANOVA was significant 
(Roy’s Greatest Root = 0.496 (F(2,21) = 5.2, p < 0.01)). A univariate ANOVA of the 
total number of correct folds by presentation condition was not significant. A 
univariate ANOVA of the total number of error folds by presentation condition was 
significant (F(2,21) =4.6, p < 0.02). The average number of error folds by treatments 
was PVR, 10.0, EVR, 4.9, and FLASH, 4.3. Post-hoc tests (Fisher’s PLSD) indicated 
that, when considered pairwise, PVR was significantly different from both EVR and 
ELASH. EVR and ELASH were not significantly different from each other. 

In other words, both EVR and ELASH reduced the number of error folds as 
compared to PVR. Neither EVR or ELASH improved the likelihood that the final 
whale would be correct, but did reduce the number of errors along the way. The 
baseline presentation (PVR) was the least effective of the three, although it was still 
quite effective. Adding explicit fold lines in EVR or having the 2D images with 
multiple perspectives and fold lines in ELASH were even more effective. 

Erom our usability study we drew two conclusions. Eirst, our users were quite 
successful in folding the whale, regardless of which presentation they saw. This result 
is consistent with our previous studies which indicate that presentations that include 
both visual and textual information are likely to be more useful than either visual or 
textual information alone. Second, we found that enhancing the VRML models with 
fold lines and including multiple perspectives in Shockwave animations were equally 
effective at reducing folding errors as compared to more primitive VRML. 



6 Summary and Conclusions 

In this paper, we identified a class of problems that we termed inherently-3D 
construction tasks. Our previous research has indicated that when delivering 
instructions for tasks of this type on the Web, multiple media (visual and textual) are 
more effective than a single type of media. User-controlled 3D models and animations 
are examples of visual presentations that can be used effectively with text. We 
considered two tools for developing 3D models or simulated 3D models for the Web: 
Cosmo^^Worlds to generate VRML models and Elash to generate Shockwave 
animations. We evaluated these two tools in terms of effectiveness of the 
development environment and effectiveness of the presentation that could be 
developed with each tool. 

We conclude that in terms of the development environment, Elash can be used to 
quickly develop a simulated 3D animation, because it provides an integrated 
environment for developing for the Web. Also, Elash does not require the developer 
to create an actual 3D model to manipulate. By comparison, development of 3D 
models in VRML is much more difficult. While Cosmo^^Worlds provides a VRML 
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environment, it lacks features for integration as compared to Flash. The VRML 
models themselves are more complex. For example, in VRML to show fold lines in 
our model, we were forced to superimpose a texture map on our images. In Flash, 
lines are simply a part of the image. 

In terms of the effectiveness of the resultant presentations, we found that both 
FLASH and EVR were equally effective as compared to PVR, although all three 
treatments had a very high success rate for folding the origami whale. We believe that 
this was because both FLASH and EVR better presented the 3D aspects of the object, 
via multiple perspectives or fold lines, respectively. 

Which tools should a developer select when delivering instructions for inherently- 
3D tasks? Based on our results we believe that for tasks of the inherent 3D- 
complexity of our origami whale, Flash is the clear choice. For our whale. Flash was 
easier to use to develop the presentations and the presentation was as effective as the 
model that we built with Cosmo^^Worlds and Java. 

In retrospect, we believe that the construction task did not have enough inherently- 
3D features to benefit from the additional realism and functionality that the VRML 
provided. We feel that as 3D-complexity of the task increases, then the extra overhead 
of VRML would be justified. Figure 3 shows this postulated relationship. We 
speculate that the whale folding task was at the threshold or cross point. In our future 
research, we intend to explore this issue further by studying origami objects that have 
more hidden and inverted folds than the whale did. We are also currently in process 
of trying to link a cognitive measure with specific characteristics of the origami object 
as a way to quantify “inherently- 3D.” 




Increasing Inherent 3D Compfexity 



Fig. 3. Postulated presentation effectiveness as a function of 3D complexity 



We also conclude that future development environments for VRML models could 
greatly benefit by incorporating some of the features of the Flash development tool. 
Specifically, we note that future VRML development tools should support an 
integrated approach to: 

• HTML 

• VRML 3D modeling 

• VRML Script Node programming and ROUTE statements 

• Java (for user interface) 
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• EAI (for Java- VRML interaction) 

• Image manipulation: (for textures, etc) 
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Discussion 

J. Willans: Do you have data on how subjects used each of the representations during 
construction? 

G. Zimmerman: Subjects flipped between representations, especially with difficult 
manipulations. Text was the least favoured. We have video and interaction logs, but 
we have not analyzed the data yet. 

N. Graham: Many assembly tasks involve both hands. Do you have ideas about how 
to adapt a system like yours to these tasks? 

G. Zimmerman: We have a long wish list of techonologies we'd like to investigate, 
e.g. immersive virtual reality. We do not see a solution to the problem of requiring a 
mouse click to move to the next step. 

P. Curzon: A common problem following construction instructions is that you think 
you understand what to do, and only realize several steps later that you went wrong. 
Do you think that giving the user the ability to construct the object virtually on the 
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screen would be a good use of 3D as it would allow the system to give feedback on 
errors? 

G. Zimmerman: That's not an area we have looked into. The aim was just to see how a 
web delivered set of instructions could make things easier. 

J. Willans: A related question is one that they have been asking at Nottingham 
University in the UK, which related to what are virtual environment good for? 

G. Zimmerman: This is one of the questions we are trying to answer also. 
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Abstract. Content creation for computer graphics applications is a very time- 
consuming process that requires skilled personnel. Many people find the 
manipulation of 3D object with 2D input devices non-intuitive and difficult. We 
present a system, which restricts the motion of objects in a 3D scene with 
constraints. In this publication we discuss an experiment that compares two 
different 3D manipulation interfaces via 2D input devices. The results show 
clearly that the new constraint-based interface performs significantly better than 
previous work. 



1 Introduction 

Computer Graphics applications, such as physical simulations, architectural walk- 
throughs, and animations, require realistic three-dimensional (3D) scenes. A scene 
usually consists of many different objects. Objects and scenes are usually created with 
a 3D modeling system. Many different commercial systems are available for this 
purpose. But in general these products are difficult to use and require significant 
amounts of training before than can be used productively. Realistic 3D scenes often 
contain thousands of objects, and complex interfaces can leave the user feeling lost. 
For example, products such as Maya and 3D Studio Max have dozens of menus, 
modes and widgets for scene creation and manipulation, which can be very 
intimidating for an untrained user. Our efforts address these difficulties. 

The focus of this work is on the creation of complete 3D scenes, not on the 
generation of 3D geometric models. We rely on a library of predefined objects from 
which the user can choose while constructing a scene. The challenge is to provide the 
user with a technique to easily add objects to the scene and then position them relative 
to each other. 

Interacting with objects in a 3D environment is difficult because six independent 
variables must be controlled, three for positioning and three for orientation. Even 
when the task of object manipulation is decomposed into the two separate tasks of 
positioning and orientation, the user interface is still not intuitive. This is due to the 
problem of mapping a device with 3 modes (buttons) with 2 degrees of freedom each 
to 2 different manipulation techniques with 3 degrees of freedom each. 

3D input devices, such as a space-ball or tracking devices, make direct interaction 
with objects in a 3D scene possible, but such devices are uncommon and often 
expensive, or require training and experience to use. Similarly, 3D output devices 
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such as head mounted displays or shutter glasses are a possible solution, but again are 
uncomfortable, uncommon, or expensive. 

Our observations of humans rearranging furniture and planning environments 
indicate that humans do not think about scene manipulation as a problem with 6 
degrees of freedom. The rationale is that most real objects cannot be placed arbitrarily 
in space and are constrained in their placement by physics (e.g. gravity) and/or human 
conventions (ceiling lamps are almost never placed permanently onto the floor or onto 
chairs). This lets us to believe that an interface that exposes the full 6 degrees of 
freedom to the user makes it harder for average persons to interact with virtual 
environments. Many real objects have a maximum of 3 degrees of freedom in practice 
- e.g. all objects resting on a plane. Furthermore, many objects are often placed 
against walls or other objects, thus further reducing the available degrees of freedom. 
This in turn leads us to believe that a two-dimensional (2D) input device such as a 
mouse may be sufficient to manipulate objects in a virtual environment. Furthermore, 
in previous work Poupyrev et al. [ p3| suggested that all ray-casting techniques can be 
approximated as 2D techniques as long as objects are relatively close to the viewer. 
This further supports our argument that a 2D input device is sufficient to manipulate 
most real objects in a 3D environment. 

In our system, information about how objects interact in the physical world is used 
to assist the user in placing and manipulate objects in virtual environments. Each 
object in a scene is given a set of rules, called constraints, which must be followed 
when the object is being manipulated. For example, a photocopier must stand on the 
floor at all times. When a user interacts with the photocopier by translating or rotating 
it in the scene, it never leaves the floor. This concept of constraints makes 
manipulating objects in 3D with 2D devices much simpler. 



1.1 Previous Work 

Previous work can be classified into two categories: those that use 2D input devices 
and those that use 3D input devices. 

For 2D applications Bier introduced Snap-Dragging [j^ to simplify the creation of 
line drawings in a 2D interactive graphics program. The cursor snaps to points and 
curves using a gravity function. Bier emphasized the importance of predictability in 
the system; i.e. that the interface should behave as the user expects it to. Hudson 
extended this idea further to take non-geometric constraints into account and called 
his technique semantic snapping [0. Bier subsequently generalized Snap-Dragging to 
3D environments [^. Relationships between scene components were exploited to 
reduce the size of the interface and the time required to use it Interactive 
transformations are mapped from the motion of the cursor, which snaps to alignment 
objects for precision. The main features of this system are a general purpose gravity 
function, 3D alignment objects, and smooth motion affine transformations of objects. 
Houde introduced another approach that uses different handles on a box surrounding 
each object to indicate how it can be manipulated |[^. 

Bukowski and Sequin [|^ employ a combination of pseudo-physical and goal- 
oriented properties called Object Associations to position objects in a 3D scene using 
2D devices (mouse and monitor). They use a two-phase approach. First, a relocation 
procedure is used to map the 2D mouse motion into vertical or horizontal 
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transformations of an object's position in the scene. Then association procedures align 
and position the object. 

Although fairly intuitive, their approach has a few drawbacks. Firstly, associations 
apply only to the object that is currently being moved and are not maintained after the 
current manipulation. Also, when an object is selected for relocation, a local search 
for associated objects is performed. This can result in lag between the motion of the 
selected object and the motion of its associated objects. Furthermore, cyclical 
constraints are not supported. 

The fundamental ideas of the Object Associations approach were incorporated into 
the work of Goesele and Stuerzlinger flo) . Each scene object is given predefined 
offer and binding areas. These areas are convex polygons, which are used to define 
constraining surfaces between objects. For example, a lamp might have a binding area 
at its base and a table might have an offer area defined on its top surface. In this way a 
lamp can be constrained to a tabletop. To better simulate the way real world objects 
behave, a constraint hierarchy is used to add semantics to the constraint process. This 
is a generalization of the Object Association approach. Each offer and binding area is 
given a label from the hierarchy. A binding area can constrain to an offer area whose 
label is equal to or is a descendant in the constraint hierarchy to the label of the 
binding area. In this way a monitor may be defined to constrain to a tabletop, but 
never to the wall or floor. Also, collision detection is used to add realism to the 
interface. 

Drawbacks are: Once a constraint has been satisfied, there are no means to un- 
constrain or re-constrain the object to another surface. Eurther, the constraint 
satisfaction search is global, in that an object will be moved across the entire scene to 
satisfy a constraint, an often-undesirable effect for the user, especially because 
constraints cannot be undone. 

A number of authors have investigated the performance of object manipulation 
with 3D input devices. One of the first was Bolt in 1980 [^. Most recently Bowman 
0, Mine JIT] , and Pierce (T^ proposed different methods that can be applied in a 
variety of settings. Poupyrev recently also addressed the problem of 3D rotations 0- 
I^r a more complete overview over previous work in this area we refer the reader to 
. Most relevant to the research presented here is the work by Poupyrev et al [ pA) . 
ere, different interaction methods for 3D input devices are compared. The item mat 
is of most interest in this context is that the authors suggest that all rawcasting 
techniques can effectively be approximated as 2D techniques (see also: [j^). This 
nicely supports our observation that for most situations a user interface that utilizes 
only a 2D input device may be sufficient to effectively manipulate objects in 3D. 

The SmartScene system [1^] by Multigen is a Virtual Reality system that employs 
a 3D user interface based on Pinch-gloves. Object behaviors that define semantic 
properties can be defined to simplify object manipulation. 

To our knowledge, there is no previous work that compares 3D unconstrained and 
constrained manipulation. 



2 The MIVE System 



The MIVE (Multi-user Intuitive Virtual Environment) system extends the work done 
in [10 1 by improving the way existing constraints behave, and adding new useful 
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constraints. This work concerns only the interaction of a single user, therefore we 
disregard the multi-user aspects of the system here. 

The constraint relationships are stored in a directed a-cyclic graph called the scene 
graph. Figure 1 depicts a simple scene, and it’s associated scene graph. When an 
object is moved in the scene, all of its descendants in the scene graph move with it. 

Notice that edges in the scene graph of Figure 1 correspond directly to satisfied 
constraints in the scene. The user can modify the scene graph structure by interacting 
with objects in the scene. Constraints can be broken and re-constrained in with ease 
by simply clicking on the desired object, and pulling away from the existing 
constraint to break it. This allows us to dynamically change the structure of the scene 
graph. Figure 2 shows the same scene as Figure 1 after the chair has been pulled away 
from the large table, and dragged under the smaller table. 





Fig. 1. A Scene and its associated Scene Graph. Links describe constraint relations. Both the 
initial state (left) as well the state after the chair has been moved (right) are shown. 



2.1 MIVE Constraint Environments 

Each object in the MIVE system has a set of constraints associated with it. For 
example, a table would have a constraint on its base that causes it to stand on the 
floor, and a constraint on its top that allows other objects (i.e. a phone) to lie on its 
surface. When the table is added to the scene, it will always lie on the floor. When 
being moved or rotated the table remains on the floor, and any objects lying on its top 
surface will move/rotate with it. This is the default constraint mode in MIVE. We call 
this the Fully Constrained (FC) mode. 

Other scene modelers, such as many 3D computer aided design (CAD) programs, 
use no constraints whatsoever. They provide only an interface to manipulate all six 
degrees of freedom of an object. We believe that interaction with objects in an 
unconstrained environment such as this, is much more difficult for the user. To enable 
an effective comparison we implemented a mode in MIVE, which does not exploit 
constraints. We call this the Unconstrained (UC) mode. 
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3 User Testing 

The main objective of the work presented here is to evaluate if a constraint-based 
system provides a more effective 3D manipulation interface. We asked participants in 
our study to design scenes in both the FC as well as the UC mode. 



3.1 Method 

Two representative tasks were chosen to evaluate our objective. 

Tl) Creation of a scene: See Figure 4 for the target scene image. 

T2) Modification of a scene: See Figure 5 and 6 for initial respective final scene. 

We choose these two tasks because together they exploit a majority of the 
operations needed to create and manipulate 3D scenes. 

Both scenes consist of 30 objects. For the creation task (Tl) the participant can 
select the objects from a window that displays all 30 objects. 

We chose not to attempt a comparison with a user interface that utilizes 3D input 
devices as these are usually used in a very different setting (standing user and large 
screen stereo projection or HMD). Although very interesting, this introduces several 
additional factors into the user tests that may not be easy to account for. Furthermore, 
even if good 3D output equipment was readily available, in our tests stereo output 
should not constitute an important factor as most objects are placed clearly in relation 
to other objects such as a phone on a desk. Also, the test scenes in our environment 
are limited in range, therefore we believe that stereo viewing will not provide 
important visual cues. 

For task Tl no navigation was necessary to complete the task. For task T2 users 
had to navigate to move one of the objects that was hidden behind another. 



3.2 Participants 

Fifteen volunteers (3 female, 12 male) participated in this experiment. Half of the 
participants were computer science students, half had other backgrounds (including 4 
persons with artistic talents). Most participants had at least average computer skills, 
but only 5 had any exposure to 3D scene construction. The ages of the participants 
ranged from between 20 to 43 years, the average age being 23. 



3.3 Apparatus 

The MIVE interface was designed to be very simple. Figure 2 shows the full user 
interface of the MIVE program running with its default object list. 

The MIVE interface consists of three windows: the scene window, the object 
selection window, and the button window. The scene window sits on the right hand 
side of the screen. The participant directly interacts with objects in the scene window 
by clicking and dragging them. 
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Fig. 2. User Interface of the MIVE system. 



The lower left-hand corner shows the object selection window. Objects are 
positioned on an invisible cylinder, which is rotated by clicking any mouse button 
within the window and dragging left and right. Objects are added to the scene window 
by simply clicking on the desired object in the object selection window, and clicking 
on the desired location to add it in the scene window. 

The upper left-hand corner of the window contains buttons for performing tasks 
such as loading or saving the scene, deleting an object, undoing the previous 
operation, or quitting the program. There is also a radio button which can be used to 
switch between interaction and navigation mode. This functionality was disabled for 
the tests in this publication. 

The MIVE system is implemented in C-i-i- and runs on an SGI Onyx2 running IRIX 
6.5. It is based on the CosmoSD [Q scene graph API. 



3.3.1 Interaction 

The interface for MIVE was designed to be as simple and uncluttered as possible. All 
interactions between the participant and the program are done using a 3 -button mouse. 

The EC mode uses only two of the three buttons. The left mouse button is used to 
move objects by clicking and dragging them to the desired new location. The middle 
mouse button is used to rotate the objects. The third mouse button is currently unused 
in this mode. 

The UC mode uses the right and left mouse buttons to move objects in 3D space, 
and the middle mouse button to perform an Arcball rotation [15 on the object. Using 
these three buttons it is possible to place any object in any orientation in 3D space. 
Although constraints are disabled in this mode, collision detection remains active so 
that objects do not interpenetrate. 



3.4 Procedure 

A five-minute tutorial was given prior to the testing, at which time the experimenter 
gave the participant instructions on how to use the system and how the mouse worked 
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in each of the two modes. Participants were allowed to familiarize themselves with 
the interface for 5 minutes. 

Each test began with the participant sitting in front of a computer monitor with a 
scene displayed. A target scene was displayed on an adjacent monitor, and the 
participant was instructed to make the scene on their screen look like that in the target 
scene. When the participant deemed that the scene resembled the target closely 
enough, the participant quitted the program after checking back with the 
experimenter. 

Each participant was asked to perform each the two tasks in each of the two 
constraint systems for a total of 4 trials for each participant. The starting task for each 
participant was randomly selected. To counterbalance the design, subsequent tasks 
were ordered so that a UC task followed a EC task and vice versa. All tests were done 
in a single session, which took slightly more than one hour on average. 

Eor each of the tests, we recorded the time taken by the participant, the number of 
actions and the accuracy of the final scene. Accuracy was measured by summing the 
distances in centimeters between each of the object centers in the user’s final result 
and the target scene. 

When the participants had completed all of their tests, they were given a 
questionnaire that posed questions relating to their preference among the interaction 
modes in the system. 



4 Analysis 

At the end of each experiment task completion time and the modified scene was 
stored. The Euclidean distance between the participant’s solution and the reference 
solution was computed later on. Einally, basic statistics and a 2 by 2 repeated 
measures ANOVA was performed with statistical software. 



4.1 Adjustments to Data 

The data for two participants was excluded from the analysis. One participant tried to 
visually match the results to the target scene at the level of pixel accuracy by 
repeatedly navigating back and forth. The experiment was aborted after IVi hours 
with 2 tasks completed. Another participant could not understand how Arcball 
rotations in the 3D unconstrained (UC) mode worked and got too frustrated. 

No other adjustments were made to the collected data. 



4.2 Computed Formulas 

Errors are specified as the sum of Euclidean distances for all objects, as 3D distances 
are themselves quadratic measures. We ignore rotation because no ideal measure for 
rotation differences exists to our knowledge. Moreover it is hard to find a meaningful 
combination of translation and rotation errors into one number. 
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5 Results 



Figure 3 summarizes the result of our user test. The center line of the boxes shows the 
mean, the box itself indicates the 25* respective 75* percentile, and the Tails’ of the 
boxes specify the 10* respective 90* percentile. All statistical values in this 
publication are reported at alpha = 0.05. 



Tims for Mode 



Nu mber of Aclionsf or Mode 



Accuracy for Mode 




Fig. 3. Box-plots of times, actions and accuracy for UC and FC modes. 



The analysis of variance showed clear main effects for task completion time (F^ = 
26.36, p < 0.0005), number of actions (F^ ^2 = ^^- 0 , p < 0.005) and accuracy (F 2^2 = 
7.31, p < 0.05) with respect to the two different interaction modes. The statistical 
power of the first two tests is larger than 0.95, the last test has only a power of 0.699. 

The mean completion time (variances are shown in brackets) for FC was 719.7 
seconds (543.9) and 1621.4 seconds (1233.1) for UC. This shows that FC is faster by 
a factor of almost 2.3. 

The mean number of actions for FC was 157.96 (110.9) and 395.92 (318.2) for 
UC. In terms of user actions UC requires more than 2.5 times the number of actions. 

The mean sum of error distances for FC was 381.3 cm (242.7) and 762.1 cm for 
UC (880). This seems to indicate that objects are positioned more accurately in the FC 
system, although the statistical significance is not as strong as for the other two 
criteria. 

Task T1 is significantly different from T2 in terms of time. (T1 took 30% more 
time). T1 is not significantly different from T2 in terms of the number of actions (289 
vs. 264). Accuracy shows also no significant difference, although we observe that T1 
has a slightly larger error on average. 



5.1 Questionnaire 

Questions evaluated participant preferences between each combination of two modes 
on a 5 point Likert scale. The results show a clear preference for the FC mode. Users 
found it much easier to manipulate objects when they felt that those objects acted as 
would their counterparts in the real world. Imposing constraints on objects abstracted 
difficult transformations that, to the untrained person, were hard to visualize. In 
particular, most people found rotations hard to grasp in unconstrained mode, since it 
was much more difficult to orient objects in full 3 -space than it was in the more 
limited yet more intuitive FC mode. Users were noted to find the spinning object 
selection menu to their liking for it gave quick access to all the objects without 



Unconstrained vs. Constrained 3D Scene Manipulation 215 



cluttering precious desktop space. The only complaint voiced about the menu was the 
selection of small objects, as users found them hard to select at times. 

To aid in the positioning of objects in UC mode, users were quick to point out the 
benefits of shadows. A visual cue such as a shadow would be necessary to aid in 
object placement of a fully UC system, but imposes many new problems, i.e. 
positioning a light source. A FC system eliminates the need to judge height distances 
from one object to another, and therefore eliminates this problem. The absence of 
additional (potentially confusing) visual cues makes onscreen manipulation. 



6 Discussion 

The above analysis of the user test data supports the following observations: 

First, unconstrained manipulation (UC) is definitely slower than the FC. For scene 
creation we observe a factor of roughly 2.3. Moreover, we can say that UC 
manipulation is at least 50% less accurate than the FC mode. 

This current test involved complex tasks. In effect this prohibited us from 
determining precisely the relative performance of the two modes. Another 
complicating influence is that T2 necessitates navigation. 

General observations of users during the tests led to a determination that the 
majority of inaccuracies and time delay in UC is due to problems in rotation. When 
constraints are imposed, rotations become much more intuitive, as the user interface 
restricts rotations to the free axis, which in turn increases speed and accuracy. 

Participants seemed to have taken the most time in Tl, constructing the scene. We 
believe that this may be because of the time it takes to ‘retrieve’ an object. When 
adding an object the user has to first locate it within the object selection window. For 
this test we tried to keep the number of objects in the window to a minimum (around 
30), but judging from our observations during the test identifying and selecting an 
object still takes roughly 3 seconds. 

A constrained system, unlike an unconstrained system is much more intuitive for 
users who have little to no experience in 3 -dimensional manipulation. Users were able 
to construct scenes with ease only several minutes after having been introduced to the 
FC system, yet in UC mode issues relating to 3 -dimensional manipulations would 
often arise. 

The main objective of the user test presented here was to determine if constrained 
scene manipulation is helpful to the user and if it makes a difference. The results 
indicate that this is true in practice. The work presented here did not look into a 
comparison with a system that is equivalent to the Object Associations system. 
This system uses only horizontal and vertical constraints. It is unclear at the moment 
how powerful these two constraints are compared to the ‘semantic’ constraints in the 
MIVE system. An small experiment by the authors with an initial implementation 
showed that the difference in performance between the two systems is small. Future 
work will look further into this issue. 
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7 Conclusion 

In this publication we presented a system that allows users to easily manipulate a 3D 
scene with traditional 2D devices. The MIVE system is based on constraints, which 
enable an intuitive mapping from 2D interactions to 3D manipulations. Phrased 
differently, the constraints and associated manipulation techniques encapsulate the 
user’s expectations of how objects move in an environment. The user tests showed 
that the interaction techniques presented here provide clear benefits for 3D object 
manipulation in a 2D user interface. The unconstrained system was significantly 
slower and less accurate than the system that uses constraints. Users unanimously 
preferred the constrained system to the unconstrained one. 

Interestingly enough, most systems that use 3D input devices support only 
unconstrained manipulation. Based on the observation of Poupyrev that many 3D 
manipulation techniques can be approximated with 2D techniques we are fairly 
confident that we can speculate that the techniques presented here are directly 
beneficial to scene manipulation with 3D input devices. To our knowledge, this work 
is the first to compare 3D unconstrained and constrained manipulation. 

The benefits of our interaction techniques become very apparent when one 
compares the simple MIVE user interface with the complex 3D user interface in 
commercial packages such as AutoCAD, Maya or 3DStudio Max that are also based 
on 2D input devices. We can only hypothesize at the outcome of a test comparing our 
system with e.g. Maya, but are confident that it is clearly easier to learn our user 
interface due to the reduced complexity. In fairness, we need to point out that these 
packages are also capable of object creation and the specification of animations, 
which our system does not currently address. 



8 Future Work 

Our vision is to create a system that makes adding objects to a scene as quick and 
easy as possible. The user test involved complex tasks that had to be accomplished by 
the user. In effect this prohibited us from determining the relative performance of 
individual elements of the user interface precisely. Therefore, future work will focus 
on determining the relative performance of the individual techniques. As mentioned 
in the discussion, we will test the developed techniques against an implementation 
that mimics the interaction methods in the Object Association system [^. 

The current set of user tests was designed in such a way that users themselves 
determine when they have completed the desired tasks. This method was chosen when 
we realized that it is hard to automatically implement an adequate measure of scene 
similarity. Eactors would need to be taken into account are differences in position, 
rotation, location in the scene graph and the fact if an object is correctly constrained 
or not. A viable alternative that we will pursue in the future is that the test supervisor 
determines when the user has accomplished the task. 

Also we noticed that a considerable amount of time was spent selecting new 
objects in the object menu. This issue warrants further investigation. Eurthermore, 
small objects in the rotating menu are hard to select, which needs to be addressed, too. 

Also, we will study how constraint based scene construction performs in 
immersive virtual environments such as a CAVE. 
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Discussion 

K. Schneider: How does the usability suffer with a large set of objects? Are you able 
to temporarily override the constraint? 

W. Stuerzlinger: We are working on a hierarchical approach to selecting objects. The 
cylinder does allow for larger set of objects than a 2D approach. At any time one is 
able to move to non-constrained mode. Users in practice did not. One problem is that 
when going back to constrained mode, all constraints must be satisfied. Since it does 
not have a full 3D constrain solver, this may be impossible. 
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L. Nigay: Following the previous question, the cylinder view works well, you said. 
How many objects do you have in the current version? 

W. Stuerzlinger: About 50 objects. Working on many objects is a real issue. 

D. Damian: What are the practical applications of your applications besides house 
decoration? 

W. Stuerzlinger: Other application domains like plant design or urban planning. 

C. Roast: The results from the empirical study do not seem surprising, the constraints 
help with speed and number of actions. 

W. Stuerzlinger: In fact, despite appearing obvious there are no cases of such results 
published. 

C. Roast: Looking at the figures, it is interesting to see that the average time per 
action is lower for the unconstrained system. 

W. Stuerzlinger: Interesting point, this is probably because in the constrained system 
objects are located and positionned accurately in one action, whereas in the other 
system this involves separate actions. 



Appendix 

As more of a joke than anything else we kept a profanity count during the test. The 
number of unprintable words uttered can be seen as a simple measure of user 
frustration. In FC mode users uttered 0.33 profanities on average during the test. UC 
mode featured an average of 3.53 profanities! 




Fig. 4. Target Scene for Tl) Scene Creation Task. Initial state is an empty room. 
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Fig. 5. Initial Scene for T2) Scene Modification Task 




Fig. 6. Target Scene for T2) Scene Modification Task 
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Abstract. In recent years because of the advances in computer vision research, 
free hand gestures have been explored as means of human-computer interaction 
(HCI). Together with improved speech processing technology it is an important 
step toward natural multimodal HCI. However, inclusion of non-predefined 
continuous gestures into a multimodal framework is a challenging problem. In 
this paper, we propose a structured approach for studying patterns of 
multimodal language in the context of a 2D-display control. We consider 
systematic analysis of gestures from observable kinematical primitives to their 
semantics as pertinent to a linguistic structure. Proposed semantic classification 
of co-verbal gestures distinguishes six categories based on their spatio-temporal 
deixis. We discuss evolution of a computational framework for gesture and 
speech integration which was used to develop an interactive testbed (iMAP). 
The testbed enabled elicitation of adequate, non- sequential, multimodal patterns 
in a narrative mode of HCI. Conducted user studies illustrate significance of 
accounting for the temporal alignment of gesture and speech parts in semantic 
mapping. Furthermore, co-occurrence analysis of gesture/speech production 
suggests syntactic organization of gestures at the lexical level. 



1 Introduction 

Psycholinguistic studies, e.g., McNeill [1] describes gestures as a critical link between 
our conceptualizing capacities and our linguistic abilities. People use gestures to 
convey what cannot always be expressed using speech only. These gestures are 
sometimes considered as medium for expressing thoughts and ways of understanding 
events of the world. Kendon [2] distinguishes autonomous gestures from 
gesticulation, gestures that occur in association with speech. In fact when combined 
with speech they were found to be efficient means of communication for coping with 
the complexity of the visual space, e.g., pen- voice studies [3]. Motivated by this, there 
has been a considerable interest in integrating gestures and speech for natural human- 
computer interaction . 

To date, speech and gesture recognition have been studied extensively but most of the 
attempts at combining speech and gesture in an interface were in the form of a 
predefined controlled syntax such as ''put <point> that <point> there'\ e.g., [4]. In a 
number of recent applications user was confined to the predefined gestures (signs) for 
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spatial browsing and information querying, e.g. [5]. In both cases the intent of making 
interaction natural was defeated. 

Part of the reason for the slow progress in multimodal HCI is the lack of available 
sensing technology that would allow sensing of natural behavior on the part of the 
user. Most of the researchers have used some device (such as an instrumented glove 
or a pen) for incorporating gestures into the interface, e.g., [6]. This leads to 
constrained interaction that result in unnatural multimodal patterns. For instance, in 
the pen- voice studies [5] the order and structure of incoming linguistic information 
significantly deviated from the ones found in canonical spoken English. However, the 
availability of abundant processing power has contributed to making computer vision 
based continuous gesture recognition robust enough to allow the inclusion of free 
hand gestures in a multimodal interface [7, 8, 9]. 

An important feature of a natural interface would be the absence of predefined speech 
and gesture commands. The resulting multimodal “language” thus would have to be 
interpreted by a computer. While some progress has been made in the natural 
language processing of speech, there has been very little progress in the understanding 
of multimodal human-computer interaction [10]. 

Although, most of gestures are closely linked to speech, they still present meaning in 
a fundamentally different form from speech . Studies in human-to-human 
communication, psycholinguistics, and etc. have already generated significant body of 
research. However, they usually consider a different granularity of the problem 
outside the system design rationale. When designing a computer interface even when 
it incorporates reasonably natural means of interaction, we have to consider 
artificially imposed paradigms and constraints of the created environment. Therefore 
exclusively human studies cannot be automatically transferred over to HCI. Hence, a 
major problem in multimodal HCI research is the availability of valid data that would 
allow relevant studies of different issues in multimodality. This elaborates into a 
“chicken-and-egg” problem. 

To address this issue we develop a computational methodology for the acquisition of 
non-predefined gestures. Building such a system involves challenges that range from 
low-level signal processing to high-level interpretation. In this paper we take the 
following approach to address this problem. We use studies in an analogous domain; 
that of TV weather broadcast [7] for bootstrapping an experimental testbed, /MAP. At 
this level, it utilizes an interactive campus map on a large display that allows a variety 
of spatial planning tasks using spoken words and free hand gestures. Then we address 
critical issues of introducing non-predefined gesticulation into HCI by conducting 
user studies. 

The rest of the paper is organized as follows. In Section 2 we review suitable gestures 
and their features for the display control problem. Subsequently (in Section 3) we 
present structural components of gestures as pertinent to a linguistic structure. A 
semantic classification of co-verbal gestures is also presented in this section. Section 
4 introduces a computational framework of the gesture/speech testbed and describes 
results of continuous gesture recognition. Section 5 presents results of iMAP user 
studies. 
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2 Introducing Gesticulation into HCI 

Kendon [2] distinguishes autonomous gestures from gesticulation, gestures that occur 
in association with speech. McNeill [1] classifies major types of gestures by their 
relationship to the semantic content of speech, in particular a person’s point of view 
towards it. He defines deictic gestures that indicate objects and events in the concrete 
world when their actual presence might be substituted for some metaphoric picture in 
one’s mind. Iconic gestures were those that refer to the same event as speech but 
present a somewhat different aspect of it. For example: “and he bends <extending 
bent arm in the elbow> ...”. The other types are metaphoric and beat gestures, which 
usually cover abstract ideas and events. See [1] for a detailed review. The last two 
gesture classes have currently a limited use for HCI. 

As for HCI, deictic gestures seem to be the most relevant. This term is used 
in reference to the gestures that draw attention to a physical point or area in course of 
a conversation [1]. These gestures, mostly limited to the pointing by definition, were 
found to be co-verbal [1, 11]. Another type of gestures that may be useful is 
sometimes referred to as manipulative or act gestures. These serve to manipulate 
objects in virtual environment e.g., [12]. They usually characterized by their iconicity 
to a desired movement, e.g., rotation. Later in the section 3.3 we will present classes 
of co-verbal gestures based on their deixis that were found useful during narrative 
display control. 

To date, very limited research has been done on how and what we actually 
perceive in gestures. In face-to-face communication some of the gestures may be 
perceived on the periphery of the listener’s visual field [2, 13]. In that case, the 
gestures were not visually attended and their meaning may be mainly conveyed by 
their kinematical patterns. Supporting arguments exist in recent eye tracking studies 
of anthropomorphic agents while gesturing [14]. They revealed that attention of the 
listener shifts to the highly informative one-handed gesture when it had changes in a 
motion pattern, i.e., a slower stroke. 

In addition, a shape of the hand while gesturing can be affected by an uncountable 
number of cultural/personal factors. Therefore, considering manipulation on a large 
display our approach concentrates on the kinematical features of the hand motion 
rather then hand signs. Section 4.2 will present review of continuous recognition of 
gesture primitives[]based on their kinematical characteristics. 

Even though gestures are closely linked to speech, McNeill [1] showed that 
natural gestures do not have a one-to-one mapping of form to meaning and their 
meaning is context-sensitive. In the next section we will attempt to clarify nature of 
CO- verbal gestures as pertinent to a linguistic structure. Our approach is dictated by a 
design rational that begins from acquisition of kinematical gesture primitives to 
extraction of their meaning. 



^ In the gesture literature it is also referred as a gesture form or a phoneme (sign language). 
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3 Understanding of Gestures 

Armstrong [15] views gestures as a neuromuscular activity that ranges from 
spontaneously communicative to more conventional gestures that poses linguistic 
properties when presented as conventualized signs. The formalist approach assumes 
that speech can be segmented into a linear stream of phonemes. Semantic phonology 
introduced by [16] is a reasonable approach for representing structural organization of 
gestures and similar to Langacker’s notion of cognitive grammars; it reunites 
phonology with the cognitive, perceptual, and motoric capacities of human. 

Since gestures realized in spatial medium through optical signal we would expect that 
gesture phonemes defined in the spatio-temporal domain progress to form morphemes 
(morphology), the words in turn have different classes that are used to form phrase 
structures (syntax), and finally those yield meaning (semantics). A semantic 
phonology ties the last step to the first, making seamless connection throughout the 
structure. Cognitive grammar [17] claims that a linguistic system comprises just three 
kinds of structures: phonological, semantic, and symbolic (residing in the relationship 
between a semantic and a phonological structure). In the following subsections we 
will address those structures from a computational rationale. 



3.1 Multidimensionality of Meaning 

At the phonological level, a continuous hand gesture consists of a series of 
qualitatively different kinematical phases such as movement to a position, hold, and 
transitional movement [2]. Kendon [18] organized these into a hierarchical structure. 
He proposed a notion of gestural unit (phrase) that starts at the moment when a limb 
is lifted away from the body and ends when the limb moves back to the resting 

position. This unit consists of a series of gesture morphemes U which in turn consists 
of a sequence of phonemes: preparation — stroke — hold — retraction (Fig. 1). The 
stroke is distinguished by a peaking effort. When multiple gesture morphemes are 
present, the retraction can be either very short or completely eliminated. Kendon 
concluded, a morpheme is the manifestation of a so-called idea unit. [18] found that 
different levels of movement hierarchy are functionally distinct in that they 
synchronize with different levels of prosodic structuring of the discourse in speech. 
These results will be elaborated in the next subsection. 

At the morphological level, McNeill [1] argued that gestures occurring in face-to- 
face communication have global-synthetic structure of meaning. The meaning of a 
part of a gesture is determined by the whole resulting gesture (e.g., global), where 
different segments are synthesized into a single gesture (e.g., synthetic). Then if a 
gesture consists of several strokes, the overall meaning of each stroke is determined 
by the meaning of the compounded gesture. 



^ Kendon refers to this unit as gesture phrase (G-phrase) 



Toward Natural Gesture/Speech Control of a Large Display 225 



Stokoe [19] proposed to treat sublexical components of visual gestures (signs) at as 
motion, irrespective of what is moving; the hand configuration as it was at rest; and 
the location where the activity occurs. Figure 1 shows compositional semantics of 
gesture strokes applicable in HCI; we define it as being distributed among, a spoken 
clause, and a physical (spatial) context. In addition the world-level units of the 
language of a visual gesture can be viewed as a marriage of a noun and a verb; an 
action and something acting or acted upon. For simplicity (not incompleteness): such 
a system encapsulates both words and sentences, for the words can be symbolically, 
SVO (subject- verb-object) [19]. We will consider these notions in classification of the 
co-verbal gestures in Section 3.3. 



Gesture morpheme 

STROKE 



^ HOLD ^ 



I 

Gesture morpheme 




PHYSICAL CONTEXT 



SPEECH 



morpheme 



morpheme 



Time 



Fig. 1. Structural semantics of co- verbal gestures. Strokes are meaningful parts of gesture 
morphemes as defined in the context. Strokes and holds are temporally aligned with the 
relevant spoken words. 



3.2 When Meaning Is Formed 

The issue of how gestures and speech relate in time is critical for understanding the 
system that includes gesture and speech as part of a multimodal expression. McNeill 
[1] defines a semantic synchrony rule which states that speech and gestures cover the 
same idea unit supplying complementary information when they occur 
synchronously. 

The current state of HCI research provides partial evidence to this proposition. Our 
previous studies of weather narration [7] revealed that approximately 85% of the time 
when any meaningful gestures are made, it is accompanied by a spoken keyword 
mostly temporally aligned during and after the gesture. Similar findings were shown 
by Oviatt et al. in the pen- voice studies [11]. 

At the phonological level, Kita et al. [20] assert that a pre-stroke hold is more likely to 
co-occur with discourse connectors such as pronouns, relative pronouns, 
subordinating temporal adverbials (e.g., when, while, as) compared to a post-stroke 
hold. In an utterance, the discourse cohesion is established in the initial part, and new 
information is presented in the final part. It is thought that a pre-stroke hold is a 
period in which gesture waits for speech to establish cohesion so that the stroke co- 
occurs with the co-expressive portion of the speech. [20] found that a stroke with 
repetitive motion is less likely to follow post-stroke hold. It was suggested that a post- 
stroke hold was a way to temporally extend a single movement stroke so that the 
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stroke and post-stroke hold together will synchronize with the co-expressive portion 
of the speech. Despite the fundamental structural differences of gestures and speech 
the co-occurrence patterns imply syntactic regularities during message production in 
face-to-face communication. 



3.3 Semantic Classification of Gestures 

After extensive studies of the weather channel narration 17, 8] and pilot studies on the 
computerized map we separated two main semantic categories. Transitive deixis 
embraces all the gesture acts that reference concrete objects (e.g., buildings) in the 
context where no physical change of location was specified as. In the literature these 
gestures are also referred as the deictic gestures 11]. In HCI studies those often were 
found to be supplemented by a spoken deictic marker (this, those, here, etc.) 111]. 
Unlike traditionally accepted gesture classification 11] where only the pointing 
gesture is referred as deictic, we define three subcategories of deictic strokes 
independently of their form (Figure 2). 

Categorization of transitive deixis is inferred from the complementary verbal 
information. They are defined as follows: nominal, spatial, and iconic. Nominal refers 
to object selection made through reference of the object itself by an assisting noun or 
pronoun. Spatial deixis is made through an area that includes the reference and 
usually complemented by adverbials “here”, “there”, “below”, and etc. The iconic 
category is a hybrid of nominal and spatial deixis. The gesture in this case not only 
refers to the object but also specifies its attributes in a spatial continuum, e.g., shape. 
For example, “this road <contour stroke along>”. 

Intransitive deixis is defined as a gestural act causing spatial displacement. This 
category is analogous to the spoken motion verb (e.g., move, enter). Unlike transitive 
deixis instead of an object, it requires a spatio-temporal continuum, i.e. direction, as a 
reference to complete the meaning. Analogous to Talmy’s classification 121] of 
intransitive motion verbs, we distinguish three classes: initial, medial, and final. 
These are characterized by a restructuring of space, i.e. spatial displacement, induced 
by reference-location. These gestures are expected to co-occur with the dynamic 
spatial propositions (from, through, toward, etc.). For example, in “go through 
<stroke through > the building” the stroke corresponds to the medial motion gesture. 



4 Addressing the ^^Chicken -and -Egg’’ Problem 

Realization of the issues discussed so far in a computation framework, derived from 
audio and video signals, is a difficult and challenging task. The integration of gesture 
and speech can occur in three distinct levels - data, feature, or decision level 122]. 
Data fusion is the lowest level of fusion. It involves integration of raw observations 
and can occur only in the case when the observations are of the same type which is 
not common for multiple modalities. Feature level fusion techniques are concerned 
with integration of features from individual modalities into more complex multimodal 
features and decisions. These frequently employ structures known as probabilistic 
networks, such as artificial neural networks and hidden Markov models (HMMs). 
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Gestures 



Deictic gestures 



Transitive De 





Motion ^stures 



nominal spatial iconic 

this, NAME I here, there I this. 



Intransitive Deixis 




\ 



initial medial 



final 



from, out I through I to, toward 



Fig. 2. Semantic classification of gestures and examples of the associated keywords 

Decision fusion is the most robust and resistant to individual sensor failure. It has a 
low data bandwidth and is generally less computationally expensive than feature 
fusion. However, a disadvantage of decision level fusion is that it potentially cannot 
recover from loss of information that occurs at lower levels of data analysis, and thus 
does not exploit the correlation between the modality streams at the lower integration 
levels. Frame-based decision level fusion have been commonly used ever since Bolt's 
early “Put- that-there” [4]. 

Both decision and feature level require natural multimodal data, e.g., for utilizing 
statistical techniques. This controversy leads to a “chicken-and-egg” problem. One of 
the solutions is to use Wizard-of-Oz style of experiments [23]. Where, the role of a 
hypothetical multimodal computer is played by a human "behind the scene”. 
However, this method does not guarantee a timely and accurate system response 
which is desirable for eliciting adequate user interaction. Therefore, in the next 
subsection we present a gesture/speech testbed enabled with gesture recognition 
(primitives) and timely feedback. 

4.1 Computational Framework: /MAP 

Figure 3 presents an overview of the conceptual design of the multimodal HCI system 
composed of three basic levels. At the topmost level, the inputs to the /MAP are 
processed by low-level vision based segmentation, feature extraction and tracking 
algorithms [24], and speech processing algorithms. The output of this level goes to 
two independent recognition processes for speech and gesture. The gesture 
recognition framework has been inspired and influenced by a previous work for 
continuous gesture recognition in the context of a weather map [7]. 

In order to achieve an adequate perceptual user interface /MAP utilized both audio 
and visual feedback. The position of the cursor is controlled by the hand by means of 
a 2D vision-based tracking process, for details see [24]. It enabled rather steady and 
near real time positioning of the cursor with up to 110® (visual angle) sec'\ The visual 
(building name) and audio (click) feedback was enabled by the recognition of a basic 
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point and consecutive contour gesture. When the pointing gesture was recognized the 
cursor shape is changed from to (Fig. 4.b). 




FEATURE 

EXTRACTION/TRACKING 



RECOGNITION 

(morphemes) 



SEMANTIC 



Fig. 3. Framework diagram for gesture/speech testbed. 



4.2 Continuous Gesture Recognition 

We sought a solution to bootstrapping continuous gesture recognition (phonemes) 
through the use of an analogous domain, which does not require predefinition of 
gestures. We refer to it as the weather domain. The weather domain is derived from 
the weather channel on TV that shows a person gesticulating in front of the weather 
map while narrating the weather conditions (Fig. 4. a). 

Here, the gestures embedded in a narration are used to draw the attention of the 
viewer to specific portions of the map. Similar set of gestures can also be used for the 
display control problem. The natural gestures in the weather domain were analyzed 
with the goal of applying the same recognition techniques to the design of a gesture 
recognition system for /MAP. 




Fig. 4. Two analogous domains for the study of natural gestures: a) The weather narration and 
b) The computerized map interface (/MAP) 
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To model the gestures both spatial and temporal characteristics of the hand gesture 
need to be considered. In [7] the natural gestures were considered to be adequately 
characterized by 2D positional and time differential parameters. The meaningful 
gestures are mostly made with the hand further away from the body. Little or no 
movement characterizes other gestures that do not convey any information with the 
hands placed close to the body e.g., beat gestures. 

Analysis of the weather narration [7] made it possible to discern three main strokes of 
gestures that are meaningful in spite of a large degree of variability. Those were 
termed as pointing, circle, and contour primitives (Fig. 5). 




Fig. 5. Morphological network of gesture primitives. Dashed lines imply an alternative 
transition graph to a next phoneme. Meaningful strokes of gestures are identified as gesture 
primitives: contour, circle, and point. 

Since compound gesture can be formed by a combination of the strokes of one or 
more of the aforementioned three primitive categories. The preliminary experiments 
led to the choice the following HMMs which were constrained as shown in the 
morphological network (Fig. 5) [7]. Left-to-right causal models were defined, with 
three states for each of the preparation, retraction, and point HMMs and four states for 
each of the contour and rest HMMs. 



4.3 Results in Natural Gesture Recognition 

The results from extensive experiments conducted in both the weather domain and the 
/MAP framework indicated that it is possible to recognize natural gestures 
continuously with reasonably good rates, 78.1 and 79.6% respectfully [7, 8]. Method 
of the preliminary bootstrapping in the analogous domain proved to be an effective 
solution. 

Consequent application of speech/gesture co-occurrence model in the weather domain 
through the associated keyword spotting (noun, pronoun, and spatial adverbials) 
significantly improved gesture recognition. A correct rate of 84.5% was attained [7]. 
The next section presents a series of user studies that contributes to formalization of a 
framework for meaningful gesture processing at the higher levels. 
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5 Toward Eliciting Syntactic Patterns 

The goal of the following study is to elicit empiric clarification on the underlying 
semantics of natural gestures and syntactic patterns for the display control problem. 
We adopt classes of gestures from [14, 5]: point, contour, and circle. We consider a 
series of spatial tasks in the context of a campus map. Those included combination of 
object selection/localization tasks (e.g., “What is the nearest parking lot?”) and their 
narrative displacement to other locations (e.g., “How would you take your car to 
another location?”). The presented a set of spatial tasks did not require map 
manipulation, e.g., zooming, rotation, scrolling. See [25] for detailed review. 



5.1 User Study Results: Multimodal Patterns 

This section presents a summary /MAP user study results, c.f. [25], that was 
conducted with 7 native English speakers. Analysis of a total of 332 gesture 
utterances revealed that 93.7% of time the adopted gesture primitives were temporally 
aligned with the semantically associated nouns, pronouns, spatial adverbials, and 
spatial prepositions. Unlike previous attempts e.g., [11, 8] it permitted us to take a 
first step in the investigation of the nature of natural gesture-speech interaction in 
HCI. 

Transitive deixis was primarily used for the selection/localization of the objects on 
the map. Intransitive deixis (gestures that were meant to cause spatial displacement) 
were mostly found to express the direction of motion. 

The original classification of gesture primitives was supported by stronger 
intrinsic separation for intransitive deixis compared to the transitive category. This is 
due to the kinematical properties of the point and contour gestures, which are more 
likely to express the direction of the motion. The utterance analysis revealed presence 
of motion complexes that are compounded from the classes of intransitive deixis. 
Point was found to be the only primitive to express initial movement deixis which is 
followed by either point or contour strokes depending on the type of motion 
presented, i.e. implicit or explicit respectively. The explicit type was mostly 
encountered if precise path need to be specified. 

Due to associative bias of the contour primitive with the motion, the temporal co- 
occurrence analysis was found effective in establishing pattern for the following 
primitive. If an initial spatial preposition co-occurred with the pre-stroke hold of the 
contour it was followed by point primitive to establish destination point of motion. In, 
general this finding agrees with Kita [20] that pre-stroke hold is indicative of the 
discourse function. 

The results indicate that the proposed method of semantic classification together 
with co-occurrence analysis significantly improve disambiguation of the gesture form 
to meaning mapping. This study, however, did not consider perceptual factors in the 
visual context. Studies by De Angeli et al. [3] showed that salience and topological 
properties of the visual scene, i.e., continuity and proximity affect the form of gesture, 
similar to the iconic deixis in our classification. Inclusion of this notion should 
contribute to the disambiguation in the transitive deixis category. 
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5.2 Syntactic Patterns 

In human-to-human studies McNeill argues that gestures do not combine to form 
larger, hierarchical structures [1]. He asserts that most gestures are one to a clause, but 
when there are successive gestures within a clause, each corresponds to an idea unit in 
and of itself. In contrast to those findings the current results suggest that the gesture 
primitives (phonemes), not gestures as defined by McNeill, could be combined into a 
syntactic binding. The primitives were treated as self-contained parts with the 
meaning partially supplemented through the spatial context and the spoken 
counterpart. From the established patterns we can combine gesture phonemes that 
were mapped into the intransitive deixis, into the motion complexes (Fig. 6). 

Since transitive deixis is inherently a part of the motion complex, which is likely to 
have a compounded structure, we distinguish two syntactic structures: transitive and 
intransitive motion complexes. In case of intransitive complex a gesture stroke 
conveying movement, e.g., contour, classified as medial is not usually followed by 
another stroke if the stroke precedes or occurs synchronously with a spoken keyword. 
E.g., “take this <point> car <contour> out of the lot”. Transitive motion complex is 
characterized by a medial pre-stroke hold often followed by the final pointing. This 
formulation of spatio-temporal semantics of gesture links individual stroke and 
sequence of strokes used in “go form here to here” constructions. The emergence of 
the above patter is similar to SVO (subject- verb-object) structure proposed by Stokoe 
[16]. This system encapsulates both word-level and sentence-level structures. 

This formulation became possible when our method considered semantic 
categorization of spatio-temporal properties of gestures (Fig. 2). Unlike McNeill’s 
classification of gestures [1] it distinguishes between morphological (primitives) and 
functional characteristics (spatio-temporal context). 



Fig. 6. Motion complexes of gestures and their relationships to the deixis categories: a) 
Intransitive complex.* initial or medial gestures that precede or occurs synchronously with the 
speech do not result in the final stroke; b) Transitive complex.* medial class that has a pre- 
stroke hold and eventually is followed by the transitive gesture (point) 

Our method of combining phonological level and spatio-temporal context (semantic 
classification and co-occurrence models) enabled us to distinguish two levels of 
language structure in the co-verbal gestures: morphological and lexical. These 
findings are applicable in the context of spatial manipulation on a large display and 
may not have analogies in the face-to-face communication domain. 




<point> 

<contour> 
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6 Conclusions 

There is a great potential for exploiting the interactions between speech and gesture to 
improve HCI. A key problem in carrying out experiments for gesture speech 
recognition is the absence of truly natural data in the context of HCI. Our approach 
was to use the study of gesture and speech in the analogous domain of weather 
narration to bootstrap an experimental testbed (/MAP) achieving reasonably good 
recognition rates. This in turn provided the testbed for relevant user studies for 
understanding the gestures in the context of HCI. /MAP user studies indicated highly 
multimodal interaction. Results of the current study allow us to sketch mechanics of 
interpretation process when dealing with non-predefined gestures. Proposed semantic 
classification together with gesture speech co-occurrence allowed us to draw causal 
links of mapping gesture forms to their meaning. Current methodology of combining 
phonological level and spatio-temporal context (semantic classification and co- 
occurrence models) enabled us to distinguish morphological and lexical syntactically 
driven levels of gestural linguistic structure. In general, such systematic approach 
may provide a foundation for effective framework for multimodal integration in HCI. 
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Discussion 

L. Bass: You derived all this data from looking at the weather channel. Did you 
validate this from a different source of gestures, since it seems that different channels 
have different styles? The styles are actually taught to the weather readers by the 
networks. 

S. Kettebekov: Yes, we did look at different stations and found that the presentation 
on the Weather Channel included more diectic gestures and fewer "noise" gestures. 
Since we were just using the weather channel to find the gestural primitives this didn't 
seem like a significant problem. 

W. Stuerzlinger: In the weather channel the presenter is not interacting directly with 
the screen, which is quite different from your application domain. Did you have a 
problem with 2D versus 3D gestures? 
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S. Kettebekov: In our system there is a cursor on the screen which changes shape as 
the user gestures. The users rapidly learned to use this, which made the results more 
consistent. Of course we're trying to minimize the learning. 

J. Williams: You use key words from the speech to aid in interpretation of the 
gestures. Have you considered just using the tone of the voice rather than the actual 
speech?' 

S. Kettebekov: In order to really correllate keywords with the gestures you have to go 
all the way to the semantic level. However for the prosodic features you can just use 
tone. We are just beginning to look at this. 

S. Greenberg: Can you explain how you came up with the numbers in your studies? 

S. Kettebekov: We structured the study according to the categories listed in the paper. 
We gave them tasks involving fairly lengthy narrations and studied the gestures. Each 
narration was between 20 and 30 minutes which is why we only needed seven 
subjects to gather a significant data set. 

J. Coutaz: In Grenoble we have done a finger tracking task on a whiteboard and 
found an ambiguity between pointing for the system and pointing to explain 
something to another person. Was this a factor in your study? 

S. Kettebekov: In a narration task it's easier to observe the feedback. The on-screen 
cursor probably helped too. 

B. Miners: Problems in continuous gesture recognition include segmentation of 
consecutive morphemes. You mentioned use of continuous gesture. Were any 
coarticulation or segmentation issues encountered? 

S. Kettebekov: Not in our observations of the weather domain. 

B. Miners: Does this mean that segmentation did not occur at the gesture level but 
relied on voice keywords. 

S. Kettebekov: Right. 
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Abstract. Remote pointing is an interaction style for presentation systems, 
interactive TV, and other systems where the user is positioned an appreciable 
distance from the display. A variety of technologies and interaction techniques 
exist for remote pointing. This paper presents an empirical evaluation and 
comparison of two remote pointing devices. A standard mouse is used as a 
base-line condition. Using the ISO metric throughput (calculated from users' 
speed and accuracy in completing tasks) as the criterion, the two remote 
pointing devices performed poorly, demonstrating 32% and 65% worse 
performance than the mouse. Qualitatively, users indicated a strong preference 
for the mouse over the remote pointing devices. Implications for the design of 
present and future systems for remote pointing are discussed. 



1 Introduction 

Pointing operations are fundamental to human interaction with graphical user 
interfaces (GUI). The most common pointing device is the mouse, but other devices 
are also used, such as trackballs, joysticks, or touchpads. Pointing is the act of 
moving an on-screen tracking symbol, such as a cursor, by manipulating the input 
device. The tracker is placed over text, icons, or menu items, and actions are selected 
by pressing and releasing a button on the pointing device. 

Remote pointing is an emerging variation of mouse pointing whereby the user is 
positioned an appreciable distance from the display. Common applications are 
presentation systems and interactive TV. 

This paper presents an empirical evaluation of two remote pointing devices. We 
begin by describing applications and two representative devices chosen for 
evaluation. Following this, the method and results are presented. 



1.1 Presentation Systems 

For presentation systems, a typical setup includes a notebook computer and a 
projection system driven by the computer’s video output signal. The user interacts 
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with the system using the built-in pointing device of the notebook computer, but this 
displaces the presenter’s focus of attention and can diminish the impact of the 
presentation. Alternatively, a remote pointing device is substituted, allowing the 
presenter to engage the audience more directly. Pointing operations, when necessary, 
are performed without physically moving to the notebook computer to acquire the 
system’s built-in pointing device. A variety of technologies are available for remote 
pointing, and we will present some of these later. The general idea of remote pointing 
for presentation systems is illustrated in Fig. 1. 




1.2 Interactive TV 

We use the term interactive TV with reference to a variety of current and anticipated 
developments for home computing and entertainment. There is considerable debate 
on technology convergence in telephone, cable, and internet services, and it is not our 
intent to enter into this forum here. A reasonable assumption, however, is that home 
entertainment systems will change substantially in the near future. New applications 
are anticipated, such as web browsing, email, home banking, travel reservations, and 
so on. All of these require an input mechanism more sophisticated than a typical 
remote control. Today’s remote control units are optimized for selecting (via 
buttons), but are less capable of choosing, pointing, or entering. Because of the rich 
task space, a new interaction paradigm is likely to emerge — the TV-GUl perhaps. 
Regardless of the form, it is likely that pointing tasks will be part of the interaction. 
Indeed, remote controls are now available with built-in trackballs or isometric 
joysticks, although a standard on-screen interface has not emerged. For interactive 
TV, therefore, we are interested in investigating a variety of interaction issues, and, in 
particular, the mechanism of pointing. This is illustrated in Fig. 2. 
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Fig. 2. Remote pointing for interactive TV 

Related to the anticipated insurgence of devices for remote pointing, is the need to 
empirically test the devices and interaction techniques that users will engage. Will 
they afford facile interaction or will they encumber the user with an awkward, slow, 
and error prone interface? Before presenting our empirical study, we describe the 
technology and devices used. 



2 Devices for Remote Pointing 

Two devices were chosen for this study. They use different technologies and, 
therefore, are good choices since they represent different points in the design space. 
Both function as mouse replacement devices and do not require special interface 
hardware. They interact with the system’s installed mouse driver. Although these are 
intended for presentations, the interaction styles also apply to interactive TV. 



2.1 GyroPoint 

The GyroPoint is a product of Gyration, Inc. (Saratoga, CA). The device has two 
distinctly different modes of operation. First, it can function as a regular mouse. It 
includes a ball mechanism and can operate on a mousepad in the traditional manner. 
Second, it includes a solid-state gyroscope, permitting operation in the air. For the 
latter, the angular movement of the hand/device side-to-side or up-and-down maps to 
x-y tracker motion on the system’s display. 

According to the manufacturer, “a unique electromagnetic transducer design and a 
single metal stamping utilize the Coriolis effect to sense rotation. Analog voltages 
proportional to angular rates around the two sensed axes are provided relative to a 
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voltage reference output” [5]. The technology has several applications, including 
computer pointers, TV remote controllers, robotics, factory automation, antenna 
stabilization, and auto navigation. 

There are corded and cordless versions of the GyroPoint. The corded version sells 
for less than one hundred dollars. The cordless version sells for several hundred 
dollars. In this study we used the corded version. 




Fig. 3. A user holding the GyroPoint 



When operated on the desktop, there are two buttons in the usual position. Two 
additional buttons for operation in the air are located on the sides near the front of the 
device. The usual grip for air operation is illustrated in Fig. 3. The grey button under 
the thumb is the primary button for selection. Another button on the opposite side is 
operated by the index finger and acts as a clutch. When depressed, rotary motion of 
the device by the wrist, forearm, and arm maps to x-y motion of the tracker. Motion 
is relative, so the clutching action of the index finger is the same as lifting and 
repositioning a mouse on a mousepad. 



2.2 RemotePoint 

The RemotePoint is a product of Interlink Electronics (Camarillo, CA) [6]. It is a 
cordless pointing device with a built-in isometric joystick, similar to the “eraser tip” 
joystick on a notebook computer. The device includes an infrared transmitter that 
communicates with a base receiver at distances up to 40 feet. The base receiver plugs 
into the system’s mouse port. It is priced under one hundred dollars. 

The device is held with the thumb positioned over the joystick which has a large, 
round rubber casing. The primary button is pressed by the index finger in a trigger- 
like fashion (see Fig. 4). 

Users may position the RemotePoint and GyroPoint to point at the system's 
display, but this is not a requirement of the devices per se. 
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Fig. 4. A user holding the RemotePoint 



3 ISO Testing of Pointing Devices 

All pointing devices are not created equal. Nor will they perform equally. The 
evaluation of a device's performance is tricky at best since it involves human subjects. 
(This is in contrast to, say, the performance evaluation of system hardware using 
standardized benchmarks.) Although there is an abundance of published evaluations 
of pointing devices, the methodologies are ad hoc. Experimental procedures are 
inconsistent from one study to the next, and this greatly diminishes our ability to 
understand or generalize results, or to undertake between- study comparisons. As a 
consequence, we have much to examine, but we are in a quandary on what it means. 

Fortunately, there is a recent standard from the International Standards 
Organization that addresses this particular problem. The full standard is ISO 9241, 
Ergonomic design for office work with visual display terminals (VDTs). The standard 
is in seventeen parts. Part 9 of the standard is called Requirements for non-keyhoard 
input devices [8]. 

ISO 9241-9 describes a battery of tests to evaluate computer pointing devices. The 
procedures are well laid out and, if followed, will result in a strong and valid 
performance evaluation of one or more pointing devices. 

The basic quantitative test is the serial point-select task (see [13] for an example). 
The user manipulates the on-screen tracker (viz., cursor) using the pointing device 
and moves it back-and-forth between two targets, and selects the targets by pressing 
and releasing a button on the device. A serial task is used because it is easy to 
implement and affords rapid collection a large quantity of empirical data. The 
selections are blocked within, say, 20 back-and-forth selections per task condition. 
As the task is carried out, the test software gathers low-level data on the speed and 
accuracy of user actions. Three dependent measures form the basis of the subsequent 
quantitative evaluation: movement time, error rate, and throughput. 

Movement time (M7), or task completion time, is the mean time in milliseconds for 
each trial in a block of trials. Since the end of one trial is the beginning of the next. 
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the mean is simply the total time for a block of trials divided by the number of trials. 
Error rate {ER) is the percentage of targets selected while the tracker is outside the 
target. 



3.1 Throughput 



Throughput {TP) is a composite measure of both the speed and accuracy of 
performance. The measure was introduced by Fitts in 1954 [4], and it has been 
widely used in human factors and experimental psychology ever since.[] See [9, 18] 
for extensive reviews. 

Throughput is a very powerful measure. Unlike movement time or error rate, 
throughput is relatively independent of the task difficulty or the range of task 
difficulties in the experiment. (In fact, this is the very thesis upon which Fitts' 
original work was based.) 

Throughput is calculated as follows: 



Troughput = — ^ 
MT 



( 1 ) 



where 



ID, = log; 



D 



+ 1 



( 2 ) 



The term ID^ is the effective index of difficulty, and carries the unit "bits". It is 
calculated from Z), the distance to the target, and W^, the effective width of the target. 
Since MT, or movement time, carries the units "seconds", throughput carries the units 
"bits per second", or just "bps". 

The use of the effective width (W) is important. W^is the width of the distribution 
of selection coordinates computed over a block of trials. Specifically, 



= 4.133 x5D (3) 

where SD^ is the standard deviation in the selection coordinates measured along the 
axis of approach to the target. Thus, captures the spatial variability or accuracy in 
a block of trials. As a result, throughput is a measure of both the speed and accuracy 
of the user. In a sense, throughput reflects the overall efficiency with which the user 
was able to accomplish the task given the constraints of the device or other aspects of 
the interface. 

It is important to test the device on difficult tasks as well as easy tasks; so, multiple 
blocks of trials are used, each with a different target distance and/or target width. 



^ Fitts used the term index of performance instead of throughput. The term bandwidth is also 
used to imply throughput. 



An Evaluation of Two Input Devices for Remote Pointing 241 



4 Method 

4.1 Participants 

Our study included twelve paid volunteer participants, composed of nine males and 
three females. Eleven of the participants were students at a local university; one was 
a member of the staff. All participants used computers with a GUI and mouse on a 
daily basis. None had prior experience with remote pointing devices. 



4.2 Apparatus 

The experiment was conducted on a PC-class desktop computer with a 15” VGA 
display. The experiment used the Generalized Fitts’ Law Model Builder software 
[17] to present the tasks and capture the data from four pointing devices. The 
following devices were used: 

1 GyroPoint-mr by Gyration 

2 GyroPoint-dcsk by Gyration 

3 RemotePoint by Interlink Electronics 

4 Mouse 2.0 by Microsoft 

The GyroPoint was treated as two devices, since it was tested in each of its two 
modes: in the air and on the desktop. By having the same device operated in two 
ways, differences between the “air” and “desk” conditions can be more narrowly 
attributed to the interaction technique (air vs. desk) rather than to the ergonomics of 
the device. We also included a Microsoft Mouse 2.0 in the study, for a similar reason. 
By including a standard desktop pointing device, we have a “baseline” condition. 
This is important, because we want not only to evaluate and compare the performance 
of remote pointing devices, but to provide context for our results in the highly tested 
world of desktop pointing. 

So, of the four device conditions, two are examples of remote pointing (GyroPoint- 
air and RemotePoint) and two are examples of desktop pointing {GyroPoint-&Q^\. and 
Mouse 2.0). 



4.3 Procedure 

A simple point-select task was used, conforming to the pointing test in Section 
B.6.1.1 of ISO 9241-9 [6]. The task was explained and demonstrated to participants 
and a warm-up block of trials was given. In each trial, two targets of width W 
separated by distance D appeared on the display. A cross-hair tracker appeared in the 
left target and a purple X appeared in the right target. Participants moved the cross- 
hair tracker by manipulating the pointing device. The goal was to move the tracker 
back and forth between the targets and alternately select the targets by pressing and 
releasing the primary device button. 

An error occurred if the centre of the tracker was outside the target when the button 
was pressed. An error was accompanied by an audible beep. As each selection 
occurred the purple X moved to the opposite target to help guide the participant 
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through a block of trials. For each distance/width condition, 20 back-and-forth 
selections were performed. Participants were instructed to proceed as quickly as 
possible while trying to minimize errors. Approximately one error per block of 20 
trials (5%) was considered acceptable. Participants could rest between blocks of trials 
at their discretion. 

For the two desktop device conditions {GyroPoint-&Q^\. and Mouse 2.0), 
participants were seated in front of the system as customary with desktop computers. 
For the two remote pointing conditions {GyroPoint-diiv and Remote Point), participants 
stood in front of the system at a distance of 1.5 meters (see Fig. 5). 




Fig. 5. Operating the RemotePoint while standing in front of the display 



The operation of the remote pointing devices was explained and demonstrated. 
Participants held the device in their hand and manipulated it as noted earlier. For the 
RemotePoint, the base station was positioned beside the display; thus the device was 
pointing roughly at the display during the trials. For the Gyro Point-air, the device 
operates in relative mode, so it need not point at the display for normal operation. 
However, as participants also had to visually monitor the display, they held the device 
with it pointing at the display. 



4.4 Design 

The experiment was a4x3x3x4x20 repeated measures factorial design. The 
factors and levels were as follows: 



Device Gyro Point-air, Gyro Point-desk, RemotePoint, Mouse 2.0 

Distance 40 mm, 80 mm, 160 mm 

Width 10 mm, 20 mm, 40 mm 

Block 1,2, 3,4 

Trial 1,2, 3. ..20 
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To balance for learning effects, participants were randomly assigned to one of four 
groups. Each group received the device conditions in a different order using a Latin 
square. 

For each device condition, participants performed 4 blocks of trials. Each block 
consisted of the 9 target distance/width conditions presented in random order. For 
each target distance/width condition, 20 trials were performed. Thus, a block 
consisted of 9 x 20 = 180 trials. Participants were able to perform all four device 
conditions in about one hour. The conditions above combined with 12 subjects 
resulted in 34,560 total trials in the experiment. 

The nine target distance/width conditions were chosen to cover a range of task 
difficulties. The easiest task combined the shortest distance (40 mm) with the widest 
target (40 mm). The index of difficulty was 



ID = log 2 



( D 




(40 A 




= l0g2 


— +1 


(w J 




[40 J 



: 1.0 bits 



(4) 



The hardest task comhined the largest distance (160 mm) with the narrowest target 
(10 mm): 



ID = log2 
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(5) 



The dependent measures were movement time (ms) error rate (%), and throughput 
(bps). 

At the end of the experiment, participants were interviewed and asked to complete 
a questionnaire. Comments were sought on their subjective impressions of the four 
device conditions. 



5 Results and Discussion 

The grand means on the three dependent measures were 957 ms for movement time, 
2.6% for error rate, and 3.0 bps for throughput. 

It is possible that even with counter balancing asymmetrical skill transfer effects 
may occur across device conditions [14]. This would surface as a significant main 
effect for order of presentation, that being the group to which participants were 
assigned. This was tested for and found not to have occurred as the group effect was 
not statistically significant on each dependent measure. 

The main effects and interactions on each dependent measure are presented in the 
following sections. 



5.1 Speed 

The GyroPoint-&t^\. was the fastest device condition with a mean movement time of 
598 ms. The other device conditions were slower: by 11% for the Mouse 2.0 (666 
ms), by 56% for the GyroPoint-mr (930 ms), and by 173% for the RemotePoint (1633 
ms). Thus, the two remote pointing conditions were substantially slower than the two 
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desktop conditions. The differences were statistically significant = 199.4, p < 
.0001). The main effect for block was also significant (F3 24 = 20.7, p < .0001), as was 
the device x blo ck in teraction (F^^^ = 3.1, p < .05). The main effects and interaction 
are illustrated in Fig. 6. 




Block 



Fig. 6. Movement time by block and device 



The very long movement time for the RemotePoint is an indication that participants 
had a difficulty in controlling the movement of the cursor with this device. Problems 
with finger tremor in controlling isometric joysticks have been noted before [15], so 
the poor showing here is not surprising. 



5.2 Accuracy 

The most accurate device was the RemotePoint with an error rate of 1.6%. It was 
followed by the Mouse 2.0 at 2.4% errors, the GyroPoint-&t^\. at 2.7% errors, and the 
GyroPoint-w at 3.5% errors. On the whole, these error rates are quite low. The main 
effect of device on error rate was significant {F-^^a ~ P < .0005), but the main 
effect of block was not (F3 24 < 1, ns). The device x block interaction was significant 
(F922 = ^-0. P < .05). The main effects and interaction are illustrated in Fig. 7. 

Standard deviation bars are omitted from Fig. 7 to avoid clutter. However, the lack 
of statistical significance in the block effect suggests that an interpretation of the 
trends illustrated over the four blocks in Fig. 7 is not warranted. 

The primary observation for accuracy is on the significant main effect of device 
and the very good showing of the RemotePoint. The latter is surprising given the 
dismal performance on movement time. It is possible that participants proceeded with 
great caution, given their inability to move expeditiously with this device. Since 
movement time was much longer, perhaps the very slow positioning tended to make 
selection — once the cursor was finally positioned inside the target — less error 
prone. 
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Fig. 7. Error rate by block and device 



5.3 Throughput 

Throughput is an important dependent measure because it combines speed and 
accuracy in a single metric, as noted earlier. Thus, tendencies to trade speed for 
accuracy or vice versa will not necessarily yield differences in throughput. The 
highest throughput was observed for the GyroPoint-dt^\. at 4.1 bps. The other 
devices exhibited lower throughputs by 10.4% for the Mouse 2.0 (3.7 bps), by 32% 
for the GyroPoint-dir (2.8 bps), and by 65% for the RemotePoint (1.4 bps). 

These measures are in line with others we have observed. Although there are 
numerous figures for throughput in the literature, very few were calculated as per the 
ISO 9241-9 standard, and, therefore, comparisons are difficult. For example, a 1991 
study [13] reported throughput for the mouse; however, it was obtained from a 
regression model of the following form: 

MT = a + bxID^. ( 6 ) 

The model includes coefficients for the intercept, a in ms, and the slope, h in ms/bit, 
reported as = -107 ms and b = 223 ms/bit. Throughput was reported as the slope 
reciprocal, namely 1 / 223 = 4.5 bps. Importantly, the calculation of ID^ included the 
adjustment noted earlier for the effective target width (see equations 2 and 3). 
However, the presence of a non-zero intercept tends to weaken the comparison. 
According to ISO 9241-9, throughput is obtained from the division of means (see 
equation 1), not from the slope reciprocal in a regression model. All else being equal, 
the two calculations should yield reasonably similar results provided the intercept is 
zero, or close to zero. 

In our empirical studies, we have recently standardized our calculation of 
throughput to conform to the ISO standard. As a result, a payoff is now appearing. 
The payoff is the ability to compare results across studies with confidence that the 
comparison is “apples with apples”. 
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We consistently obtain measures in the range of 3.0 to 5.0 bps for mice [e.g., 10]. 
Obtaining a similar figure herein is like a “self check” on the experimental apparatus, 
procedures, data collection, analysis, etc. We also consistently find lower figures for 
other pointing devices — in the range of 2.6 to 3.1 bps for trackballs [10], 1.0 to 2.0 
bps for touchpads [3, 11], and 1.6 to 2.6 bps for isometric joysticks [3, 16]. 

The main effect of device on throughput was statistically significant (F 3 24 = 912, p 
< .0001), as was the main effect of block = 18.7, p < .0001) and the device x 
block interaction {F^^^ = 2.4, p < .05). These effects are illustrated in Fig. 8 . 

The most important observation in Fig. 8 is that the two remote pointing devices 
faired poorly in comparison to the two desktop pointing devices. These trends are 
consistent with observations on movement time, but not on error rate. Although, this 
might suggest that throughput is less sensitive to accuracy than to speed, this is not 
necessarily the case. In the present experiment the differences in movement time 
were much more dramatic that those in error rates; so, the similar rank ordering of the 
movement time results to the throughput results is expectedj^ 




5.4 Qualitative Results 



Participants were surveyed for their impressions and their perceived performance. 
They completed a questionnaire on ease of use, givi ng each d evice a rating from 1 
(very difficult) to 5 (easy). The results are shown in Table 1 All participants gave 
the Mouse 2.0 and the GyroPoint-&Q^\. the top rating: "easy to use". Nine of twelve 
participants rated the RemotePoint either a 1 "very difficult" or 2 "difficult". The 
GyroPoint-diiv faired reasonably well with nine participants rating its ease of use as 
either "neutral" or "slightly easy". 



^ Note that throughput is calculated from movement time and “spatial variability”. Error rates 
per se, although highly correlated with spatial variability, are not used in the calculation of 
throughput. 
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Table 1. Results of Questionnaire on Ease of Use 



Participant 




Device 




Mouse 2.0 


GyroPoint 

desk 


GyroPoint 

air 


RemotePoint 


1 


5 


5 


4 


2 


2 


5 


5 


3 


2 


3 


5 


5 


3 


4 


4 


5 


5 


4 


3 


5 


5 


5 


3 


3 


6 


5 


5 


2 


1 


7 


5 


5 


2 


1 


8 


5 


5 


4 


2 


9 


5 


5 


2 


1 


10 


5 


5 


3 


2 


11 


5 


5 


4 


1 


12 


5 


5 


3 


1 


Mean 


5.0 


5.0 


3.1 


1.9 



Note: 1 = easy, 2 = slightly easy, 3 = neutral, 4 = difficult, 5 = very 
difficult 



Although the learning trends over the four blocks given in the preceding sections 
are not dramatic (due to the simplicity of the task), all participants indicated it took 
effort to get accustomed to the GyroPoint-dir and the RemotePoint. Given that 
participants had substantial mouse experience but no previous remote pointing 
experience, it is possible that an extended study would reveal less difference between 
the devices after prolonged practice. 

Participants were also asked to rate their performance with each device, and they 
all recognized that they took the longest with the RemotePoint and were quickest with 
the Mouse 2.0 or the GyroPoint-desk. 



5.5 Experiment and Interaction Considerations 

Ideally, in experimental research one tries to hold all variables constant except those 
under investigation. In this experiment, we had difficulty in achieving this because 
remote pointing and desktop pointing, by their very nature and by the representative 
devices chosen, involve a complex shift in interaction styles and psychomotor issues. 
For example, two devices were operated while seated, two while standing. For three 
devices, the primary button was activated by the index finger, whereas for one device 
{GyroPoint-ddr) the button was activated by the thumb. Three devices used position 
control in which tracker motion was effected by motion of the wrist, forearm, and 
arm, whereas one device (RemotePoint) used velocity control in which motion was 
effected by force of the thumb. 

The use of the corded version of the GyroPoint should be considered. Although 
this may have compromised performance for the air condition, we received no 
comments on this during the interview. 

While we do not feel the issues above impact our overall results or conclusions, it 
is important to acknowledge the inherit limitations in the experimental design. As 
remote pointing evolves, further experimentation is warranted in which issues are 
investigated in isolation (e.g., standing vs. sitting). 
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Finally, the control-display relationship is altered by the distance of the user from 
the display. For the seated conditions the eye-to-display distance was about 0.75 
meters, for the standing position the distance was 1.5 meters. Thus the "same" targets 
appeared smaller for the standing position. There is an abundance of inconclusive 
research on the human performance impact of control-display relationships (e.g., [1, 
2, 12]). In one study, viewing distance was actually controlled over a range of 1.5 to 
8 meters [7]; however, no difference was found in the operating characteristics of 
three remote pointing devices. So, we do not feel this is an issue in the present study. 
For distances greater than a few meters however, display size and the size and form of 
the tracker are certainly issues to be explored further. 



6 Conclusions 

This study has shown that two representative devices for remote pointing performed 
poorly in comparison to a standard mouse. Although the RemotePoint had the lowest 
error rate, it was by far the slowest of the four devices tested and had the lowest 
throughput, measured as per the ISO standard on pointing devices. Furthermore, 
subjects gave this device the lowest subjective rating. The GyroPoint, while operated 
in the air, faired slightly better than the RemotePoint, but was favoured much less 
than a standard mouse. These results suggest that remote pointing, while a 
requirement of some systems, needs further development to support facile interaction. 
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Discussion 

N. Roussel: Have you considered two handed input devices (devices that you hold in 
one hand and operate with the other)? For example like the input devices used for 
video games? This would fit well with kinematic chain theory? 

S. MacKenzie: Yes, but we haven't actually evaluated such devices yet. On the other 
hand we have evaluated systems where we use one hand for motion and the other 
hand for selection. 

P. Smith: This task uses targets defined only by width. Can you conclude that one 
device is better than another overall given that vertical movement was not evaluated. 

S. MacKenzie: This is a one dimensional task. There are also two dimensional tasks in 
the ISO standard however. Our experience suggests that performance on two 
dimensional tasks is even worse, especially for non-mouse pointing devices. 



S. Greenberg: It's nice to see such careful work. However, your work seems to 
suggest that we should use mice rather than these other kinds of pointing devices. 
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That doesn't take into account contextual issues like the fact that when giving a 
presentation the act of pointing itself provides important social clues. Another issue: 
does the ISO standard look at other features of pointing devices like the ability to 
write or draw with the device, or to select in the presence of jitter? 

S. MacKenzie: Yes, there are six different tasks which also include drawing, plus 
some biomechanical measures and an eleven-item questionaire. The standard includes 
much more than just Fitts law which we agree is inherently limited. 

R. Jezek: Based on your experience with pointing devices, is there any influence of 
the driver software which might limit or expand the possibilities of the input device? 

S. MacKenzie: We've done some experiments where we controlled driver parameters 
using standard control panel features and found that within limits it doesn't matter, but 
at the extremes throughput degrades quite noticeably. 

L. Nigay: How did you address the problem of the fact that the users were experts 
with the mouse but not with the other devices? 

S. MacKenzie: That can be a serious problem, but here the tasks were very very 
simple. Also, we observed very little learning across the total of 120 trials. We believe 
that the user's expertise coming into the task was not a significant factor. 
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Abstract. A study was conducted to investigate the effects of auditory and 
haptic feedback for a "point and select" computing task at two levels of 
cognitive workload. Participants were assigned to one of three computer-mouse 
haptic feedback groups (regular non-haptic mouse, haptic mouse with 
kinesthetic feedback, and haptic mouse with kinesthetic and force feedback). 
Each group received two auditory feedback conditions (sound on, sound off) for 
each of the cognitive workload conditions (single task or dual task). Even 
though auditory feedback did not significantly improve task performance, all 
groups rated the sound-on conditions as requiring less work than the sound-off 
conditions. Similarly, participants believed that kinesthetic feedback improved 
their detection of errors, even though mouse feedback did not produce 
significant differences in performance. Implications for adding multi-modal 
feedback to computer-based tasks are discussed. 



1 Introduction 

Within the traditional framework of human-computer interaction (HCI) feedback to 
users for the purposes of navigation and interaction have been provided primarily via 
the visual mode. For example, cues for cursor position, current application status, and 
the user's most recent keyboard or mouse entries are generally obtained when the user 
looks at the screen. In our high-paced world, many computer users regularly divide 
their visual attention between more than one software application at a time. To assist 
with this visual juggling, the use of multi-modal feedback has been proposed as a 
means of reducing the load on the visual modality so as to allow the user to work 
more efficiently [1,2]. The general thinking is that we can capitalize on our ability to 
process information through more than one modality without significantly impairing 
performance on the primary visual task. In HCI, the term multi-modal feedback is 
used to refer to feedback sources other than those provided visually via a computer 
monitor. The more common sources of alternative feedback are through touch (haptic 
feedback) and sound (auditory feedback). 

While computing technology offers opportunities to provide feedback to users via 
other modes (e.g. hearing, touch), whether such feedback actually enhances human 
performance across computing tasks is not well understood. This research set out to 



M. Reed Little and L. Nigay (Eds.): EHCI 2001, LNCS 2254, pp. 251-262, 2001. 
© Springer- Verlag Berlin Heidelberg 2001 




252 Carolyn MacGregor and Alice Thomas 



address this issue - specifically whether the addition of haptic and auditory feedback, 
separately or combined, enhances performance on a basic "point and click" computing 
task. 



2 Providing Multi-modal Feedback in Computing Tasks 

Besides the keyboard, the computer mouse is the most common input device used in 
HCI activities. While the user may employ the mouse to manipulate objects on the 
screen, he or she often must look at the screen to confirm an action due to the limited 
feedback provided via the mouse itself. There are some mouse-like input devices, 
such as Control Advancements Inc.'s Virtual Reality Mouse^^ (VRM), and SensAble 
Technologies’ PHANToM® haptic interface, that can provide haptic feedback 
through the user’s sense of touch. All computing mice provide some haptic feedback 
in that the user physically moves the cursor by touching the mouse. Current use of 
the term haptic with respect to input/output devices typically refers to some physical 
sensation provided directly back to the user’ s hand or fingers via force feedback in the 
form of vibration or resistance. 

In addition to force feedback, some haptic devices, such as the VRM, provide 
kinesthetic feedback to the user. The VRM provides the user with a sense of relative 
cursor position on the screen by physically restricting mouse and user hand 
movements to a planar workspace on the physical desktop corresponding to a fixed 
frame of reference on the computer screen. With a traditional mouse, the user can 
pick the mouse body up and reposition it when it gets to the edge of the mouse pad. 
With the VRM, the mouse is mounted on a sliding metal arm that is attached to a rail 
housed in the VRM control box. In addition to the kinesthetic feedback, the VRM 
can deliver force feedback via servomotors that create the sensation of increased 
friction and gravity wells as the mouse passes over screen widgets such as icons or 
window "edges" [3]. The VRM was originally developed to aid blind and low- 
visioned users in accessing and interpreting GUI interfaces. Given that devices such 
as the VRM are relatively new to the marketplace, the potential impact they can have 
in terms of user performance for sighted users is not well understood. 

Akamatsu and Sate report that the addition of tactile and force feedback shortens 
reaction time in a target selection task [4] . However, in their study the sole task of the 
user was to perform the target selection task. The benefits of tactile and force 
feedback as a way to reduce visual load were not specifically tested. More recently, 
Oakley and colleagues investigated the use of the PHANToM® haptic device as a 
potential interface for reducing visual load [5]. They hypothesized that by 
augmenting a regular desktop interface with haptic effects participants would be able 
to perform scrolling and reading tasks faster, with fewer errors, and with less 
workload than without the haptic effects. While they did not find any significant 
differences in terms of their objective measures (time and error), their participants did 
report experiencing a reduced workload with the haptic effects. In both of the studies 
cited, the focus was on the effects of haptic feedback and additional modes of 
feedback, such as auditory cues, were not included in the investigation. 

While haptic interfaces are still in their infancy, we have had the ability to include 
auditory feedback in computer-based tasks for some time. The fact that one can attend 
to auditory feedback without having to look at the screen suggests that strategically 
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used auditory cues should allow a user to visually monitor one task while attending to 
the auditory feedback of another. Surprisingly, there has been little in the way of 
fundamental research which clearly demonstrates that the addition of auditory 
feedback significantly enhances everyday computing tasks. It has been suggested that 
simple musical sounds (e.g. tones) can be used as non-speech "earcons" to help users 
navigate through computing space [7]. While it is certainly possible to provide 
auditory feedback in most computer-based tasks, it is not clear whether adding sound 
will necessarily enhance or hinder performance, especially if it is combined with 
haptic feedback. Brewster and his colleagues investigated whether sound could be 
used to help users overcome the common problems of overshooting or slipping off of 
GUI buttons in point-and-select tasks [8]. They found error recovery to be 
significantly faster when the sonically enhanced buttons were used over standard GUI 
buttons. In addition, measures of perceived workload suggested that participants 
preferred the sonically enhanced buttons to standard ones. While this would suggest 
that auditory feedback does enhance computing tasks, Brewster did not include haptic 
feedback as part of the investigation. 

Based on a review of the literature, there is some evidence that haptic and auditory 
feedback may enhance user performance. However, this evidence is provided by 
studies that examine either one or the other mode for providing feedback, and not 
both. And yet, the pundits suggest (without clear empirical evidence) that 
combinations of multi-modal feedback will enhance user performance in everyday 
computing [1]. 

Currently, the combination of haptic and auditory feedback is more likely to be 
used in gaming and simulation applications, or as sight- substitution aids for visually 
impaired users. Combining haptic and auditory feedback has been shown to improve 
selection performance for blind and ‘visually occupied’ users [6]. However, such 
studies tend to focus on the use of multi-modal feedback as a substitution for visual 
feedback rather than as a supplement to existing visual feedback. In gaming and 
simulation applications, contributions made by haptic and auditory feedback to actual 
user performance may be of less importance than the user’s perception of 
improvement (often driven by the «WOW» factor). For example, Microsoft’s 
Sidewinder^^ joystick provides force feedback to supplement computer-graphic 
action games that already come with realistic sound effects, and Logitech’s 
Wingman™ Force Feedback Steering Wheel allows players to «feel» the road and 
obstacles in PC-based driving simulation games. Empirical studies demonstrating the 
improvement in gaming performance due to combined auditory and haptic feedback 
are lacking. 

However, not all computing is gaming and many computer-based jobs carried out 
by visually impaired and sighted users require multi-tasking. From a software and 
interface design perspective, we would like to know that the inclusion of haptic and 
auditory feedback features actually serves to enhance user performance rather than to 
degrade it. It is the potential enhancement that haptic and auditory feedback can 
make to everyday computing that was the motivation for this research. As a 
preliminary step in tackling such design issues, an empirical study was carried out. 
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3 Selecting an Everyday Computing Task 

The first challenge for this study lay in deciding upon a task that would be 
representative of a subset of everyday computing - as opposed to more dynamic 
gaming or simulation activities. By «everyday» we mean tasks that incorporate the 
basic actions that are part of most workplace computing activities (e.g. transcribing, 
pointing, selecting, monitoring, acknowledging, etc). In order to maximize the 
opportunities for alternative modes of feedback to enhance performance and minimize 
the user's sense of workload, we needed a task that would require a fair amount of 
visual and mental attention. At the same time, the task needed to be fairly basic so 
that the users would not require a great deal of familiarization or training. 

Capitalizing on the work of Brewster and others, we decided to focus on point-and- 
select tasks, as they tend to depend heavily on visual feedback to ensure that the 
cursor is positioned over the appropriate target before it is selected. Point-and-select 
tasks have been shown to benefit from auditory feedback [7] and haptic feedback [5]. 
One activity that allows for a common point-and-click interface is the entering of 
calculations on an online calculator. The reading and transcribing of basic 
mathematical formulas is not language dependent, and thus reduced concerns one 
might have about participant reading levels and typing speeds that would be 
associated with a text transcription task. 

In order to provide opportunities for auditory and haptic feedback, a "Feedback 
Calculator" application was developed in C++ [9] . The calculator interface was built 
to resemble the basic calculator interface found in most Windows-type applications. 
It was programmed so that the calculator buttons could be felt when using the VRM 
with the force feedback effects turned on. Passing over a calculator button gives the 
sensation of being drawn into a gravity- well. The user then has to push against the 
force to move the mouse off of the button. In addition, each button was programmed 
to produce a distinct sound when the auditory feedback was turned on. 

The basic task was to have participants read a mathematical equation from a 
separate window located on the screen and then to enter that equation into the 
calculator as quickly and accurately as possible. Monitoring of time to complete task 
and errors, in terms of incorrect selections, were automated through the Feedback 
Calculator program. To lessen reaction time bias the stimuli, in the way of 12- 
character mathematical formulae, could be randomly generated such that users could 
not predict consecutive character sequences as one might be able to with the reading 
and typing of words or sentences. 

Since the calculator task itself was fairly rudimentary, we recognized that 
alternative feedback might not significantly enhance performance. We hypothesized 
that the auditory and haptic feedback may play a greater role in enhancing 
performance if the user must visually monitor more than one task. In order to simulate 
the situation when a user is trying to monitor more than one application at a time, we 
drew upon work by Sellen and her colleagues [10]. They compared the effectiveness 
of kinesthetic feedback via a foot pedal with visual feedback and asked participants to 
monitor numbers on an adjacent computer screen while performing a text-editing task 
on the main screen. Participants were to type in the number that appeared on the 
adjacent screen whenever they heard a randomly timed beep. As we were 
investigating the effects of auditory as well as haptic feedback, we were unable to 
provide an auditory cue for secondary monitoring. Instead, we had participants 
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monitor a secondary screen and acknowledge when they noticed the letter on the 
screen change to one of the three possibilities (a, b, or c). Arguably, this made the 
dual task situation more difficult than the one used by Sellen, as the participants had 
to remind themselves to multi-task - which is the more typical case in the workplace. 
Further details of the empirical study are described below. 



4 Method 

4.1 Participants 

Thirty students (16 males, 14 females) were recruited from the University of Waterloo 
to participate in the study. The criteria for inclusion in the study was self-reported 
experience with any Windows 3.1 applications or higher, proficiency with a mouse- 
input device, having good vision with or without corrective lenses, and no hearing 
difficulties. Three of the participants were left-handed and the rest were right-handed. 
None of the participants had any previous experience with the VRM. All participants 
were paid $10 for participating in the study that lasted approximately 1 hour. 



4.2 Experimental Design 

This study used a 3X(2X2) mixed design with Mouse Feedback Group (Control, 
Kinesthetic Feedback, Kinesthetic and Force Feedback) representing the between- 
group factor, and with Sound (On, Off) and Task Level (Single, Dual) representing 
repeated measures. All participants were randomly assigned to one of three mouse- 
feedback groups: standard Logitech™ mouse (Control C non-haptic condition), haptic 
VRM with no force feedback (Kinesthetic K condition); and haptic VRM with force 
feedback (Kinesthetic and Force Feedback KF condition). While the specifics of 
mouse feedback varied between groups, the basic approach and methodology 
remained the same. All participants experienced both task levels (Single Task, and 
Dual Task) and for each task level there were sets of trials with auditory feedback 
(Sound On) and without auditory feedback (Sound Off). All participants did the 
Single Task trials first followed by the Dual Task trials. In each Mouse Feedback 
group, the order of auditory feedback trials was balanced with half of the participants 
experiencing the auditory feedback first followed by the Sound Off condition. 



4.3 Equipment, Procedures, and Measures 

The "Feedback Calculator" Application and the secondary monitoring tasks were 
presented on two separate monitors set side-by-side and linked to two IBM 
compatible PCs. The auditory feedback was provided through a head set and the 
volume was adjusted to a level of comfort for the participant. The Control (C) group 
used a regular three-button Logitech^M mouse, while the other two groups used a 
Virtual Reality Mouse^^ (VRM). In the kinesthetic and force (KF) feedback 
condition, the force feedback feature of the VRM was turned on, and it was turned off 
in the kinesthetic feedback (K) condition. All participants used their preferred hand to 
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manipulate the mouse. The Feedback Calculator interfaced with the VRM such that 
force feedback was activated when the mouse cursor passed over the calculator 
buttons. In the same way, the Feedback Calculator interfaced with the VRM and 
regular mouse such that auditory tones representing a tonal scale were also mapped to 
the calculator buttons. To suggest numerical increments (i.e. 0 to 9) a tone equivalent 
to middle C on a piano was selected for the number 0 and was increase by a full tone 
for each successive number up to 9. To reduce any advantages of musicality, the 
tones associated with the number keys were roughly equivalent to the sound produced 
by rubber bands stretched taut and then plucked. The sounds associated with the 
basic arithmetic function keys were more distinct (e.g. a ding for the Equals key). In 
the Sound On condition, the appropriate tone was played whenever the cursor passed 
over a button. 

Participants performed four blocks of trials, one for each of the repeated conditions 
(Sound by Task Level). In the Single Task blocks, participants were asked to enter a 
series of mathematical expressions and find the answers using the Feedback 
Calculator. Six different equations were included in each trial. For the Dual Task 
condition, participants were asked to perform a secondary-monitoring task 
concurrently with the equation-entering task. Three target letters (a, b, or c) were 
presented one at a time on a second monitor to the left of the primary task monitor. 
Three directional arrow keys on the keyboard were assigned to each of the letters. 
Participants were instructed to press the appropriate key with their non-preferred hand 
whenever they noticed the target letters change. 

Speed and accuracy on the primary task were the performance measures recorded 
for each participant. Total errors per trial were calculated by summing the number of 
incorrect button clicks and the number of mouse clicks that were made over non- 
button areas of the Feedback Calculator window. After each condition, participants 
were administered the NASA TLX index for subjective mental workload. The NASA 
TLX consists of six linear rating scales: Mental demands. Physical Demands, 
Temporal Demands, Effort, Own Performance, and Frustration. The scales display a 
value from 1 to 100 (or percent value) for low to high respectively (with exception for 
rating of Own Performance that was from 1 to 100 for good to poor respectively). An 
overall composite score for mental workload is created from the six individual scales 
[10]. Once all four conditions were completed participants were asked to complete a 
usability questionnaire. The usability questionnaire used a series of 6-point scales to 
assess how well the mouse and the sounds helped in detecting the buttons on the 
calculator and in detecting any mistakes made when entering the equations. 



5 Results 

One concern with timed trials is that participants will trade off accuracy for speed. To 
check for such trade-offs, linear correlations were calculated for time and errors. 
None were found to be significant. While the performance measures are not clearly 
independent, we can view them as contributing different pieces of information to the 
understanding of the effects of feedback on performance. Table 1 presents the mean 
and standard deviations for trial times and error rates for each block based on Mouse- 
Feedback group and trial specifications. 
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Table 1. Means and Standard Deviations for Trial Times and Errors 



Mouse 

Feedback 

Group 


Average Trial Time per Condition 
in seconds 

{standard deviations) 


Average Number of 
Errors per Condition 
{standard deviations) 


Single Task 


Dual Task 


Single Task 


Dual Task 


Sound 

Off On 


Sound 
Off On 


Sound 

Off On 


Sound 

Off On 


Control 
N= 10 


36.6 

(4.0) 


37.7 

(3.6) 


53.8 

(9.4) 


50.3 

(9.9) 


1.5 

(1.9) 


1.8 

(2.7) 


2.8 

(2.8) 


3.2 

(4.7) 


Kinesthetic 
N= 10 


38.9 

(7.7) 


41.0 

(5.2) 


54.9 

(9.2) 


56.8 

(9.4) 


1.7 

(1.5) 


1.7 

(1.4) 


2.2 

(1.8) 


2.0 

(1.3) 


Kinesthetic 
& Force 
N= 10 


37.9 

(4.3) 


38.7 

(4.3) 


48.6 

(5.0) 


52.3 

(9.1) 


0.9 

(1.0) 


0.8 

(1.0) 


1.4 

(1.7) 


1.9 

(1.4) 



For average time to complete trials, a significant three-way interaction (Mouse- 
Feedback Group by Task by Sound) was found [F (2,26) = 3.91, p < 0.03]. As 
expected, the dual task was found to be significantly more challenging than the single 
task on all measures for all Mouse-Feedback groups (p < 0.01). Thus, the tasks 
appeared to be successful in representing two different levels of cognitive workload. 
In the Single Task conditions, time to complete trials did not appear to be 
significantly affected by auditory feedback for any of the three Mouse-Feedback 
groups. It is interesting to note that in all three groups, the times to complete trials 
were actually slightly faster for the conditions without auditory feedback. However in 
the Dual Task condition, the KF group was the fastest in the absence of auditory 
feedback, while the control group appeared to benefit the most from having the 
auditory feedback. 

Similar to the analyses for Average Time, a three-way ANOVA was carried out for 
Error rates. However, none of the analyses revealed significant results (p > 0.05). 
This may be due to the simplicity of the primary task such that the participants made 
relatively few errors under any of the conditions. 



5.1 Subjective Workload and Usability 

The subjective workload ratings were compared across Mouse-Feedback group and 
condition. Table 2 presents the means and standard deviations for subjective workload 
ratings. 



Table 2. Means and Standard Deviations for Overall Workload Ratings 



Mouse Feedback 
Group 


Overall Workload Rating 
1 (low) - 100 (high) 


Single Task 


Dual Task | 


Sound OFF 


Sound ON 


Sound OFF 


Sound ON 


Control 


68.3 (16.4) 


44.9 (14.6) 


72.0(10.1) 


52.4 (15.7) 


Kinesthetic Only 


62.3 (15.0) 


34.3 (10.8) 


69.8 (15.7) 


37.3 (14.0) 


Kinesthetic & Force 


65.7 (14.6) 


41.9 (14.5) 


72.7(11.4) 


45.7 (16.1) 






258 Carolyn MacGregor and Alice Thomas 



Auditory feedback had a significant effect on perception of workload [F(l, 26) = 
123.99, p < 0.001]. Under both the single and dual task conditions, participants rated 
total workload lower when the auditory feedback was available. There was little 
difference between the groups in terms of workload ratings in the Dual Task 
Condition. All groups rated the Dual Task as having higher workload than the Single 
Task condition. For the Single Task condition, when auditory feedback was present 
the K group rated workload significantly lower than the C group (p < 0.045) and 
marginally lower than the KF group. While for the most part the groups did not differ 
significantly in terms of overall workload ratings in the dual task conditions, there 
were differences when the physical demand scale was examined. When auditory 
feedback was turned off, the ratings for physical demands of the task were 
comparable across the mouse feedback groups. However, an interesting pattern of 
results emerged when auditory feedback was turned on (See Table 3). 

In both the single task and dual task conditions, the KF group had the highest 
ratings for physical demands. This was most likely due to the physical experience of 
overcoming resistance when moving the mouse. The physical demands ratings were 
significantly higher than the K group when the sound was on in the single task (p < 
0.01) and the dual task (p < 0.02). As well the physical demands ratings were 
significantly different from the C group when the sound was on in the single task (p < 
0.04). When the sound was off, both the C and K groups increased their ratings of the 
physical demands of the task. It is not clear why the presence of sound would lower 
the perception of physical demands. 

At the end of the study, all participants were given a final questionnaire in order to 
evaluate their ability to detect mistakes because of the feedback experienced, as well 
as to provide subjective and qualitative feedback about the impact of the equipment 
and the sounds used. Participants were asked to rate their ability to detect mistakes 
they made because of the feedback from the mouse. The K group (Mean = 3.5) rated 
their input device slightly higher than the KF group (M = 3.2) and significantly higher 
than the C group (M = 2.4) [t(9) = -2.51, p < 0.03]. Participants were also asked to 
rate their ability to detect mistakes because of the feedback from the sounds. 
Participants in the KF group (3.7) generally rated the sounds as being more useful 
when compared to the ratings of the K group (M = 2.8) and C (M = 2.9) groups [t(17) 
= -2.55, p < 0.02]. Not surprising, there was a significant difference between the 
groups in terms of their perception of ease of movement of the mouse [F(2,26) = 16.2, 
p< 0.001]. The C group gave the highest rating for ease of movement (M = 4.4), 
followed by the K group (M = 3.9), and the KF group (M = 2.3). 



Table 3. Means and Standard Deviations for Physical Demands Ratings 



Mouse Feedback 
Group 


Physical Demands Rating 
1 (low) - 100 (high) 


Single Task 


Dual Task 


Sound OFF 


Sound ON 


Sound OFF 


Sound ON 


Control 


44.5 (79.2) 


37.0 (24.7) 


48.5 (76.7) 


33.0 {26.3) 


Kinesthetic Only 


45.0 (79.6) 


28.0 {18.1) 


42.5 {23.8) 


30.5 {18.0) 


Kinesthetic & Force 


60.0 (22.6) 


57.8 (27.4) 


62.8 (27.4) 


60.6 {26.8) 
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6 Discussion 

The significant three-way interaction for time to complete trials along with the results 
from the participant’s self-reports on workload and usability presents an interesting 
pattern of results. To address the question of whether the addition of auditory, 
kinesthetic, and force feedback enhanced the primary task (i.e. the calculator task), we 
will look at the feedback modes separately and in combination, and for each of the 
single and dual task conditions. 



6.1 Multi-modal Feedback and Single Task 

When participants only had to focus on the primary task, the addition of auditory 
feedback helped to significantly lower perceived workload, even though it did not 
improve performance in terms of time to complete trials or error rates. In fact the 
means for trial time and errors actually increased slightly for all three mouse feedback 
groups - although not significantly. It may be that the sound served as a source of 
confirmation that the correct button was about to be selected. While such auditory 
confirmation might reduce cognitive load of visually checking correct selection, it 
may serve to increase trial time as the user processes and acknowledges the 
confirmation before moving on to the next entry. 

The addition of kinesthetic feedback alone and in combination with force feedback 
did not improve performance over the traditional mouse condition. Although not 
significantly different, time to compete trials took slightly longer with this additional 
feedback over the non-haptic feedback condition. However, in the absence of 
auditory feedback, ratings of overall workload and physical demands were 
significantly less for the kinesthetic condition when compared to those for the 
traditional mouse condition. In the kinesthetic condition, the mouse movements map 
directly to the cursor position on the screen. Thus, participants did not have to lift, 
reposition, and reorient the mouse as one might with a traditional mouse when the 
edge of the mouse pad or desk is reached. This may have contributed to the 
perception of reduced workload for the kinesthetic condition. This advantage may 
have been reduced in the kinesthetic and force feedback condition, as those 
participants had to exert additional physical energy to overcome the force effects. 



6.2 Multi-modal Feedback and Dual Task 

As was the case with the Single Task, the addition of auditory feedback reduced the 
perception of workload for all mouse feedback conditions in the Dual Task. While 
the groups did not differ significantly in terms of mean performance times, the pattern 
of results for the dual task is worth discussion. In the single task condition, the group 
in the non-haptic condition had the fastest mean times on the point-and-select task 
(with and without auditory feedback). However, once participants were required to 
monitor a second visual display, the group receiving kinesthetic and force feedback 
had the faster mean times in the absence of auditory feedback. This pattern changed 
once auditory feedback was added. With the sound effects turned on for the 
calculator task, the group using the traditional mouse had the faster mean times 
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(improving upon their mean time from the sound-off condition), while both haptic 
feedback groups showed a degrading of mean trial time. 

The group receiving both kinesthetic and force feedback rated the physical 
demands of the mouse condition as being significantly greater than the other groups 
when auditory feedback was present. It is curious that the same group gave higher 
ratings to the auditory feedback in terms of enhancing error detection in the primary 
task than did either of the other two groups. 



6.3 Does Multi-modal Feedback Help? 

Including kinesthetic, force feedback in a single task did not seem to enhance or 
degrade performance on the point-and-select task when compared to that achieved 
with a regular mouse. However, including kinesthetic feedback alone seems to lessen 
the perception of workload and enhance perception of error detection for the point- 
and-select task. Including kinesthetic and force feedback appears to enhance 
performance in tasks that require high levels of visual monitoring, especially if 
auditory feedback is not present. Correspondingly, the groups that did receive the 
kinesthetic and force feedback rated their devices as being more useful in helping 
them detect errors than did those who used the regular mouse. This is interesting 
given that the group that experienced the force feedback consistently gave higher 
physical demands ratings than did the other groups. These findings are similar to that 
reported by Oatley et al [4]. In their study, including haptic effects did not enhance 
performance above that of the non-haptic condition. However, as in our study, their 
participants reported that the presence of the haptic effects made it seem like the 
workload was reduced. 

From a user's perspective of workload, adding sound makes both a single and dual 
task seem easier and adding kinesthetic and force feedback makes error detection 
seem easier. From a task performance perspective, it would seem that adding 
auditory feedback to a dual visual task situation enhances performance if the user has 
a regular mouse. If auditory feedback is not present, then including kinesthetic and 
force feedback enhances performance on visual tasks. The design challenge lies in 
deciding which should take precedence, the performance outcomes or the users' 
subjective assessments. From a consumer's perspective is it worth it to have feedback 
included that makes you think you are doing better on a task even when you may be 
doing worse? From an industrial health perspective, if the operator believes that the 
device is reducing workload then it is may be worth it. 

Empirical research into the true enhancement effects of multi-modal feedback on 
human performance needs to continue. We know that a user's subjective assessment 
of the effectiveness of non-visual feedback may not match the user's actual 
performance on the task. We know that subjective assessment may be more favorable 
towards the feedback source than might be warranted given performance outcomes. 
Some of the positive assessments of the auditory and haptic feedback may be due to 
the relatively short periods of time that the participants experienced the feedback, and 
the fact that they did not have direct knowledge of their performance in terms of trial 
times and errors. We do not yet know how influential such favorable impressions 
may be if users are given the opportunity to self- select the combination of multi- 
modal feedback they believe enhances their performance, especially over extended 
periods of time. In the gaming industry, a consumer’s perception that a multi-modal 
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feedback device will enhance performance is more likely to drive the purchasing of a 
device than whether it actually enhances performance. It is not clear whether the same 
adoption of multi-modal feedback technology would occur with the business or home 
computing industry without empirical evidence of performance enhancement. Further 
research needs to explore whether users would elect to have multi-modal feedback 
included in demanding tasks if they believe it will enhance performance, even if it 
could be to the detriment of overall task performance. 

To date, few published studies have reported empirical investigations into the 
effects of haptic feedback in conjunction with auditory feedback for single and dual 
visual tasks. It should be kept in mind that this research is limited in terms of the 
generalizability of the task. While it did involve components of transcription, 
selection, and secondary monitoring, it did not involve menu selection, navigation, 
and text or database entry, which are also basic components of everyday computing 
tasks. Thus it is not clear if computing tasks that go beyond simple target selection 
will truly benefit from the addition of auditory and haptic feedback. Work needs to 
continue to explore and build upon research involving the combination of modes of 
feedback if we are to realize the potential of multi-modal feedback interfaces for 
everyday computing tasks. 
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Discussion 

P. Gray: Your audio feedback had a particular semantic component. Did your force 
feedback component? 

C. MacGregor: No, although the VRM gives relative position information. 

P. Gray: It seems your users got a better sense of their performance from the audio 
feedback but more actual help from the haptics. Could it be this difference influenced 
the difference in performance and subjective results? 

C. MacGregor: Yes. Work needs to be done to understand what it is about the audio 
feedback that generates positive ratings from users. 

J. Hohle: At last year's British HCI, someone recorded stress measures using galvanic 
skin response. Did you consider this? 

C. MacGregor: No. We chose to use the NASA TLX because it was easily available 
and has been widely used in other studies. 

H. Stiegler: I can imagine many tasks where I would like to have some feedback to 
help me prevent errors. And since everything is flat, you get no feedback. Perhaps 
your task is too simple to get good results? 

C. MacGregor: It may be that as the task becomes more complex that some of these 
feedback features will be of more help; this research is really just a first step. 

K. Schneider: You suggest that your research has raised many open questions. Which 
area would you think is most important to address next? Have you considered 
working with visually impaired people? 

C. MacGregor: We have considered visually impaired, although we're not planning 
on working on that right now. We're more interested in whether novelty was a 
significant issue, and in how users will behave if we allow them to self select whether 
they want audio or haptic feedback. 

S. Greenberg: Is there a danger of 'throwing the baby out with the bath water' because 
of these somewhat neutral results? I can think of many tasks that are not target 
acquisition that might benefit from force feedback. 

C. MacGregor: I'm currently working with a company in Waterloo that builds 

immersive virtual reality systems like walk-in caves, etc. The company needs to 
suggest input devices to its customers. We're working on an experimental protocol to 
figure out which of these devices makes the most sense under what conditions. 

L. Nigay: You're using multiple modalities, but all are conveying the same 
information. Have you considered using different modalities for different tasks. 

C. MacGregor: Yes. For example we've used auditory progress bars in dual task 
capabilities with some interesting results. In this experiment for the dual task effect 
we had expected that the force auditory feedback would allow the users to more 
effectively split their attention. 
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Abstract. Handheld appliances such as PDAs, organisers or electronic pens are 
currently very popular; they are used to enter and retrieve useful information, 
e.g., dates, to do lists, memos and addresses. They are viewed as stand-alone 
devices and are usually not connected to other handhelds, thus sharing data 
between two handhelds is very difficult. There exist rudimentary infrastructures 
to exchange data between handhelds, but they have not been designed for a 
seamless integration into handheld applications. Handheld devices are funda- 
mentally different from desktop computers, a fact that leads to a number of 
issues. In this paper, we first analyse the specific characteristics of handheld 
devices, the corresponding applications and how users interact with handhelds. 
We identify three basic requirements: privacy, awareness and usability. Based 
on these considerations, we present our own approach. 



1 Introduction 

Currently, there exists a growing market for handheld devices such as PDAs, mobile 
phones, electronic pens etc. Upcoming communication technologies like UMTS and 
Bluetooth promise new functionalities for human communication. Currently, the 
mostly accepted way for communication is still verbal communication, whereas sym- 
bolic or textual media such as SMS or Email are still hard to use with handheld 
devices. 

Handheld devices may already store reasonable amounts of data, e.g. appoint- 
ments, holidays, addresses and agendas. On one hand, it should be possible to 
exchange these data between users without too much effort, on the other hand, hand- 
held devices are basically of private nature and thus not intended for sharing data with 
other people. These contradictory characteristics may be one reason, why handhelds 
are currently being viewed as autonomous systems without any sophisticated facilities 
for inter-handheld communication. 

In this paper, we present requirements, issues and problems of communication- 
oriented, distributed applications for handheld appliances. A lot of research has been 
done about the design of distributed applications in desktop environments. However, 
due to the fundamental different nature of handheld devices, these results can hardly 
be adapted to handheld scenarios. 

This paper is structured as follows: first, we present the fundamental differences 
between handheld devices and traditional desktop computers. Based on these consid- 
erations we identify three key requirements, a communication-oriented distributed 
handheld application has to meet: privacy, awareness and usability. We then present a 
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framework, which allows a designer to create successful information sharing applica- 
tions for handhelds. 



2 Handheld Computing Characteristics 

The notion of handheld device, palmtop, PDA and organiser is often interpreted in 
different ways. An older interpretation distinguishes between pen-hased devices and 
palmtops, where the latter have keyboards. In contrast, Microsoft divides Windows 
CE devices into handheld PCs (H/PC) with a keyboard, palmsize PCs (P/PC), which 
are controlled by a pen and handheld PC Pro devices, which are subnotebooks [3]. To 
get completely confused, Microsoft calls the new pen-based devices based on 
Windows CE 3.0 Pocket PC. 

In the following, we understand by handheld devices mobile devices with small 
displays, without or with just rudimentary keyboards and an autonomous power 
supply. Examples are: 

_ 3 Corn's Palm devices (e.g. Palm III or Palm V), 

_ Casio's Cassiopeia or 
_ Electronic pens such as the C-Pen. 

In particular, we do not summarise notebooks or laptops under the notion of hand- 
helds. 

Handheld computing is closely related to so-called ubiquitous computing. Mark 
Weiser introduced the concept of ubiquitous computing often called "ubicomp" [19]. 
His vision was a huge number of invisible and "calm" computers surrounding people 
in their everyday life. In contrast, handheld computing keeps the device in the fore- 
ground, whereas ubicomp devices should work in the background [6]. People using 
handhelds are aware of using computers and adapt their activities to the device, e.g. 
learn a specific kind of handwriting. However, studying handheld computing may be 
the right step towards ubicomp, since a number of problems is identical. Handhelds, 
e.g., should be suitable for everyday tasks, easy to handle and fail proof. 

Table 1 shows some hardware characteristics of popular handheld devices. 
Compared to desktop computers, handheld devices have small memories, low 
computational power, limited input and output facilities and usually do not contain a 
mass storage. Persistence data have to be stored in the battery-buffered RAM, and 
thus decreases the available runtime RAM for dynamic data and runtime stack. Even 
worse: some CPUs (e.g. Palms CPU) allow only addressing small pieces of memory 
(64k) as a whole. The reduced capabilities have two major reasons: 

1. Size: The display is limited to palm size (approx. 10cm x 8cm); chips (e.g. 
memory and CPU), even when highly integrated, need space for connectors and 
circuit boards. Due to these limitations, it is impossible or at least cost intensive to 
integrate high-resolution displays or a big number of electronic parts into a device. 

2. Battery life: Past CPUs, big memories and high-resolution displays (particularly 
coloured ones) consume a big amount of valuable battery power. If battery technology 
will not significantly improve in the future, handheld computers will always be far 
behind the capabilities of desktop computers. 
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Table 1. Some hardware characteristics of handheld devices 



Device 


Processor 


RAM 


Screen 


Battery life 


Palm Illxe 
(3Com) 


16Mhz 

MC68EZ328 


8MB 


160x160 
(16 grey) 


1.5-2 months 
(normal use) 


Cassiopeia E-15 
(Casio) 


69MHz 
NEC VR4111 


16MB 


240x320 
(16 grey) 


25 hours 
(continuously) 


C-Pen 800 
(C-Technologies) 


lOOMhz 

Intel StrongARM 


8MB 


200x56 

(b/w) 


2-3 weeks 
(normal use) 



The reduced equipment of handheld devices has a big influence on software devel- 
opment. Handheld applications are usually not developed 'from scratch' but make use 
of their operating system’s services. Popular operating systems like PalmOS [2], 
Windows CE [3], EPOC [17] or ARIPOS [5] provide the following services: 

_ starting, stopping and switching applications, managing the memory and the user 
interface; 

_ special device-dependent services like handwriting recognition, OCR, time- 
dependent alarms; 

_ supervising the battery power, performing auto-power-off; 

_ managing persistent data in the battery-buffered memory; 

_ managing communication to other devices (usually to the host PC). 

Software development kits allow the software designer to code and compile handheld 
applications on desktop computers, usually in C. Some kits provide emulators for 
testing applications before downloading them to the specific device. 

Compared to desktop operating systems, handheld operating systems do not offer 
the same variety of services. Major shortcomings are: 

Limited user interface capabilities: Usually the so-called WIMP paradigm (Win- 
dows, Icons, Menus, Pointers), which is very common to desktop computers, is, if at 
all, supported in a very reduced way only because of the limited display and input 
capabilities. 

Limited support for persistent data: Since handhelds have no mass storage system, 
all persistent data have to be kept in the battery-buffer RAM. Windows CE emulates a 
hierarchical file system inside the RAM area. Other systems like ARIPOS and 
PalmOS store persistent data in so-called databases [2] (not to be confused with tra- 
ditional databases). A database is a persistent collection of records. Each record has a 
unique identifier; its content is opaque to the operating system. Constructing and 
interpreting records solely depends on the corresponding application. Databases can 
be viewed as flat file system with a record-oriented structure. 

Limited or no parallel execution capabilities: Most handheld operating systems do 
not support threads or processes for background tasks, a common technique for desk- 
top computer applications. As a work-around, some systems offer so-called timers, 
which can periodically call a predefined procedure. Unfortunately, a call is only per- 
formed, when no other instruction is being executed, thus a timer does not provide 
real background operations. 

Limited support for communication: Compared with desktop computers, handhelds 
only support a small set of communication capabilities. Handheld operating systems 
usually support one specific way of communication determined by the peripheral 
equipment. ARIPOS, e.g., only supports IrDA communication, since the C-Pen only 
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contains an infrared transceiver for communication. PalmOS supports serial commu- 
nication and TCP/IP, but does not support TCP server sockets, essential for reacting 
on incoming communication requests. 

Networking: In addition to the limited communication support, the underlying 
network itself has some drawbacks: 

_ Wireless communication infrastructures currently have low bandwidths (GMS, 
e.g., only provides 9600 Baud) and tend to have high error rates and abnormal ter- 
minations. 

_ Handhelds as communication end points are mobile in the network, i.e. often 
change their network addresses. 

_ Mobile devices are rarely connected, i.e. are most of the time not available in the 
network because of network failures or just because the device is turned off. 

Emerging technologies as UMTS, IPv6 and Bluetooth will change the way handhelds 
can be used inside a network. UMTS, e.g., allows a device to be permanently con- 
nected to the network with high bandwidth. IPv6 offers with MobilelP the possibility 
to keep the same IP address, even when a device moves inside the network. However, 
such technologies are not yet widely available and cannot be used inside current con- 
cepts. 

All topics mentioned above have big influence on the application development 
process. Usually, because of the limited handheld capabilities developing handheld 
applications is very cost intensive. This includes testing and debugging; since hand- 
helds do not offer the same debugging facilities like desktop computers, testing and 
debugging is quite cumbersome. 



3 Handheld Applications 

3.1 Application Types 

Interactions with handheld applications and interactions with desktop applications 
follow different usage paradigms. First, handheld applications have to respect the 
limitations mentioned above; much more important: users request a different kind of 
availability from such applications: handhelds do not 'boot up'. When needed, appli- 
cations have to immediately appear on screen. In turn, when the handheld device is 
deactivated, an application has to immediately save its state and disappear. In general, 
handheld applications are being used for entering and retrieving small pieces of 
information rather than processing data. 

On handhelds, only a small set of application types can reasonably be used. We 
analysed 32 Palm applications currently available as shareware. In order to get a 
representative set of applications, we took a shareware collection of a popular German 
journal [4]. Table 2 shows the results. 

Five applications are utilities and so-called hacks, which extend the operating 
system. This kind of application is not used to store information, thus not taken into 
further consideration. 
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Table 2. A selection of Palm applications 



Applications 


Application type 


Data type 


No. 


Launcher III, SwitchHack, 
German Chars, Hackmaster, 
Eco Hack 


Utilities 


mixed 


5 


Brainforest, dNote, 


Textual notes, ideas. 


textual 


5 


HandyShopper, 


shopping lists, bank 


documents. 




PocketMoney, HanDBase 


accounts 


tables 




Eeiertage, Yearly, DateBkS, 
Palm Planner 


Dates, appointments, 
holidays 


dates 


4 


Abacus, TinySheet, MiniCalc 


Spreadsheet tools 


spreadsheets 


3 


Desktop to Go, Documents to 
Go, TealDoc 


Documents 


textual 

documents 


3 


ptelnet, MultiMail, HandWeb 


Internet tools 


mails, web pages 


3 


DiddleBug, TealPaint 


Graphical notes, 
freehand 


graphical data 


2 


Parens, Currency Calculator 


Calculators 


numbers 


2 


PocketChess, TetrisV 


Games 


game states 


2 


Secret! 


Security 


texts 


I 


Route Europe 


Route planner 


geographic data 


1 


Timer 


Clock 


time 


1 



Except for two programs, which allow graphical input, all applications store well 
structured and record oriented data, often text based. Typical data types for handheld 
applications are 
_ texts and lists of texts, 

_ date entries, 

_ numbers, 

_ tables or spreadsheets. 

None of the applications above deals with multimedia data such as audio or video, 
which require a considerable network bandwidth, sufficient output devices and a huge 
amount of battery charge. Currently multimedia data are not suitable for handheld 
devices. 

To summarise, most of the applications deal with simple data types such as strings 
or numbers, joined together to lists or tables. Only few applications support graphical 
data. 



3.2 Privacy 

Data stored inside a handheld device are usually viewed as private data. Even more 
than desktop computers, handhelds are viewed as personal devices [16] for storing 
personal data such as telephone numbers, birthdays and leisure-time activities. Some 
handheld operating systems protect private data. PalmOS, e.g., allows a user to mark 
entries as private, i.e. a password is needed for viewing them. In addition, a handheld 
device as a whole can be locked via a password. 
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Connecting handheld devices for data exchange may jeopardize privacy. In case of 
an untrusted network, applications have to offer mechanisms for guaranteeing data. 
No private data should be transferred across a network, other people must not be able 
to break into a handheld and to spy out private data. 

To gain acceptance by end-users, an infrastructure has not only to ensure privacy; 
but also convince the user that her or his private data are kept private. This is perhaps 
the most crucial issue related to privacy. 



3.3 Awareness 

Mobile devices can be connected to a network at different places. Depending on the 
location, different information may be available. Users should be aware of their 
current location, including the geographic location as well as the location in the net- 
work. This information is part of so-called context awareness. Abowd and Mynatt list 
different kinds of context awareness, defined by the "five W's": Who, What, Where, 
When and Why [1]. The Who context, e.g., is based on information about other people 
in the environment, especially for looking at activities. 

Sharing information between people leads to the area of groupware and CSCW 
(computer supported collaborative work). Collaborative applications significantly 
differ from single-user applications. Many users provide input (often simultaneously), 
output has to be processed for many users, and shared data have to be kept consistent. 
Groupware applications have to provide a 'feeling' of working together in a group, 
called collaboration awareness: users have to be aware of other users involved in the 
collaborative task. 

Context awareness as well as collaboration awareness require special components 
inside the applications' user interfaces called awareness widgets. Similar to users, we 
call an application aware of something, if it explicitly takes care of a special situation, 
otherwise we call it transparent. Collaboration aware applications, e.g., are 
especially designed for supporting a group, i.e. they contain special code for group 
functions. Collaboration transparent applications originally are single-user applica- 
tions, which, with help of a groupware toolkit, can be used by many users simultane- 
ously. Collaboration transparent applications do not offer awareness widgets. A 
similar notion can be applied to the mobility aspect: mobility aware applications con- 
tain code to handle mobility, e.g. react on unstable network connections and changing 
network locations. Mobility transparent applications cannot handle such problems 
explicitly, but rely on an underlying platform. 



3.4 Usability 

Usable applications support users in carrying out their tasks efficiently and effec- 
tively. For handheld applications, usability may be even more important than for 
desktop applications. When an application is designed in isolation from the intended 
users, the result is all too often an application which does not meet their needs and 
which is rejected by end-users. An application should meet the following require- 
ments: 

Respect hardware and software limitations: Usable applications take into account 
the hardware and software limitations of their hosting handheld devices. Heavy com- 
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putational tasks are not suited for handhelds; user interfaces should be designed for 
small displays with minimal text input; communicating across a network should con- 
sider the small bandwidth and high error rate. 

Software quality: Handheld applications should be more fail proof than desktop 
applications. A locked or crashed application blocks the entire device. An application 
trapped in an infinite loop prevents some devices from being switched off. Cold 
starting a handheld often results in loosing all stored data. The problem becomes even 
worse, if an application communicates with other devices. A blocked device may 
interrupt the entire group communication. To improve software quality, design guide- 
lines may help a developer to build well-formed applications. Such a guideline can, 
e.g., be found in [2]. A platform or application framework, that encapsulates standard 
solutions for a specific application domain, helps a developer to meet these guide- 
lines: She can rely on a set of services and only has to code application- specific func- 
tions. 

Respect everyday requirements: Handheld applications are used every day. Abowd 
and Mynatt introduced the term called everyday computing [1]. They state that daily 
activities rarely have a clear beginning or end and often are being interrupted. This 
issue is especially important when considering communication-oriented applications. 
The strict distinction between asynchronous and synchronous groupware [7] hardly 
applies to everyday tasks. This leads to the notion of relaxed synchronous collabora- 
tion when group members collaborate synchronously, but may sometimes be discon- 
nected from the network for short periods of time [15]. In addition, everyday tasks 
require spontaneous, unplanned communication. Exchanging data between handhelds 
should be as easy as a phone call. Especially, user-driven central co-ordination or 
administration should be avoided. 



4 Related Work 

Mobile phones: Mobile phones offer simple mechanisms to transfer textual data. SMS 
(short message service) [13] is a protocol, which allows sending up to 160 characters 
to another mobile phone. It can slightly be compared to the email service on the 
Internet, but is based on the mobile phone infrastructure GSM (global system for 
mobile communication). WAP (wireless application protocol) [20] allows browsing 
special Internet pages on small displays. WAP provides a one-way only information 
channel, i.e. it is not possible to send page contents from one device to another. 

Beaming: A simple technique for exchanging data between handhelds, so-called 
"beaming", comes along with the Palm device [2]. Manufacturers of other devices, 
e.g. of C-Pens or Windows CE devices adapted the technology. Beaming can be 
viewed as de-facto standard for short range data exchange between handheld devices. 
It is infrared based and allows exchanging single records of data, e.g. one address or 
one memo. The distance between communicating devices should not exceed approx, 
one meter. Beaming requires human interaction, i.e. each time an entry is to be 
transferred, the sender as well as the receiver have to interact with their devices. 
Beaming is only suitable for small amounts of data. 

PlMs: Personal Information Managers (PIMs) are important tools for handhelds. 
They conveniently allow entering data by keyboard and then downloading them to the 
handheld. A popular PIM is Microsoft's Outlook [11]. In addition to synchronising 
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data with a handheld, Outlook allows scheduling appointments in a team, i.e. small 
amounts of data can be exchanged between a group of people. 

Coda: Several research platforms have been developed for data distribution and 
consistency in mobile environments. Coda [9] provides a distributed file system 
similar to NFS, but in addition supports disconnected operations. Applications based 
on Coda are fully mobility transparent, i.e. run inside a mobile environment without 
any modification. Disconnected mobile nodes have access to remote files via a cache. 
Operations on files are logged and automatically applied to the server when the client 
reconnects. Coda applications can either define themselves mechanisms for detecting 
and resolving conflicts or ask the user in case of conflicts. 

Rover. The Rover platform [8] supports mobility transparent as well as mobility 
aware applications. To run without modification, network-based applications such as 
Web browsers and news readers can use network proxies. The development of 
mobility aware applications is supported by two mechanisms: relocated dynamic 
objects {RDOs) and queued remote procedure calls (QRPC). RDOs contain mobile 
code and data and can reside on a server as well as on a mobile node. During 
disconnections, QRPCs are applied to cached RDOs. As in Coda, after reconnection 
operations are logged and applied to server data. 

Bayou: Bayou [18] provides data distribution via a number of servers, thus seg- 
mented networks can be handled. In contrast to Coda, replicated records are still 
accessible, even when conflicts have been detected but not resolved. Bayou applica- 
tions have to provide a conflict detection and resolution mechanism. Ideally, no user 
intervention is necessary. Bayou is not designed for supporting real-time applications. 

Sync: Sync [12] supports asynchronous collaboration between mobile users. It 
provides collaboration based on shared objects, which can be derived from a Java 
library. As in Bayou, data conflicts are handled by the application. Sync applications 
have to provide a merge matrix, which for each pair of possible conflicting operations 
contains a resulting operation. With the help of the merge matrix, conflicts can be 
resolved automatically. 

Lotus Notes: Lotus Notes [10] has not primarily been designed for mobile 
computers, but allows replicated data management in heterogeneous networks. Nodes 
can be disconnected and merge their data after reconnection. Data in Lotus Notes 
have a record structure. Fields may contain arbitrary data, which are transparent to 
Notes. Records can be read or changed on different nodes simultaneously. When 
reconnecting, users resolve conflicting updates. With the help of the Notes extension 
Mobile Notes, it is possible to access databases via Palm devices and mobile phones. 

Discussion: Mobile phone protocols are designed for very simple data and not 
practical for structured data. It is difficult to adapt application specific data with an 
internal record structure to these protocols. A good solution for small amounts of data 
provides beaming, since any application can use this communication mechanism to 
exchange records with other handhelds. Due to the record-by-record concept, 
beaming is not suitable for bigger amounts of data. 

Outlook has been designed especially for office environments and can hardly be 
adapted to other everyday tasks. It is not possible to add new applications to Outlook. 
In addition. Outlook requires a considerable amount of central administration. 

Most of the research toolkits above request their mobile clients to be notebook 
computers with, e.g., hard disks. The focus of these platforms is to maintain data con- 
sistency in a weakly connected environment. Problems related to handheld devices 
such as small memory and reduced computational power are not handled satisfacto- 
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rily. Automatic conflict detection and resolution need a considerable amount of 
resources on the handheld devices. We believe that such mechanisms are (currently) 
not suitable for handheld scenarios. 

Concepts, such as the Rover toolkit, which require mobile code and marshal- 
ling/unmarshalling mechanisms, currently cannot be adapted to handheld devices, 
since they are significantly different from their servers. The concept of mobile code 
requires platform independent code and identical runtime libraries on both platforms 
involved. Even though languages such as Java are running on many platforms, hand- 
held portings will provide other runtime libraries, thus mobile code mechanisms will 
fail. 

The platforms above leave many problems described above unsolved. Especially 
privacy and awareness are still open issues. 



5 The Quickstep Approach 

The Quickstep platform [15] allows developing mobility aware and communication- 
oriented handheld applications. Developers can use communication and collaboration 
primitives provided by the platform and can concentrate on application- specific 
details. A set of predefined awareness widgets can be integrated into an application 
with a few lines of code. The QuickStep approach can be described as follows: 

_ Quickstep supports applications with well- structured, record oriented data. It 
explicitly has not been designed for supporting multimedia data, graphical oriented 
applications or continuous data streams. 

_ Quickstep provides awareness widgets for collaboration awareness as well as con- 
text awareness. 

_ Quickstep applications are fully collaboration and mobility aware. 

_ Quickstep comes along with a generic server application, which allows supporting 
arbitrary client applications without modifying or reconfiguring the server. 

_ The Quickstep architecture ensures privacy of individual data. 

Before describing the QuickStep platform itself, we present two sample applica- 
tions developed with QuickStep. 



5.1 Sample Applications 

The first sample application allows a group of users to exchange date information 
(e.g. about vacations or travellings). This tool is useful in meetings, in which mem- 
bers want to schedule appointments for future meetings. Each member owns a hand- 
held device, which already contains a list of appointments as well as entries indicating 
the time one is unavailable. The problem is to find a date, when all members are 
available. Eigure 1 presents an application that can help to find such a date. 

The figure shows the view of two users on their personal handheld device. The 
upper half of the window displays the days of a month. Each range of dates when 
someone is unavailable is indicated by a bar. To get a better overview, the view can 
be switched to a two-months display. The lower half of the window serves as the 
legend for the upper half. 
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a) Joerg's handheld b) Stephan's handheld 




Fig. 1. A collaborative calendar tool 



The two users Joerg and Stephan can see their own bars and the bars of each other. 
Foreign bars are labelled by the user name rather than the local label. For other users 
only the date range is of interest, not why someone is unavailable. Each user can 
make new entries which are distributed to the other user in real-time. With the help of 
this application, it is very easy to find dates, where all members are available. 

The second example, the business card collector (figure 2), is a useful application 
for conferences. The application shows a list of all users assembled at a specific 
location. A user can view these cards and collect interesting cards in a persistent area. 
If the user permits, the business card collector publishes the card automatically, when 
entering a location. 




Fig. 2. A business card collector 
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To develop such an application 'from- scratch', a developer has to implement many 
tasks, e.g., communication protocols have to be integrated, shared data have to be 
managed. The application should offer awareness widgets. All these services have to 
be developed in addition to the main task. Developing all these functions would 
overwhelm a developer. Quickstep helps a developer to concentrate on the applica- 
tion-specific details. Data primitives as well as predefined awareness widgets can be 
used from the platform. 

In the following, we present the QuickStep platform. After describing the basic 
concepts, we discuss QuickStep with the help of the three key requirements privacy, 
awareness and usability. 



5.2 The Quickstep Infrastructure 

As described above, handheld operating systems offer only limited support for com- 
munication. Most systems cannot handle communication in the background. If the 
handheld device is always the initiating part of the communication, we need an addi- 
tional computer, which acts as a communication relay between handhelds. This com- 
puter, the Quickstep server, contains a generic server application, which is able to 
serve arbitrary QuickStep applications. 





= Quickstep 
server 






IIJ U| 

iL Location X* 




Organisation 



Fig. 3. QuickStep communication infrastructure 

Figure 3 shows the QuickStep communication infrastructure. A QuickStep server 
operates in so-called locations. A location links all handheld devices together which 
are 'in range', i.e. which can be accessed by the specific communication technology. 
This can be the range of an infrared transceiver or a Bluetooth sender. Locations 
linked together form an organisation. Organisations may connect locations, which are 
in the same company, building, conference or public place. Table 3 shows typical 
examples for locations and organisations. 



Table 3. Examples for locations and organisations 





Train 


Company 


Conference 


Location 


wagon 


meeting room, hallway 


presentation room, foyer 


Organisation 


whole train 


company building 


whole conference 
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Connections between handhelds and Quickstep servers are usually wireless, where 
the Quickstep servers are connected via traditional local area networks. The 
Quickstep server can be viewed as 'inventory' of a specific location. Once installed, it 
normally has not to be reconfigured or administered. The server runs without an 
operator and does not need a user interface, thus can, e.g., work invisibly behind a 
panel. 



5.3 Underlying Data 

As mentioned above, most handheld operating systems offer an entity called database 
to handle application- specific data. The database is a common programming abstrac- 
tion in handheld applications, thus the ideal abstraction for communication-oriented 
applications as well. Quickstep follows the same paradigm for collecting and dis- 
tributing data. The Quickstep application programming interface (API) has similar 
database functions as the database API. An application developer can use well-known 
services to handle application specific data. Data stored in QuickStep databases are 
automatically distributed among a group by the QuickStep platform. Similar to native 
database services, the actual content of records is not of interest for the distribution 
mechanism and can only be interpreted by the application. Especially, the QuickStep 
server does not know the record structure. 

Conflicts: Concurrent updates on shared data sometimes cause conflicts. Many 
platforms described above have complex mechanisms to detect and resolve conflicts. 
In our opinion, such mechanisms cannot be used inside handheld devices. Our 
concept for solving conflicts is simply to avoid them: it is not possible to concurrently 
manipulate data. For this, each record of data can only be changed by the handheld 
device, which originally created the record; copies residing on other handheld devices 
can only be viewed. To modify data which were created by another user, one has to 
make a private copy, which is treated as a new record. 

Mirroring and Caching: Due to the low computational power of handhelds, heavy 
processing tasks should run on the server. On the other hand, with respect to the low 
network bandwidth, it is not possible to transfer a large amount of processing results 
between server and handheld. To reduce network traffic and to perform as many 
computations as possible on a server, we developed a combined mirroring and 
caching mechanism. Each handheld has its local database, which stores its user's data. 
A cache database stores all data of other users, the local user has currently in view. 
E.g., the cache database in the calendar tool stores dates of other users in a specific 
month. Finally, the QuickStep server has a copy of each local database, the mirror 
database. The mirror and cache databases are incrementally updated, each time a 
handheld device is connected to the server. The application developer has not to 
worry about the cache and mirror databases; they are completely set up and 
maintained by the QuickStep runtime system. 



5.4 Developing with QuickStep 

Figure 4 shows the environment, in which a QuickStep application is embedded. 

Applications developed with QuickStep use the QuickStep API as well as the API 
offered by the corresponding operating system. QuickStep is built upon the database 
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communication and user interface APIs. QuickStep does not use the operating 
system's communication API directly, instead it uses an intermediate layer, called the 
network kernel framework. This layer, developed by the DreamTeam platform [14] 
offers a generic interface for communication services such as starting and stopping 
connections, transferring data etc. With the help of the network kernel framework, it 
is possible to exchange the underlying communication API without changing the 
Quickstep platform. E.g., one can exchange a TCP/IP communication by a direct 
serial or infrared connection and only has to adapt the network kernel framework. 
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Fig. 4. The QuickStep programming environment 



5.5 Privacy 

To ensure privacy, QuickStep does not transfer any private data across the network. 
Every record can be marked as private (the default value). Private records reside only 
on the handheld and will not be transferred in any case. 

Non-private records are not transferred until an anonymising process relieves them 
from personal information. Since the record structure is opaque to the underlying 
system, the anonymising function has to be provided by the application. In the 
calendar application, e.g., the anonymising function blanks out the labels of appoint- 
ments and transfers the date range only. The entry 

May 11-13: "Jorg is on the EHCI" 

will be transformed to 

May 11-13: "Jorg is away" 

since others do not have to know anything about the reason of absence. 

As an additional concept, each record has a 'time to live' entry, after which a record 
is deleted automatically from the QuickStep server and other handheld devices. This 
is done because a user wants to be sure that her or his data are not available forever on 
other computers (even in anonymised form). The time to life entry can be one of 
session, min, hour, day and forever. If the value is session, the corresponding record 
will be immediately removed from the server and handheld caches after the corre- 
sponding handheld is disconnected. The other values indicate the time, a record will 
reside after disconnection. The lifetime is controlled by special tasks inside the plat- 
form, the lifetime supervisors which exist on the handheld devices and on the 
Quickstep servers. 
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A similar concept applies to the space property. Each record has a 'space to live' 
entry, which defines to which servers a corresponding copy is transferred. Space to 
live entries can be one of location, organisation and everywhere. If the value is loca- 
tion, only the QuickStep server which serves the current location gets a copy in the 
corresponding database. If the value is organisation, the record is transferred to all 
servers inside the organisation. The value everywhere is for future use and currently 
not supported. We work on a concept, which allows linking multiple organisations 
together for exchanging data. Currently, mirroring and group management requires a 
tight coupling between servers, thus is only suitable for local area networks. 
Transferring data between organisations requires completely different mechanisms. 



5.6 Awareness 

Context information is important for users as well as for the application, which may 
make decisions based on contextual data. A user who collaborates may want 
information about the context she or he is currently working in. For this, a user can 
open a frame as presented in figure 5. 

The context frame is the central instance for all context-related information: 

_ What is the current connection state (connected or disconnected)? 

_ To which server is the handheld currently connected (server name, organisation)? 

_ What is my current location? 

_ Who can be called in case of problems (e.g. network failures)? 

_ Which other users are currently in the same location or organisation? 

_ What are other users’ connection states? 




Location information is important when a user enters an unknown location. Con- 
sider a scenario where a huge building is equipped with a number of QuickStep 
servers (e.g. one per floor). Each QuickStep server provides information about the 
current location and thus can be used as a beacon for navigating inside the building. 
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For collaborating users, the connection state is important. If a user is disconnected, 
data changes of that user cannot be viewed by other users. Thus, information about 
the connection state should be available on the main window of an application. We 
designed an integrated button and state indicator (figure 1, lower right button). This 
widget allows connecting and disconnecting to a QuickStep server and via a small 
icon indicates the current state. 

The button/state indicator as well as the context frame are predefined awareness 
widgets and can be integrated in an application via the QuickStep library. In addition, 
an application can retrieve state and context information via the QuickStep API and 
can react on events (e.g. disconnecting from a network). So, an application developer 
can create his or her own awareness widgets. 



5.7 Usability 

Quickstep explicitly has been designed for handheld scenarios and respects hardware 
and software limitations. As described above, heavy computations are avoided and 
network limitations are considered. Using a well-formed and tested platform a devel- 
oper can rely on stable services. The database abstraction offers a suitable application 
framework. All services related to communication are embedded into the platform. To 
easily find errors in the application itself, a developer can use the log API (see figure 
4). Handheld logs are stored on QuickStep servers, thus problem analysis is possible, 
even when an application or the entire handheld device crashes. 

Everyday tasks are often run in an unexpected way. In order to encourage 
spontaneous communication between users, central administration has to be avoided. 
For this, groups of interacting users are not defined explicitly in QuickStep. All users 
connected to a specific QuickStep server at the same time and using the same 
Quickstep application automatically form a collaborative session. This concept 
allows running a server without defining groups centrally. It is possible for a user to 
join a group without having explicit permission from other users. Since a mechanism 
for anonymising data is integrated into the platform, a user cannot spy out other users’ 
private data. QuickStep does not provide services for leaving a collaborative group. 
When a user disconnects, the server first assumes a temporary disconnection, which 
happens frequently. Only if a user is disconnected for a longer time (e.g. an hour), the 
server removes that user from the session. The period of time, a user has to be discon- 
nected until a leave operation is performed, is defined by the corresponding applica- 
tion. When a user leaves, the corresponding mirror database is deleted from the 
server. 



6 Conclusion and Future Work 

Handheld applications require approaches fundamentally different from desktop 
applications. If, in addition, applications have to exchange information between users, 
additional issues have to be considered. We identified three properties, an ideal com- 
munication-oriented handheld application has to meet: privacy, awareness and 
usability. 
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The Quickstep approach meets these properties: it allows a designer to develop 
mobility and collaboration aware applications and has been especially designed for 
handheld devices. The generic QuickStep server relieves the handheld devices from 
heavy tasks and keeps data during disconnection. The QuickStep server operates 
without human intervention and can serve arbitrary QuickStep applications without 
modification. A server offers contextual information, which can be used by handheld 
applications. Data distribution is handled by a caching and mirroring mechanism. 

In the future, we will follow two directions. First, we want to include traditional 
computers into the approach, because currently handheld computing relies on both, 
handheld and desktop applications. As data input is more convenient on desktop com- 
puters, an appropriate concept has to support both kinds of computers. 

Second, we want to extend QuickStep to a global communication infrastructure. 
With this, two or more users operating at different places in the world could exchange 
data. Since wide area connections are considerably slow compared to local area net- 
works, we have to develop new concepts. New technologies such as UMTS may help 
to address this problem. 
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Discussion 

N. Graham: A lot of design decisions were based on limitations of the current 
technology. How many of those limitations are fundamental? 

J. Roth: Some characteristics of handhelds will never change, e.g. display size. 
Display sizes will not improve since they have to fit in a hand. Another problem is 
battery life. This is only improving about 10% per year. So battery life will always be 
a limiting factor. There will certainly be faster CPUs in the future. Also wireless 
technology will also continue to be low bandwidth and higher error rates. 

P. Van Roy: Your current design seems to rely on a server. 2 people who meet and 
would like to share information cannot if there is no server in the network 
environment. What if you went to a peer-peer style? How would you guarantee 
coherence? What would you do if there was no server; would people not be able to 
communicate? There exist protocols, e.g. Ginsella, that are serverless. 

J. Roth: It is impossible to create a network that is always on because the devices are 
often switched off. So we need a server. 

P. Van Roy: ... but gnutella doesmt require that devices are always on. 

J. Roth: If two devices want to communicate then both devices need to be on. 

S. Greenberg: Handheld devices are a real pain. I wish I had your stuff a few years 
ago. How do you handle how information propagated to other devices can be 
modified, that is, are people modifying the original data, or a copy of it? We ask this 
because in our own work with propagration of information over PDAs we noticed that 
people were sometimes confused over whether they were modifying someone elseis 
personal information or if they were modifying a public copy of this information. 
Unlike a piece of paper, you camt easily tell if it is a copy or the original. This is also 
a privacy issue. Have you come across something like this? 

J. Roth: We avoid this problem. Persons have their own records. Only the originator 
of a piece of data is allowed to change it. Anyone can create or change their own 
information, but the ownership always remains with the originator and everyone can 
know who the owner of the information is. 

F. Paterno: What kinds of building blocks/support do you have for developing 
applications, e.g. widgets, platform encapsulations? 

J. Roth: We are only building an infrastructure, not a complete toolkit for creating 
applications. We domt offer UI widgets. 
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Abstract The current generation of mobile context-aware applications must 
respond to a complex collection of changes in the state of the system and in its 
usage environment. We argue that dynamic links, as used in user interface 
software for many years, can be extended to support the change- sensitivity 
necessary for such systems. We describe an implementation of dynamic links in 
the Paraglide Anaesthetist's Clinical Assistant, a mobile context-aware system 
to help anaesthetists perform pre- and post- operative patient assessment. In 
particular, our implementation treats dynamic links as first class objects. They 
can be stored in XML documents and transmitted around a network. This 
allows our system to find and understand new sources of data at run-time. 



1 Introduction 

Early interactive systems just had to deal with mapping input from input devices onto 
application operations and system changes to output devices. However, current 
interactive systems exhibit a much higher degree of potential sensitivity to change in 
surrounding environment. In addition to changes in input they must also handle 
changes to sensors and incoming information from distributed information sources. 

The modelling and implementation of this change- sensitivity is generally ad hoc. 
Attention has been given to the forms of change that are usefully exploited, to the 
methods of storage and communication of such changes in distributed systems, but 
little attention to the general mechanisms for mediating application-oriented links 
between change in source data and its desired consequential effect. 

We propose a general software mechanism to support a variety of related types of 
change sensitivity. Given their genericity of structure and the dynamic environments 
in which they have to operate, we have also designed them to be highly configurable 
and able to respond to changes in their run-time environment. 

In Section 2 we provide a general introduction to the notion of dynamic links and 
discuss their relationship to distributed context-sensitive interactive information 
systems. Section 3 describes the setting in which our work was carried out, the 
Paraglide Project, identifying the domain-related challenges that we have tried to 
meet via our generic configurable link structure. Section 4 presents our model and its 
implementation in the Paraglide Clinical Assistant. Finally Section 5 offers some 
conclusions and directions for further work. 
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2 Dynamic Links 

2.1 What Is a Dynamic Link? 

The notion of dynamic link is based on the concept of constraints as value 
dependencies. That is, some data element e is constrained by condition c if the value 
of e depends on the value of c. Constraint- satisfaction systems and related constraint 
specification languages have proved useful for a variety of applications in which 
value dependencies are volatile and subject to change. A number of successful user 
interface development environments, for example, have been implemented using 
constraints to specify the interactive behaviour of graphical elements ([2], [7]). 

A dynamic link, in our sense, is a reified constraint. That is, it is a value 
dependency represented by an object in the run-time system itself that defines a 
relationship that may result in changes to the state of the link destination based on 
changes to the link source over the lifetime of the link. 



2.2 Dynamic Link Structures 

In the domain of user interface software, constraint-based mechanisms have been 
used for at least twenty years, although in their early incarnations the constraints were 
not always instantiated as links. Smalltalk's MVC provides a notify/update 
mechanism for creating constraints between view and model components. However, 
the mechanism is not intended to be visible; it implements constraints as implicit 
links. It is possible, but not necessary, to create specialised model components that 
interpose between the source data and the dependent view. Such models can be 
viewed as dynamic links. Other approaches have made the links explicit and hence 
configurable [6]. 

The Iconographer and Representer systems treat the link as a central configurable 
element, with special visual programming tools for the configuration ([4], [5]). Little 
recent work has revisited this issue and we are now confronted with user interface 
components with complex interactive structures with only poorly configurable 
interfaces between linked components. 

Similarly, dynamic links in hypermedia systems offer the potential to make the 
usually fixed document associations dynamically configurable, so that they reflect 
different potential views onto the document or so that they can change to 
accommodate changes in the remote resources to which the links can point [3]. 

Modern distributed systems architectures provide mechanisms for the 
implementation of distributed link structures (i.e., those in which source or destination 
of the link resides in a remote environment). For example, Elvin [8] and JMS[]offer 
facilities for establishing subscription-based notifications and data delivery from 
remote servers. However, while this supplies enabling technology for the link, it is not 
sufficient to create the link itself, which often requires access to application-oriented 
data and operations. 



^ IMS is a messaging standard defined for Java by Sun Microsystems 
(http://java.sun.com/). We are using the iBus/ZMessageServer implementation of JMS, 
produced by SoftWired Inc. (http://www.softwired-inc.com). 
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2.3 Dynamic Links in Context-Sensitive Interactive Systems 

Our concern in this paper is not with constraints or even dynamic links in general, but 
in their application to distributed interactive systems, particularly those in which 
client services are mediated via small, mobile context-aware devices such as PDAs 
and wearable devices. In this domain, links can serve a number of roles, particularly 
relating local data elements to 

• other local data 

• data from remote services 

• data from external sensors. 

By generalising over these different forms of link we can 

• hide from the link ends the nature of the link, improving reusability via information 
hiding and 

• centralise relevant domain knowledge for use across different link sources and 
destinations. 

Link effects may vary according to the aspect of the target data that is affected. 
Thus, the linked source may cause a change in the value of the target (the most 
common relationship). However, it might also cause a change in the likelihood of 
certain values being appropriate. 

We can distinguish between link update effects. The link may actually cause a 
change to the value of the destination object or simply notify the destination that an 
appropriate change has taken place in the link source and let the destination object 
take appropriate action. 

Actual link behaviour is also variable. In some cases, the link is governed by a set 
of constraints, as in the case of constraints among graphical elements or between 
multiple views onto the same data. In other cases, complex domain knowledge may 
be needed to resolve the link relationship. Some links cannot be resolved without the 
involvement of a human agent, resulting in user-assisted links. Finally, some links 
depend on contextual information for their resolution; that is, they behave differently 
depending upon the context in which they are resolved. 

Links may have to perform additional work to establish relationships and to 
maintain them. Thus, if a link has a remote component as a source or target, then it 
may have to communicate with that remote component, perhaps via middleware, to 
create a communication channel for transfer of data. New sources and types of data 
that are relevant as link sources may become available during the lifetime of a 
context-sensitive system; it is important, therefore, that such a system be able to 
discover new resources and either configure its links or create new ones to handle 
these resources [1]. 

As shall be described later in this paper, taking this high-level conceptual view of 
links offers potential advantages in the flexibility of software structures to support 
them. We are unaware of any systems, apart from the one described here, that 
provides this level of generality in approach. 
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3 Paraglide - An Anaesthetist’s Clinical Assistant 

3.1 Overview 

The work reported here has taken place in the context of the Paraglide project which 
is developing a mobile, wireless context-sensitive system for pre- and post-operative 
assessments by anaesthetists. The Paraglide system consists of a set of clinical 
assistants that hold information about current cases requiring assessment, along with 
associated data. Clinicians use a clinical assistant to collect additional data to record 
their assessments and to develop plans of drugs and techniques that will be used 
during the operation. 

Clinical assistants communicate with a set of remote services, opportunistically 
requesting information from these services. This information falls into two general 
categories: data and task oriented. The first category covers relevant medical data, 
such as records of previous anaesthetic records and current laboratory test results. The 
anaesthetist can view this data and decide whether to incorporate it into their current 
anaesthetic record. The second category of task oriented data covers information that 
the system can use to help the anaesthetist. Much anaesthetic work is very routine at 
least for any given anaesthetist. For instance, in some cases only a small set of drugs 
and techniques are appropriate. The type of operation, along with a few key aspects of 
the patient’ s medical record, determine the technique that will be used. The Paraglide 
system can offer plan templates based on the anaesthetist’ s previous work that match 
the current patient’s history and the surgical procedure. 



3.2 Types of Context & Change Sensitivity in the Domain 

There are two basic forms of context- and change- sensitivity that the Paraglide system 
must be able to handle: 

• changes to local data on the clinical assistant 

• changes to the accessibility of case-relevant data from Paraglide servers (i.e., the 
generation of requests to such servers and the subsequent arrival of responses to 
these requests)^ 

Paraglide clinical assistants operate in a wireless environment with intermittent 
connections. Additionally, they can operate outside the normal clinical environment 
(e.g., in the anaesthetist's home) where the nature of the connection may be very 
different, without access to sensitive data that must remain inside the hospital's LAN. 
Thus the system must also be sensitive to changes in the connection status. 

Paraglide users perform tasks that require changes in the organisation of the 
activity depending upon the context. Thus, a clinician operating on an emergency case 
will have very different demands on data than one dealing with general or day 
surgery. Our system must be responsive to these changes in context. 



^ Sensor-derived data can be modelled as a form of either local or remote data, depending upon 
how it is captured and communicated. 
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3.3 Scenarios and Use Cases 

A Paraglide clinical assistant usually runs on a small handheld computer to allow 
anaesthetists to access and enter data on the move. Such systems have a number of 
input problems. For instance, data entry is often slow and cumbersome. In general the 
aim is therefore to allow users to select data rather than enter it. The system must 
therefore be able to predict sensible values for this to work. 

When a document, such as a set of blood results, arrives, a title summary is presented 
in the relevant document interactor. The anaesthetist can open the document in a 
reader panel and view its contents. They can then choose to paste the details into 
their current anaesthetic record, or to delete it if not relevant. 

Certain elements within the system can be automatically generated. For instance, 
when the anaesthetist enters the height and weight of the patient, the system can 
generate the “body mass index” which is used to determine if a patient suffers 
from obesity. 

Mutual dependencies exist between a great deal of the data within the system. These 
frequently can only be expressed as predictions rather than actual definite 
changes. For instance, if a patient has a given complaint such as asthma we can 
predict that they are likely to be on one (possibly more) of a limited set of 
asthmatic drugs. 

Predictions can also depend on remote data. A user could select the operating surgeon 
from a set of surgeons. This prediction set will change if the staff list changes and 
a new list is sent out. Anaesthetic plans come from remote servers; the choice of 
plans is affected by data on the handheld assistant (i.e., the patient’s medical 
record) and on a remote server (i.e., the set of plans available in a database). 
Matching can take place externally and then the predicted set of plans can be 
updated. 

There are therefore three dimensions of change that we must consider: predictions 
vs values, distributed vs local data, and implicit vs explicit update (see figure 1). In 
general, we wish to handle prediction updates implicitly. The user does not want or 
need to be informed every time the system changes its set of predictions. They need to 
find out when they attempt to set a value on which a prediction is based. It is also 
useful to highlight a field if a prediction changes such that the system believes the 
new value is not valid. The system can do this in a visible manner without interfering 
in the current activity of the user. In general, we wish to handle value updates 
explicitly so that the user knows what is in their system. For instance, when a set of 
blood results arrives the anaesthetist will look at them. The anaesthetic report acts 
both as an aide-memoire and a legal record. It would therefore be very unhelpful if 
there was data in the record that the anaesthetist had not explicitly looked at and 
affirmed as true. Also there is a need to examine where data came from (to see what 
caused a value update). There can, however, be times when value updates should be 
implicit; for instance the calculation of “body mass index”. These implicit updates 
generally depend on local data changes. It is important to note that these local changes 
may have been propagated by distributed updates. For instance, the height and weight 
could come from a document; once those values have been updated, the body mass 
index will be calculated. 
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Fig. 1. Dimensions of Change Sensitivity 



4 The Paraglide Dynamic Link Architecture 

4.1 Overview of the Architecture 

A Paraglide Clinical Assistant consists of four components: a set of interactors (user 
interface), a set of resources managers, a library of documents and a communications 
subsystem (a broker). The interactors (or widgets) are used to communicate with users 
and the broker mediates communication with other Paraglide Services. The 
relationship among the components is shown in Figure 2. 
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Fig. 2. The Paraglide Clinical Assistant Architecture 

Many links depend on domain-related data, e.g., the link between a surgeon's 
specialty and the surgical procedure for a given case. Such information is held and/or 
mediated via resource managers. Each manager is responsible for supplying domain- 
related information to the system as a whole and also for creating links associated 
with its domain. 

Managers may record history about a given topic. For instance, the scene manager 
can record navigation paths used by the anaesthetist to suggest possible future routes. 
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They can also preload and provide access to lists of data. For instance, the worker 
manager can load a set of surgeon records at start up. 

Resource managers maintain data used within the system. There are four different 
types: the scene manager maintains the collection of scenes and handles and records 
navigation; the case manager produces new cases and provides access to them; the 
technical environment manager maintains data about the system such as battery power 
and network connectivity; and domain knowledge managers maintain data about 
drugs, procedures, staff etc. The case manager produces case objects that represent an 
object graph maintaining all data about a given case within the system. 

We must therefore handle two sorts of links: those that maintain consistency 
between different elements of a case object; and those that import document data. Our 
fundamental approach is to try to unify the link framework, so that we can cope with 
change- sensitivity in a principled way. Therefore all links are viewed as associations 
that relate a source object to a destination object with respect to an aspect, or 
operation, via a link function: 

link = <source, destination, operation, link_function> 

A link goes from a given source to a given definition, applying some form of link 
function to transform the data from the source, and then performs some operation on 
that destination. For instance, a link could go from a document to the blood test 
results set, extracting all blood results from the document and transforming them into 
Java objects, before adding them to the blood test results collection. 

Because links depend on potentially variable relationships and because they must 
be created at run-time, we also include link specification as an explicit element in the 
architecture. A link specification is an object that holds the information necessary to 
create a link of a specified type, defined in terms of the types of its arguments. 

linkspec = <source_type , destination_type , 

operation_type , function_type> 

As we shall see, it is occasionally useful to have multiple sources and frequently 
useful to have multiple destinations. For example, a pre-operative examination 
document (a link source) might have information relevant to patient medical history, 
current medications and other clinical issues, all of which are contained in different 
parts of the anaesthetic record and that appear in different parts of the user interface 
(viz., several link destinations). We can therefore think of a link as a set of sources, 
and a set of tuples of destination, operation and function. 

Furthermore, to enable configurability, link specifications are written in XML. 
They can therefore be stored in documents and transferred around a network. New 
links types can be added without the need for recoding. They can, in fact, even be 
added while the system is running, thus enabling dynamic reconfigurability. For 
instance, if a new document type were to be added in a hospital, an update could be 
sent out to allow all Personal Clinical Assistants to interpret it, without any need to 
disrupt the users of the system. 
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4.2 Link Sources 

There are two sorts of link source, document and value sources. It is important to note 
that these sources are not simple documents or values but sources that will provide 
new documents or values over the duration of the program. 

4.2.1 Document Sources 

In the Paraglide system, information is transmitted between services as documents, 
i.e., structured text. These documents may contain information relevant to a number 
of local links. This information must be extracted from incoming documents in order 
to resolve the links dependent on that document. 

Managers talk to brokers (through the librarian) in order to request documents. 
These requests are made through the following interface. A manager generates a topic 
that says what documents to get. This topic specifies which service to go to for the 
data, and what to say to the service. For instance, it may specify an SQL query to 
extract data from a database service. 

public void addDocumentRequest ( PgTopic topic, 

DocumentListener 1) ; 

The manager provides a document listener that is used to consume relevant 
documents. The document listener interface contains one method handleDoc which 
consumes a document and performs some action with it. The document is also stored 
in the document library until released by the consumer. 

public void handleDoc (Document d) ; 

This interface is inspired by, and built on top of the Java Messaging Service (JMS). 
iBus//MessageServer, the JMS implementation we are using, guarantees document 
delivery under conditions of intermittent connectivity, supporting the use of wireless 
connected mobile systems. 

It is significant to note that JMS uses a JavaBeans style model for interaction. We 
provide a listener which is a callback function defining what to do with the given 
input. This JavaBeans model is the same one used by Java user interface components. 
This mapping makes it possible to unify information gathered from remote and local 
sources. 

To use a source we must generate a specific request from a given service. We can 
specify a document source in XML in two parts: a from attribute specifying the 
service source and a request attribute specifying the query to be made of the remote 
service. For instance, the following source specification queries the LabResults 
service for all blood results for a given patient. 

<PgDocSource 

f rom= " LabResults " 

request^ " select BloodResults where 



subj ect= { /case/pgSubj ect/hospitalNumber } " /> 
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Note that the above example highlights two important aspects of link specifications 
Firstly, we can use a simple path-based syntax for referring to the elements that make 
up the link, including documents and the attributes of local values (further details of 
both context paths and document descriptors will be given below). Secondly, the 
specification can refer to current data within the system, i.e. references that will be 
resolved at run-time. Here we specify the hospital number of the patient in the current 
case. 

4.2.2 Value Sources 

The other link source is a local value within the data structure. For instance, we may 
have a link between a client and her specialty. 

Paraglide uses a general JavaBeans model for all data structures. All mutable 
objects are active values, i.e., we should be able to listen for and react to changes in a 
value. Paraglide distinguishes two sorts of active value: Attributes and Collections. 
Attributes contain simple object values that satisfy the Java Beans 
PropertyChangeListener interface. We can add a listener to hear about changes to the 
value. 

public void addChangeListener ( PropertyChangeListener 

1 ) ; 

The second form is DynamicCollections. Consider a dynamic list of items. We 
may not want to hear about the whole change, but only be notified about incremental 
changes to the collection. We can therefore add listeners to hear about changes such 
as additions and deletions from a list. 

public void addListDataListener (ListDataListener 1); 

Based on these two source types we have two forms of source specification. Value 
sources specify a particular attribute; collection sources specify a collection and an 
operation (we can do something when an item is either added to or deleted from a 
collection). Again note that we use context paths to specify a route to a given object in 
the current case data structure. 

<PgValSource f rom= " /case/client " /> 

<PgCollSource op="add" f rom= " /case/regularMedication" /> 

A simple model might assume only a single source for any given link. In fact, it is 
sometimes useful to have multiple sources. For instance, the “body mass index” 
calculation depends on two sources: the height and weight attributes. [] 



4.3 Link Operations 

Once we have a source we require an operation to perform with that source result. 
There are two general types of operation: 

• updates - operations which explicitly update some data structure, 

• notifications - operations which notify a data structure about a set of updates. 

^ In practice, we have found only a few instances where the use of multiple sources was really 
necessary. None of these involve document sources. 
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4.3.1 Updates 

The simplest of the two forms of operation is update: an operation can explicitly 
update some data. For instance, when the surgeon changes we update the specialty, by 
setting the value. Again we have a distinction between collection and attribute 
destinations. With an attribute destination we can set it with a given value. In contrast, 
with a collection destination we can reset the collection, add or delete one or more 
items to or from the collection. 

4.3.2 Notification 

An operation can notify some destination object about a set of changes. Recall that 
when an anaesthetist receives a new document, such as a set of blood results, it is not 
immediately integrated into the system. The anaesthetist has the opportunity to review 
the document, and decide whether it is indeed accurate and relevant. The anaesthetist 
can then either accept the contents and paste them into the anaesthetic record or reject 
them, thereby deleting the document. 

This form of activity is supported by notification. A notification operation contains 
a summary function that specifies how to summarise the document. It also contains a 
set of sub-operations that specify what to do if the notification is accepted. Each of 
these sub-operations will extract some data from the source. We can generate a 
summary based on these extracted elements. 

For instance, we can have a message that notifies the relevant data structure with a 
given summary and an operation that adds a new element for each blood investigation 
to the system. 

<PgNotify to= . . . 

summary^ "Blood Results { /PgBloods/@datimPublished} " > 
<PgOp op="add" mode= " collection" 

to= " /case/bloodlnvestigations " > 



</PgOp> 

</PgNotify> 

Note that the summary is a combination of static text and extractions. Here the 
source is a document so the extraction rule is an XML query. In contrast, if the source 
were a local value then the query would be a context path query. 

What do we do with a notification? We send a Notify Event to the destination. This 
provides a summary, and two methods accept and reject. The summary method 
provides a PgSummary with a title summary (which can, for instance, be viewed in 
the relevant document list) and a list of child summaries that summarise the data that 
is extracted from the source for each child operation. The accept method accepts all 
the notification. If some of the child operations fail to work, we throw an exception 
summarising all the failures. The reject method rejects the notification. If this were a 
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notification in response to a document, it would delete the document from the library 
document store. 

public interface NotifyEvent { 
public PgSummary summary () ; 
public void accept ( ) throws Exception; 
public void reject(); } 

In practice so far we have used notification updates only with document sources. 
We have generally opted for explicit updates only with distributed data. However, the 
mechanism is available here if necessary. 

While we can have one operation associated with a link function it is more helpful 
to have multiple operations, both for ease of specification (we can write the source 
only once) and efficiency (we can add only one listener that does several things, 
perhaps eliminating some of the common work). 



4.4 Link Destinations 
4.4.1 Value Destinations 

With a value destination we are changing the actual value, such as setting the surgical 
specialty. As outlined in the previous section there are several possible operations that 
can be performed on the destination. If the operation is a notify operation then we will 
simply notify the destination. In this case it must be notifiable object (i.e. able to 
accept a NotifyEvent). Otherwise if the destination is a collection then we will have a 
collection operation, if an attribute the operation will simply set the value. 

<PgOp mode=" value" op="set" to= " /case/specialty " > 



4.4.2 Predictions 

Changes to the probability of values in the destination object have been implemented 
via a predictions component. A prediction identifies three subsets of the value-set for 
a destination object: 

• a default 

• a likely subset 

• the entire value- set. 

Although primitive, this provides a potentially useful way of offering alternatives 
to the user, especially where there is a large set of enumerated alternatives. 

More sophisticated prediction models, and more sophisticated ways of utilising the 
predictive information, are possible. For instance, one can give probability values to 
destination alternatives. Also, the source of the prediction can be identified where 
several prediction-changing links are active on a single property. 

A prediction update will generally change only the likely subset. We could imagine 
situations in which the system could attempt to forbid a particular value. For instance, 
an expert system might predict that a patient could not be on two drugs 
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simultaneously. However, such an approach is very heavy-handed and assumes the 
system is always accurate. We have chosen a lightweight approach in which updates 
affect the likely subset by adding or deleting suggestions from it. The operations used 
here are therefore collection operations. 

The default is then simply the most likely element in the likely subset. 

<PgOp mode= "prediction" op="add" 

to= " / case /regularMedicat ion" > 



4.5 Link Functions 

We may wish to perform some arbitrary transformation on the data before applying 
the operation. To do this we use link functions. A link function is a function that 
performs a simple apply transform to a piece of data. 

public interface PgLinkFunction { 

public Object f ollowLink (Obj ect context , Obj ect obj ) ; } 

It takes a context object (described below) and a value and generates a new value 
based on this input. For reasons of efficiency, it is important that the link-function is a 
pure function. That is, it transforms the data without any side-effecting updates. If 
applied at any given time in the program to the same value it should therefore return 
the same result. Given these conditions we can precompile link functions in advance 
so that the difficult work is done at start-up, not each time the followLink function is 
called. 

We support several types of link function, based on the nature of the link. These 
include property queries, xml queries, maps and ranges, constructors, and predefined 
functions. A link function can also be a composition of these functions. 

4.5.1 XML Queries 

The first two forms of link function are both types of query that extract data from the 
argument value. As we have seen so far there are two sorts of data that we may wish 
to query: local data and incoming documents. 

An extract query is the first type of query. It contains two parts: an actual query 
and a result type. The result type can be either collection or value. An arbitrary 
XMLQuery will generally return a set of results. However, sometimes we only wish 
the first result form a query that we know will return a result. In this case we can use 
the value result type to return only one (i.e., the first) result. 

An XMLQuery is based on the developing XQL query standard^ In our initial work 
we have only used and implemented a subset of this query mechanism. The format of 
a query is based on a UNIX path structure, consisting of a set of entity names 
separated by backslashes, e.g., “/PgBloods/PgBlood”. The query can start at the root 
or within the current context 



^ http://www.w3c.org/ 



Dynamic Links for Mobile Connected Context-Sensitive Systems 293 



What is the current context? Remember that we’re applying this query to a value. 
This value may be a document or it may be the result of some earlier query. This 
happens often in Constructor link- functions, detailed below. The context parameter in 
the link-function argument provides access to the root document that the source 
provided. We can precompile all query link functions for a given document source. 
We can preprocess a document when it arrives, extracting all necessary data, allowing 
us to parse a document once. This is particularly useful if several link- functions 
extract the same data. 

A query can return one of four results: an attribute or a set of attributes (e.g. return 
the docid attribute of PgBloods entity is /PgBloods/@docId); the character data 
residing under an entity (eg return the text string child of /Name/-); an entity (e.g. 
return the PgBloods entity and attributes /PgBloods); or a whole document subtree 
(e.g., return the whole PgBloods entity, attributes and children). 

The following extract function extracts all the PgBlood subtrees and returns a 
collection of them. 

<Extract type = "collection" 

query= " /PgBloods /PgBlood# " > 



4.5.2 Property Queries 

A property query extracts a value from a local data structure. The JavaBeans model 
introduced the notion that all values in a bean have a String property name through 
which they can be accessed. A property query is based on this idea. For instance, the 
following property link function extracts the specialty field from its argument. 

<PgProperty value= " specialty" /> 

A property query is in fact a ContextPath. We can apply a context path to a 
Context object to yield a result. Every object within the Java case object implements 
this Context interface. 

public class Context { 
public Object find (ContextPath p) ; 



} 

A ContextPath is in fact more complex than a simple field name. It does in fact 
have similarity to an XMLQuery, involving a descent path which is a set of field 
names separated by a backslash e.g., ./subject/age. The descent path can begin either 
at the root or at the current value. Context paths into collections require some extra 
handling. We can specify either the location of an item in a list (e.g. ./I) or a query on 
the items within a collection (e.g. ./findings/[type=’ weight’]). 

4.5.3 Maps 

One very useful type of function is a map from keys to values. These occur 
commonly in prediction links. For instance, consider the case where the procedure 
prediction depends on the specialty of the surgeon. We might have a map from 
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specialty names to workers. Every time we change the specialty value we look up the 
new value in the map and generate a new set of likely values. 

It would, however, be very tedious to have to specify all of these maps by hand. 
For instance, we have an XML data file containing data on the list of surgeons. Each 
entry in the file contains a specialty field. We would like to be able to generate the 
map from this file. This requirement becomes even more important with medical 
history data with a number of different dependencies. There are links between issues 
such as asthma, drugs, findings and measurements, and sometimes operations. For 
instance, a coronary bypass operation implies one of a set of serious heart conditions 
and likely drugs. 

Our link functions allow maps to be generated from data files. We specify a file 
type, which provides access to the data; a root query to apply to the file and a set of 
from and to queries. Each of these queries is an XMLQuery. The root query extracts a 
set of document objects. The /ram query then extracts the map keys from each object. 
The to query extracts a result type. We may have one or more /ram and to queries. For 
instance, the following link function says: “extract from the PgWorkers xml source, 
the Worker entities; then generate a map where the keys are the specialty values of the 
worker entities, and the values are lists of worker entities themselves”. 

<MapExtract file= " PgWorkers " 

roo t = " PgWorkers /Worker " 
from= /©specialty " to="./"> 

The use of pure functions is particularly important here. We can precompile the 
link-function, reading in the data once and then applying all following 
transformations to the results. This means that when a change actually occurs we 
perform a simple hash-map lookup, which is cheap to perform. 

4.5.4 Ranges 

Ranges are very similar to maps. Given a value, we calculate which of a set of non- 
overlapping ranges it lies within and generate a set of likely results. For instance, if a 
patients “body mass index” is greater than a given value, they are likely to be obese. 
We can specify these using ranges. The measurement entity has two important 
attributes minValue and maxValue. We can therefore generate a list of ranges from 
measurement ranges to issues. We can generate a list of ranges and then simply 
perform a binary search. 

<MapExtract f ile= " Pgissues " 

root= " Pgissues/ Issue" 
from=" . /Measurement" 
to=" . / " 



op= " range " > 
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4.5.5 Constructors 

A PgConstructor object converts data extracted from an XML file to a Java object, 
taking as parameters the target object's class name and additional parameters as 
necessary. These additional parameters specify Extract queries. If we’re generating 
the object from an XML source then these will be XML Extract queries. Each of these 
queries generates one parameter. These queries may have children, i.e., we may have 
a query that extracts a collection of values, and applies a further constructor to that 
result. 

Eor instance, consider the following constructor. It generates a 
PgInvestigationBlood object. It extracts the date attribute as its first parameter and 
then generates a collection of blood results, one for each result value for its second 
parameter. 

<PgConstructor ref = " PgInvestigationBlood" > 

<Extract type=" value" query= " . /@date " /> 

<Extract type= " collection" query= ". /Result /©value " > 

< PgConstructor ref = " PgInvestigationBloodResult " /> 
</Extract> 

</PgConstructor> 



Eor this all to work, we need a static Java method which generates instances; this 
resides in the data manager. 

public static Object getinstance ( String name. 

Object [] params) ; 



4.5.6 Predefined Functions 

Sometimes the set of functions defined above is not enough. In this case we can call 
preprogrammed Java link functions. This is most common for arithmetic calculations. 
Eor instance, we can calculate the age based on the date of birth. We define a calcAge 
method in Java and then call it. 

<PgPredef ined value= " calcAge " /> 

The data manager also provides access to such predefined methods. 

public static PgLinkEunction getLinkEunction ( String 
name) ; 
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5 Conclusions and Future Work 

The generic link structure described in this paper is still in its infancy. We have 
implemented a restricted prototype for the Paraglide system and intend to test it in 
field trial-based setting in which the links will reflect the anticipated information 
needs of clinicians. 

There remain a number of features that require further development, the most 
important of which are: 

• bidirectional links 

• mechanisms to identify and cope with pathological links (e.g., circular link sets) 

• tools for specifying links and link functions 

• more sophisticated predictions, including predictions from multiple sources. 

We also envisage our link architecture offering additional functionality to the 

application, such as context-sensitive help. 
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Discussion 

J. Hohle: It sounds like you are talking about consistency issues. Have you 
investigated reason or truth maintenance systems, where you can model information 
dependencies? 

P. Gray / M. Sage: We are trying to build a lightweight system. There are heavy 
systems that will do this? Our system needs to work on handheld devices. The power 
of these links is the fact is that they can be connected to local and remote services. 
Decision support systems are far too heavy for handheld devices. Perhaps you could 
iplug ini queries to a remote server which could do further processing. 

C. Yellowlees: How do you resolve the desire to employ these high-powered back-end 
systems with the constraint that the users in this application domain do not have 
persistent connections to the network. 

P. Gray / M. Sage: The resource manager may be adapted to perform predictions 
locally when no network is available, and query a more powerful prediction tool on 
the network if it detects that such a resource is available. 

F. Paterno: In your application, do you really need a mobile device? Or would it be 
sufficient to just have a computer in the patientis room connected by a LAN? 

P. Gray / M. Sage: The hospital that we are working with is very large, so it is more 
useful, and cheaper, to have them on their handheld device (which the anesthetists 
already have and already carry). It is essential for this kind of system, given the 
number of places where the doctos move (including by the bedside) to always have 
access to the information, so this is a cheaper, more practical solution. 

J. Roth: Are your handheld devices really mobile? Are they actually notebooks or 
something like a Palm? 

P. Gray / M. Sage: We are currently using tablets and are moving to a Compaq IPAQ. 

J. Roth: How is the design influenced by using mobile computers? 

P. Gray / M. Sage: The information from services in a hospital will be consistent, but 
the doctor can use the information anywhere in the hospital. 

K. Schneider: Given the goal of a dynamic lightweight application, how are you 
ensuring that the data is reliable and trustworthy? How successful has the application 
been? Are the doctors able to trust the info? Are they using it? What about the 
system changing over time? 

P. Gray / M. Sage: The full trial has only been running for a month. So far the doctors 
seem to trust the information. The doctors are using our system and then printing a 
paper backup later. Also, it is important to note that right now their data is often not 
very timely (paper records transcribed by a secretary, and not delivered in a timely 
fashion). It is important that any changes in the system over time are visible to 
doctors. 
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Abstract. The paper focuses on Augmented Reality systems in which 
interaction with the real world is augmented by the computer, the task being 
performed in the real world. We first define what mobile AR systems, 
collaborative AR systems and finally mobile and collaborative AR systems are. 
We then present the augmented stroll and its software design as one example of 
a mobile and collaborative AR system. The augmented stroll is applied to 
Archaeology in the MAGIC (Mobile Augmented Group Interaction in Context) 
project. 



1 Introduction 

One of the recent design goals in Human Computer Interaction has been to extend the 
sensory-motor capabilities of computer systems to combine the real and the virtual in 
order to assist users in interacting with their physical environments. Such systems are 
called Augmented Reality (AR) systems. There are many application domains of 
Augmented Reality (AR), including construction, architecture 126] and surgery 18]. 
The variety of application domains makes it difficult to arrive at a consensus 
definition of AR: i.e. different people, having distinct goals are using the term 
"Augmented Reality". In 18], we presented an interaction-centered approach for 
classifying systems that combine the real and the virtual. By considering the target 
operations (i.e., in the real or virtual world), we made a clear distinction between 
Augmented Reality (AR) and Augmented Virtuality (AV): 

1 In AR, interaction with the real world is augmented by the computer. 

2 In AV, interaction with the computer is augmented by objects and actions in the 

real world. 

In this paper, we focus on AR systems as defined above and we describe our 
MAGIC (Mobile Augmented Group Interaction in Context) system. The application 
domain is Archaeology. MAGIC supports fieldwork carried out by archaeologists 
such as taking notes, sketching objects and taking pictures on site. The target of the 
task is clearly in the real world, the archaeological site: MAGIC is therefore an AR 
system. Moreover archaeologists are mobile within the archaeological site and they 
need to collaborate with each other. Thus, MAGIC is additionally a mobile and 
collaborative AR system. 

M. Reed Little and L. Nigay (Eds.): EHCI 2001, LNCS 2254, pp. 299-316, 2001. 

© Springer- Verlag Berlin Heidelberg 2001 
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The structure of the paper is as follows: We first define what mobile AR systems, 
collaborative AR systems and finally mobile and collaborative AR systems are. We 
present related works and characterize existing systems highlighting the power and 
versatility of mobile collaborative AR systems. We then describe our MAGIC system 
and we emphasize one user interface component, the augmented stroll, and its 
software design. The augmented stroll is related to the mobility of the user as well as 
to the collaborative aspects of the AR system. 



2 Augmented Reality: Mobility and Groupware 

2.1 Augmented Reality and Mobility 

First AR systems were designed for a specific use in a fixed environment such as the 
digital desk [27]. Progress made in wireless networks (RF, Radio Frequency and IR, 
InfraRed, signals) in terms of quality of services make it possible to build mobile 
augmented reality systems [11]. We believe that mobile AR has a crucial role to play 
for mobile workers, bringing computer capabilities into the reality of the different 
workplaces. Let's envision an augmented reality system that will help in deciding 
where to dig in the streets to access the gas tubes. Similar systems already exist such 
as the Touring machine system of the project MARS (Mobile Augmented Reality 
Systems) [10] or the NaviCam system [18]. The user, while walking in a building 
such as a museum, in the streets or in a campus, obtains contextual information about 
the surrounding objects or about a predefined path to follow. 

Definition: A mobile AR system is one in which augmentation occurs through 
available knowledge of where the user is (the user's location and therefore the 
surrounding environment). 

Even though the user's location has an impact on the augmentation provided by the 
system, the latter does not necessarily maintain this location. Indeed, as explained in 
[11], on the one hand, the user's location and orientation are generally known by 
outdoor systems such as the Touring machine system, the position being tracked by a 
GPS. On the other hand, for indoor AR systems, objects and places identify 
themselves to the system (RF, IR or video based tags): hence the system does not 
maintain the user's location. Going one step forward, in [11], objects are not only 
tagged for identification but also contain a mobile code that for example describes the 
virtual object, i.e. augmentation of the real object. 



2.2 Augmented Reality and Groupware 

Several collaborative AR systems have been developed. We focus on collaborative 
systems that enable a group of users to perform a task in the real world, as defined 
above. Systems such as the StudierStub [20] that allows multiple collaborating users 
to simultaneously study three-dimensional scientific visualizations in a dedicated 
room is not part of our study because the task of studying a virtual object, is not in the 
real world. The shared real environment of the two users is augmented by the 
computer but the task remains in the virtual world. 
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In a collaborative AR system, augmentation of the real environment of one user 
occurs through the actions of other users. As a counterexample, let us consider the 
system NetMan [2] . One user, a technician is mobile fixing the computer network of a 
University. While looking at cables, s/he is able to perceive more information 
displayed in the head-mounted display, including what the cable is connected to. 
Netman is therefore an example of mobile AR, as defined above. In addition the 
technician can orally communicate with an expert, the expert seeing what the 
technician is seeing thanks to a camera carried by the technician. But the real 
environment of the technician is not augmented by information defined by the expert. 
Netman is therefore a mobile AR system that also provides human-human 
communication services, in other words, a mobile AR and collaborative system but it 
is not a collaborative AR system if we refer to the following definition: 

Definition: A collaborative AR system is one in which augmentation of the real 
environment of one user occurs through the actions of other users and no longer 
relies on information pre- stored by the computer. 

A review of the literature enables us to classify the collaborative AR systems into 
three categories, as schematized in Figure 1. We first consider the classical distinction 
in groupware [9], that is the distance between users. We also take into account the 
distance between one or several users and the object of the task. Because the object 
and/or its environment is augmented, at least one user must be next to the object or 
else the system is no longer an augmented reality one and falls into the collaborative 
tele-operating class. 

The first category, namely remote collaboration in one augmented reality, includes 
systems in which at least one user is physically next to the object of the task and some 
users are distant. For example in [12] and in [13], two systems dedicated to repairing 
a physical object, the user is next to the object while an expert is at distant position. 
The real environment of the user is augmented by information provided by the expert. 

The second category, namely remote collaboration in augmented realities, 
encompasses systems where there are several objects of the tasks, remotely linked 
together and physically present in different sites. Each user performs actions on their 
own physical object of the task. This is for example the case of a collaborative 
augmented whiteboard [22]. The real environment (the office with whiteboard) of 
each user is augmented by information provided by others. Such a system implies that 
the real environment of each user share common attributes or objects. 




^user 



i Object of the task 



Fig.l. Three categories of collaborative AR systems: (1) remote collaboration in one 
augmented reality, (2) remote collaboration in augmented realities and (3) local collaboration in 
one augmented reality 
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The last category, namely local collaboration in one augmented reality, represents 
systems where all the users are positioned together next to the object of the task. The 
Shared-Space System [4] and the collaborative Mah-Jongg game [23] are such 
examples. The users are all together, and the shared physical environment is 
augmented by information and action from the users. Although they are all together 
(same physical environment), the key point is that their augmented environments are 
different. 



2.3 Augmented Reality: Mobility and Groupware 

Mobile collaborative systems are rapidly finding widespread use due to the recent 
progress in networking technology. For example, a new protocol of continuous real 
time transport between a wireless network and a fixed network such as Ethernet is 
presented in [17]. This protocol is compatible with the quality of service of the current 
wireless networks. Moreover the studies carried out by the UMTS consortium [25] 
foresee, in the short run, flows of data of about 2Mbit/s. Finally hierarchically 
structured networks combining total networks with local area networks such as 
Bluetooth [5] constitute a promising approach for providing quality of service in 
developing CSCW for mobile users. An example of existing collaborative systems is 
ActiveMap [14] that enables users to locate on a map all participants who carry 
infrared badges. Another very different example is RAMSES [1], in the archaeology 
domain. Each archaeologist in the field takes notes on a Palmtop connected to a radio 
frequency (2 Mb a second) network so that notes can be shared by the group of 
archaeologists working in the same field. 

Although mobile collaborative systems are now possible and systems already exist, 
and while some existing AR systems are mobile and some are collaborative, few AR 
systems combine the mobile and collaborative aspects. Mobile and collaborative AR 
systems combine the characteristics of mobile AR and collaborative AR, in other 
words: 

Definition: A mobile and collaborative AR system is one in which augmentation 
occurs through available knowledge of where the user is and what the other users are 
doing. 

The only existing system as far we know is the collaborative augmented reality 
game, called WARPING [21]. Instead of recreating a virtual world, the game is based 
in the real world, the system only adding the magical possibilities related to the game. 
Nevertheless the current version of WARPING [21] is not completely mobile - one 
user being in front of an augmented desktop while the second one makes movements 
(hand gestures and head) but is assumed to stay in about the same place in front of the 
walls of the room. But imagine a collaborative AR game, where a participant 
acquiring new magical powers because of certain actions can see through the walls 
and discover other participants looking at him. Clearly a role playing game is a great 
application domain for mobile collaborative AR because the designer can focus only 
on the magical possibilities, related to the game, that augment the physical world. 

In the following sections, we will present MAGIC, a mobile collaborative AR 
system that supports fieldwork carried out by archaeologists. This is another suitable 
application domain for mobile collaborative AR because: 
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• The archaeological site is not simulated by the system so we only focus on its 
augmentation. 

• Archaeologists are working in groups in an archaeological site. 

• Archaeologists need extra information from databases, from their colleagues 
working on the site and from experts (such as an expert on water- tanks). 

• Archaeologists need information about found objects in the archaeological site. 
It is important to note that found objects are removed from the site, before 
starting a new stratum. The exploration of a site is organized according to 
stratums or levels: the main assumption is that objects, found within a given 
stratum, are more recent than ones found deeper. 

We first give an overview of the MAGIC system, its equipment and infrastructure. 
We then focus on one user interface component the augmented stroll and its software 
design. 

The design of the MAGIC system is based on a study of the tasks of archaeological 
fieldwork, from literature, interviews and observations in Alexandria (Egypt). We 
organized the identified tasks according to the functional decomposition of the Clover 
Model: Coordination, Communication and Production [19]. The archaeological 
fieldwork in Alexandria is time-constrained because the archaeological site must be 
explored in less than three months (rescue archaeology). Tools that can make such 
fieldwork more efficient are therefore important. To do so the main idea of the 
MAGIC project is to allow analysis of data directly on the site. 



3 MAGIC: Equipment and Graphical User Interface 

3.1 Equipment 

We base the system on the paper metaphor. We therefore chose a computer whose use 
resembles that of a note pad or a paper sheet. The pen computer Fujitsu Stylistic was 
selected. This pen computer runs under the Windows operating system, with a 
Pentium III (450 MHz) and 196 Mo of RAM. The resolution of the tactile screen is 
800x600 pixels outdoor and 1024x768 pixels indoor. In order to establish remote 
mobile connections, a WaveLan network by Lucent (11 Mb/s) was added. 
Connections from the pen computer are possible at about 200 feet around the network 
base. Moreover the network is compatible with the TCP/IP protocol. 

As shown in Figure 2, Augmented Reality needs dedicated devices. First, we use a 
head mounted display (HMD), a SONY LDI DlOO BE. Its semi-transparency enables 
the fusion of computer data (opaque pixels with a 800x600 resolution) with the real 
environment (visible though transparent pixels). Secondly, a Garmin GPS III plus is 
used to locate the users. It has an update rate of one per second. The GPS accuracy is 
of one meter at the University of Grenoble (France) and of 5 centimeters in the 
Alexandria archaeological site (Egypt, International Terrestrial Reference Frame 
ITRF). 
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Fig. 2. A MAGIC user, equipped with the HMD and holding the pen computer 

On the tactile screen, the location of each user is displayed on top of the site map, 
allowing coordination between users. The GPS is also useful for computing the 
position of a newly found object and removed objects. Finally, capture of the real 
environment by the computer (real to virtual) is achieved by the coupling of a camera 
and a magnetometer (HMR3000 by Honeywell that provides fast response time, up to 
20 Hertz and high heading accuracy of 0.5° with 0.1° resolution). The camera 
orientation is therefore known by the system: thus the latter can automatically add the 
orientation (an arrow to the North) on the pictures taken. (Archeologists used to put a 
physical rule on the floor showing the north before taking a picture.). As shown in 
Figure 2, when the magnetometer and the camera are fixed on the HMD, in between 
the two eyes of the user, the system is then able to know the position (GPS) and 
orientation (magnetometer) of both the user and the camera. 



3.2 User Interface on the Pen Computer 

The description of the user interface is organized according to the functional 
decomposition of the Clover Model: Coordination, Communication and Production. 
Nevertheless it is important to note that the user interface is not designed according to 
the Clover Model: indeed some components of the user interface are used for several 
purposes, such as coordination and production. Figure 3 presents the graphical user 
interface displayed on the tactile screen of the pen computer. 

Coordination: Coordination between users relies on the map of the archaeological 
site, displayed within a dedicated window (at the top of Figure 3). The map of the 
archeological site is the common place of interactions. It represents the archaeological 
field: site topology, found objects and archaeologists location. Each type of 
information can be displayed thanks to magic lenses [3] ("grid” magic lens for 
topology, "objects" magic lens and "users" magic lens). This map is shared by all 
archaeologists and allows them to coordinate with each other. 
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Fig. 3. User interface on the pen computer 



The site is displayed in two distinct zones on screen: the detailed site map at the 
top of Figure 3 and a radar view at the bottom left of Figure 3. The radar view shows 
a non detailed complete site map. On top of the view, a green frame represents the 
part of the site detailed in the site map window. Visual consistency between the two 
parts is guaranteed: 

• By scrolling in the site map window (small precise movements), the frame is 
moved in the radar view. 

• By dragging the frame, the part of the site displayed in the site map window is 
modified. By resizing the frame, the view displayed in the site map window is 
zoomed in/out. 

Resizing the site map window is another way of zooming in/out, the same part of 
the site being displayed in a bigger/smaller window. We define three levels of zoom 
for displaying the objects. First the most detailed view enables the user to see all the 
objects. At the intermediate level, small objects, such as a coin or pottery, are not 
displayed. Finally, the less detailed view only displays very big objects such a wall or 
water-tank. 

The current position of each user is displayed on the map. A user is represented by 
a circle. The color of a circle translates the degree of accessibility of the 
corresponding user. We base the choice of colors on the traffic lights metaphor (green 
= available for others, orange = can eventually be disturbed and red = do not disturb). 
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The accessibility window of Figure 4 enables the user to set her/his degree of 
accessibility. 




Fig. 4. Accessibility window 



In addition the system must manage the cases of lost network connections. This is 
for example the case of an archaeologist going inside a water-tank. On the screen of 
other users still connected, the circle corresponding to the user having lost the 
connection is stationary (last known location) and blurs progressively. On the screen 
of the user having lost the connection, all the other users are represented by stationary 
gray circles, immediately informing the user of the lost connection. 

Communication: Three communication tools are implemented. The first one is a 
post-it enabling a user to post a note on the screen of another user. Text can be typed 
in using a transparent virtual keyboard, as shown in Figure 5. Speech recognition is 
another way of specifying text that we have not yet integrated. A voice recording also 
supplements the textual post-it so that users can send a voice post-it. The selection of 
a user (recipient) is made by dragging her/his corresponding circle in the post-it 
window or by typing her/his name if the user is not inside the site such as for the case 
of a distant expert. The second tool is a chat room as shown in Figure 5. Again, the 
specification of the participants can be performed by dragging their corresponding 
circles from the sitemap window to the chat room window. The last communication 
tool enables users to share pictures, and discuss them. One example is shown in 
Figure 5. We use sounds and textual messages displayed on the HMD to keep the user 
informed of the arrival of a new post-it or request for communication. All the services 
provided by the mediaspace developed in our team [6] can be incorporated in MAGIC 
(video and audio communications). 

Production: Production covers two complementary activities: describing found 
objects and analyzing them. For each found object, archaeologists fill a form 
describing the object, draw some sketches or very precise drawings and take pictures. 
In particular, the object must be located in the site (stratum, location and orientation). 
When an archaeologist describes an object, the description is maintained locally on 
the pen computer. Using a toolglass, s/he can then validate the new object. After 
validation, the object is then added to the shared database and is visible on the map of 
each user. Analyzing objects mainly consists of dating them: dating an object enables 
the archaeologists to date the corresponding stratum and then continue the fieldwork. 
Analysis of objects relies on comparisons with known objects from other 
archaeologists or reference manuals and on discussions with other archaeologists in 
the site or with a distant expert. 
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Fig. 5. Human-Human communication tools 

The next section describes the links between the real and the virtual in order to 
assist the archaeologists in describing objects as well as analyzing them. 



4 Augmented Stroll 

The virtual world corresponds to all the information maintained by the computer: 
database of objects, reference manuals etc. The real environment is the archaeological 
site. In order to smoothly combine the virtual and the real, we create a gateway 
between the two worlds. This gateway has a representation both in the virtual world 
on the screen of the pen computer (bottom right part window in Figure 3) and in the 
real environment, displayed on the HMD. 

Information from the real environment is transferred to the virtual world thanks to 
the camera carried by the user. The camera is positioned so that it corresponds to what 
the user is seeing, through the HMD. The real environment captured by the camera 
can be displayed in the gateway window on the pen computer screen as a background. 
Information from the virtual world is transferred to the real environment, via the 
gateway window, thanks to the HMD. For example the archaeologist can drag a 
drawing or a picture stored in the database to the gateway window. The picture will 
automatically be displayed on the HMD on top of the real environment. Moving the 
picture using the stylus on the screen will move the picture on top of the real 
environment. This is for example used by archaeologists in order to compare objects, 
one from the database and one just discovered in the real environment. In addition the 
user can move a cursor in the gateway window that will be displayed on top of the 
real environment. The ultimate goal is that the user can interact with the real 
environment as s/he does with virtual objects. Based on this concept of gateway 
between the real and the virtual, we implemented the clickable reality and the 
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augmented stroll. We first describe the clickable reality and the augmented stroll and 
then focus on their software design. 



4.1 Clickable Reality 

Based on the gateway window, we allow the user to select or click on the real 
environment. The camera is fixed, on the HMD, in between the two eyes. Before 
taking a picture, the camera must be calibrated according to the user’s visual field. 
Using the stylus on screen, the user then specifies a rectangular zone thanks to a 
magic lens. The specified rectangular zone corresponds to a part of the real 
environment. As shown in Figure 6, the lens is both displayed in the gateway window 
on the pen computer and on the HMD. Inside the lens, there is a button for 
transferring the selected part of the real environment to the virtual world as a picture. 
A short cut for this action would be a speech command "take a picture" when the 
speech recognizer will be integrated. The picture is then stored in the shared database 
along with the description of the object as well as the location of the object. The next 
step is then to restore this picture in the context of the real environment: we call this 
action augmented stroll. 
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Fig. 6. Clickable reality: (a) Magic lens displayed on the pen computer (b)View displayed on 
the HMD 
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4.2 Augmented Stroll 

Because a picture is stored along with the location of the object, we can restore the 
picture in its original real context (2D location). When an archaeologist walks in the 
site, s/he can see discovered objects removed from the site and specified in the 
database by colleagues. As schematized in Figure 7, based on the current position and 
orientation of a user, the system is able to determine the available objects stored in the 
database whose locations belong to the visual field of the user. The system indicates 
on the HMD that a picture is available. S/he can then see the object as it was before 
being removed from the site. The augmented stroll is particularly useful to see objects 
belonging to a stratum higher than the current one, because by definition the objects 
have all been removed. We envision to let the user specify what is the stratum of 
interest, so that the user will only see the objects of a given stratum while walking in 
the site. The augmented stroll is an example of asynchronous collaboration and 
belongs to the mobile collaborative AR class as defined in paragraph 2.3. 




4.3 Software Design 

Our software design solution for implementing the augmented stroll draws upon our 
software architecture model PAC-Amodeus [15]. PAC-Amodeus uses the Arch model 
[24] as the foundation for the functional partitioning of an interactive system and 
populates the key element of this organization, i.e., the Dialogue Controller, with 
PAC agents [7]. Although the software architecture model is not new, we show here 
how the model, dedicated to the software design of multimodal systems [15], can be 
applied to the design of an AR system. In particular we highlight the software design 
of the gateway between the real and the virtual. 
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4.3.1 Overall Architecture of MAGIC 

PAC-Amodeus incorporates the two adaptor components of Arch, the Interface with 
the Functional Core (IFC) and the Presentation Techniques Component (PTC), to 
insulate the keystone component (i.e., the Dialogue Controller, DC) from 
modifications occurring in its unavoidable neighbors, the Functional Core (FC) and 
the Low Level Interaction Component (LLIC). 

Each component of the model briefly exposed before, appears in the design of 
MAGIC. One instance of the five PAC-Amodeus components is replicated for every 
user. The PAC-Amodeus architectures communicate with each other via their 
Interface with the Functional Core (IFC). Indeed all PAC-Amodeus architectures are 
linked together via a unique shared Remote Functional Core (FC) that communicates 
with the IFCs. The IFC maintains links between the Local Functional Core (Local 
FC) and the Remote Functional Core (remote FC), as shown in Figure 8. In addition 
the IFC operates as a translator between the database and the data structures used in 
the Dialogue Controller (DC). The IFC is split into two parts: one that bounds the 
Local FC with the DC and one that gathers network functionality, and consequently 
the connection with the remote FC. 




Fig. 8. The overall architecture of MAGIC 
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At the other end of the spectrum, the Low Level Interaction Component (LLIC) is 
represented in terms of several components: (1) The JAVA event handler and graphic 
machine, (2) The augmented reality glasses driver (3) The GPS interface and (4) The 
electronic compass interface. In turn, the Presentation Techniques Component (PTC) 
is split into several parts: the PTC is no longer dependent on devices, but translates 
information from the drivers in terms understandable by the Dialogue Controller. For 
example, (x, y) positions of the pointer on the graphic tablet are translated into the 
selection of an object. 

The Dialogue Controller (DC) is responsible for task sequencing on each user’s 
workstation. As explained above, the DC is independent of the Functional Core and of 
the network, as well as of the underlying software and hardware platform, such as the 
AWT toolkit and interaction devices. The model is geared towards satisfying the 
flexibility and adaptability software quality criteria. This component is refined in 
terms of PAC agents. In the following section, we only describe the PAC agents 
dedicated to the augmented stroll. 

4.3.2 Software Design of the Augmented Stroll 

The hierarchy of PAC agents implementing the augmented stroll has been devised 
using the heuristic rules presented in [16]. In particular we apply the following rules: 

Rule 1: Use an agent to implement an elementary presentation object. 

Rule 2: Use an agent to implement a group object. 

Rule 4: Use an agent to maintain visual consistency between multiple 
views 

Rule 4 is illustrated by Figure 9. 



Multiple Views 




Group or Group or Group or 

Object agent Object agent Object agent 



Fig. 9. The Multiple Views agent 

Applying these rules, the augmented stroll is implemented by three agents, 
presented in Figure 10. One agent called "Gateway" corresponds to the Multiple 
Views agent and is introduced to express the logical link between the two 
representations of the gateway: the virtual representation and the real representation. 
The virtual representation corresponds to one agent, called "Virtual Representation 
agent". Its Presentation facet implements the gateway window displayed on the pen 
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computer that is presented in Figure 3. The real representation is another agent, 
namely "Real Representation agent" and its Presentation facet manages the 
information displayed on the HMD. Any action with visual side effect on a view 
(Virtual Representation agent or Real Representation agent) is reported to the 
Gateway which broadcasts the update to the other siblings. To better understand the 
roles of each agent, we explain the message passing through the hierarchy of agents in 
the context of the two scenarios: the clickable reality and the augmented stroll. 




Fig. 10. PAC architecture: combining the real and the virtual 




Fig. 11. Clickable reality 
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Figure 1 1 shows the message passing through the hierarchy of agents in the context 
of the first scenario: clickable reality. To take a picture, the user has to select what 
s/he wants to capture using the stylus on the gateway window. It corresponds to 
message Ml. A frame is displayed in the gateway window (M2) and in parallel on the 
HMD (messages M2, M3, M4, M5 and M6). When the user using the stylus drags the 
frame outside the gateway window (M7), the Virtual representation agent is asked by 
the Gateway agent to provide the corresponding picture, orientation and location 
(messages M8, M9, MIO, Mil, M12, M13, M14, and M15). The picture is saved in 
the Abstraction facet of the Gateway agent (Ml 6). The agent receiving the drop event 
then asks the Gateway agent for the picture (M17, M18, M19 and M20) in order to 
display it via its Presentation facet. 

M6 




In the second scenario, we consider the augmented stroll. While the user is 
walking, messages specifying the location and orientation (Ml) are sent to the 
Presentation facet of the Real Representation agent from the Presentation Techniques 
Component (PTC), as shown in Figure 12. Data are passed to the Gateway agent (M2, 
M3 and M4). In turn the Abstraction facet of the Gateway agent asks the Functional 
Core if it contains a picture at this point (location and orientation) (M5). If a picture is 
available, it is received by the Abstraction facet of the Gateway agent (M6). The latter 
then dispatches the picture to the Real representation agent and the Virtual 
representation agent (M7 and M8). The picture is then displayed on the HMD as well 
as in the gateway window on the pen computer (M9 and MIO). 



5 Summary and Future Directions 

We have presented our definitions and classifications of mobile AR systems as well 
as collaborative AR systems. These definitions highlight two main characteristics of 
mobile and collaborative AR systems: "augmentation of the real environment of one 
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user occurs through available knowledge of where the user is and what the other users 
are doing". We have then described our MAGIC system whose application domain is 
Archaeology, focusing on the mobile and collaborative aspects: the augmented stroll 
and its underlying concept of clickable reality. For the two concepts, we explained the 
software design based on the PAC-Amodeus software architecture model. We focused 
on the software architecture implementing the gateway between the real and the 
virtual, a generic software design solution to smoothly integrate the two worlds, 
without being dependent on the interaction devices. 

The next step in our work is to experimentally test MAGIC in order to evaluate the 
usability of the clickable reality and the augmented stroll. The first tests by 
archaeologists in Alexandria are planned in June 2001. Although our application 
domain is Rescue Archaeology, we believe that the clickable reality and augmented 
stroll are generic concepts that can be applied in other domains such as game: a group 
of players can for example search for objects that have been virtually placed in the 
real environment by other users. 
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Discussion 

L. Bergman: In your augmented stroll you are displaying a hypothesized model of the 
site. This reflects some uncertainty in the 3D models. Is this a problem when you are 
presenting the information? 

P. Renevier: We are not constructing 3D models, simply showing found and removed 
objects in place. 

L. Bass: I can generalize this question: how will you represent the uncertainty in the 
situation. 

P. Renevier: There is no uncertainty. We only show pictures, not 3D models. 

J. Williams: I realize that it is not necessary to use calibration as in 3D graphics 
(augmented reality), and virtual environments, but it seems there must be some 
methods of locating the useris position. How is this achieved? 

P. Renevier: We only match virtuality and reality by using position (GPS and 
compass). We can have a precision of 5 cm. 

N. Graham: Did you develop these systems by doing an external design and then 
applying the PAC modelling rules? Is this a good way of doing it in general? Is it 
really this algorithmic? How did it work in practice? 

P. Renevier: I made the architecture before the implementation, using the rules. 
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Abstract. We present a way of analyzing sensed context information 
formulated to help in the generation, documentation and assessment of the 
designs of context-aware applications. Starting with a model of sensed context 
that accounts for the particular characteristics of sensing, we develop a method 
for expressing requirements for sensed context information in terms of relevant 
quality attributes plus properties of the sensors that supply the information. We 
demonstrate on an example how this approach permits the systematic 
exploration of the design space of context sensing along dimensions pertinent to 
software development. Returning to our model of sensed context, we examine 
how it can be supported by a modular software architecture for context sensing 
that promotes separation between context sensing, user interaction, and 
application concerns. 



1 Introduction 

Until very recently, most applications were used in a static setting using little more 
than user input to define what could be done and to drive the interaction forward. This 
situation has been transformed by the explosion of portable machines, embedded 
computation, wireless communications, distributed networks and cheap, plentiful 
sensors. 

Hardware and software resources are running ahead of design and engineering 
models, tools and architectures. While it is easy to envision endless uses of context in 
interesting new applications, it is much harder to identify the issues involved in 
designing systems that use information sensed from the environment and also hard to 
incorporate sensors into applications. There is little support for systematic exploration 
of the design space of a context-aware application and for the evaluation of the 
consequences of design choices on architecture and implementation. 

In this paper, we (1) propose a model of sensed context information that accounts 
for the complexity of sensing, as opposed to traditional user input; (2) present an 
approach to the design of context-aware applications that deals explicitly with 
properties of sensed context; and (3) introduce a preliminary software architecture 
model that captures typical operations on sensed context and its properties. In section 
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2, we propose a definition of sensed context and analyze its constituents. Section 3 
outlines our design approach and illustrates with an example the systematic 
exploration of a design space that it supports. In section 4, we propose a software 
architecture model for sensed context information. We illustrate its use with the 
example of section 3. Section 5 examines some related work, particularly in software 
architecture. We conclude and outline plans for future work in section 6. 



2 A Model of Sensed Context 

Context sensing in interactive applications refers to the acquisition of information 
from the surrounding environment. We first define sensed context in terms of 
properties of real world phenomena. We then analyze the features of sensed context 
and propose a model that captures its most relevant characteristics. 



2.1 Defining Sensed Context 

We are interested in the sort of information that: 

• can be accessed via sensors, 

• capture properties of real-world phenomena, and 

• can be used to offer application functionality or to modify existing functionality 
to make it more effective or usable. 

In each case the information is sensed from the physical context in which the 
application is being used. This is part of the overall context of use, which can also 
include information that is not sensed (typically, the user’s emotional state, the social 
organisation of the artifacts, etc.). To reflect this relationship, we make a distinction 
between context and that subset of it that is capable of being sensed, viz., sensed 
context. 

The term ‘context’ suffers from an embarrassing richness of alternative definitions. 
Dey, Salber and Abowd [1] provides a useful review and offers a version that is a 
useful starting point for our definition of sensed context: 

context any information that can be used to characterize the situation of an 
entity, where an entity is a person, place, or object that is considered relevant to the 
interaction between a user and an application, including the user and the application 
themselves. Context is typically the location, identity and state of people, groups and 
computational and physical objects. 

This definition needs some refinement to capture our notion of sensed context. 
Sensed context refers to that part of context that comes from the physical 
environment; i.e., that part of context that is accessible via sensors, in other words, the 
properties of phenomena. The term ‘phenomenon’ refers to “an occurrence, a 
circumstance or a fact that is perceptible by the senses.” [2] This term comes close to 
expressing that set of things we wish to include as the subjects of sensed context 
information if we take the “senses” to include non-human sensing devices. 
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Fig. 1. Relationships of phenomena and sensing activities in space-time. The sensing activity 
at the bottom is performed by a fixed sensor that provides samples at regular intervals. The 
phenomenon at the top is sensed twice, but there’s a delay in detecting the beginning and the 
end of the phenomenon, for instance because sensing occurs at fixed intervals. 

The relationship of sensors to phenomena can be related in space-time as shown in 
figure 1. That is, phenomena “occupy” spatial and temporal locations. Often, 
occurrences of sensing provide “samples” of the phenomena or special events, such as 
the boundary of the phenomena in space or time. Many of the interesting design and 
implementation questions about sensed context relate to the sensor-phenomenon 
relationship, including the timeliness and accuracy of the sensed information and 
whether identity of entities across phenomena can be determined. 

The notion of ‘interaction’ in the original definition is ambiguous; it is not clear 
whether this refers to what is achieved via the interaction (viz., tasks) or the means by 
which the tasks are performed (viz., concrete user interface, dialogue, etc). We wish 
to be non-restrictive and thus explicitly include both as legitimate aspects of human- 
computer interaction that sensed context may influence. Finally, it may be difficult or 
impossible to determine at a particular time if some sensed context is or is not actually 
relevant. What is important is its potential relevance to the interaction, whether or not 
someone considers it to be such. 

Therefore, we propose the following definition: 

sensed context properties that characterize a phenomenon, are sensed and that 
are potentially relevant to the tasks supported by an application and/or the means by 
which those tasks are performed 

Sensed context is ultimately derivable from some sensory apparatus, or sensor(s). 
It doesn’t follow, however, that it is so derived. The fact that Daniel speaks French 
may be acquired via some sensor (e.g., a multi-lingual speech recognition system) or 
via a database query, with no sensing involved. Also, sensed context may be derived 
from other sensed context via some transformation or interpretation. In the case of 
Daniel’s speaking French, the input from the sensor (microphone) may have to go 
through sophisticated processing; nevertheless, we wish to refer to Daniel’s speaking 
French as sensed context if the source involved one or more sensors. 
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Note that the same physical apparatus might serve to provide conventional input 
and sensed context. For example, a keyboard might provide input strings for 
processing by the application (user input) and the same input events could be a sensor 
for user fatigue, based on the average time between keystrokes. Similarly, a sensor 
can be exploited by a user as an input device. Consider the case of two persons who 
have agreed that moving past a proximity sensor at their office door will be used as a 
signal to the other that it’s time for lunch. The difference lies in the relationship to 
user’s intentions, conscious or otherwise, not the way the information is subsequently 
handled by the system. 

It can be difficult at times to draw a distinction between sensed context and user- 
generated input. Nevertheless, it can still often be useful in thinking about the impact 
on the user of different design alternatives; choices of user input versus independently 
sensed context can be critical to the feasibility and usability of certain application 
types. 



2.2 Modelling Sensed Context 

According to our definition, sensed context is information and we therefore model it 
as such. The particular aspects captured in the model are there because we believe 
them to be important for the purposes of reasoning about designs and, in some cases, 
for implementing them. 

Sensed context is propositional in nature, typically of the form “phenomenon P has 
property p”, e.g., “this device is at location y”, “this probe has temperature t”, “the 
time is t”. Relational information is also possible, such as “person p is near landmark 
1”, “group g is meeting in room r at time t”. Being propositional, sensed context 
information can be formulated using a formal representation such as first-order 
predicate logic, composed into more complex sensed context expressions and have 
associated with them meta-propositional properties, such as judgements of the quality 
of the information (e.g., its probability) or the nature of its sensory source (e.g., the 
operational parameters of the sensor). In this paper we will not pursue the 
formalization of sensed context information, but will focus on the associated meta- 
information. 

To summarize, sensed context has several important characteristics that we will 
utilize in our model, including 

• information content, especially 

• the sensed properties of the phenomena 

• the subject(s) of the sensing 

• meta-information, including 

• information quality attributes 

• information about the source of the content 
We now discuss each of these characteristics in turn. 

2.2.1 Information Content: Sensed Context Types 

Although we place no limits on the type of properties or relationships that can be 
expressed in sensed context, certain types are particularly prominent because 

• the information offers real benefits in functionality and usability and 
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• current sensor technology and interpretation techniques enable the information to 
be captured and transmitted cost-effectively. 

These information types include: 
spatial location 

We include here propositions about physical location, such as the location of a 
person or artifact in a building or the position of a car in a road system. It may include 
location in terms of global or local reference systems and absolute or relative position. 
Abstract spaces may also be spatially located and thus, indirectly, treated as sensed 
context, but only if they are marked out in physical space. 
time 

Time may include interval and point references. It is relatively easy to acquire and 
is useful in association with other properties, as a time stamp. 
identity 

Typically, identification is performed by a sensor capturing distinctive features of 
the entity to be identified (e.g., iris configuration, a facial color patch, or the id of an 
associated “tag”). Often, it is sufficient to be able to assert that different sensing 
occurrences relate to the same entity; that is, sensed context enables assertions of 
identity of entities across time and space. 

2.2.2 Information Content: The Subject of Sensed Context 

If one takes sensed context to be propositional, then there must be a subject or 
subjects for the propositions. That is, sensed context is not just a property such as 
location, but an assertion that something is at a location. It may be the case that a 
given sensor simply delivers a location value, but the data becomes useful information 
when implicitly interpreted as the location of the device. Typically, it is not the 
location of the sensor that is of interest, but of something else (e.g., the person holding 
the GPS), but the further inference from “This GPS is at location x” to “Person P is at 
location y” depends on the initial interpretation of the data. During design it can be 
important to identify both the ultimate subject of the information content from the 
application’s point of view and the information provided by the sensor(s), so that the 
transformational requirements are clear. 

2.2.3 Properties of Sensed Context: Meta-Information 

One of the distinguishing features of sensed context information, compared to other 
sorts of information utilised in an application, is the importance of the way it is 
acquired. Sensors are subject to failure and noise. Often, they only capture samples of 
phenomena, hence their output is approximate only. Furthermore the process of 
interpretation of sensed context is also subject to ambiguity and approximation. In 
addition, sensors may be used in conjunction with actuators that perform actions in 
the physical world. 

These aspects are sufficiently important that we propose as a central feature of our 
model a set of meta- attributes of the information, including: 

• forms of representation 

• information quality 

• sensory source 

• interpretation (data transformations) 

• actuation 
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As shall be discussed in section 3 below, this meta-information is crucial when 
reasoning about sensed context during design and can be valuable as a potentially 
controllable aspect of information flows in the run-time system. 

We shall look at each of these categories in turn. 

Forms of Representation. Many sensing devices, such as GPS and timing 
devices, are capable of offering their output in different data formats. Therefore, we 
wish to capture this potential as a meta-property of the information itself, so that it 
can be described, and reasoned about, even when the sensory source is not yet 
specified or even known. Furthermore, transformations can serve to change the form 
of representation of a property, for instance transforming GPS data into building 
names. Expressing the desired form of representation helps identify the 
transformations required. 

Information Quality. We can identify the following information quality attributes: 

• coverage - the amount of the potentially sensed context about which information 
is delivered 

• resolution - smallest perceivable element 

• accuracy - range in terms of a measure of the property 

• repeatability - stability of measure over time 

• frequency - sample rate; the temporal equivalent of resolution 

• timeliness - range of the measure in time; the range of error in terms of the time 
of some phenomena; the temporal equivalent of accuracy 

These properties are perhaps easiest to consider in the case of spatial location. For 
example, a piece of sensed context might provide its information in terms of British 
Ordnance Survey coordinate system, covering mainland Britain, to a resolution of 
100m and an accuracy of -r-10%. Similarly, if the information is also temporal, we 
can identify its form of representation (seconds), its frequency (5 kHz) and its 
accuracy (or timeliness) (±100 ms). 

We believe these are well-defined attributes of quality of all, or at least many 
interesting, properties of sensed context. Thus, we might have a way of determining 
the language of a speaker from his or her speech. We can describe information quality 
attributes for this sensed information: 

coverage: are all languages recognized? If not, what is the subset? 
resolution: can a distinction be made between similar languages? Thus, if the 
system cannot resolve the difference between various Slavic languages (Russian, 
Polish), this is a resolution issue. 

accuracy: in this case, it may be difficult to distinguish between the effect of 
resolution and accuracy problems. However, the distinction can be drawn: accuracy 
refers in this case to the probability that the system will identify the wrong language. 
This is different from it’ s not being able to distinguish between them. 

repeatability: given the exact same input, e.g., a recorded utterance, is the 
determined language the same over successive trials? 

frequency might be at the level of a single utterance, with timeliness measured as a 
delay of up to 5 seconds from the end of the utterance. 

Sensory Source. So far we have focussed on the nature of sensed context as 
information. However, it is often necessary to think about where that information 
comes from. 

Among the attributes of the acquisition process by which the information is 
acquired, we identify the following as candidates for our model: 
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• reliability 

• intrusiveness 

• security or privacy 

Just as with sensed context, sensors can be characterized by meta-information 
about the apparatus. The set of properties of a sensor are difficult to fix globally. They 
are typically closely related to the physical, behavioral and operational characteristics 
of the sensor. However, we would expect most sensors to at least have the following: 

• cost 

• operating profile 

Transformation. We may wish to specify the transformation process by which 
sensor output is transformed into usable sensed context information. At the design 
stage it may be useful to identify that a transformation is unreliable or 
computationally costly. A specification of the data transformations is of obvious 
benefit at the implementation stage. 

Actuation. Although context-awareness at present is more concerned with 
acquiring and deriving information from sensed context, we need to keep in mind the 
possibility of acting on the real world through effectors. Actuation can also influence 
the sensing processes by shutting down a faulty sensor, or modifying its operating 
parameters, for example by reorienting a GPS antenna. 



3 Supporting the Exploration of Sensed Context Design Options 

Understanding the nature of sensed context and the particular role of meta-data allows 
us to proceed further and examine how this new understanding might be used for 
application design and development. In particular, we are interested in considering 
how these requirements might be used to support systematic exploration of the design 
space of a context-aware application. What follows is an initial and tentative 
investigation of how to utilise our model. This section is intended to be illustrative of 
what might be done. 

Our approach relies on checklists that are intended to uncover design choices and 
the consequences these might have in terms of software development. We will use the 
example of a museum context-aware tour guide throughout this section. Besides 
representing one of the most common types of context-aware application reported 
upon in the literature, the application features some clear, simple requirements and a 
rich design space. It is not our intention to present a solution to the design problem, 
but simply to indicate the kind of issues that we believe our approach can uncover. 

As shall become evident as we work through this example, the design space is very 
rich, with many trade-offs requiring more exploration than we can manage in a 
relatively short paper. Consequently, we have focussed on a rather restricted view of 
the design process and its legitimate areas of concern. In particular, the example set 
out in section 3.1 below focuses on design issues related to the provision of (some) 
application functionality with no consideration of the wider contextual framework in 
which such a functional requirement might arise nor the context-related issues 
associated with the decisions about the method of delivery of that functionality. This 
may seem ironic in a paper devoted to a consideration of sensed context, but we 
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believe this is a reasonable simplification of the design process, at least for an early 
investigation such as we are reporting here. 

Activities Involved in the Approach. Our approach is based on a set of design- 
oriented activities that together enable issues of sensed context to be identified, 
related to other design considerations and explored. The activities include: 

• identifying sensed context possibilities 

• eliciting and assessing information quality requirements 

• eliciting and assessing requirements of the acquisition process 

• consideration of issues of 

• intrusiveness, security, privacy 

• transformations of the data from source to “consumer” 

• transmission and storage 

• eliciting and assessing sensor requirements 

The sequence of these activities in our list suggests a very rough order in which 
they might be addressed, but the order is not intended to be restrictive. One might 
well begin with any of the activities and work out to others, returning thereafter to re- 
assess earlier decisions. 

The outcome of these activities will be a set of requirements related to sensed 
context and a set of design issues related to those requirements. At this stage of 
development our approach does not offer any particular assistance with how to 
resolve the set of issues raised. These have to be handled as any set of design 
problems that have alternative solutions and demand resolution of conflicting 
requirements. 



3.1 Identifying Sensed Context Possibilities 

We now consider our example of a context-aware museum tour guide. For the sake of 
brevity, we will concentrate on a single but representative feature, namely: 

Deliver information in the language of the visitor that describes the exhibit that the 
visitor is attending to. 

We will assume that the exhibits are laid out in a single exhibition space and that 
each exhibit has associated with it a set of descriptions, each with the same content 
but expressed in different languages. The set of languages supported is some subset of 
all natural languages. Visitors are people that wander around the museum (i.e., they 
are mobile), following a path from exhibit to exhibit, reading descriptions about the 
exhibit they are currently attending to. 

Note that at this level of description, we are making no assumptions about the 
choice of input and output devices that are to be employed. Similarly, we are not 
specifying what specific sensors or sensing techniques we might use. Before we 
identify the sensed context involved in this case, we may make assumptions (a visitor 
is attending to only one exhibit at a time) or impose constraints (users should not have 
to carry devices). We will not introduce any design constraints in this exercise 
because we want to show how we can explore the space generally, although typically 
constraints identified at this point can limit the space and make the design process 
more manageable. 
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In this example the primary entities of interest are: visitor, exhibit. For the visitor, 
we are interested in her language and for the exhibit, the description(s) that are 
available. Also, we are interested in the relation of attending to between the visitor 
and the exhibit[]she is attending to. We now have three information needs and can ask 
of each if it is potentially sensed: 

• visitor’s language - we can envisage using speech recognition to identify the 
speaker’s language (assuming visitors are talking amongst themselves, or are 
asked to speak to a device at the beginning of their visit) or via a tag attached to 
the visitor and readable by some sensor, either at an exhibit or elsewhere. 

• exhibit’s description - this is directly sensible, e.g., via an infrared broadcast or 
indirectly sensible via a transmitted context identifier that can be used for content 
lookup 

• visitor’s attention - this is potentially sensed in a number of ways, including 
proximity sensing, orientation capture and eye gaze tracking, using sensors on the 
visitor, the exhibit or globally in the exhibition gallery. 

Once the primary entities and related information of interest are identified, 
additional characteristics of the potential context sensing can be investigated. Two 
characteristics are particularly useful: spatial and temporal footprints. Interestingly, 
these characteristics are easily captured if we reason in terms of phenomena and use 
the graphical representation of figure 2, showing three exhibits and two languages. 
Notice that the diagram captures the language need in relation to exhibit and time; the 
precondition of the visitor’s attention is abstracted away. The diagram makes clear 
that it is the linguistic need that is central; the user’s attention to the exhibit is just an 
enabling pre-condition. Additionally, it is evident that the identity of the user is not 
important in this case, a condition that might have been overlooked if focusing on the 
possibility of sensing the visitor’s location and language. 
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Fig. 2. Time-space diagram of phenomena (visitors speaking English or French attending to 
exhibits), sensing occurrences, and use of sensed context by the museum tour application. 
Locations labeled 1, 2, and 3 are locations of exhibits. In this example, sensed context is used 
by a centralized application running on a server whose location (X) is represented at the top of 
the diagram. 



^ The relationship might be expressed from the point of view of the visitor (the exhibit I am 
attending to) or the exhibit (the visitor attending to me). We shall refer to it from either point 
of view as appropriate. 
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The diagram also makes apparent the potential communications and storage 
requirements for sensed context. We have placed on the space-time diagram possible 
context sensing events, along with context use by the application. For each sensed 
context information that we want to acquire, if there is a spatial gap between the 
sensing event and the actual use of the information acquired, the information will 
have to be communicated. If there is a temporal gap, the context information will 
need to be stored. 



3.2 Sensed Context Requirements Checklist 

Context-aware application design must factor in the variable quality of sensed context 
data. One necessary step is to express information quality requirements for sensed 
context information needed to support the application functions. 

Our approach relies on running sensed context information (that is, each predicate 
over subjects and features) through a checklist of the quality criteria of section 2.2.3. 
Each criterion must be considered in turn for each piece of sensed context 

As an example, we will consider two of three potential sensed phenomena: the 
visitor’ s language and the visitor’ s attending to an exhibit]^ 

Table 1. Information quality criteria for context proposition “visitor’s language is X”. 



Coverage 


All languages supported by the application 


Resolution 


Language (a lesser requirement would be: 
linguistic family) 


Accuracy 


100% 


Repeatability 


Stable (same language for successive inputs of 
a pre-recorded utterance) 


Timeliness 


Before first information delivery 


Frequency 


• Once, assuming (1) visitor won’t switch 
languages during the visit and (2) we can attach 
the language info to the visitor and retrieve the 
visitor’ s identity from one display to the next 

• Else, once for each information delivery 



Table 2. Information quality criteria for context proposition “visitor is attending exhibit Y”. 



Coverage 


All exhibits 


Resolution 


A single exhibit 


Accuracy 


100% 


Timeliness 


Before visitor moves on (on the order of 
seconds) 


Repeatability 


100% stable 


Frequency 


Once per exhibit within timeliness 
requirements (on the order of seconds) 



^ The third possibility, sensing the exhibit description, is a reasonable approach. One might, for 
example, have the exhibit broadcast all its descriptions, and have the visitor’s hand-held 
display receive only the one in the appropriate language (the “teletext” strategy). We have 
decided to leave this option out of consideration solely for reasons of simplicity in our 
example. 
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Notice that several design issues are identified by this exercise. We may have to be 
clearer about the relationship of languages to dialects. More importantly, since we 
have a quality requirement that only one language needs to be sensed per visitor (per 
visit), we can entertain the possibility of a single sensing occurrence in order to 
capture this information (although we may then need to store the information for later 
use). 

The next two activities, assessing sensor requirements, transmission and storage 
needs are all closely linked to particular acquisition strategies or patterns. The 
following seem to be reasonable candidates for sensing strategies in this example: 

• Determining the language of the visitor 

• Looking it up (preferences) 

• Asking the visitor 

• Associating a sensible tag with the visitor that contains a language id 

• Listening to speech 

• Visitor is attending an exhibit 

• Near it (but might fail if user is turning her back to the display) 
-> Proximity 

• Facing it -> Proximity + relative orientation 

• Looking at it -> Gaze 

• Asking the visitor 

• Based on history 

Arising out of this exploration are a number of consequent design issues. In the 
case of proximity sensing (location) there are related issues of whether the user senses 
the display or vice versa; in the former case, we are confronted with a question of 
power consumption and possible privacy issues if the identity of the visitor is also 
made available (perhaps via the sensed tag strategy of language sensing. Considering 
proximity-based location as a source of attention, it becomes apparent that proximity 
is not sufficient if one can be attending to two different exhibits from the same 
position or if the proximity sensors necessarily have overlapping coverage. If there is 
no overlap, proximity sensing is probably acceptable; if there is overlap, then it must 
be either replaced or enhanced by other means. Table 3 captures the most significant 
design issues for the two pieces of sensed context. 

Checklists, or structured questions, of the sort we have presented here are, we 
believe, a step in advance of the unstructured, ad hoc approach typical now. It is a 
form of literate specification [3], helping to identify issues, make issue coverage 
visible, assist in the documentation of the design process and offer a means for 
traceability of design decisions. While we believe our small example suggests the 
technique is both feasible and useful, it remains to be evaluated in a realistic setting. 



4 Mapping Sensed Context to a Software Architecture 

Software modelling of sensed context within a context-aware application must take 
into account the complex nature of context information. The salient characteristics of 
sensed context information outlined in section 2 suggest a key distinction that we 
want to capture in the software model: both the actual information content of sensed 
context and meta-information that characterizes sensed context should be handled 
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explicitly and distinctly. In addition, section 2 introduced the need for controlling 
sensors and sensing processes. Finally, we want to capture the ability not only to 
sense context, but also to act on the real world through actuators. Our software model 
for context-aware applications aims at emphasizing features that are specific to sensed 
context and that should be given particular attention. Furthermore, the model we 
propose focuses on sensed context: we do not explicitly model traditional user 
interaction that may occur in the application. Other models exist for that purpose, and 
they may be used in conjunction with our model. We will show an example of dual 
use of our model along with existing user interface models. 



Table 3. Combined assessment of sensing strategies. This table summarizes the issues that 
must be addressed. Items in bold denote major issues. 



item 


information quality 


acquisition process 


sensors 


language 








sensed tag 


accuracy & 


need stored 


if RFID tags: 




repeatability 


language data 


orientation of tag 
wrt. reader; RF 
interference 


listening to 


coverage & 


need multi-lingual 


ambient noise 


speech 


accuracy 


recognition; 
assumes user is 
talking 




ask user 




intrusive 


n/a 


lookup 




need stored 
language data 


n/a 


attending to 








proximity 


accuracy if 


privacy if linked 


locus of sensing; 




overlaps between 
exhibits 


to identity 


power if mobile 


orientation 


accuracy 


not sufficient on 
its own; needs 
proximity 




gaze 


accuracy 




awkward 

headgear 



4.1 Requirements for a Sensed Context Architecture 

Context sensing is still very much an exploratory domain. Developing efficient 
context sensing capabilities requires practical knowledge of sensors and associated 
software techniques, which might build upon disciplines as varied as signal 
processing or machine learning. The set of skills required is far different from that 
used to develop user interfaces or application logic. As a result, a paramount 
requirement of a context sensing architecture is to facilitate the separation of concerns 
between user interface, application logic, and context sensing. In addition, we want to 
support iterative design (typical of an exploratory domain), and thus emphasize 
modularity. 
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4.2 Global View of the Architecture 

To achieve separation of concerns, we introduce a set of functional components that 
focus on bridging the gap between sensors and applications. In an architecture model 
like Arch [4], this set of components is organized in two layers that correspond to two 
primary classes of operations on context: acquisition from the physical world, usually 
through sensors, and transformations of sensed information to extract information 
meaningful to the application. These operations occur at two different levels and can 
be represented as a supplementary branch in the Arch model as shown in figure 3. 
Arrows represent flow of control, data, and meta-data. This point will be clarified 
when we introduce the components that constitute the two context layers. 




Fig. 3. Context handling as a supplementary branch in the Arch model. The classic user 
interface and application logic branches have been omitted for clarity. 

This approach clearly emphasizes separation of concerns between the three 
branches of the extended Arch. This however, does not preclude the possibility that 
context-handling components may have user interfaces to allow control by or 
feedback to the user. A major difference with the traditional Arch model should be 
mentioned. As noted in Salber et al [5], context components are long-lived and 
typically precede and survive the application they serve. Indeed, context may be 
required at any time by an application and the relevant context data may have been 
acquired long before the application requests it. Consider a handheld application that 
helps the user remember where she last parked her car: The location of the car when 
the user steps out must be recorded even though the retrieval application is not 
running, and maybe never will. Thus, the context transformation and acquisition 
layers may be active independently of any application. Connections between the 
Dialog Control component and the context branch are established dynamically. In 
addition, several applications may require the same context information, possibly 
simultaneously. The handheld car park payment application may be notified that the 
car is in a parking meter area and propose to the user to negotiate a fair price. In this 
sense, context services are similar in principle to operating system services such as 
network demons, or low-level windowing facilities. 



4.3 Context Handling Components 

Using sensors, as opposed to user input devices, entails dealing with a lot of data. 
Sensed context is much richer and data-intensive than user input. Thus, our model 
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should primarily be concerned with organizing the flow of data. The model we have 
presented in section 2 provides an important insight into a distinguishing 
characteristic of sensed context. Meta-information that describes the quality and 
source of context data should be considered as important as the actual sensed 
information. In addition, context transformation mechanisms may be controllable and 
transformations may result in actions on the environment. We want to reflect in our 
software architecture the three flows we have identified: data, meta-data and control. 

We populate each of the two layers identified in the previous paragraph with 
modular, composable, context-handling components. They all share the same 
structure represented as an hexagon shown in figure 4. Each lower side of the 
hexagon represents inputs. Each of the three sides receives one of the three flows of 
data, meta-data and control. Upper sides of the hexagon represent outputs and 
generate data and meta-data flows, along with actions on the environment. Eor a given 
component, any input or output arrow might be omitted if it is not relevant. 
Conversely, a component may receive multiple input flows on any one of its lower 
sides, or generate multiple outputs. 

Each context-handling component performs transformations on context data. 
Although we have isolated the acquisition layer in the global view of the model, it is 
populated with components that share the common structure of figure 4. The only 
difference is that an acquisition component acquires its inputs from sensors (or from a 
sensing component part of a library, when they become available). In the generic 
model of the context-handling component, the data input flow is processed and 
produces the data output flow. Meta-data input may be used to influence processing 
(e.g., discard inaccurate data). New meta-data that describes the data resulting of the 
transformation is generated. Depending on the transformation involved, this may 
consist in updating the meta-data, or generating completely new meta-data. The 
control input allows other components to influence the transformation process itself. 
This may consist in modifying a parameter (e.g., the sampling rate of a sensor), 
requesting generation of the latest data (i.e., polling), starting or shutting down the 
component (e.g., shutting down a faulty sensor). The action output is the channel 
through which actions on the environment are performed. This may include turning 
on a light, changing the speed of a motor, driving a camera that tracks a person in a 
room, etc. Tight coupling between inputs and the action output is possible at the level 
of a single or a few components. 

Action 

* 

Data out Meta-data out 




Control 

Fig. 4. The structure of a context-handling component. 
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The output of any context-handling components may be connected to the input of 
any other component. In general, information content outputs will be connected to the 
information input of another components, and similarly for meta-information and 
control/action. However, there may be connections from the meta-information input 
of a component to a second component’s information input. The second component 
would then monitor the quality of the information provided by the first component, 
and possibly provide meta-information about its own monitoring function. We will 
give an example of this configuration in the guided tour example. In general though, 
control and action flows are kept separate from information content and meta- 
information flows. Control is also used for an important role: In a changing 
environment where sensors may appear and disappear, control drives the dynamic 
reconfiguration of the organization of components, establishing and breaking 
connections between a component and its peers. This issue is still being investigated 
but we believe it is crucial for handling context in a comprehensive way, especially 
when devices or sensors are mobile. Ideally, dynamic configuration, as well as 
transparent networking (including dynamic adaptation to the networking resources 
available) and other services such as service discovery and brokering between the 
application needs and the capabilities of the sensed context components should be 
handled by a middleware infrastructure, acting behind the scenes of our architecture. 
We know these services are required, but they fall outside the scope of our present 
concerns for this architecture model. We assume they are provided by the target 
platform. Ultimately, we aim at eliciting precise requirements for such a platform. 
This goal is beyond the scope of this paper. 



4.4 Example Use of the Architecture for the Museum Tour Application 

We have chosen to show how to use the architecture on a subset of the museum tour 
guide: the determination of the language of the visitor. Assessing the design issues of 
table 3, we use two complementary sensors in this example: speech recognition and 
RFID tag readers. Since each of these techniques has shortcomings under certain 
conditions, we combine the information they provide for better reliability. 

The two input sensors are modeled by a context-handling component as shown in 
figure 5. A third component is in charge of determining the visitor language and 
combines the information content based on the meta-information provided, which 
might include indications of failures to read a tag, and confidence factors from the 
speech recognizer. Based on the meta-information, the combining component might 
decide to shutdown or reconfigure one of the two sensors. This is expressed by the 
“Action” output being fed to the “Control” input of the sensor components. The 
processes involved in selecting and combining the information content from the 
sensor components should of course be completely specified in a complete example. 

We believe that the organization of components presented here is a potential 
candidate for a pattern of context sensing: combining information from several 
unreliable sensors and allowing on-the-fly reconfiguration of the low-level sensing 
components. Other potential pattern candidates include for instance the management 
of collections of context information or the monitoring of a single sensor by a 
dedicated monitoring component. We believe this is a promising area of research that 
our proposed architecture can support. 
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Fig. 5. Components involved in determining the visitor language in the museum tour guide 
application. Solid bold lines indicate sensed context information flow. Dashed lines indicate 
meta-information. Fine lines indicate control flow. 



5 Related Work 

In the field of context-aware computing, there is little work yet that aims at modelling 
sensors to takes into account the fact that sensed context information acquired from 
sensors is often of variable quality. For user input, Card, McKinlay and Robertson 
have devised a comprehensive model of input devices that shares interesting 
similarities with our approach [6] . They also felt the need to model device properties 
such as resolution to help designers make their requirements explicit. There have been 
several recent proposals of software architecture models for context-aware 
applications. Winograd, for example, presents a data-flow architecture based on 
networks of observers that abstract information from sensors [7]. Observers construct 
“context models”, data structures that are stored in a “manager” blackboard and made 
available to applications. There are two interesting differences with our approach. 
First, Winograd’ s approach makes explicit the needs of applications: They provide the 
context model structure that observers populate. Second, the architecture doesn’t 
account for ambiguous context information. Kiciman and Fox have a data-flow 
approach that introduces mediators which establish dynamic connections between 
components [8]. The context toolkit framework by Salber, Dey and Abowd was the 




Modelling Sensed Context Information in the Design of Interactive Applications 333 



basis of the architecture model presented here [5]. The context toolkit assigns specific 
roles to components, e.g., interpreters transform data, aggregators act as repositories. 
We have generalized the approach of the context toolkit by introducing a generic 
context-handling component that can be instantiated to play different roles. This 
approach is, we believe, more extensible (new classes of components can be defined) 
and allows for encapsulation of well-understood behaviors in a single component. But 
most importantly, the approach presented here is more expressive, in the sense that it 
captures meta-information that describes the quality of sensed context. Recent work 
by Dey, Mankoff and Abowd extends the context toolkit to allow manual 
disambiguation by the user of imprecise context data [9] . 



6 Conclusions and Future Work 

We have presented a comprehensive view of how sensed context might be handled in 
interactive systems. In particular, we have presented a model for sensed context that 
accounts for the inherent uncertainty of data acquired through sensors or derived by 
subsequent transformations. We have examined how this model can be used to 
explore relevant dimensions of the design space of a context-aware application. 
Finally, we have introduced a proposal that incorporates the characteristics of sensed 
context information in terms of a software architecture model. 

The model of sensed context we have described in this paper still needs refinement. 
We have exercised it on small examples but we need to better assess its value and its 
shortcomings. We plan to use it for the design of two real context-aware applications 
in collaboration with designers. We expect these real-world design experiences to 
provide some insights on how to better structure our exploration of the design space. 
We also anticipate to be able to address other questions, such as appropriate ways to 
describe aspects of interactive system functionality relevant to the use of sensed 
context (e.g., using UML). Another expected result is a set of requirements for tools 
to support design, and documentation of the design process. A first step toward this 
goal will be to express our model as an XML DTD so that models of sensed context 
information can be used by software tools. 



References 

1. Dey, A.K., Salber, D., Abowd, G.D.: A Conceptual Framework and Toolkit for Supporting 
the Rapid Prototyping of Context- Aware Applications. Human-Computer Interaction (to 
appear) (2001) 

2. The American Heritage Dictionary of the English Language, 3rd ed. Houghton Mifflin 
Company, Boston (1992) 

3. Cockton, G., Clarke, S., Gray, P., Johnson, C.: Literate Development: Weaving Human 
Context into Design Specifications. In: Benyon, D., Palanque, P. (eds.): Critical Issues in 
User Interface Systems Engineering. Lecture Notes in Computer Science, Vol. 1927. 
Springer- Verlag, Berlin Heidelberg New York (1996) 227-248 

4. Bass, L., Little, R., Pellegrino, R., Reed, S., Seacord, R., Sheppard, S., Szczur, M.R.: The 
UIMS Tool Developers' Workshop: A Metamodel for the Runtime Architecture of an 
Interactive System. SIGCHI Bulletin 24 (1992) 32-37 




334 Philip Gray and Daniel Salber 



5. Salber, D., Dey, A.K., Abowd, G.D.: The Context Toolkit: Aiding the Development of 
Context-Enabled Applications. In: Williams, M.G., Altom, M.W., Ehrlich, K., Newman, W. 
(eds.): Proceedings of the ACM SIGCHI Conference on Human Eactors in Computing 
Systems. ACM Press, New York (1999) 434-441 

6. Card, S., McKinlay, J., Robertson, G.: The Design Space of Input Devices. In: Chew, J.C., 
Whiteside, J. (eds.): Proceedings of the ACM Conference on Human Eactors in Computing 
Systems. ACM Press, New York (1990) 117-124 

7. Winograd, T.: Towards a Human-Centered Interaction Architecture. 

http://graphics.stanford.edu/projects/iwork/papers/humcent/ (1999) 

8. Kiciman, E., Eox, A.: Using Dynamic Mediation to Integrate COTS Entities in a Ubiquitous 
Computing Environment. In: Thomas, P., Gellersen, H.-W. (eds.): Proceedings of the 
Second International Symposium on Handheld and Ubiquitous Computing. Lecture Notes in 
Computer Science, Vol. 1927. Springer- Verlag, Berlin Heidelberg New York (2000) 211- 
226 

9. Dey, A.K., Mankoff, J., Abowd, G.D.: Distributed Mediation of Imperfectly Sensed Context 
in Aware Environments. GVU Technical Report No. 00-14 (2000) 



Discussion 

S. Greenberg: What do you when the sensor you are interested in (such as a light 
sensor) may be affected both by natural phenonoma and user use (pick up). What do 
you do to distinguish these two cases. 

P. Gray: This is a case of transformation within the process. These hexagonal 
components each do a transformation and uncertainty can be added at each stage of 
the process. 

D. Salber: You need to know the specifics of each transformation and add a quality 
attribute that gives a level of certainity. 

J. Coutaz: Sensors are spacial temporal things? The granularity of time and space 
varies for an individual using a particular application. How can you claim that one 
model can capture all of this granularity. 

P. Gray: We don’t know right now but there is going to be a workshop on location 
modeling at the next ubicom and maybe we will have an answer then. 

D. Damian: How do you handle the ambiguity implicit in natural language when you 
use language as a sensor. 

D. Salber. We use speech to recognize the language not the content of the speech. 

P. Gray: It depends on the sensing strategy you use and we are not proposing a 
strategy but simply trying to provide a method for evaluating the strategies you might 
use. 

F. Paterno: Sensed information sometimes can be misleading. For example, the 
position of users in a museum can be considered in order to indentify their interests: if 
they are close to a work of art, the system can infer that they are interested in it. 
However, this is not always true. In some cases the position can be determined by 
extreanous factors (e.g. they are meeting friends or they are tired and decide to stop 
wherever they are). Don't you think that we would probably need some other types of 
information to obtain meaningful context-dependent applications? 

P. Gray: I agree. You almost always need other information. 
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L. Nigay: Problems addressed by content sensing (disambiguity, uncertainity) seem 
similar to the ones addressed by multimodal interaction. 

D. Salber: Yes, but some problems are specific to sensing (e.g. coverage, drift). 

J. Hohle: How does this work about XML, XQLessor queries relate to work by agent 
people, i.e. KQ (knowledge query and manipulation language). 

D. Salber. XML is used for sensor context and to express specific needs. This is 
basically similar but less general than KQML. 
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Abstract. This paper describes an approach to adapting Web content based on 
both static (e.g., connection speed) and dynamic information (e.g., CPU load) 
about a user’s computing resources. This information can be transmitted to a 
Web Server in two different ways. XML is used so that there is one copy of 
the content, but multiple presentations are possible. The paper describes an 
architecture, prototype and initial results. 



1 Introduction 

The users of electronic commerce applications have certain expectations about the 
Quality of Service (QoS) provided. By QoS, we are referring to non-functional 
requirements such as performance or availability. An important measurement of 
Quality of Service is “key to glass” response time. This refers to the time that passes 
after a user clicks the mouse button or presses the return key to submit a request to a 
WWW server to the time that the results of that request are displayed on the monitor 
glass. Electronic commerce retailers (e-tailers), such as Amazon.com, Chapters. ca, 
and other dot-coms, recognize that the reference to the WWW as being the “World 
Wide Wait” is a major impediment in the growth of electronic commerce 
applications. 

To date most of the work for improving Quality of Service (QoS), has revolved 
around the web server and the network. There has been little work on the client side 
despite the research [4] showing the importance of the client computing resources 
especially the network link from the client machine to the Internet. This paper 
focuses on the client side. The approach taken is based on findings that show that 
web pages that were retrieved faster were judged to be significantly more interesting 
then web pages retrieved at a slower rate. Other findings in [2] indicates that the user 
prefers web pages to be progressively displayed rather than web pages that are 
displayed at a slower rate, but may have more graphics at a higher resolution. This 
provides the user with feedback concerning the web server, knowing that the 
downloading process is still taking place. The conclusion is that that the response 
time affects a user’s impression of a web site. 

Let us now look at the following scenario: Let us assume that we have two users: 
user A is using a slow computer with a phone modem for connection to the Internet 
and user 5 is on a fast computer with a cable modem for connection to the Internet. 
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The difference between the response time of these two users, assuming the network 
and web server loads are identical, relies on client computing resources. To state the 
obvious, user B receives the content faster than user A. This difference in client 
computing resources has forced content providers [1] to provide a compromise 
version of content that hopefully will not place an undue burden on clients with fewer 
computing resources, yet will remain satisfactory for clients with the high-end in 
computing resources. One approach is to have different content delivered to different 
clients [1]. Currently, this requires that for a single content provider would need to 
maintain multiple versions of the same web site. Our research addresses this problem. 
We provide a solution that allows a web site to have a single copy of the content, but 
provides a different presentation of that content based on the client’s computing 
resources. The main advantage of this approach is the elimination of unnecessary 
multimedia content being delivered to clients who do not have the necessary 
computing resources that best supports this content. 

The following sections of this paper will present the research that we have done to 
date in improving a client's "key to glass" response time. Section 2 provides the 
design architecture, followed by the implementation in Section 3. A set of 
experiments in Section 4 shows the improved "key to glass" response time for clients. 
In Section 5 we will examine a few other techniques in improving response time. 
Finally, we shall provide some concluding thoughts in section 6. 



2 Architecture 

The architecture (graphically depicted in Figures 1 and 2) entails two primary 
components: the client and server components. The client component (which 
includes the Web Browser) is used to collect client computing resource information. 
Computing resource information includes, but is not limited to, the type of processor, 
type of Internet connection, percentage of processor load and percentage of memory 
being used. There are two approaches to getting this information to the web server. 
The first is a push approach where the information accompanies each web request to a 
web server. The second is a pull approach where the information is requested by the 
web server when needed. Upon receipt of the client request, the server component 
(which includes the Web Server) is responsible for analyzing the client computing 
resource information to determine an appropriate presentation descriptor that is to be 
applied to the content being requested by the client. We will now describe these 
components in more detail. 



2.1 Client Component Architecture 

The Client Component of the architecture is graphically depicted in Figure 1 . 

The Client Component collects the client computing resource information that is 
needed by a Web Server for processing a client request. We refer to this as QoS Data 
and it may include the following: (i) CPU Type: This represents the CPU speed of the 
client device that is requesting the Web page, (ii) Connection Speed: This measures 
the connection speed of the client device to the Internet, (iii) CPU Load: This 
represents the amount of processor utilization on the client device, (iv) Memory Load: 
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This represents the amount of total memory, both physical and virtual memory, being 
used on the client device (percentage). 




Fig. 1. Client Components 

The two components involved in collecting QoS Data and including it in a web 
request are the Daemon and Resource components. In the push approach the Daemon 
converts a web request from any web browser into a request that includes QoS Data. 
In the pull approach, the Daemon process maintains (i.e., stores) the QoS Data. It 
provides an interface to other processes to retrieve this data. The QoS Data 
dynamically changes over time. The Resource Component is responsible for 
monitoring the computing resources to provide the information needed in QoS Data. 
It provides an interface to allow for monitoring of the necessary resources. It must be 
noted that this is just an interface. The actual implementation is based on the specific 
client device. 



2.2 Server Component Architecture 

The Server Component of the architecture is graphically depicted in Figure 2. The 
RequestHandler component is responsible for the initial processing of a request that is 
received by the web server. It extracts the QoS Data (done differently for the push 
and pull models). It passes the QoS Data to the QoS component, which encapsulates 
an algorithm that uses this data to determine an appropriate classification value. 
More specifically it encapsulates the order of operations (some are calls to the 
interface of the Classification component). The Classification component maintains 
the following: information needed to determine the classification value (described in 
the next paragraph) and a mapping from a classification value to a presentation 
descriptor value. The presentation descriptor value is applied to the web content that 
is to be returned to the client. 
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Web Server 




Fig. 2. Server Components 



The algorithm used for computing the classification value is briefly described as 
follows. Each of the data items in QoS Data ( CPU Type, Connection Speed, CPU 
Load and Memory Load) are assigned weights to reflect their contribution to the 
“glass response time”. For example, the weight assigned to CPU Type could be 30%, 
for Connection Speed it could be 30%, for CPU Load it could be 30% and for 
Memory Load it could be 10%. This weighting assumes that the type of the CPU, the 
connection speed and the load on the client machine contribute equally and much 
more than memory load. A weight is applied to a category value. We will use CPU 
Load to illustrate what we mean by category value. One possible categorization is 
based on having two categories: CPU loads that represent less than 50% utilization 
and CPU loads that represent 50% or more utilization. We know that if there is 
higher utilization then there will be fewer CPU cycles on the client device to process 
the response. Thus, resulting in the end result of a slower response time. We can 
assign a category value to each of these categories. The appropriate category value 
is determined and is multiplied by the weight associated with CPU Load. The sum of 
these values is the classification value The classification value is mapped to a 
presentation descriptor value which is then applied to the content. The result of this 
application is what gets sent back to the client. 



Accept Request 
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2.3 Interactions 

This section is intended to examine the flow of a request from the client device to the 
final delivery of a response from the web server. We assume that the specified 
resource in the request is available. 

1 . The request is made in the web browser. 

2. In the push approach, the request is intercepted from the web browser by the 
Daemon component. The Daemon component adds the QoS Data to the request. 
In the pull approach, the request is sent through without any additional 
modifications (in the current prototype, a web request is considered QoS enabled 
if it uses the “.xml” extension). The QoS Data used by the Daemon Component 
is updated periodically (the period is relative to the speed of the processor) by 
the Resource component. 

3. When a request arrives at a web server, the Request component determines the 
nature of the incoming request i.e., whether the request is QoS enabled or not. In 
the push model, the Request component checks to see if the QoS Data is 
appended to it. In the pull model, it checks to see if the request uses the “.xml” 
extension. If so, the RequestHandler component will retrieve that data from the 
client. If the request does not include QoS Data or does not use the “.xml” 
extension, the web server will immediately process the request; otherwise the 
request is forwarded to the QoS component. 

4. The QoS component processes the QoS Data to determine the appropriate 
classification value based on the brief description of the algorithm presented in 
the previous section. It encapsulates an algorithm that has operations that make 
calls to the Classification component. 

5. The QoS Component takes the classification value and requests from the 
Classification component the associated presentation descriptor value. 

6. The URL for the web content requested by the client is processed with the 
returned presentation descriptor value. Based on this processing, the appropriate 
QoS enabled response is produced for the client device. This is very critical in 
our process. If the client device was a wireless cell phone, it would not be 
capable of viewing images or handling HTML content. Hence an appropriate 
presentation descriptor value would be required to convert the web content into 
Wireless Markup Language (WML) content, so that the client device could 
display the results. 

7. The response with the web content produced from the previous step is returned 
to the client device that made the request. The client device’s web browser then 
processes the web content and displays it accordingly. 

If there was any problem with the QoS Data, then default classification values are 
used (in our prototype we defaulted to classifications resulting in the simplest content 
presentations). 
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3 Implementation 

In this section we describe the prototype implementation. Open-source code 
(Mozilla) is available for the Netscape browser, but the source code for this browser 
consists of over four million lines of code. Due to this complexity, it was decided to 
first implement the push approach. This was done using the Remote Method 
Invocation (RMI) API provided by Java. 



3.1 Client Component 

This section describes implementation details associated with the Client Component. 



3.1.1 Daemon Component 

We implemented the pull approach for the retrieval of client computing resource 
information. The Daemon component is implemented using a Java class that provides 
a listen queue for monitoring incoming requests for client computing resource 
information from the web server. The Java RMI enables the web server to make a 
method call to the remote object as if the remote object were local, without the need 
to explicitly program the socket connection interface. The following defines the class 
for the Daemon component. 

class Cl { 

static Classification classification; 
public Cl( ); 

public String getClClass( ); 
public static void main( ); 

I 

The classification object will be discussed in greater detail in the following section. 
The getClClass( ) method is the remote method that is invoked by the web server. Its 
purpose is to return the client computing resource information in a string format. 
Even though most of the resource values are bound to be numerical values, Java 
provides methods that transform numbers into strings and vice-versa rather easily. 
The main() is responsible for collecting the client device connection speed to the 
Internet and providing this in the creation of the classification object. In addition, it 
provides the initialization required to set up the necessary RMI server to listen for 
incoming RMI requests. Once all the RMI initialization has been established the 
Daemon component will listen to port 1099 for incoming RMI requests. 



3.1.2 Resource Component 

The Resource component monitors the CPU utilization, memory utilization, and the 
type of processor. Depending on the operating system running on the hardware, each 
operating system provides different techniques to obtain this information, such as 
command line utilities, system library calls, etc. Thus, the implementation of the 
resource component is based on the Abstract Factory design pattern as detailed in [3]. 
The intent of the Abstract Factory pattern is to provide an interface for creating 
families of related or dependent objects without specifying their concrete classes [3]. 
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There are two classes to note. The first is the Classification class. 

class Classification { 

String ClientClassification; 

ResourceFactory Factory; 
long waitinterval; 

public Classification (long); 
public String getClassification( ); 
public void Update( ); 

I 

The ClientClassification member is used to hold the client resource information in 
a string format that is obtained from the ResourceFactory object (which will be 
examined in detail shortly). The Factory member will contain an object for either the 
Solaris Factory or Window sNTFactory. Lastly the waitinterval will contain a value to 
determine the duration at which the client resource information will be refreshed. 

In the Classification constructor, we use a standard Java method call 
System. getPropertyC' OS.name ” ) to get the operating system name. Based on that 
value, we are capable of determining which type of ResourceFactory object needs to 
be created. The Factory variable is initialized with this object. A call to 
Factory. getCPUTypeO is made to get the type of processor that the client has. This is 
used to determine the refresh rate at which the client polls for the client computing 
resource information (stored in the waitinterval member). On slower machines the 
update frequency is set to a longer interval and for faster machines to quicker refresh 
rates. The rationale behind this is that slower machines have fewer CPU cycles, so 
these cycles should be used more sparingly. Lastly the ClientClassification member 
is constructed to store client computing resource information as a string. The 
getClassificaitonO method is used to return the value of ClientClassification to the 
calling object (which will be the class being used to implement the Daemon process). 
Finally, the Update() method performs the operation of making method calls to the 
Factory object (e.g., getCPUType(), getCPULoad(), getMemoryO) in order to get the 
current client computing resource information. The frequency of the updates is based 
on the waitinterval that was obtained in the constructor of the Classification object. 

interface ResourceFactory { 

String getDeviceTypeO; 

float getCPUTypeO; 

float getCPULoadO; 

float getMemoryO; 

} 



The ResourceFactory is an abstract class. This allows for any number of 
subclasses to be created for any number of operating systems for various devices. 
Our prototype contains only a single implementation for the Solaris operating system. 
Future work will entail creating a similar ResourceFactory for the Windows operating 
system. With our implementation for the Solaris operating system, we were able to 
use native Solaris system calls to obtain the necessary information in the 
SolarisFactory. In obtaining the value for the getCPUTypeO method, we used the 
“sysinfo” utility to obtain the processor speed. For both the getCPULoad() and 
getMemoryO methods, calls were made to the “top” utility for up to date utilization 
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data on the client device. In applying the Abstract Factory pattern, it would be 
relatively easy for new subclasses of ResourceFactory to be created and incorporated 
into the client component. 



3.2 Server Component 

Before detailing the server implementation for this paper, it must be recognized that 
portions of the Cocoon servlet from the Apache Software Foundation were used. The 
Cocoon software already provides the necessary infrastructure for handling incoming 
HTTP requests and transforming XML files with XSL stylesheets. We shall discuss 
only those components of the Cocoon software that we have made modifications to. 



3.2.1 RequestHandler Component 

The RequestHandler component is implemented using a Cocoon class implementation 
that extends the HttpServlet class, which provides the ability to handle HTTP requests 
and responses. Once the Cocoon object has been successfully created, it remains in 
an idle state waiting for incoming HTTP requests for a resource with the .XML 
extension. Upon receipt of such an HTTP request, the service() method of the 
Cocoon class extracts from the received request the resource that it is requesting. If 
the requested resource is a valid resource on the server, then both the HTTP request 
and HTTP response objects are passed to the Engine object (used to implement the 
QoS Component), otherwise an HTTP error response is sent back to client. 

3.2.2 QoS Component 

The QoS component is implemented as a class called Engine. The initialization of an 
Engine object requires from the Cocoon object information that includes the XML 
parser and the XSL processor to be used. These are used to initialize two objects that 
are encapsulated by the Engine: parser and transformer . It is apparent that only one 
instance of the parser and transformer objects will exist. Thus, the Engine object uses 
the Singleton pattern [3]. The intent of the Singleton pattern is to ensure a class only 
has one instance, and provides a global point of access to it. In our implementation, 
we use software from the Apache Software Foundation Thus, the XML parser is 
Xerces and the XSL processor is Xalan. 

The HandleO method of the Engine object is the heart of the entire process. The 
Document Object Model (DOM) is constructed for the XML content. This is done 
through the parser object. The next step retrieves the individual data items of the 
client computing resource information {QoS Data) via a call to 
Classification.GetClassDataO (the Classification object implements the Classification 
component and is discussed in the next section). The data that is returned is then 
passed on to the Classifcation.VerifyClassData() method that determines the 
classification value for the requesting client. The validity of the classification value 
is then determined with a call to Classification.ValidClass() and if the classification 
value is valid a call to Classification.ReturnLocation() for the directory location of the 
XSL stylesheet is made. Based on the number of classifications, there could be any 
number of directories for stylesheets. In this example, we assume three classifications 
for constructing simple web pages, default web pages, and complex web pages. Once 
the location of the XSL stylesheet is determined, the actual XSL stylesheet is applied 
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to the XML DOM using the XSL processor. Once this has completed, the processed 
contents from the processor object are inserted into the response object, which is then 
delivered to the client device to be displayed. 



3.2.3 Classification Component 

The Classification component encapsulates that information required to assign a 
classification value to clients based on their computing resources and a mapping from 
classification values to a presentation descriptor value. This component is 
implemented using the Classification class. The initialization of the Classification 
class retrieves from files the information needed to classify the clients. 

public class Classification implements Defaults { 

String [ ] classdata; 
int ClientClassification; 
float CPUTypeWeight; 
float ConnectionW eight; 
float CPULoadWeight; 
float MemoryWeight; 
float[] ClientClass; 
float[] CPUTypeClass; 
floatf ] ConnectionClass; 
float[] CPULoadClass; 
float[ ] MemoryClass; 

public Classificationi ); 

private float LoadWeight(BufferedReader infile); 
private float [] LoadClass(BufferedReader infile); 
public String GetClassData (HttpServletRequest request); 
public int Verify ClassData (String value); 

private float CalculateWeight(float resourcevalue, float[] inputclass, float weightclass, int flag); 
private int DetermineClass (float clientvalue, float [] inputclass); 
public String ValidClass (int classdata); 
public String ReturnLo cation (int locationclass); 

} 

The ClassificationO method (used to create the Classification object) uses the 
private LoadWeight( ) method to load from a file the weight values into the following 
variables: CPUTypeWeight, ConnectionWeight, CPULoadWeight and 

MemoryWeight. Table 1 provides an example set of weights. 



Table 1. Resource Weights 



Member 


Value 


C PUTyp eWe i gh t 


30 


ConnectionWeight 


30 


CPULoadWeight 


30 


MemoryWeight 


10 



The total combined weights must sum to 100. Each resource can be considered as 
a percentage, providing an administrator with an easy way to judge the significance of 
each resource. 

The private method LoadClass() loads the variables CPUTypeClass, 
ConnectionClass, CPULoadClass and MemoryClass. These variables are arrays. 
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Each array stores measurement values. A measurement in an array location i 
represents a boundary point. Thus, for any array a, (a[i],a[i-\-l]) represents a 
categorization of values. All values less than a[0] is a. categorization and all values 
greater than a[n-l] is a categorization, where n is the number of categories , is a 
category. These values are used to determine classifications. Table 2 shows an 
example. 

Table 2. Resource Categories 



Member 


Array Location | 


0 


1 


2 


3 


CPUTypeClass 


90 


166 


300 


450 


ConnectionClass 


28800 


56000 


500000 


1500000 


CPULoadClass 


75 


50 


25 


xxxxx 


MemoryClass 


66 


33 


XXX 


xxxxx 



Not all of the arrays will contain the same number of entries. In this example, the 
CPUTypeClass member has four entries and the MemoryClass contains two entries. 
The CPUTypeClass is used to categorize the speed of the process in the client device. 
As can be seen, the categories correspond to devices with less than a 90 MHz 
processor, 90 MHz to less than 166 MHz, 166 MHz to less than 300 MHz, 300 MHz 
to less than 450 MHz, and over 450 MHz. We note that the CPUTypeClass and 
ConnectionClass are stored in ascending order, while CPULoadClass and 
MemoryClass are in descending order. The reasoning is that in the case of the CPU 
type and Connection speed, a higher value means that there are more computing 
resources and therefore, the system can more quickly respond to content from the 
server. With the CPU load and Memory load, a higher value represents degradation in 
system performance. 

The initialization process also constructs an array that maps a classification level to 
the associated directories for the XSL files. Table 3 provides an example. 

Table 3. Classification Categories 



Member 


Array Location | 


0 


1 1 2 


Classdata 


/simple/ 


/default/ 1 /complex/ 



The method Verify ClassData() is used to verify that the contents that were 
returned by the GetClassData() method is properly formatted. If the string is 
properly formatted, the calculation to determine the classification of the client begins. 
We will use the following string in our example: 0.1 COMP 269 56000 30 40. The 
first thing checked is the version number of the incoming information. This will be 
important if future work determines that other client computing resources are found to 
influence the performance of a system. The second item to be checked is the type of 
device making the request. If the device is other than a computer running a web 
browser, different computations may be required. In our work, we have accounted for 
the standard computer and web browser with "COMP". However, another possible 
device is that of a wireless cell phone, in which case we will have the value of 
“WLESS”. This will require that we provide another directory for “/wireless/” that 
stores a unique XSL stylesheet to transform the content to be displayed on a cell 
phone type device using WML. In this example, we are dealing with a computer and 
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web browser. The next piece of information is the type of processor in the computer, 
which is 269 MHz. A call is made to CalculateWeight(). The value 269, the 
CPUTypeClass and CPUClass arrays and a flag value of 1 are passed to 
CalculateWeight(). If the flag value is 1 then the array passed in is in ascending 
order otherwise it is in descending order. 

The CalculateWeightO method is aware that the array CPUTypeClass is an array 
of ascending values since the flag value is 1. At this point, it checks each value at 
location CPUTypeClass [i] until it finds a value of CPUTypeClass [i] that is greater 
than 269. In this example (based on Table 2) this is the third array location (and thus 
the third category). There are five categories in which the CPU types are separated 
(these include under 90 and over 450 MhZ). In our implementation the category 
value is computed based on the array location and is equal to (/+7 )/n , where i is the 
category and n is the number of categories. In our example, since value 269 is in 
CPUTypeClass [2], the category value is 3/5. The weight for the CPU type was 
defined to be a value of 30, thus we arrived at a calculation 3/5 * 30 = 18 for the CPU 
type in our example. This value is returned to the VerifyClass( ) method and a running 
tally is kept, as the CalculateWeightO method is called three more times, once for 
each of the other resources of Connection speed, CPU Load, and Memory Load. 

For connection speed the calculation is 3/5 * 30 = 18. This value is returned to the 
VerifyClassO method. The total grows from a value of 18 (from the CPU Type) to 36. 

The next value to be calculated is that of 30 for the CPU Load. The array, 
CPULoadClass, is organized in descending order (as indicated by a flag value of -1). 
Instead of comparing to see if the CPU load passed in is less than CPULoadClass[i], 
the comparsion is a greater than or equal to. Since the CPU load falls into the third 
category, we obtain a calculation of 3/4 * 30 = 22.5. Once back into the VerifyClassO 
method, the total value grows from 36 to 58.5. 

Once again we must perform the same calculations on the Memory Load. In 
performing the calculations 2/3 * 10 = 6.6666, we get a value of roughly 6.667. Once 
back in the VerifyClassO method, the total value grows from 58.5 to a value of 
65.167. 

In working through this example, it is apparent that the highest possible value that 
can be calculated in this process is 100. Every request that is received with a “.xml” 
extension will be processed and assigned a value ranging from 0 to 100. This design 
allows us to easily extend any of the resource categories, as well as adding additional 
resources at a future time without affecting the number of classification categories 
stored. 

We have now calculated a value for the resources of the client computer to be that 
of 65.167. Still in the VerifyClassO method, we must determine which classification 
value is assigned to the client request. This is done by making a call to the 
DetermineClass( ) method. In a similar manner as above, the ClientClass is an array 
with boundary values at each of the array locations. The values of 25 and 60 are the 
entries in the array locations for 0 and 1 respectively. The value of 65.167 fits into 
the third category. In this method, the counting of categories begins at 0, so the first 
category would be a value of 0, the second category a value of 1, and the third 
category of 2. A value of 2 is returned to the VerifyClassO method. As this is the last 
item performed by the VerifyClassO method, this same value is returned to the object 
that had called VerifyClass( ), in this case a value of 2 is returned. In this example, we 
were able to calculate a valid classification for the request. There are instances where 
an error message would be returned in place of a valid classification. For example, if 
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during transfer the client resource information were to become corrupt and instead of 
receiving a numeric value for the CPU type, the server received a string of characters. 
The processing of the request would fail and an error code would be returned instead 
of a valid classification. 

The ValidClassO method would be called after the VerifyClass() method to 
determine the nature of the validity for the calculations and the returned value. In 
examining the value, it is determined if it fits into a classification or if the value were 
an error code. If the value is an error code, the appropriate error message is 
constructed and an error string is returned from the method. Otherwise, a null string 
is returned if the value is a valid classification. 

The last method for this object is the ReturnLocation( ) method, which returns the 
directory location for retrieval of the appropriate XSL stylesheet to be applied. 



4 Experiments 

This section briefly describes our initial experimentation. 



4.1 Experimental Environment 

The experiments were performed on an isolated network with three Sun Ultra 
workstations. The workstations varied in their hardware configurations. Two of the 
machines functioned as the clients that requested web content via HTTP. These 
machines are named Strawberry and Doublefudge. Strawberry is a Sun Ultra 5/10, 
with a 269MHz UltraSPARC-IIi processor and 128MB of physical memory. 
Doublefudge is a Sun Ultra 60, with dual 359MHz UltraSPARC-II processors and 
1024 MB of physical memory. While the third workstation named Vanilla, a Sun 
Ultra 5/10, with a 269MHz UltraSPARC-IIi processor and 256MB of physical 
memory, was used as the host delivering the web content. 

It was critical in our experimentation to simulate connection speeds equivalent to 
those most commonly used today. This was achieved by establishing a Point- to-Point 
Protocol (PPP) connection via a serial interface. In establishing a PPP connection we 
were able to control the connection speeds between the two client machines of 
Strawberry and Doublefudge to the host machine Vanilla. The maximum connection 
speed that was achieved was equivalent to 400 Kbps, while using the lower extreme 
of 38.4 Kbps. 

The web server used in our experimentation was Java Web Server 2.0. This web 
server software provided the necessary infrastructure to handle servlet execution 
without requiring additional components. In addition to the Cocoon 1.6 Java servlet 
from the Apache Software Foundation, we also required an XML parser and XSL 
processor. These two were also obtained from Apache, with the XML parser being 
Xerces 1.01 and the XSL processor being Xalan 19.2. 

As mentioned earlier, it was necessary to produce heavy CPU load and memory 
load situations on the client workstations. The added load on the clients was achieved 
by the use of two utilities that we developed. The first is a CPU load generator utility 
and the second is a memory load generator. These two programs allowed us to 
generate high and low load values for both CPU and memory usage. 
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We also developed a utility that allows the user to make specific HTTP requests for 
a specific URL from a web server at the command line. In using this utility, scripts 
were developed to eliminate the need for manual requests through a web browser. In 
using this utility, our experimental results are based on the HTTP 1.0 design, in which 
HTTP connections do not remain persistent, instead each object in the web page 
requires a completely new connection to be established. 



4.2 Factor Analysis for Original System 

The first set of experiments performed were used to determine which of the four 
factors: Connection speed, CPU type, CPU load, and Memory load contributed most 
significantly to the delivery of web content to the client device. We used a 2"^ full 
factorial design with 3 replications. Each of the factors had a high and low level. 
Four experiments were performed, in a similar manner. The first experiment 
consisted of the web server delivering standard HTML web content, with a default 
page having contents equaling 28KB. The results from this experiment found that the 
factor contributing the most to the content delivery was the connection speed, 
accounting for over 69.747 and the CPU load for 14.815 of significance. A similar 
experiment was performed with a complex HTML page equaling 1500 KB. This time 
the connection speed accounted for almost all of the significance with a value of 
99.904 and all others were insignificant. 

We then performed the experiment with the same factors, but instead making 
requests for the XML content through the original Cocoon servlet. The default XML 
page, being the same size as the HTML content of 28KB, produced almost identical 
results as the HTML default page. The significant values were once again the 
connection speed with 66.033 and the CPU load at 15.919. Once again with the 
complex XML content, the connection speed was most significant with a value of 
99.849 and all others being insignificant. 

In studying these two scenarios, the HTML content delivered by the web server is 
similar to a file server, obtaining stored files from a storage media and delivering it to 
the client. While the XML content requires the web server to process the content by 
applying an XSL stylesheet to the XML content. It appears with our experimentation 
that this additional overhead of processing only increases the response time 
marginally. 



4.3 Prototype Results 

From examining the results for the factorial experiments, the most significant factor 
for “key to glass” response time for the client device is the connection speed to the 
Internet. Based on this, we assigned the greatest weight to the connection speed of 
70%, followed by CPU load at 20%, and the Memory load and type of CPU each with 
5%. 

A time of over eight minutes was required to obtain the 1500KB complex web 
page from the web server with a slow connection in our previous experiments. With 
knowledge of the slow connection being the most significant factor, our prototype 
will only provide the complex content if the user is on a fast connection. Hence 
eliminating the eight minutes of wait time for the complex web content. 
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The comparison of the times is taken with respect to the original Cocoon 
implementation. Included with this timing is the duration required for the Java RMI 
call to the client to obtain the QoS data, based on the pull model. In our QoS enabled 
servlet implementation, we also provided a timing for the RMI call. So, we were able 
to record the exact time required to perform the remote call. On average the RMI call 
from the web server to the client took 432.014 milliseconds to complete. This value 
is rather small in nature and didn’t contribute greatly to the overall “key to glass” 
response time. 



5 Related Work 

5.1 Replicated Servers 

When examining the idea of replicated servers on the Internet, we are interested in 
two key characteristics to help improve “key to glass” response time. The first factor 
is the distance to which the web server is located from the client requesting the web 
content. In saying distance, we can not assume the physical locality of the web 
server, but more importantly we must use the network hop distance. This value 
represents the distance needed to travel to arrive at the web server by the client 
request over the Internet. It is evident if the request and response spends a large 
amount of time travelling on the network, the response time experienced by the user 
will be affected. 

The second crucial factor is the time required by the web server to process the 
client request and ultimately deliver the appropriate response. When considering this 
factor we must also examine additional items that affect the web server’s ability to 
process requests. One such item deals with the number of requests coming into the 
web server, as from 1998 to 2002 the number of users on the WWW are expected to 
triple in volume [5]. It is apparent that a web server could potentially become over 
burdened serving client requests. As well as the client requests, the other item of 
great significance is the type of requests the clients are submitting. At the onset, web 
servers delivering content were very similar to file servers. A client request would 
arrive at the web server and the web server would deliver static web content to the 
user. There was very little computational overhead associated with client requests. 
With the evolution of the WWW, web content complexity grew hand in hand. In 
addition to static web content, there are now web sites that dynamically create web 
content unique to each client request, providing a personalized experience. In these 
dynamic web pages, they are not just accessing static content from files, but they are 
accessing databases to obtain client information, as well as other web sites for up to 
date content. The technology behind the dynamic content creation has also advanced, 
with traditional Common Gateway Interface (CGI) scripts and applications. Active 
Server Pages (ASP) from Microsoft, Java servlets, to extensible Markup Language 
(XML) and extensible Style Language Transformation (XSLT). Along with these 
technologies comes the added processing required by the web server. Web servers 
are becoming more complex entities, they are no longer just file servers, but have the 
added responsibility of creating dynamic web content. 
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5.2 Caching 

The idea of caching is similar to that of Replicated Servers, which was discussed in 
the previous section. The intent of caching is not to replicate the entire server’s 
contents, but to only reproduce those portions that have been frequently accessed. In 
doing so, the load of the web server will be reduced. 

In examining caching, there are three points at which the caching can take place. 
To examine these three points, let us begin by looking at the client making requests 
for web content. This is the very first place that caching can occur. Once a client 
makes a request for web content the web content can be cached at the local client. In 
almost all instances, the caching is the responsibility of the web browser, as the 
browser is responsible for the handling of requests and the returned responses. If the 
browser notices that a request for a particular web resource has been cached, it will 
retrieve it from the cache, and bypass the submission of the request to the web server. 
This helps in improving response time by providing the obvious advantages, first 
there will be no network latency as the request doesn’t even need to travel onto the 
Internet. Secondly, the web server will not need to service the client request, hence 
eliminating the server load. The advantages have been shown and the disadvantages 
will be discussed later in this section. 

The next point for caching to occur is at a proxy location. Proxies can reside at 
various locations, but we will refer to the location at which an autonomous system is 
connected to the Internet. Since all the client requests on the autonomous system 
need to travel through the proxy to reach the Internet, it is ideal for this proxy to cache 
web content responses. To understand the sequence of events that occurs in this 
situation, we will have two clients Cl and C2 on an autonomous system that travels 
through proxy P. Cl begins by making a request for www.needinfo.com , the request 
travels to P and then travels out onto the Internet to the www.needinfo.com site. The 
response is returned by the web server hosting www.needinfo.com and the response 
travels to P where the response is cached. P then sends the response to Cl where it is 
processed. Later that day C2 also makes a request to www.needinfo.com , the request 
travels to P, but the response for Cl was previously cached, P needs only to return the 
cached contents to C2. In this manner, the C2 request only needs to travel to P and 
doesn’t even need to travel onto the Internet to the www.needinfo.com web server. 
Similar to caching at the client only, this approach helps both reduce the amount of 
traffic travelling onto the Internet and reduces the server load by eliminating repeated 
requests. 

The last point of caching can take place directly at the web server that is handling 
client requests. The rationale behind this caching is to eliminate the processing load 
from the web server. For those instances of complex web content, in which server 
processing is required. Instead of performing the processing for each client request, it 
would be beneficial to cache the web content that is produced. The client request 
would arrive at the web server, it would look through the cache for the web content, if 
it exists then it would be retrieved, otherwise the web server would process the 
request to deliver the web content. Even though this process doesn’t alleviate the 
network traffic to the web server, it helps reduce the server load by eliminating 
repetitive processing of identical requests. 

As shown through the three caching locations, caching is an advantageous 
technique to improve upon response time for the user. Along with the benefits there 
are also definite drawbacks to this technology. The first to come to mind is the need 
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for cache consistency. Cache consistency is the requirement to keep the cache 
content, either being at the client cache, proxy cache, or server cache, consistent with 
the content that is delivered by the web server. In any of these instances, web content 
may be cached in these three locations, in addition there may be updates at the web 
server delivering the content. The cached locations must be aware of this update, so 
that out dated content is not delivered to the requesting client. 

The second problem deals with personalization on the WWW. This deals with web 
sites that personalize web content based on the individual, for instance a web site that 
greets you by your first name in the web content that is returned. This could happen 
at a banking site, which requires you to log in, once logged in the web site is aware of 
who you are and creates content specific to you. When using caching, this 
personalized content is not relevant to others accessing the same web site, as the web 
server would create content that is specialized for that individual. In this manner the 
content is created dynamically, there are also other instances in which dynamic 
content could be created but not personalized. An example could be an e-tailer that 
creates web content for merchandise they sell on the WWW. This is dynamically 
created based on the price of merchandise that is stored in another database, but is 
infrequently changed. In this instance, rather than have each request to the web server 
processed, this content can indeed be cached. In looking at the situation from this 
standpoint it would be beneficial for dynamic content caching. Again we must weigh 
the advantages gained by caching the dynamic content and the possible problems 
posed if the cached contents become outdated. In this manner not all web content can 
and should be cached to improve response time. 



5.3 Adaptive Web Content 

At the beginning of this paper we stated the significance for “key to glass” response 
time. In the previous two sections we looked at the techniques of replicated servers 
and caching in an attempt to stay within a 10 seconds threshold. In examining these 
other two techniques you will notice some similarities. The first is the desire to 
alleviate work imposed on the web server, which is delivering the content to the 
client. With replicated servers, the workload is distributed among several identical 
servers. On the other hand with caching, attempts have been made to cache copies of 
the dynamically created content, which totally eliminate the processing required on 
the web server. 

The second common characteristic is the desire to bring the content closer to the 
requesting client. Once again with replicated servers, the ideal situation is to 
strategically place identical servers at various locations on the Internet. In a similar 
manner with caching, if there are strategically placed cache servers, the time traveled 
on the network will decrease, along with the decreased time traveled on the network 
there will be an increase in the “key to glass” response time. 

You are more than likely pondering the question, why do we need adaptive web 
content when replicated servers and caching appear to improve the “key to glass” 
response time. The techniques suggested in the previous two sections are possible 
solutions, but with the solutions exist drawbacks, especially with the present state of 
the WWW. To improve response time in both techniques requires additional servers 
to be placed throughout the Internet. For companies and more importantly 
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individuals, who are restricted by limited budgets cannot afford the cost of additional 
servers and network connections. 

As the WWW grows, the trend for web content is towards dynamic personalized 
content rather than the more traditional static content that is seen today. This is due in 
part to the increased number of retailers providing e-commerce on the WWW. The 
information for the e-tailers is usually stored in a database, with dynamically created 
content containing queried data from the database. For example, an e-tailer may sell 
widgets on the WWW, they already have a legacy database system that contains all 
the prices of the widgets they manufacture. The price of these widgets changes 
monthly, and the database has several thousand widgets. Instead of creating a new set 
of web content containing the updated prices monthly, the e-tailer instead queries the 
existing database for the price quotes. Hence, the only way to create the dynamic 
content for a price quote is for the web server to dynamically create the content for 
each client request. 

In addition to dynamic web content, the amount of multimedia content on the 
WWW is also increasing. The e-tailer who is selling widgets on the WWW today is 
not only giving a descriptive commentary of the widgets, but is also providing 
graphical images of each widget they sell. The number of images and resolution for 
each image are also increasing. With the increased number of people accessing the 
WWW, the size and complexity of web content is also rising. This is where adaptive 
web content will benefit the client’s “key to glass” response time. In an attempt to 
decrease the response time, web servers perform two actions when processing a client 
request. The first item is the actual creation of the content to be returned to the client, 
this includes obtaining the content to place into a web page, such items as retrieving 
the links to image files from disk, making the database queries, and formatting the 
content appropriately. The second such task is the actual retrieval of static data from 
hard disk and delivery of the content to the client. Of the two processes, most of the 
research has concentrated on the second step concerning the retrieval of static data 
and the delivery of that content to the client. The interest of this technique is not to 
reduce the total amount of content delivered, but to only reduce content when the 
server is not capable of delivering a level of QoS to the client, and at that point reduce 
the content to once again achieve the expected level of QoS. 



6 Conclusion 

As the number of users accessing the Internet and WWW increase, it is expected by 
the year 2002 there will be over 320 million people accessing the WWW alone [5]. 
That is why we see the influx of e-tailers to the WWW. In addition, the demands of 
the users are also increasing, with the most predominant being the QoS expectation, in 
particular with the response time for the delivery of web content. As mentioned 
earlier this is crucial for people returning to a web site, as long delays can guarantee 
loss of customers. 

Presently, with most web servers there is no consideration for the resources of the 
client. All client requests are treated as if they were equal in nature, even if the client 
hardware and network connections differ greatly. Our research supports the 
conclusion that others have shown in that the client resources, in particular the 
Internet connection, can greatly affect the response time experienced by the end user. 
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In our implementation we were able to show that providing adaptive web content can 
greatly improve upon the user’s QoS. 

Present web sites must cater to the lowest common denominator, which are clients 
connecting to the Internet with a phone modem at 28.8 Kbps. This is done to make 
sure all the visitors to the web site are content with a certain level of QoS, especially 
those with the slow connection. What about the users on fast connections? This 
doesn’t allow them to take full advantage of their connection. With our design, the 
web site provider has the ability to create various levels of content based on the 
available client resources. In using this technique, an e-tailer’s web site could provide 
a short video clip to the user on the fast connection, but provide a single jpeg image to 
the user on the slow connection for the merchandise they are trying to sell. In both 
circumstances the users will receive the information on the merchandise. However, 
the e-tailer does not have to store different versions of the content. Hence, they save 
on disk storage and maintenance costs. Although, XSL style sheets are to be stored, 
these will not have the same storage costs of storing different versions of the content. 

Further work includes developing the push model, to have each client HTTP 
request include the QoS Data. We will develop various Resource Factories for 
different operating systems, in particular those for Windows and Linux operating 
systems. There could also be additional client computing resources that affect the 
response time. Further experimentation will examine this as well as determine this. 
We will also examine the problem of optimal categorization and weights. Finally, 
we must further examine the effectiveness of this approach from a user’s point of 
view. Currently, we only look at client computing resources. We would also like to 
include user profiles that allow us to also use priorities. 
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Discussion 

F. Paterno: The most important portion of your QoS data seems to be the static data. 
Is it true that only static information is necessary. 

H. Lutfiyya: That seems to be the case right now but I have a hard time believing that 
this will hold through future experiments. 

F. Paterno: Key to glass time is not a single number but is spread out over time. Have 
you thought about capitalizing on that. 

H. Lutfiyya: We have not yet considered that. 

D. Salber: The RMI call takes 432 milliseconds. Is that per HTTP request? 

H. Lutfiyya: That is per HTTP request. That is using the pull model and if we used the 
push model the latency should be reduced. 

S. Greenberg: I would have thought that this could be done more efficiently at the 
server side by the content designer. That is, embed the sequence into the page a priori 
rather than deciding this through inference. 

H. Lutfiyya: Right but that might be somewhat slower. You might be slowing things 
down for your high speed users. 

J. Roth: Why do you choose something like CPU load and memory load since these 
factors change quickly over time. What have no categories related to the graphical 
capabilities of the client. 

H. Lutfiyya: I agree with you. There are other hardware characteristics that we should 
incorporate. We just haven’t done it yet. 

L. Bass: Often web page responses are spread out over time with the page filling in 
slowly. Have you thought about capitalizing on this. 

H. Lutfiyya: No 
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This paper discusses how cultural aspects should be addressed in user interface 
design. It presents a summary of two case studies, one performed in India and the 
other in South Africa, in order to identify the needs and requirements for cultural 
adaptation. The case studies were performed in three phases. First, a pre- study was 
conducted in Finland. The pre- study included literature study about the target culture. 
Explored issues included facts about the state, religions practiced in the area, 
demographics, languages spoken, economics, conflicts between groups, legal system, 
telecommunication infrastructure and education system. Second, a field study was 
done in the target culture. The field study methods used were observations in context, 
semi- structured interviews in context, and expert interviews. A local subcontractor 
was used for practical arrangements, such as selecting subjects for the study. The 
subcontractors also had experience on user interface design, so they could act as 
experts giving insight to the local culture. Third, the findings were analyzed with the 
local experts, and the results were compiled into presentations and design guidelines 
for user interface designers. The results of the case studies indicate that there is a clear 
need for cultural adaptation of products. The cultural adaptation should cover much 
more, than only the language of the dialog between the device and the end user. For 
example, the South-Africa study revealed a strong need for user interface, which 
could be used by non-educated people, who are not familiar with technical devices. 
The mobile phone users are not anymore only well educated technologically oriented 
people. Translating the language of the dialog to the local language is not enough, if 
the user cannot read. Another design issue discovered in the study was that people 
were afraid of using data-intensive applications (such as phonebook or calendar), 
because the criminality rates in South Africa are very high, and the risk of the mobile 
phone getting stolen and the data being lost is high. In India, some examples of the 
findings are the long expected lifetimes of the products, and importance of religion. 
India is not a throwaway culture. When a device gets broken, it is not replaced with a 
new one, but instead it is repaired. The expected lifetime of the product is long. The 
importance of religion, and especially religious icons and rituals, is much more visible 
in everyday life, than in Europe. For example, people carry pictures of Gods instead 
of pictures of family with them. Addressing this in the user interface would give the 
product added emotional value. 
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Discussion 

D. Damian: What was the major change that Nokia made after this study. 

M. Makarainen: Its difficult to say. People realized that localizing the product was not 
just a matter of translating text. 

H. Stiegler: Do you think that 3 years is a long time in a repair culture. 

M. Makarainen: No. 

M. Damian: How does Nokia decide where to go to do these studies. 

M. Makarainen: It depends on where mobile phones have some penetration and a 
large potential market can be seen. 

H. Lutfiyya: Do you think the UI design process will change the way that people will 
interact with the phone. 

M. Makarainen: The way people interact with the phone is different in different 
cultures no matter what the UI design process is. 

N. Graham: What level of precision did you have about what you wanted to find out. 
M. Makarainen: Our scope was too broad we tried to cover every phase. For this year 
I planned to cover only the visual facets. We observed people making phone calls and 
reading e-mail and doing other types of communication but it should be more narrow. 

J. Willans: I guess there is a tradeoff between Nokia’ s commercial interest and some 
of the knowledge learned in this study. 

M. Makarainen: Commercial aspects and business models were not analyzed in this 
study. 
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